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| CONSTRUCTION NOTES:

|Z| CONSTRUCT CONCRETE VALLEY GUTTER PER (3216-330) -
] [2] INSTALL G-1 INLET PER CALTRANS DETAIL D-73.

[3] CONSTRUCT CONCRETE APRON PER @

|Z| INSTALL STORM DRAIN PER PROFILE ON SHEET C-4.
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INSTALL 8" PVC STORM DRAIN.
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. INSTALL SLIDING GATE AND TRACK PER @
c-10

E INSTALL CHAINLINK FENCE PER DETAIL (3231-410) .

[10] CONSTRUCT CONCRETE PAD PER STRUCTURAL DWGS.

CONSTRUCT SIDEWALK AND CURB PER COUNTY OF
RIVERSIDE DETAIL 401.

CONSTRUCT 6" CONCRETE CURB TYPE D-1
OF RIVERSIDE DETAIL 203.

PER COUNTY

[

PLACE GRAVEL SURFACING PER LANDSCAPE DWGS.
c-3

[15] INSTALL FIRE HYDRANTS PER EMWD DETAIL B-517.

SER[TE PARK[NG AND DISABLED PERSONS STALLS PER

INSTALL GUARD POSTS PER EMWD DETAIL B-665.
' INSTALL SEWER MANHOLE PER EMWD DETAIL SB-61.
. CONSTRUCT UTILITY TRENCH PER EMWD DETAIL B-286B.
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. INSTALL SEWER CLEANQUT PER EMWD DETAIL SB-52.

INSTALL KNOX BOX PER RIVERSIDE COUNTY FIRE
DEPARTMENT REQUIREMENTS.
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CONSTRUCT ASPHALT PAVEMENT SECTION PER(3212-210) .

INSTALL FLARED END SECTION PER CALTRANS STD
PLAN DS4A.

INSTALL 45° PVC WYES.

INSTALL DISABLED PERSONS RAMP PER ﬁ:::).

CONSTRUCT 6" HIGH AC RAMP. DIMENSIONS PER PLAN.

CONSTRUCT CONCRETE LANDING PER (0330-056) TYPE G.
CONSTRUCT CONCRETE LANDING PER (0330-056) TYPE H.

INSTALL 2” PVC STORM DRAIN.
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NOTES:

1.SEE SHEET C-5 FOR HORIZONTAL AND VERTICAL
CONTROL POINTS.

2.CONTRACTOR TQ SUBMIT SHOP DRAWINGS AND STRUCTURAL
DESIGN CALCULATIONS FOR ALL TOWER FRAMING AND
THE FOUNDATION SYSTEM. CALCULATIONS ARE TO BE
STAMPED BY A CIVIL OR STRUCTURAL ENGINEER CURRENTLY
LICENSED IN THE STATE OF CALIFORNIA. REFER TO
STRUCTURAL CONSTRUCTION NOTES FOR DESIGN CRITERIA.

INSTALL 3" PVC STORM DRAIN.

INSTALL 4" PVC STORM DRAIN.

INSTALL 6"

PVC STORM DRAIN.
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