PLOT DATE: 2/19/2010 PLOT TIME:11:05:37 AM
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ITEM

DESCRIPTION

BALL DRIP

FIRE DEPT. CONNECTION

CHECK VALVE

ELECTRIC ALARM BELL(WEATHER PROOF)

WATER FLOW SWITCH

TEE CONNECTION

WATER PRESS. GAUGE

MAIN DRAIN VALVE

w|lof | ol | s wlr~]=

MAIN DRAIN

-
o

RISER CHECK VALVE
W/TRIMMINGS

-

SPARE SPRINKLER HEAD CABINET

DOUBLE CHECK
BACKFLOW PREVENTER
ASSEMBLY

13

NOT USED

14

0S&Y VALVE W/ TAMPER SWITCH

15

2" ANNULAR SPACE FILLED W/ MINERAL
WOOL AND SEALED WITH WATER
PROOF SEALANT.

NOT USED

17

SYSTEM ID. SIGN

18

TEST HEADER (2 - 2 1/2" OUTLETS)

19

SHUT-OFF VALVE W/ TAMPER SWITCH

20 |NOT USED
21 | "AUTO SPKR” ESCUTCHEON
22 | "BACKFLOW PREVENTER TEST CONNECTION”

ESCUTCHEON

23

DOMESTIC CONNECTION - 2 1/2"

ZONE 1
,/—

FP502
S~—

15008@

W

1

e

CONCRETE
THRUST BLOCK
PER NFPA

FIRE SPRINKLER RISER

NTS

@

ZCEIL]NG

1" DROP FROM END OF
REMOTE BRANCH L INE——=

=

rpﬁ’ <—TEST VALVE

7'-0" MAX

LFIN]SHED
FLOOR

AN

45° ELBOW
P __:t:&
o SMOOTH BORE CORROSION-

RESISTANT OUTLET GIVING
FLOW EQUIVALENT TO ONE
SPRINKLER

RUN INSPECTOR TEST
CONNECTION TO
BUILDING EXTERIOR
PROVIDE CONCRETE
SPLASH BLOCK

INSPECTOR’S TEST CONNECTION /4™

NTS

SYSTEM IDENTIFICATION SIGN

SPARE SPRINKLER CABINET /20

== |DODBDRD
PODRAD

1. PROVIDE SPARE
SPRINKLERS AND CABINETS
IN ACCORDANCE WITH NFPA
13 (2007)

2. THE REQUIRED NUMBER
STIPULATED IN NFPA APPLIES

TO EACH TYPE (STYLE AND
RATING) IF FEWER THAN SIX
OF A PARTICULAR TYPE,
PROVIDE TWO SPARE
SPRINKLERS.

3. MOUNT ON WALL NEAR
FIRE SPRINKLER RISER AT
5'-0" ABOVE FINISHED
FLOOR.

BEAM
1 -BEAM CLAMP
OR TRUSS
RETAINING
STRAP

3/8" THREAD
RODFOR UP TO
4"P1PE

SWIVEL
RING

1 1/2"SCH 40 &
SMALLER BLK STL
LINE PIPE 2 172"
SCH 10 BLK STL
MAIN PIPE

NTS

THIS BUILDING IS PROTECTED
BY A HYDRAULICALLY DESIGNED
AUTOMATIC SPRINKLER SYSTEM

LocaTion [ ]
NO. OF SPRINKLERS | |

BASIS FOR DESIGN
1. DENSITY ]
2. DESIGNED AREA [ ]

OF DISCHARGE
SYSTEM DEMAND

1. WATER FLOW RATE[ ]

2. RESIDUAL PRESSURE
AT THE BASE OF
THE RISER

3. STATIC PRESSURE[ ]

4. OCCUPANCY

CLASSIFICATION L]
5. HOSE STREAM ]

O HYDRAULIC SYSTEM O

@] O

I - BEAM
OR TRUSS
RETAINING o e
STRAP = BEAM CLAMP
g
]
]
1/2 THREAD ROD i
FOR UP TO 6" PIPE :
4" THROUGH
10" PIPE
CLEVIS
HANGER

NOTES:

SECURE SYSTEM SIGN TO ALARM VALVE WITH CHAIN.
THE IDENTIFICATION SIGN SHALL BE IN ACCORDANCE

WITH NFPA 13 (2007).

/5

NTS

HANGER WITH RING

[ - BEAM
QR TRUSS

RETAINING
STRAP

3/8" THREAD
ROD FOR UP
TO 4" PIPE

SWIVEL
RING

11/2" SCH 40 &
SMALLER BLK STL
LINE PIPE 2 1/2"
SCH 10 BLK STL
MAIN PIPE

J— NTS

PIPE HANGER WITH CLEVIS

No. M 34000
Exp, 12431711

(B

NTS

DATE: 10/05/09

BEAM CLAMP

APPROVAL

DATE

REVISIONS

DESCRIPTIONS

SYMBOL

EASTERN MUNICIPAL WATER DISTRICT
PERRIS IIDESALINATION FACILITY
PERRIS, CALIFORNIA
FIRE PROTECTION
DETAILS
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SHEET
F-2 | 145 - 226

SHEETS






