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SECTION 32 17 23.00 20

PAVEMENT MARKINGS
04/06

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

 INTERNATIONAL CONCRETE REPAIR INSTITUTE (ICRI)

ICRI 03732 (1997) Selecting and Specifying Concrete 
Surface Preparation for Sealers, Coatings, 
and Polymer Overlays

U.S. GENERAL SERVICES ADMINISTRATION (GSA)

FS TT-P-1952 (Rev D) Paint, Traffic and Airfield 
Markings, Waterborne

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  Submitted the following 
in accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-03 Product Data

Paints for roads and streets

Qualifications

  Documentation on personnel qualifications, as specified.

SD-06 Test Reports

Paints for roads and streets

SD-07 Certificates

Paints for roads and streets

  Certificate stating that the proposed pavement marking paint 
meets the VOC regulations of the local Air Pollution Control 
District having jurisdiction over the geographical area in which 
the project is located.

SD-08 Manufacturer's Instructions

Paints for roads and streets

  Submit manufacturer's Material Safety Data Sheets.
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1.3   DELIVERY AND STORAGE

Deliver paints and paint materials in original sealed containers that 
plainly show the designated name, specification number, batch number, 
color, date of manufacture, manufacturer's directions, and name of 
manufacturer.  

1.4   WEATHER LIMITATIONS

Apply paint to clean, dry surfaces, and unless otherwise approved, only 
when the air and pavement surface temperature is at least 5 degrees above 
the dew point and the air and pavement temperatures are above 50 degrees F 
and less than  110 degrees F for water-based materials.  Maintain paint 
temperature within these same limits.

1.5   EQUIPMENT

1.5.1   Mobile and Maneuverable

Application equipment shall be mobile and maneuverable to the extent that 
straight lines can be followed and normal curves can be made in a true 
arc.  

1.5.2   Paint Application Equipment

1.5.2.1   Hand-Operated, Push-Type Machines

Provide hand-operated push-type applicator machine of a type commonly used 
for application of paint to pavement surfaces.  Paint applicator machine 
shall be acceptable for marking small street and parking areas.  Applicator 
machine shall be equipped with the necessary paint tanks and spraying 
nozzles, and shall be capable of applying paint uniformly at coverage 
specified.  Applicator for water-based markings shall be equipped with 
non-stick coated hoses; metal parts in contact with the paint material 
shall be constructed of grade 302, 304, 316, or equal stainless steel.

1.5.3   Surface Preparation Equipment

1.5.3.1   Waterblast Equipment

The water pressure shall be specified at 2600 psi at 140 degrees F in order 
to adequately clean the surfaces to be marked.  

1.6   QUALIFICATIONS

The Contractor shall submit documentation certifying that pertinent 
personnel are qualified for equipment operation and handling of chemicals.

PART 2   PRODUCTS

2.1   MATERIALS

Provide materials conforming to the requirements specified herein.

2.1.1   Paints for Roads and Streets

FS TT-P-1952 color as indicated.
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PART 3   EXECUTION

3.1   SURFACE PREPARATION

Allow new pavement surfaces to cure for a period of not less than 30 days 
before application of marking materials.  Thoroughly clean surfaces to be 
marked before application of the paint.  Remove dust, dirt, and other 
granular surface deposits by sweeping, blowing with compressed air, rinsing 
with water, or a combination of these methods as required. Remove residual 
curing compounds, and other coatings adhering to the pavement by water 
blasting. For Portland Cement Concrete pavement, grinding, light shot 
blasting, and light scarification, to a resulting profile equal to 
ICRI 03732 CSP 2, CSP 3, and CSP 4, respectively, can be used in addition 
to water blasting, to either remove existing coatings or for surface 
preparation on most pavements. Scrub affected areas, where oil or grease is 
present on old pavements to be marked, with several applications of 
trisodium phosphate solution or other approved detergent or degreaser and 
rinse thoroughly after each application.  After cleaning oil-soaked areas, 
seal with shellac or primer recommended by the manufacturer to prevent 
bleeding through the new paint. Do not commence painting in any area until 
pavement surfaces are dry and clean.

3.2   APPLICATION

3.2.1   Testing for Moisture

Apply pavement markings to dry pavement only.  The Contractor shall test 
the pavement surface for moisture before beginning work after each period 
of rainfall, fog, high humidity, or cleaning, or when the ambient 
temperature has fallen below the dew point.  Do not commence marking until 
the pavement is sufficiently dry and the pavement condition has been 
approved by the CO or authorized representative.  Employ the "plastic wrap 
method" to test the pavement for moisture as follows:  Cover the pavement 
with a 300 mm by 300 mm (12 inch by 12 inch) section of clear plastic wrap 
and seal the edges with tape.  After 15 minutes, examine the plastic wrap 
for any visible moisture accumulation inside the plastic.  Do not begin 
marking operations until the test can be performed with no visible moisture 
accumulation inside the plastic wrap.

3.2.2   Rate of Application

3.2.2.1   Nonreflective Markings

Apply paint evenly to the pavement surface to be coated at a rate of 105 
plus or minus 5 square feet per gallon. 

3.2.3   Painting

Apply paint pneumatically with approved equipment at rate of coverage 
specified herein.  Provide guidelines and templates as necessary to control 
paint application.  Take special precautions in marking numbers, letters, 
and symbols.  Manually paint numbers, letters, and symbols.  Sharply 
outline all edges of markings.  The maximum drying time requirements of the 
paint specifications will be strictly enforced, to prevent undue softening 
of bitumen, and pickup, displacement, or discoloration by tires of traffic. 
Discontinue painting operations if there is a deficiency in drying of the 
markings until cause of the slow drying is determined and corrected.
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3.2.4   Raised Pavement Markers

Prefabricated markers shall be aligned carefully at the required spacing or 
as directed and permanently fixed in place by means of epoxy adhesives.  To 
ensure good bond, areas where markers will be set shall be thoroughly 
cleaned by water blasting and use of compressed air prior to applying 
adhesive.

3.3   FIELD TESTING, INSPECTION, AND DEMONSTRATIONS

3.3.1   Sampling and Testing

As soon as the paint materials are available for sampling, obtain by random 
selection from the sealed containers, two quart samples of each batch in 
the presence of the Contracting Officer.  Accomplish adequate mixing prior 
to sampling to ensure a uniform, representative sample.  A batch is defined 
as that quantity of material processed by the manufacturer at one time and 
identified by number on the label.  Clearly identify samples by designated 
name, specification number, batch number, project contract number, intended 
use, and quantity involved.  At the discretion of the Contracting Officer, 
samples provided may be tested by the Government for verification.

3.3.2   Inspection

Examine material at the job site to determine that it is the material 
referenced in the report of test results or certificate of compliance.  A 
certificate of compliance shall be accompanied by test results 
substantiating conformance to the specified requirements.

3.3.3   Surface Preparations and Application Procedures

Surface preparations and application procedures will be examined by the 
Contracting Officer to determine conformance with the requirements 
specified.  Approve each separate operation prior to initiation of 
subsequent operations.

3.4   TRAFFIC CONTROL AND PROTECTION

Place warning signs near the beginning of the work site and well ahead of 
the work site for alerting approaching traffic from both directions.  Place 
small markers along newly painted lines to control traffic and prevent 
damage to newly painted surfaces.  Mark painting equipment with large 
warning signs indicating slow-moving painting equipment in operation.  Do 
not use foil-backed material for temporary pavement marking because of its 
potential to conduct electricity during accidents involving downed power 
lines.

3.5   QUALITY ASSURANCE

Demonstrate success of bond of reflective media, new paint marking and the 
pavement surface, vacuum cured surface of new marking after a seven (7) day 
dry time.  Inspect newly applied markings for signs of bond failure based 
on visual inspection.

       -- End of Section --
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