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STANDARD DETATL

NUMBER
B-286B
B-351
B-362
B-407
B-408

B-517

B-656
B-665
SA-47
SB-8
SB-52
SB-53
SB-61
SB-157
SB-158
SB-159

STANDARD DETATL

NUMBER
200
203
205
207A
209
401
818

A24C

A88A
A90B
D73

D94A
AC 700
AC 701
HP 225
SS' 535

FP-1

FP-2

FP-3

STANDARD DETATL

NUMBER
0310-051
0310-052
0315-001
0315-011
0315-031
0315-133
0315-142
0315-151
0315-152
0315-154
0315-159
0315-192
0330-001
0330-003
0330-004
0330-016

STANDARD DETAILS

THE FOLLOWING STANDARD DRAWINGS HAVE BEEN PREPARED BY THE DISTRICT
AND ARE MADE PART OF THIS SPECIFICATION AS LISTED BELD

STANDARD DETAIL TITLE

TRENCH BACKFILL

6" x 1-2 1/2" BLOW-FF INSTALLATION - STEEL PIPE

6" x 1-2 1/2" FIRE HYDRANT INSTALLATION - AC, PVC, DI PIPE
THRUST BLOCK INSTALLATION FOR HUB-END PIPE - CLASS 150 & 200
WATER PIPE INSTALLATION FOR A.C.P, P.V.C. & D.I.P.

6" x 2-2 1/2" x 1/4" FIRE HYDRANT INSTALLATION - AC, PVC,
DI PIPE

LOCATOR WIRE INSTALLATION

GUARD AND MARKER POSTS

PAVING DETAIL AROUND MANHOLES

LOCKING TYPE MANHOLE COVER AND FRAME

SEWER CLEANOUTS - MAIN LINE & ON-SITE

PRECAST REINFORCED CONCRETE STANDARD 48" & 60" I.D. MANHOLE
MANHOLE COVER AND FRAME - STANDARD & WATERTIGHT MANHOLES
PIPE ZONE BEDDING FOR SEWER PIPE

TRENCH BACKFILL FOR SEWER PIPE

CLASSIFICATION OF PIPE ZONE - BEDDING FOR SEWER PIPE

THE FOLLOWING STANDARD DRAWINGS HAVE BEEN PREPARED
AS PART OF THIS SPECIFICATION AS LISTED BELOW:

STANDARD DETAIL TITLE

COUNTY OF RIVERSIDE - TYPE A-6 CURB

COUNTY OF RIVERSIDE - TYPE "D-1" CURB FOR EXISTING PAVEMENT
COUNTY OF RIVERSIDE - CURB AND GUTTER JOINTS

COUNTY OF RIVERSIDE - COMMERCIAL DRIVEWAY

COUNTY OF RIVERSIDE - CROSS GUTTER LAYOUT

COUNTY OF RIVERSIDE - SIDEWALK AND CURB

COUNTY OF RIVERSIDE - UTILITY TRENCH BACKFILL

CALTRANS STANDARD DETAIL - PAVEMENT MARKINGS SYMBOLS AND
NUMERALS

CALTRANS STANDARD DETAIL - CURB RAMP DETAILS

CALTRANS STANDARD DETAIL - ACCESSIBLE PARKING ON-STREET
CALTRANS STANDARD DETAIL - DRAINAGE INLETS

CALTRANS STANDARD DETAIL - METAL AND PLASTIC FLARED END
SECTIONS

SCE UGS - GROUND ROD - GROUND WIRES

SCE UGS - GROUND ROD INSTALLATION FOR PAD-MOUNTED
TRANSFORMERS AND CAPACITORS

SCE UGS - PULL BOX 3' X 5' PRECAST CONCRETE

SCE UGS - 10' X 12" PRECAST SLAB BOX FOR 3@ PAD-MOUNTED
TRANSFORMERS - 1,500 kVA THROUGH 3,750 kVA

CYBERCAT 1016 PANEL ENCLOSURE BASED ON FIRE ALARM SYSTEM
BY FACILITIES PROTECTION SYSTEMS

REMOTE DISPLAY BASED ON FIRE ALARM SYSTEM

BY FACILITIES PROTECTION SYSTEMS

TYPICAL RISER BASED ON FIRE ALARM SYSTEM

BY FACILITIES PROTECTION SYSTEMS

THE FOLLOWING STANDARD DRAWINGS HAVE BEEN PREPARED BY CH2MHILL
ARE MADE A PART OF THIS SPECIFICATION AS LISTED BELD

STANDARD DETAIL TITLE

FORM SNAP-TIE HOLE

ALTERNATE FORM TIE-THROUGH BOLT

PLASTIC WATERSTOP

WATERSTOP JOINTS

WALL CONSTRUCTION JOINT SPACING

CONCRETE PLACEMENT SEQUENCE

SLAB CONSTRUCTION JOINT

WALL VERTICAL CONSTRUCTION JOINT

WALL CONSTRUCTION JOINT AT ELEVATED SLAB

WALL BASE CONSTRUCTION JOINT

WALL JOINTS WITH WATERSTOP

BUILDING SLAB ON GRADE SAWN CONTROL JOINT

OPENING REINFORCING

TYPICAL WALL CORNER AND INTERSECTION AND REINFORCING
ADDITIONAL REINFORCING AT HORIZ CONSTRUCTION JOINT
PIPE ENCASEMENT

EASTERN MUNICIPAL WATER DISTRICT
PERRIS Il DESALINATION FACILITY

CH2MHILL




