
SEE NOTE 7

ANCHOR BOLT SLEEVE

#4@12" EW

MAX

2 - #4        @ TOP OF PAD

SEE NOTE 7

3/4" CHAMFER, TYP

#4@12" EW

2 - #4        @ TOP OF PAD

#4@12" EW

1.

2.
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NTS

G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING

0330-056

 

 

 

1 1/2"

"X"

TYPE C

TYPE E

TYPE B

NOTES:

TYPE A

MAX

 

1 1/2"

MAX

 

1 1/2"

0330-057

0330-105

CONCRETE EQUIPMENT PADS (1 OF 2)

SUSPENDED SLAB; FOR REINF AND

THICKNESS NOT SHOWN SEE PLANS

SUSPENDED SLAB OR

SLAB ON GRADE; FOR

REINF AND THICKNESS

NOT SHOWN SEE PLANS

SUSPENDED SLAB OR SLAB

ON GRADE; FOR REINF AND

THICKNESS NOT SHOWN SEE PLANS

EQUIPMENT BASE

4 1/2" MIN ALL AROUND

3/4" CHAMFER, TYP

ANCHOR BOLT, SEE NOTES

& ANCHOR BOLT DETAILS

ADDL #4@6"

FOR PAD HT > 10"

#4@12"      MIN 4 PER PAD

(#5@12" FOR AB 3/4" DIA

OR LARGER)

CONSTRUCTION JOINT

1 1/2" FLUID

NON-SHRINK GROUT

3" MIN ALL AROUND

EQUIPMENT BASE

ANCHOR BOLT SLEEVE

ANCHOR BOLT, SEE NOTES

& ANCHOR BOLT DETAILS

ADDL #4@6"

FOR PAD HT > 10"

4 1/2" MIN ALL AROUND

3" MIN ALL AROUND

1 1/2" FLUID

NON-SHRINK GROUT

#4@12"      MIN 4 PER PAD

(#5@12" FOR AB 3/4" DIA

OR LARGER)

CONSTRUCTION JOINT

ADDL #4@6"

FOR PAD HT > 10"

3" MIN ALL

AROUND

SEE

NOTE 7

2 MIN EA SIDE

OF OPNG EW

ANCHOR

BOLT SLEEVE

CONSTRUCTION JOINT

#4@12"     MIN 4

PER PAD (#5@12"

FOR AB 3/4" OR

LARGER)

#4         OR         FOR

OPENINGS > 6"

3/4" CHAMFER, TYP

2 - #4        @ TOP

OF PAD

ANCHOR BOLT,

SEE NOTES &

ANCHOR BOLT

DETAILS

1 1/2" FLUID

NON-SHRINK GROUT

EQUIPMENT BASE

PAD HEIGHT AS

REQD, 3 1/2" MIN,

10" MAX

2" MIN ALL AROUND

OR AS REQUIRED BY

ANCHORAGE

CALCULATIONS

EXST OR NEW SUSPENDED

SLAB OR SLAB ON GRADE,

FOR THICKNESS SEE PLANS

CONSTRUCTION JOINT,

ROUGHEN & CLEAN PRIOR

TO PLACING PAD

#4 ADHESIVE DOWEL

@ 12" OC @ PERIMETER

3/4" CHAMFER, TYP

EQUIPMENT PAD

EQUIPMENT

#3@12" EW, 1" CLR

FOR PAD HT < 4",

#4@12" EW, 1 1/2" CLR

FOR PAD HT > 4"

CONCRETE PADS FOR ELECTRICAL

EQUIPMENT SHALL BE 3 1/2" HIGH,

UNLESS NOTED OTHERWISE.

WHEN ANCHORAGE OF EQUIPMENT

TO PAD IS REQUIRED, USE CONCRETE

ANCHORS SPECIFIED.

4 1/2" MIN ALL AROUND

OPNG SIZE, VERIFY W/

PLANS & EQUIP MFR

FORM TO RETAIN GROUT

#4@12"     BARS AT OPNG

IF "X" > 1’-6"

DIM X= 1’-0" MIN OR AS REQD BY PUMP MANUFACTURER

NOTE:

SEE NOTE
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