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NOTE 1

2’-8"

TYP

1’-0"

8" BOND BEAM

LOCATE #4 ARCH BARS CENTERED IN 8" WALLS, AND EACH FACE IN 12" WALLS.

i0422-002.dgn 1/24/2009

NTS

G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING

0422-002

CMU OPENING REINFORCING

 

 

NOTES:

0422-001

TYPICAL FOR ALL OPENINGS WITH (W, H, OR D) 2’-0" OR GREATER AND 4’-0"

OR LESS, UNLESS NOTED OTHERWISE.  SEE PLANS FOR LARGER OPENINGS.

LOCATE VERTICAL BARS CENTERED IN 2 ADJACENT CELLS IN 8" WALLS,

AND EACH FACE IN SINGLE GROUT CELL IN 12" WALLS.  LAP 48 BAR DIAMETERS

WITH MATCHING FOUNDATION DOWELS.

AT ADJACENT OPENINGS WITH LESS THAN 8’-0" WALL BETWEEN, CONTINUE

HORIZONTAL REINFORCING TO 2’-8" BEYOND FURTHEREST OPENING.

2 - #5 ABOVE

& BELOW OPNG,

SEE NOTES 2 & 3

REINF SIM AS

SHOWN FOR

RECTANGULAR

OPNG ABOVE

SAW CUT

BLOCK FOR

CIRCULAR OPNG,

SOLID GROUT

2 TYP WALL

VERTICAL BARS

(FULL HT) EA

SIDE OF OPNG,

SEE NOTE 4

8" LINTEL

BLOCK

AT OPENINGS LOCATED WITHIN 2’-8" OF CORNER, CONTINUE HORIZONTAL

REINFORCING AROUND CORNER PER DETAIL

#4 TOP ARCH

BARS, NOTE 5
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