
1.

2.

3.

4.

5.

6.

STAGGER SPLICES IN ADJACENT HORIZONTAL BARS IN THE SAME COURSE BY 2’-0".

PROVIDE DOWEL BARS IN FOUNDATION TO MATCH ALL VERTICAL REINFORCING.

FOR ADDED REINFORCING AT WALL INTERSECTIONS AND CORNERS, SEE

7. FOR HORIZONTAL REINFORCING AT OPENINGS SEE COLUMN AND PIER DETAILS.

8. DO NOT PLACE VERTICAL CONDUIT IN THE SAME CELL AS VERTICAL REINFORCING.
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NTS

G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING

0422-004

REINFORCED CMU WALL

 

 

NOTES:

ELEVATION

0422-003

0422-003

0422-001

TYP

VERT

REINF

2’-0"

MIN,

TYP

TYP

HORIZ

REINF

GROUT EACH SIDE OF OPENING AS NOTED IN TYPICAL OPENING REINFORCING 

DETAIL

SEE

NOTE 2

LAP VERTICAL REINFORCING WITH WALL DOWELS 48 BAR DIAMETERS (2’-0" MIN),

LAP ALL OTHER VERTICAL BARS 72 BAR DIAMETERS.

48 BAR

DIA LAP,

SEE NOTE 2
HORIZ BAR IN

FIRST COURSE

WALL PIER OR

COLUMN, SEE NOTE 7

TOP OF

CONCRETE

DOWELS,

SEE NOTE 4

CMU

OPENING

REINF SEE

72 BAR DIA

LAP, TYP,

SEE NOTE 2

SEE

NOTE 8

FOR TYPICAL WALL REINFORCING, SEE WALL SECTIONS AND DETAILS FOR EACH 

FACILITY.  FOR MINIMUM REINFORCING REQUIREMENTS, SEE GENERAL

STRUCTURAL NOTES.

2 TYP

HORIZ

BARS AT

TOP OF

WALL AND

AT ALL

ROOF AND

FLOOR

LEVELS
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