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1.

NOTCH GRATING SUPPORTS AT GATES AS REQUIRED.2.

3.

WIDTH OF GRATING SECTIONS SHALL NOT EXCEED 3’-0".4.

5.

EXTEND GRATING CONTINUOUSLY OVER GATE GUIDES AND GATES.

3’-6"

4’-0"

4’-6"

5’-0"

5’-6"

MAXIMUM

SPAN

GRATING SPAN              SEE PLAN.

GENERAL NOTES:
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BEARING BAR

SUPPORTING BEAM,

FOR SIZE AND END

CONDITONS, SEE PLAN

FOOT TRAFFIC

SHOP DRAWINGS BASED ON FIELD DIMENSIONS SHALL BE SUBMITTED

TO THE ENGINEER PRIOR TO FABRICATION.
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UNLESS NOTED OTHERWISE ON PLANS, MINIMUM GRATING

THICKNESS SHALL BE AS TABULATED IN TABLE BELOW

THE HORIZONTAL CLEARANCE BETWEEN THE GRATING AND

GRATING SUPPORTS SHALL NOT BE LESS THAN 1/4" NOR

GREATER THAN 1/2".

MINIMUM

GRATING DEPTH

GRATING

TYPE

M = MOLDED GRATING

P = PULTRUDED GRATING

ALL GRATING SECTIONS, WHEN IN PLACE, SHALL ALWAYS BE

FIRMLY ANCHORED TO THEIR SUPPORTS.

REFER TO SPECIFICATION 06 82 00,  FIBERGLASS REINFORCED 

PLASTIC PRODUCTS.

11.


