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NTS

1014-006

HAZARDOUS MATERIAL SIGNAL

 

 

NUMBERS AND LETTERS ON ABOVE SIGNAL DETAIL

ARE EXAMPLES ONLY. SEE SPECIFICATION 10 14 00

FOR REQUIREMENTS ON THIS PROJECT.

4 DEADLY

3 EXTREME DANGER

2 HAZARDOUS

1 SLIGHTLY HAZARDOUS

0 NORMAL MATERIALS

OXIDIZER

ACID

ALKALI

CORROSIVE

USE NO WATER

RADIATION HAZARD

OXY

ACID

ALK

COR

W

FLASH POINTS

4 BELOW 73 F

3 BELOW 100 F

2 BELOW 200 F

1 ABOVE 200 F

0 WILL NOT BURN

4 MAY DETONATE

3 SHOCK & HEAT MAY DETONATE

2 VIOLENT CHEMICAL CHANGE

1 UNSTABLE IF HEATED

0 STABLE

LETTER HEIGHT: 4"

LETTER COLOR: BLACK

HEALTH HAZARD -

BLUE BACKGROUND

SPECIAL HAZARD -

WHITE BACKGROUND

FLAMMABILITY HAZARD -

RED BACKGROUND

INSTABILITY HAZARD -

YELLOW BACKGROUND
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