
CONDUIT

PIPE STRAP

WIRING DEVICE

OR ELECTRICAL

EQUIPMENT

FLOOR OR

PLATFORM

WALL OR

COLUMN

NOTES 2 AND 3

FOR CONTROL

STATIONS MOUNT

AT 4’-0"–

ALL MOUNTING HARDWARE SHALL BE STAINLESS STEEL. USE WASHER 

AND SPLIT-LOCK WASHERS UNDER ALL NUTS.

 

ON CONCRETE WALLS USE STAINLESS STEEL CONCRETE ANCHORS.

MOUNT ENCLOSURE ON 1/2" SPACERS OF 1/2" SCHEDULE 80 PVC CONDUIT.

 

BOXES 6 INCHES SQUARE AND LESS SHALL BE SUPPORTED BY TWO ANCHORS.  

LARGER BOXES SHALL BE SUPPORTED BY AT LEAST FOUR.
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3.

NOTES:

' CH2M HILL

i2605-002.dgn 9/17/2009

NTS

G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING

 

 

WALL OR COLUMN MOUNTED DEVICE
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