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G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING

ELECTRICAL EQUIPMENT SUPPORT
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NOTES:

FOR HEIGHTS EXCEEDING 5’-0" OR WEIGHT OF MOUNTED EQUIPMENT EXCEEDING

200 LBS, SIZE POSTS AND CONNECTIONS FOR LATERAL LOADS.  EXTEND POSTS TO

STRUCTURE ABOVE WHERE REQUIRED BY CALCULATION, SEE GENERAL ELECTRICAL

CONSTRUCTION NOTES ON DRAWINGS.   

SEE NOTE 3
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FOR YARD LOCATIONS PROVIDE A 6 INCH THICK CONCRETE PAD AT GRADE WITH

#4 BAR @ 12" OC EACH WAY, CENTERED. THE PAD SHALL BE 12 INCHES LONGER

THAN THE MOUNTING PLATE BY ONE HALF THE HEIGHT OF THE MOUNTING PLATE

ABOVE FINISHED GRADE. MINIMUM WIDTH 24 INCHES.

USE STAINLESS STEEL MOUNTING HARDWARE. USE WASHER AND SPLIT 

LOCK WASHER UNDER ALL NUTS.

1/4" ALUMINUM PLATE, ROUND EDGES;

SIZE PER EQUIPMENT REQUIREMENTS

PROVIDE FELT SPACER OR

BITUMASTIC COATING BETWEEN

ALUMINUM AND CONCRETE

1/2" STAINLESS STEEL CONCRETE

ANCHORS OR ANCHOR BOLTS

WITH LEVELING NUTS,

(TYP OF 4 EACH BASE)

1/2" ALUMINUM

PLATE

SECTION

ALUMINUM CHANNEL 6x3.00. LENGTH

PER EQUIPMENT REQUIREMENTS


