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G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING

 

 

2605-806

4’-6" ABOVE SLAB.

MOUNT CENTERLINE  

_
C

1/2"%%c SST

1/2" RADIUS (TYP)

ROUND CORNERS TO

CONDUIT

1" NON-SHRINK

AL CS6 x 4.03

CONDUIT ENTRY

ALTERNATE

CONTROL STATION.

GROUT

AL PLC
5/8"1/2"%%c SST

1’-4" SQ

ELEVATION

2. 

NOTES:

_
B

2
’
-
6

"
 M

I
N

E
M

B
E

D
M

E
N

T

3
"

_

1"(TYP)

4 - #5

#3 @ 6"

GROUT

1" NON-SHRINK

CONC ANCHORS

SECTION
_
C

1/4

AL CS6

ELEVATIONA
_

CONC ANCHORS

CONDUIT

6
"

10"

3
/
8

"

B
_

CONDULET, J-BOX OR TERMINAL 

JUNCTION BOX AS REQUIRED

CONDUIT/CABLE TO EQUIPMENT AS 

REQUIRED (SEE NOTE 4)

CONDUIT STRAP 

AS REQD

4. ADD CONDUIT AND/OR CABLES AS REQUIRED FOR SPECIFIC APPLICATION TO 

SUIT.

3.

COAT ALUMINUM SURFACES IN CONTACT W/ CONCRETE PER SPECS.

1. WHERE SEPARATE FOUNDATION IS REQD, SEE      .

USE SST FASTENERS FOR MOUNTING DEVICES.

CONTROL STATION


