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NTS

G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING

AREA LIGHT POLE FOOTING

 

 

USE STAINLESS STEEL NUTS AND LOCKWASHERS.

 

INSTALL 2 CONDUITS (MINIMUM) PER POLE.

 

CONDUITS SHALL BE STUBBED UP TO WITHIN 6 INCHES OF THE POLE HANDHOLE.

 

FOR PROPER ORIENTATION OF POLE, COORDINATE WITH SITE PLANS.

2650-207

BASE COVER

BASE PLATE

#6 CU GROUND TO POLE

#4 HOOPS @ 6"GROUND ROD

THERMAL

WELD"L
"

2
’-

6
"

2" CLR

1.

 

2.

 

3.

 

4.

DIAMETER
MAX POLE 

HEIGHT

LIGHT POLE,

SEE ELECTRICAL

DRAWINGS

NON-SHRINK GROUT

1" CHAMFER

ANCHOR BOLTS AND BOLT 

CIRCLE AS REQUIRED BY POLE 

MANUFACTURER.  NUTS TOP 

AND BOTTOM FOR LEVELING.

CONDUIT, SEE 

ELECTRICAL DRAWINGS
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