
BASE COURSE

AC PAVEMENT

GRAVEL SURFACING

LEVELING COURSE

ASPHALT SURFACING

1’-0" MIN

SEE NOTE 1

2
d

/3

d

d
/3

EXISTING CONCRETE

PCC CONCRETE SURFACING

GRAVEL SURFACING

1’-0" MIN

NOTES:

TRENCH BACKFILL

ABOVE PIPE ZONE

TRENCH BACKFILL

ABOVE PIPE ZONE

IF LOCATION OF TRENCH SAW CUT IS WITHIN 2 FEET OF AN EXISTING JOINT OR EDGE 

OF CONCRETE, REPLACE ENTIRE CONCRETE TO THE JOINT OR EDGE.

 

CONSTRUCT JOINTS ACROSS NEW CONCRETE TO MATCH EXISTING JOINT TYPES AND 

LOCATIONS.

1.

 

 

2.

EXISTING ASPHALT 

CONCRETE

JACKHAMMERED

EDGE, TYP

PCC CONCRETE, 

SEE NOTE 2
COMPACTED BASE 

COURSE OR CLSF

CONC PAVEMENT 

SECTION

CUT PRIOR TO

TRENCHING

AC PAVEMENT SECTION

SAW CUT JUST

PRIOR TO PAVING

PRIME COAT,

IF SPECIFIED

SAWCUT, TYP

TRENCH BACKFILL

ABOVE PIPE ZONE

SEAL AND COVER

COAT, IF SPECIFIED
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NTS

G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING

 

 

SURFACE RESTORATION
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