
CONDUIT ELBOW

1. 

2.

1’-4" MAX

NOTES:

NYLON BOLTS & NUTS

NEOPRENE GASKET

SENSOR CABLES IN 

CONDUIT TO TRANSMITTER

1" PVC COUPLING

FLANGE MOUNTED

ULTRASONIC TRANSDUCER

COMPONENTS DESIGNATED BY     ARE SUPPLIED BY INSTRUMENT MANUFACTURER.

COAT FLOOR PIPE WITH SPECIFIED PAINT SYSTEM PRIOR TO

CONCRETE PLACEMENT.

CABLE CONNECTOR

FITTING

ROOF SLAB

CONDUIT TEE

' CH2M HILL
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NTS

G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING
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6" DUCTILE IRON FLOOR PIPE

WITH INTEGRALLY CAST SEEP

RING, CENTERED IN SLAB

AMBIENT TEMPERATURE SENSOR

NOTE 3

3. EXTERNAL TEMPERATURE SENSOR SHOWN.  OMIT FOR TRANSUCERS WITH

INTEGRAL TEMPERATURE COMPENSATION.

ULTRASONIC LEVEL ELEMENT

INSTALLATION - CONCRETE ROOF


