
APPENDIX E 

Noise 

  



*********************************************************************
Filename...............308017
Test Location..........Perris Dam Remediation   
Employee Name..........Terrance Wong            
Employee Number........                         
Department.............                         

Calibrator Type........Metrosonics db 3080      
Calibrator Cal. Date...                         
*********************************************************************

METROSONICS db-3080  V1.20  SERIAL #Y4555
REPORT PRINTED ON 08/20/13 at 17:06:00

User ID: ______________________________

Perris Dam Remediation  
Metrosonics db 3080     
Serial #:4555           

LOGGING STARTED......08/20/13 at 10:30:59
TOTAL LOGGING TIME...0 DAYS 00:15:00
LOGGING STOPPED......08/20/13 at 10:45:59
TOTAL INTERVALS......1
INTERVAL LENGTH......00:15:00

AUTO STOP............YES
CLOCK SYNCH..........YES
RESPONSE RATE........SLOW
FILTER...............A WT.

PRE-TEST CALIBRATION TIME....08/20/13 AT 10:14:26
PRE-TEST CALIBRATION RANGE...40.7 TO 140.7 dB
POST-TEST CALIBRATION NOT DONE
CUTOFF USED FOR TIME HISTORY Lav...NONE

<<< SUMMARY REPORT FOR TEST NUMBER 1 OF 6 >>>

EXCHANGE RATE..........3dB
CUTOFFS................ 80dB  90dB
CEILING................115dB
DOSE CRITERION LEVEL... 90dB
DOSE CRITERION LENGTH.. 8 HOURS

Lav............  64.3dB
Lav ( 80)......  40.7dB
Lav ( 90)......  40.7dB
SEL............  93.8dB



TWA............  49.3dB
TWA ( 80)......  40.7dB
TWA ( 90)......  40.7dB

Lmax...........  79.4dB  08/20/13 at 10:33:45
Lpk............UNDER RANGE
TIME OVER 115dB...00:00:00.00

DOSE ( 80)........    0.00%
PROJ. DOSE ( 80)..    0.00%
DOSE ( 90)........    0.00%
PROJ. DOSE ( 90)..    0.00%

<<< TIME HISTORY REPORT FOR TEST NUMBER 1 OF 6 >>>

  TIME          Lav       Lmax    L(10.0)    L(90.0)
                dBA        dBA        dBA        dBA
08/20/13
10:30:59       64.3       79.4       68.7       47.7



*********************************************************************
Filename...............308017
Test Location..........Perris Dam Remediation   
Employee Name..........Terrance Wong            
Employee Number........                         
Department.............                         

Calibrator Type........Metrosonics db 3080      
Calibrator Cal. Date...                         
*********************************************************************

METROSONICS db-3080  V1.20  SERIAL #Y4555
REPORT PRINTED ON 08/20/13 at 17:07:44

User ID: ______________________________

Perris Dam Remediation  
Metrosonics db 3080     
Serial #:4555           

LOGGING STARTED......08/20/13 at 10:58:11
TOTAL LOGGING TIME...0 DAYS 00:15:00
LOGGING STOPPED......08/20/13 at 11:13:11
TOTAL INTERVALS......1
INTERVAL LENGTH......00:15:00

AUTO STOP............YES
CLOCK SYNCH..........YES
RESPONSE RATE........SLOW
FILTER...............A WT.

PRE-TEST CALIBRATION TIME....08/20/13 AT 10:14:26
PRE-TEST CALIBRATION RANGE...40.7 TO 140.7 dB
POST-TEST CALIBRATION NOT DONE
CUTOFF USED FOR TIME HISTORY Lav...NONE

<<< SUMMARY REPORT FOR TEST NUMBER 2 OF 6 >>>

EXCHANGE RATE..........3dB
CUTOFFS................ 80dB  90dB
CEILING................115dB
DOSE CRITERION LEVEL... 90dB
DOSE CRITERION LENGTH.. 8 HOURS

Lav............  59.9dB
Lav ( 80)......  40.7dB
Lav ( 90)......  40.7dB
SEL............  89.4dB



TWA............  44.9dB
TWA ( 80)......  40.7dB
TWA ( 90)......  40.7dB

Lmax...........  71.8dB  08/20/13 at 11:10:14
Lpk............UNDER RANGE
TIME OVER 115dB...00:00:00.00

DOSE ( 80)........    0.00%
PROJ. DOSE ( 80)..    0.00%
DOSE ( 90)........    0.00%
PROJ. DOSE ( 90)..    0.00%

<<< TIME HISTORY REPORT FOR TEST NUMBER 2 OF 6 >>>

  TIME          Lav       Lmax    L(10.0)    L(90.0)
                dBA        dBA        dBA        dBA
08/20/13
10:58:11       59.9       71.8       63.7       45.7



*********************************************************************
Filename...............308017
Test Location..........Perris Dam Remediation   
Employee Name..........Terrance Wong            
Employee Number........                         
Department.............                         

Calibrator Type........Metrosonics db 3080      
Calibrator Cal. Date...                         
*********************************************************************

METROSONICS db-3080  V1.20  SERIAL #Y4555
REPORT PRINTED ON 08/20/13 at 17:08:07

User ID: ______________________________

Perris Dam Remediation  
Metrosonics db 3080     
Serial #:4555           

LOGGING STARTED......08/20/13 at 11:33:02
TOTAL LOGGING TIME...0 DAYS 00:15:00
LOGGING STOPPED......08/20/13 at 11:48:02
TOTAL INTERVALS......1
INTERVAL LENGTH......00:15:00

AUTO STOP............YES
CLOCK SYNCH..........YES
RESPONSE RATE........SLOW
FILTER...............A WT.

PRE-TEST CALIBRATION TIME....08/20/13 AT 10:14:26
PRE-TEST CALIBRATION RANGE...40.7 TO 140.7 dB
POST-TEST CALIBRATION NOT DONE
CUTOFF USED FOR TIME HISTORY Lav...NONE

<<< SUMMARY REPORT FOR TEST NUMBER 3 OF 6 >>>

EXCHANGE RATE..........3dB
CUTOFFS................ 80dB  90dB
CEILING................115dB
DOSE CRITERION LEVEL... 90dB
DOSE CRITERION LENGTH.. 8 HOURS

Lav............  61.4dB
Lav ( 80)......  40.7dB
Lav ( 90)......  40.7dB
SEL............  90.9dB



TWA............  46.4dB
TWA ( 80)......  40.7dB
TWA ( 90)......  40.7dB

Lmax...........  73.0dB  08/20/13 at 11:35:07
Lpk............UNDER RANGE
TIME OVER 115dB...00:00:00.00

DOSE ( 80)........    0.00%
PROJ. DOSE ( 80)..    0.00%
DOSE ( 90)........    0.00%
PROJ. DOSE ( 90)..    0.00%

<<< TIME HISTORY REPORT FOR TEST NUMBER 3 OF 6 >>>

  TIME          Lav       Lmax    L(10.0)    L(90.0)
                dBA        dBA        dBA        dBA
08/20/13
11:33:02       61.4       73.0       65.7       47.7



*********************************************************************
Filename...............308017
Test Location..........Perris Dam Remediation   
Employee Name..........Terrance Wong            
Employee Number........                         
Department.............                         

Calibrator Type........Metrosonics db 3080      
Calibrator Cal. Date...                         
*********************************************************************

METROSONICS db-3080  V1.20  SERIAL #Y4555
REPORT PRINTED ON 08/20/13 at 17:08:25

User ID: ______________________________

Perris Dam Remediation  
Metrosonics db 3080     
Serial #:4555           

LOGGING STARTED......08/20/13 at 12:10:50
TOTAL LOGGING TIME...0 DAYS 00:15:00
LOGGING STOPPED......08/20/13 at 12:25:50
TOTAL INTERVALS......1
INTERVAL LENGTH......00:15:00

AUTO STOP............YES
CLOCK SYNCH..........YES
RESPONSE RATE........SLOW
FILTER...............A WT.

PRE-TEST CALIBRATION TIME....08/20/13 AT 10:14:26
PRE-TEST CALIBRATION RANGE...40.7 TO 140.7 dB
POST-TEST CALIBRATION NOT DONE
CUTOFF USED FOR TIME HISTORY Lav...NONE

<<< SUMMARY REPORT FOR TEST NUMBER 4 OF 6 >>>

EXCHANGE RATE..........3dB
CUTOFFS................ 80dB  90dB
CEILING................115dB
DOSE CRITERION LEVEL... 90dB
DOSE CRITERION LENGTH.. 8 HOURS

Lav............  56.4dB
Lav ( 80)......  40.7dB
Lav ( 90)......  40.7dB
SEL............  85.8dB



TWA............  41.4dB
TWA ( 80)......  40.7dB
TWA ( 90)......  40.7dB

Lmax...........  73.4dB  08/20/13 at 12:18:28
Lpk............UNDER RANGE
TIME OVER 115dB...00:00:00.00

DOSE ( 80)........    0.00%
PROJ. DOSE ( 80)..    0.00%
DOSE ( 90)........    0.00%
PROJ. DOSE ( 90)..    0.00%

<<< TIME HISTORY REPORT FOR TEST NUMBER 4 OF 6 >>>

  TIME          Lav       Lmax    L(10.0)    L(90.0)
                dBA        dBA        dBA        dBA
08/20/13
12:10:50       56.4       73.4       59.7       48.7



*********************************************************************
Filename...............308017
Test Location..........Perris Dam Remediation   
Employee Name..........Terrance Wong            
Employee Number........                         
Department.............                         

Calibrator Type........Metrosonics db 3080      
Calibrator Cal. Date...                         
*********************************************************************

METROSONICS db-3080  V1.20  SERIAL #Y4555
REPORT PRINTED ON 08/20/13 at 17:08:44

User ID: ______________________________

Perris Dam Remediation  
Metrosonics db 3080     
Serial #:4555           

LOGGING STARTED......08/20/13 at 12:37:12
TOTAL LOGGING TIME...0 DAYS 00:15:00
LOGGING STOPPED......08/20/13 at 12:52:12
TOTAL INTERVALS......1
INTERVAL LENGTH......00:15:00

AUTO STOP............YES
CLOCK SYNCH..........YES
RESPONSE RATE........SLOW
FILTER...............A WT.

PRE-TEST CALIBRATION TIME....08/20/13 AT 10:14:26
PRE-TEST CALIBRATION RANGE...40.7 TO 140.7 dB
POST-TEST CALIBRATION NOT DONE
CUTOFF USED FOR TIME HISTORY Lav...NONE

<<< SUMMARY REPORT FOR TEST NUMBER 5 OF 6 >>>

EXCHANGE RATE..........3dB
CUTOFFS................ 80dB  90dB
CEILING................115dB
DOSE CRITERION LEVEL... 90dB
DOSE CRITERION LENGTH.. 8 HOURS

Lav............  68.6dB
Lav ( 80)......  40.7dB
Lav ( 90)......  40.7dB
SEL............  98.0dB



TWA............  53.6dB
TWA ( 80)......  40.7dB
TWA ( 90)......  40.7dB

Lmax...........  79.8dB  08/20/13 at 12:46:09
Lpk............UNDER RANGE
TIME OVER 115dB...00:00:00.00

DOSE ( 80)........    0.00%
PROJ. DOSE ( 80)..    0.00%
DOSE ( 90)........    0.00%
PROJ. DOSE ( 90)..    0.00%

<<< TIME HISTORY REPORT FOR TEST NUMBER 5 OF 6 >>>

  TIME          Lav       Lmax    L(10.0)    L(90.0)
                dBA        dBA        dBA        dBA
08/20/13
12:37:12       68.6       79.8       72.7       59.7



*********************************************************************
Filename...............308017
Test Location..........Perris Dam Remediation   
Employee Name..........Terrance Wong            
Employee Number........                         
Department.............                         

Calibrator Type........Metrosonics db 3080      
Calibrator Cal. Date...                         
*********************************************************************

METROSONICS db-3080  V1.20  SERIAL #Y4555
REPORT PRINTED ON 08/20/13 at 17:09:03

User ID: ______________________________

Perris Dam Remediation  
Metrosonics db 3080     
Serial #:4555           

LOGGING STARTED......08/20/13 at 13:05:47
TOTAL LOGGING TIME...0 DAYS 00:15:00
LOGGING STOPPED......08/20/13 at 13:20:47
TOTAL INTERVALS......1
INTERVAL LENGTH......00:15:00

AUTO STOP............YES
CLOCK SYNCH..........YES
RESPONSE RATE........SLOW
FILTER...............A WT.

PRE-TEST CALIBRATION TIME....08/20/13 AT 10:14:26
PRE-TEST CALIBRATION RANGE...40.7 TO 140.7 dB
POST-TEST CALIBRATION TIME...08/20/13 AT 13:25:07
POST-TEST CALIBRATION RANGE...40.7 TO 140.7
CUTOFF USED FOR TIME HISTORY Lav...NONE

<<< SUMMARY REPORT FOR TEST NUMBER 6 OF 6 >>>

EXCHANGE RATE..........3dB
CUTOFFS................ 80dB  90dB
CEILING................115dB
DOSE CRITERION LEVEL... 90dB
DOSE CRITERION LENGTH.. 8 HOURS

Lav............  49.8dB
Lav ( 80)......  40.7dB
Lav ( 90)......  40.7dB
SEL............  79.3dB



TWA............  40.7dB
TWA ( 80)......  40.7dB
TWA ( 90)......  40.7dB

Lmax...........  73.6dB  08/20/13 at 13:05:49
Lpk............UNDER RANGE
TIME OVER 115dB...00:00:00.00

DOSE ( 80)........    0.00%
PROJ. DOSE ( 80)..    0.00%
DOSE ( 90)........    0.00%
PROJ. DOSE ( 90)..    0.00%

<<< TIME HISTORY REPORT FOR TEST NUMBER 6 OF 6 >>>

  TIME          Lav       Lmax    L(10.0)    L(90.0)
                dBA        dBA        dBA        dBA
08/20/13
13:05:47       49.8       73.6       50.7       43.7



Roadway Construction Noise Model (RCNM),Version 1.1

Report date: 1/25/2015
Case Description: Perris Dam Remediation Construction Noise Levels

‐‐‐‐ Receptor #1 ‐‐‐‐
Baselines (dBA)

Description Land Use Daytime Evening Night
Sensitive Noise Location 1 Residential 60 50 45

Equipment
Spec Actual Receptor Estimated

Impact Lmax Lmax Distance Shielding
Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Grader No 40 85 585 0
Grader No 40 85 585 0
Tractor No 40 84 585 0

Results
Calculated (dBA) Noise Limits (dBA) Noise Limit Exceedance (dBA)

Day Evening Night Day Evening Night
Equipment *Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq
Grader 63.6 59.7 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Grader 63.6 59.7 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Tractor 62.6 58.7 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

Total 63.6 64.1 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
*Calculated Lmax is the Loudest value.

‐‐‐‐ Receptor #2 ‐‐‐‐
Baselines (dBA)

Description Land Use Daytime Evening Night
Sensitive Noise Location 2 Residential 60 50 45

Equipment
Spec Actual Receptor Estimated

Impact Lmax Lmax Distance Shielding
Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Grader No 40 85 570 0
Grader No 40 85 570 0
Tractor No 40 84 570 0

Results
Calculated (dBA) Noise Limits (dBA) Noise Limit Exceedance (dBA)

Day Evening Night Day Evening Night
Equipment *Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq
Grader 63.9 59.9 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A



Grader 63.9 59.9 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Tractor 62.9 58.9 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

Total 63.9 64.3 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
*Calculated Lmax is the Loudest value.

‐‐‐‐ Receptor #3 ‐‐‐‐
Baselines (dBA)

Description Land Use Daytime Evening Night
Sensitive Noise Location 3 Residential 60 50 45

Equipment
Spec Actual Receptor Estimated

Impact Lmax Lmax Distance Shielding
Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Grader No 40 85 215 0
Grader No 40 85 215 0
Tractor No 40 84 215 0

Results
Calculated (dBA) Noise Limits (dBA) Noise Limit Exceedance (dBA)

Day Evening Night Day Evening Night
Equipment *Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq
Grader 72.3 68.4 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Grader 72.3 68.4 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Tractor 71.3 67.4 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

Total 72.3 72.8 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
*Calculated Lmax is the Loudest value.

‐‐‐‐ Receptor #4 ‐‐‐‐
Baselines (dBA)

Description Land Use Daytime Evening Night
Sensitive Noise Location 4 Residential 60 50 45

Equipment
Spec Actual Receptor Estimated

Impact Lmax Lmax Distance Shielding
Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Grader No 40 85 720 0
Grader No 40 85 720 0
Tractor No 40 84 720 0

Results
Calculated (dBA) Noise Limits (dBA) Noise Limit Exceedance (dBA)

Day Evening Night Day Evening Night
Equipment *Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq
Grader 61.8 57.9 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A



Grader 61.8 57.9 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Tractor 60.8 56.9 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

Total 61.8 62.3 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
*Calculated Lmax is the Loudest value.

‐‐‐‐ Receptor #5 ‐‐‐‐
Baselines (dBA)

Description Land Use Daytime Evening Night
Sensitive Noise Location 5 Residential 60 50 45

Equipment
Spec Actual Receptor Estimated

Impact Lmax Lmax Distance Shielding
Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Grader No 40 85 135 0
Grader No 40 85 135 0
Tractor No 40 84 135 0

Results
Calculated (dBA) Noise Limits (dBA) Noise Limit Exceedance (dBA)

Day Evening Night Day Evening Night
Equipment *Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq
Grader 76.4 72.4 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Grader 76.4 72.4 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Tractor 75.4 71.4 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

Total 76.4 76.9 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
*Calculated Lmax is the Loudest value.

‐‐‐‐ Receptor #6 ‐‐‐‐
Baselines (dBA)

Description Land Use Daytime Evening Night
Sensitive Noise Location 6 Residential 60 50 45

Equipment
Spec Actual Receptor Estimated

Impact Lmax Lmax Distance Shielding
Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Grader No 40 85 1692 0
Grader No 40 85 1692 0
Tractor No 40 84 1692 0

Results
Calculated (dBA) Noise Limits (dBA) Noise Limit Exceedance (dBA)

Day Evening Night Day Evening Night
Equipment *Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq
Grader 54.4 50.4 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A



Grader 54.4 50.4 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Tractor 53.4 49.4 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

Total 54.4 54.9 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
*Calculated Lmax is the Loudest value.

‐‐‐‐ Receptor #7 ‐‐‐‐
Baselines (dBA)

Description Land Use Daytime Evening Night
Lake Perris Fairgrounds Residential 60 50 45

Equipment
Spec Actual Receptor Estimated

Impact Lmax Lmax Distance Shielding
Description Device Usage(%) (dBA) (dBA) (feet) (dBA)
Grader No 40 85 50 0
Grader No 40 85 50 0
Tractor No 40 84 50 0

Results
Calculated (dBA) Noise Limits (dBA) Noise Limit Exceedance (dBA)

Day Evening Night Day Evening Night
Equipment *Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq Lmax Leq
Grader 85 81 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Grader 85 81 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Tractor 84 80 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

Total 85 85.5 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
*Calculated Lmax is the Loudest value.




