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Keswick Release

5,800 cfs

Trinity Storage
1.56 MAF 3.25 MAF

Shasta Storage

Oroville Storage
1.67 MAF

Oroville Release
1,750 cfs

Folsom Storage
0.53 MAF

Nimbus Release
3,400 cfs

New Melones Storage
1.33 MAF

Freeport 22,250 cfs

Clifton Court 6,400 cfs

Vernalis 5,300 cfs

Jones PP 4,100 cfs

San Luis:
S 0 8
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Silverwood

Perris

Pyramid

Castaic

DMC

CALFED OPS GROUP
Operations Briefing

Keswick Release

5,800 cfs

Trinity Storage
1.56 MAF 3.25 MAF

Shasta Storage

Oroville Storage
1.67 MAF

Oroville Release
1,750 cfs

Folsom Storage
0.53 MAF

Nimbus Release
3,400 cfs

New Melones Storage
1.33 MAF

Southern Reservoir Storage
0.59 MAF

Freeport 22,250 cfs

Clifton Court 6,400 cfs

Vernalis 5,300 cfs

Jones PP 4,100 cfs

San Luis:
SWP
CVP
Total

0.58 MAF
0.64 MAF
1.22 MAF

River Flows

Merced 
Tuolumne
Stanislaus

329 cfs

224 cfs
4,555 cfs
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Sacramento
River
18,655

East Side Streams
1,027

Net Consumptive
Use  
101

Net Delta 
Outflow Index

12,496

SWP & CVP 
Diversions

10,336

San Joaquin 
River
4,019

Average Delta 
Hydrology Conditions

State of California - Department of Water Resources - Division of Operations and Maintenance - Operations Control Office
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Average calculated from:
12/01/2010 12/07/2010thru

All values in cfs.

* Consumptive Use 
minus Runoff based 
on Stockton 
precipitation.*

Yolo Bypass

73

Delta Conditions: Excess
Delta Cross 

Channel Gates: Closed
7 Day Average % of 

Inflow Diverted: 44.24%

x Stockton Fire 
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Cache
Slough

0.61

Chipps
Island

8.01

Port
Chicago

17.15

Beldons 
Landing

8.36

Martinez

25.91

Vernalis

0.37

Average Delta Water 
Quality Conditions
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Average calculated from:
12/01/2010 12/07/2010thru

All values in mS/cm,
except Contra Costa Canal.

Sunrise
Club
11.28

x Stockton Fire 
Station #4

Collinsville
4.59

Antioch
2.84

Emmaton
0.53

Jersey
Point

1.22

Contra Costa Canal
Pumping Plant #1

mg/L chlorides

117.57

Clifton
Court

Forebay

0.44

Tracy
Pumping

Plant

0.48

State of California - Department of Water Resources - Division of Operations and Maintenance - Operations Control Office
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Bay-Delta Standards
Contained in D-1641

CRITERIA Dec 2010 Jan 2011 Feb 2011
FLOW/OPERATIONAL
•  Fish and Wildlife
     SWP/CVP Export Limits
     Export/Inflow Ratio 35%
     Minimum Outflow - mon.
                                   - 7 day avg.
       Striped Bass Survival
       Suisun Marsh
     Habitat Protection Outflow, X2
            Salinity Starting Condition
     River Flows:
     @ Rio Vista - min. mon. avg.
                            - 7 day average

     @ Vernalis: Base -min. mon. avg.

7100-29000 cfs or X2 days

4500 cfs

3500 cfs

Meet EC<= 2.64 at 
Collinsville for 1-day

1420-2280 cfs

65% 65%
4500 cfs 4500 cfs

3500 cfs 3500 cfs

DRAFT DRAFT

     @ Vernalis: Base min. mon. avg.
                                    - 7 day average
                          Pulse
    Delta Cross Channel Gates Closed

WATER QUALITY STANDARDS
•  Municipal and Industrial

All Export Locations <= 250 mg/l Cl

Contra Costa Canal <= 150 mg/l for 175 days (306 days have been met in 2010)

•  Agriculture 
      Southern Delta                                                                                        30-day running average EC <= 1.0 mS

•  Fish and Wildlife

     Suisun Marsh Salinity

Water Year Classification:  Dry (Based on 05/01/2010 forecast)
SVI (40-30-30 @ 50%) =  6.9 (Below Normal) Apr 8RI:  3.222 MAF 

SJV (60-20-20 @75%) = 3.5 (Above Normal)

8.0 mS/cm 15.5 mS/cm 12.5 mS/cm 

Conditional: For the Nov-Jan period, DCC gates may be closed for up to 45 days

1420 2280 cfs

1136-1824 cfs

DRAFT DRAFT

DEC,  standards2010 (main).xls  12/8/2010 Preliminary, Subject to Revision



Flows are monthly averages.  

SWP & CVP CY 2010 Forecasted Operations
(based on May 1, 2010 and Historical Water Supply Forecast)
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