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WATER CODE 
SECTION 10610-10610.4 

10610.  This part shall be known and may be cited as the "Urban
Water Management Planning Act."

10610.2.  (a) The Legislature finds and declares all of the
following:
   (1) The waters of the state are a limited and renewable resource
subject to ever-increasing demands.
   (2) The conservation and efficient use of urban water supplies are
of statewide concern; however, the planning for that use and the
implementation of those plans can best be accomplished at the local
level.
   (3) A long-term, reliable supply of water is essential to protect
the productivity of California's businesses and economic climate.
   (4) As part of its long-range planning activities, every urban
water supplier should make every effort to ensure the appropriate
level of reliability in its water service sufficient to meet the
needs of its various categories of customers during normal, dry, and
multiple dry water years.
   (5) Public health issues have been raised over a number of
contaminants that have been identified in certain local and imported
water supplies.
   (6) Implementing effective water management strategies, including
groundwater storage projects and recycled water projects, may require
specific water quality and salinity targets for meeting groundwater
basins water quality objectives and promoting beneficial use of
recycled water.
   (7) Water quality regulations are becoming an increasingly
important factor in water agencies' selection of raw water sources,
treatment alternatives, and modifications to existing treatment
facilities.
   (8) Changes in drinking water quality standards may also impact
the usefulness of water supplies and may ultimately impact supply
reliability.
   (9) The quality of source supplies can have a significant impact
on water management strategies and supply reliability.
   (b) This part is intended to provide assistance to water agencies
in carrying out their long-term resource planning responsibilities to
ensure adequate water supplies to meet existing and future demands
for water.

10610.4.  The Legislature finds and declares that it is the policy
of the state as follows:
   (a) The management of urban water demands and efficient use of
water shall be actively pursued to protect both the people of the
state and their water resources.
   (b) The management of urban water demands and efficient use of
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urban water supplies shall be a guiding criterion in public
decisions.
   (c) Urban water suppliers shall be required to develop water
management plans to actively pursue the efficient use of available
supplies.
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WATER CODE 
SECTION 10611-10617 

10611.  Unless the context otherwise requires, the definitions of
this chapter govern the construction of this part.

10611.5.  "Demand management" means those water conservation
measures, programs, and incentives that prevent the waste of water
and promote the reasonable and efficient use and reuse of available
supplies.

10612.  "Customer" means a purchaser of water from a water supplier
who uses the water for municipal purposes, including residential,
commercial, governmental, and industrial uses.

10613.  "Efficient use" means those management measures that result
in the most effective use of water so as to prevent its waste or
unreasonable use or unreasonable method of use.

10614.  "Person" means any individual, firm, association,
organization, partnership, business, trust, corporation, company,
public agency, or any agency of such an entity.

10615.  "Plan" means an urban water management plan prepared
pursuant to this part. A plan shall describe and evaluate sources of
supply, reasonable and practical efficient uses, reclamation and
demand management activities. The components of the plan may vary
according to an individual community or area's characteristics and
its capabilities to efficiently use and conserve water. The plan
shall address measures for residential, commercial, governmental, and
industrial water demand management as set forth in Article 2
(commencing with Section 10630) of Chapter 3. In addition, a strategy
and time schedule for implementation shall be included in the plan.

10616.  "Public agency" means any board, commission, county, city
and county, city, regional agency, district, or other public entity.

10616.5.  "Recycled water" means the reclamation and reuse of
wastewater for beneficial use.
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10617.  "Urban water supplier" means a supplier, either publicly or
privately owned, providing water for municipal purposes either
directly or indirectly to more than 3,000 customers or supplying more
than 3,000 acre-feet of water annually. An urban water supplier
includes a supplier or contractor for water, regardless of the basis
of right, which distributes or sells for ultimate resale to
customers. This part applies only to water supplied from public water
systems subject to Chapter 4 (commencing with Section 116275) of
Part 12 of Division 104 of the Health and Safety Code.
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WATER CODE 
SECTION 10620-10621 

10620.  (a) Every urban water supplier shall prepare and adopt an
urban water management plan in the manner set forth in Article 3
(commencing with Section 10640).
   (b) Every person that becomes an urban water supplier shall adopt
an urban water management plan within one year after it has become an
urban water supplier.
   (c) An urban water supplier indirectly providing water shall not
include planning elements in its water management plan as provided in
Article 2 (commencing with Section 10630) that would be applicable
to urban water suppliers or public agencies directly providing water,
or to their customers, without the consent of those suppliers or
public agencies.
   (d) (1) An urban water supplier may satisfy the requirements of
this part by participation in areawide, regional, watershed, or
basinwide urban water management planning where those plans will
reduce preparation costs and contribute to the achievement of
conservation and efficient water use.
   (2) Each urban water supplier shall coordinate the preparation of
its plan with other appropriate agencies in the area, including other
water suppliers that share a common source, water management
agencies, and relevant public agencies, to the extent practicable.
   (e) The urban water supplier may prepare the plan with its own
staff, by contract, or in cooperation with other governmental
agencies.
   (f) An urban water supplier shall describe in the plan water
management tools and options used by that entity that will maximize
resources and minimize the need to import water from other regions.

10621.  (a) Each urban water supplier shall update its plan at least
once every five years on or before December 31, in years ending in
five and zero.
   (b) Every urban water supplier required to prepare a plan pursuant
to this part shall, at least 60 days prior to the public hearing on
the plan required by Section 10642, notify any city or county within
which the supplier provides water supplies that the urban water
supplier will be reviewing the plan and considering amendments or
changes to the plan. The urban water supplier may consult with, and
obtain comments from, any city or county that receives notice
pursuant to this subdivision.
   (c) The amendments to, or changes in, the plan shall be adopted
and filed in the manner set forth in Article 3 (commencing with
Section 10640).
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WATER CODE 
SECTION 10630-10634 

10630.  It is the intention of the Legislature, in enacting this
part, to permit levels of water management planning commensurate with
the numbers of customers served and the volume of water supplied.

10631.  A plan shall be adopted in accordance with this chapter that
shall do all of the following:
   (a) Describe the service area of the supplier, including current
and projected population, climate, and other demographic factors
affecting the supplier's water management planning. The projected
population estimates shall be based upon data from the state,
regional, or local service agency population projections within the
service area of the urban water supplier and shall be in five-year
increments to 20 years or as far as data is available.
   (b) Identify and quantify, to the extent practicable, the existing
and planned sources of water available to the supplier over the same
five-year increments described in subdivision (a). If groundwater is
identified as an existing or planned source of water available to
the supplier, all of the following information shall be included in
the plan:
   (1) A copy of any groundwater management plan adopted by the urban
water supplier, including plans adopted pursuant to Part 2.75
(commencing with Section 10750), or any other specific authorization
for groundwater management.
   (2) A description of any groundwater basin or basins from which
the urban water supplier pumps groundwater. For those basins for
which a court or the board has adjudicated the rights to pump
groundwater, a copy of the order or decree adopted by the court or
the board and a description of the amount of groundwater the urban
water supplier has the legal right to pump under the order or decree.
For basins that have not been adjudicated, information as to whether
the department has identified the basin or basins as overdrafted or
has projected that the basin will become overdrafted if present
management conditions continue, in the most current official
departmental bulletin that characterizes the condition of the
groundwater basin, and a detailed description of the efforts being
undertaken by the urban water supplier to eliminate the long-term
overdraft condition.
   (3) A detailed description and analysis of the location, amount,
and sufficiency of groundwater pumped by the urban water supplier for
the past five years. The description and analysis shall be based on
information that is reasonably available, including, but not limited
to, historic use records.
   (4) A detailed description and analysis of the amount and location
of groundwater that is projected to be pumped by the urban water
supplier. The description and analysis shall be based on information
that is reasonably available, including, but not limited to, historic
use records.
   (c) (1) Describe the reliability of the water supply and
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vulnerability to seasonal or climatic shortage, to the extent
practicable, and provide data for each of the following:
   (A) An average water year.
   (B) A single dry water year.
   (C) Multiple dry water years.
   (2) For any water source that may not be available at a consistent
level of use, given specific legal, environmental, water quality, or
climatic factors, describe plans to supplement or replace that
source with alternative sources or water demand management measures,
to the extent practicable.
   (d) Describe the opportunities for exchanges or transfers of water
on a short-term or long-term basis.
   (e) (1) Quantify, to the extent records are available, past and
current water use, over the same five-year increments described in
subdivision (a), and projected water use, identifying the uses among
water use sectors, including, but not necessarily limited to, all of
the following uses:
   (A) Single-family residential.
   (B) Multifamily.
   (C) Commercial.
   (D) Industrial.
   (E) Institutional and governmental.
   (F) Landscape.
   (G) Sales to other agencies.
   (H) Saline water intrusion barriers, groundwater recharge, or
conjunctive use, or any combination thereof.
   (I) Agricultural.
   (2) The water use projections shall be in the same five-year
increments described in subdivision (a).
   (f) Provide a description of the supplier's water demand
management measures. This description shall include all of the
following:
   (1) A description of each water demand management measure that is
currently being implemented, or scheduled for implementation,
including the steps necessary to implement any proposed measures,
including, but not limited to, all of the following:
   (A) Water survey programs for single-family residential and
multifamily residential customers.
   (B) Residential plumbing retrofit.
   (C) System water audits, leak detection, and repair.
   (D) Metering with commodity rates for all new connections and
retrofit of existing connections.
   (E) Large landscape conservation programs and incentives.
   (F) High-efficiency washing machine rebate programs.
   (G) Public information programs.
   (H) School education programs.
   (I) Conservation programs for commercial, industrial, and
institutional accounts.
   (J) Wholesale agency programs.
   (K) Conservation pricing.
   (L) Water conservation coordinator.
   (M) Water waste prohibition.
   (N) Residential ultra-low-flush toilet replacement programs.
   (2) A schedule of implementation for all water demand management
measures proposed or described in the plan.
   (3) A description of the methods, if any, that the supplier will
use to evaluate the effectiveness of water demand management measures
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implemented or described under the plan.
   (4) An estimate, if available, of existing conservation savings on
water use within the supplier's service area, and the effect of the
savings on the supplier's ability to further reduce demand.
   (g) An evaluation of each water demand management measure listed
in paragraph (1) of subdivision (f) that is not currently being
implemented or scheduled for implementation. In the course of the
evaluation, first consideration shall be given to water demand
management measures, or combination of measures, that offer lower
incremental costs than expanded or additional water supplies. This
evaluation shall do all of the following:
   (1) Take into account economic and noneconomic factors, including
environmental, social, health, customer impact, and technological
factors.
   (2) Include a cost-benefit analysis, identifying total benefits
and total costs.
   (3) Include a description of funding available to implement any
planned water supply project that would provide water at a higher
unit cost.
   (4) Include a description of the water supplier's legal authority
to implement the measure and efforts to work with other relevant
agencies to ensure the implementation of the measure and to share the
cost of implementation.
   (h) Include a description of all water supply projects and water
supply programs that may be undertaken by the urban water supplier to
meet the total projected water use as established pursuant to
subdivision (a) of Section 10635. The urban water supplier shall
include a detailed description of expected future projects and
programs, other than the demand management programs identified
pursuant to paragraph (1) of subdivision (f), that the urban water
supplier may implement to increase the amount of the water supply
available to the urban water supplier in average, single-dry, and
multiple-dry water years. The description shall identify specific
projects and include a description of the increase in water supply
that is expected to be available from each project. The description
shall include an estimate with regard to the implementation timeline
for each project or program.
   (i) Describe the opportunities for development of desalinated
water, including, but not limited to, ocean water, brackish water,
and groundwater, as a long-term supply.
   (j) For purposes of this part, urban water suppliers that are
members of the California Urban Water Conservation Council shall be
deemed in compliance with the requirements of subdivisions (f) and
(g) by complying with all the provisions of the "Memorandum of
Understanding Regarding Urban Water Conservation in California,"
dated December 10, 2008, as it may be amended, and by submitting the
annual reports required by Section 6.2 of that memorandum.
   (k) Urban water suppliers that rely upon a wholesale agency for a
source of water shall provide the wholesale agency with water use
projections from that agency for that source of water in five-year
increments to 20 years or as far as data is available. The wholesale
agency shall provide information to the urban water supplier for
inclusion in the urban water supplier's plan that identifies and
quantifies, to the extent practicable, the existing and planned
sources of water as required by subdivision (b), available from the
wholesale agency to the urban water supplier over the same five-year
increments, and during various water-year types in accordance with
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subdivision (c). An urban water supplier may rely upon water supply
information provided by the wholesale agency in fulfilling the plan
informational requirements of subdivisions (b) and (c).

10631.1.  (a) The water use projections required by Section 10631
shall include projected water use for single-family and multifamily
residential housing needed for lower income households, as defined in
Section 50079.5 of the Health and Safety Code, as identified in the
housing element of any city, county, or city and county in the
service area of the supplier.
   (b) It is the intent of the Legislature that the identification of
projected water use for single-family and multifamily residential
housing for lower income households will assist a supplier in
complying with the requirement under Section 65589.7 of the
Government Code to grant a priority for the provision of service to
housing units affordable to lower income households.

10631.5.  (a) (1) Beginning January 1, 2009, the terms of, and
eligibility for, a water management grant or loan made to an urban
water supplier and awarded or administered by the department, state
board, or California Bay-Delta Authority or its successor agency
shall be conditioned on the implementation of the water demand
management measures described in Section 10631, as determined by the
department pursuant to subdivision (b).
   (2) For the purposes of this section, water management grants and
loans include funding for programs and projects for surface water or
groundwater storage, recycling, desalination, water conservation,
water supply reliability, and water supply augmentation. This section
does not apply to water management projects funded by the federal
American Recovery and Reinvestment Act of 2009 (Public Law 111-5).
   (3) Notwithstanding paragraph (1), the department shall determine
that an urban water supplier is eligible for a water management grant
or loan even though the supplier is not implementing all of the
water demand management measures described in Section 10631, if the
urban water supplier has submitted to the department for approval a
schedule, financing plan, and budget, to be included in the grant or
loan agreement, for implementation of the water demand management
measures. The supplier may request grant or loan funds to implement
the water demand management measures to the extent the request is
consistent with the eligibility requirements applicable to the water
management funds.
   (4) (A) Notwithstanding paragraph (1), the department shall
determine that an urban water supplier is eligible for a water
management grant or loan even though the supplier is not implementing
all of the water demand management measures described in Section
10631, if an urban water supplier submits to the department for
approval documentation demonstrating that a water demand management
measure is not locally cost effective. If the department determines
that the documentation submitted by the urban water supplier fails to
demonstrate that a water demand management measure is not locally
cost effective, the department shall notify the urban water supplier
and the agency administering the grant or loan program within 120
days that the documentation does not satisfy the requirements for an
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exemption, and include in that notification a detailed statement to
support the determination.
   (B) For purposes of this paragraph, "not locally cost effective"
means that the present value of the local benefits of implementing a
water demand management measure is less than the present value of the
local costs of implementing that measure.
   (b) (1) The department, in consultation with the state board and
the California Bay-Delta Authority or its successor agency, and after
soliciting public comment regarding eligibility requirements, shall
develop eligibility requirements to implement the requirement of
paragraph (1) of subdivision (a). In establishing these eligibility
requirements, the department shall do both of the following:
   (A) Consider the conservation measures described in the Memorandum
of Understanding Regarding Urban Water Conservation in California,
and alternative conservation approaches that provide equal or greater
water savings.
   (B) Recognize the different legal, technical, fiscal, and
practical roles and responsibilities of wholesale water suppliers and
retail water suppliers.
   (2) (A) For the purposes of this section, the department shall
determine whether an urban water supplier is implementing all of the
water demand management measures described in Section 10631 based on
either, or a combination, of the following:
   (i) Compliance on an individual basis.
   (ii) Compliance on a regional basis. Regional compliance shall
require participation in a regional conservation program consisting
of two or more urban water suppliers that achieves the level of
conservation or water efficiency savings equivalent to the amount of
conservation or savings achieved if each of the participating urban
water suppliers implemented the water demand management measures. The
urban water supplier administering the regional program shall
provide participating urban water suppliers and the department with
data to demonstrate that the regional program is consistent with this
clause. The department shall review the data to determine whether
the urban water suppliers in the regional program are meeting the
eligibility requirements.
   (B) The department may require additional information for any
determination pursuant to this section.
   (3) The department shall not deny eligibility to an urban water
supplier in compliance with the requirements of this section that is
participating in a multiagency water project, or an integrated
regional water management plan, developed pursuant to Section 75026
of the Public Resources Code, solely on the basis that one or more of
the agencies participating in the project or plan is not
implementing all of the water demand management measures described in
Section 10631.
   (c) In establishing guidelines pursuant to the specific funding
authorization for any water management grant or loan program subject
to this section, the agency administering the grant or loan program
shall include in the guidelines the eligibility requirements
developed by the department pursuant to subdivision (b).
   (d) Upon receipt of a water management grant or loan application
by an agency administering a grant and loan program subject to this
section, the agency shall request an eligibility determination from
the department with respect to the requirements of this section. The
department shall respond to the request within 60 days of the
request.
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   (e) The urban water supplier may submit to the department copies
of its annual reports and other relevant documents to assist the
department in determining whether the urban water supplier is
implementing or scheduling the implementation of water demand
management activities. In addition, for urban water suppliers that
are signatories to the Memorandum of Understanding Regarding Urban
Water Conservation in California and submit biennial reports to the
California Urban Water Conservation Council in accordance with the
memorandum, the department may use these reports to assist in
tracking the implementation of water demand management measures.
   (f) This section shall remain in effect only until July 1, 2016,
and as of that date is repealed, unless a later enacted statute, that
is enacted before July 1, 2016, deletes or extends that date.

10631.7.  The department, in consultation with the California Urban
Water Conservation Council, shall convene an independent technical
panel to provide information and recommendations to the department
and the Legislature on new demand management measures, technologies,
and approaches. The panel shall consist of no more than seven
members, who shall be selected by the department to reflect a
balanced representation of experts. The panel shall have at least
one, but no more than two, representatives from each of the
following: retail water suppliers, environmental organizations, the
business community, wholesale water suppliers, and academia. The
panel shall be convened by January 1, 2009, and shall report to the
Legislature no later than January 1, 2010, and every five years
thereafter. The department shall review the panel report and include
in the final report to the Legislature the department's
recommendations and comments regarding the panel process and the
panel's recommendations.

10632.  (a) The plan shall provide an urban water shortage
contingency analysis that includes each of the following elements
that are within the authority of the urban water supplier:
   (1) Stages of action to be undertaken by the urban water supplier
in response to water supply shortages, including up to a 50 percent
reduction in water supply, and an outline of specific water supply
conditions that are applicable to each stage.
   (2) An estimate of the minimum water supply available during each
of the next three water years based on the driest three-year historic
sequence for the agency's water supply.
   (3) Actions to be undertaken by the urban water supplier to
prepare for, and implement during, a catastrophic interruption of
water supplies including, but not limited to, a regional power
outage, an earthquake, or other disaster.
   (4) Additional, mandatory prohibitions against specific water use
practices during water shortages, including, but not limited to,
prohibiting the use of potable water for street cleaning.
   (5) Consumption reduction methods in the most restrictive stages.
Each urban water supplier may use any type of consumption reduction
methods in its water shortage contingency analysis that would reduce
water use, are appropriate for its area, and have the ability to
achieve a water use reduction consistent with up to a 50 percent

5/26/2011 CA Codes (wat:10630-10634)

leginfo.ca.gov/cgi-bin/displaycode?sec… 6/8



reduction in water supply.
   (6) Penalties or charges for excessive use, where applicable.
   (7) An analysis of the impacts of each of the actions and
conditions described in paragraphs (1) to (6), inclusive, on the
revenues and expenditures of the urban water supplier, and proposed
measures to overcome those impacts, such as the development of
reserves and rate adjustments.
   (8) A draft water shortage contingency resolution or ordinance.
   (9) A mechanism for determining actual reductions in water use
pursuant to the urban water shortage contingency analysis.
   (b) Commencing with the urban water management plan update due
December 31, 2015, for purposes of developing the water shortage
contingency analysis pursuant to subdivision (a), the urban water
supplier shall analyze and define water features that are
artificially supplied with water, including ponds, lakes, waterfalls,
and fountains, separately from swimming pools and spas, as defined
in subdivision (a) of Section 115921 of the Health and Safety Code.

10633.  The plan shall provide, to the extent available, information
on recycled water and its potential for use as a water source in the
service area of the urban water supplier. The preparation of the
plan shall be coordinated with local water, wastewater, groundwater,
and planning agencies that operate within the supplier's service
area, and shall include all of the following:
   (a) A description of the wastewater collection and treatment
systems in the supplier's service area, including a quantification of
the amount of wastewater collected and treated and the methods of
wastewater disposal.
   (b) A description of the quantity of treated wastewater that meets
recycled water standards, is being discharged, and is otherwise
available for use in a recycled water project.
   (c) A description of the recycled water currently being used in
the supplier's service area, including, but not limited to, the type,
place, and quantity of use.
   (d) A description and quantification of the potential uses of
recycled water, including, but not limited to, agricultural
irrigation, landscape irrigation, wildlife habitat enhancement,
wetlands, industrial reuse, groundwater recharge, indirect potable
reuse, and other appropriate uses, and a determination with regard to
the technical and economic feasibility of serving those uses.
   (e) The projected use of recycled water within the supplier's
service area at the end of 5, 10, 15, and 20 years, and a description
of the actual use of recycled water in comparison to uses previously
projected pursuant to this subdivision.
   (f) A description of actions, including financial incentives,
which may be taken to encourage the use of recycled water, and the
projected results of these actions in terms of acre-feet of recycled
water used per year.
   (g) A plan for optimizing the use of recycled water in the
supplier's service area, including actions to facilitate the
installation of dual distribution systems, to promote recirculating
uses, to facilitate the increased use of treated wastewater that
meets recycled water standards, and to overcome any obstacles to
achieving that increased use.
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10634.  The plan shall include information, to the extent
practicable, relating to the quality of existing sources of water
available to the supplier over the same five-year increments as
described in subdivision (a) of Section 10631, and the manner in
which water quality affects water management strategies and supply
reliability.

5/26/2011 CA Codes (wat:10630-10634)

leginfo.ca.gov/cgi-bin/displaycode?sec… 8/8



WATER CODE 
SECTION 10635 

10635.  (a) Every urban water supplier shall include, as part of its
urban water management plan, an assessment of the reliability of its
water service to its customers during normal, dry, and multiple dry
water years. This water supply and demand assessment shall compare
the total water supply sources available to the water supplier with
the total projected water use over the next 20 years, in five-year
increments, for a normal water year, a single dry water year, and
multiple dry water years. The water service reliability assessment
shall be based upon the information compiled pursuant to Section
10631, including available data from state, regional, or local agency
population projections within the service area of the urban water
supplier.
   (b) The urban water supplier shall provide that portion of its
urban water management plan prepared pursuant to this article to any
city or county within which it provides water supplies no later than
60 days after the submission of its urban water management plan.
   (c) Nothing in this article is intended to create a right or
entitlement to water service or any specific level of water service.
   (d) Nothing in this article is intended to change existing law
concerning an urban water supplier's obligation to provide water
service to its existing customers or to any potential future
customers.
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WATER CODE 
SECTION 10640-10645 

10640.  Every urban water supplier required to prepare a plan
pursuant to this part shall prepare its plan pursuant to Article 2
(commencing with Section 10630).
   The supplier shall likewise periodically review the plan as
required by Section 10621, and any amendments or changes required as
a result of that review shall be adopted pursuant to this article.

10641.  An urban water supplier required to prepare a plan may
consult with, and obtain comments from, any public agency or state
agency or any person who has special expertise with respect to water
demand management methods and techniques.

10642.  Each urban water supplier shall encourage the active
involvement of diverse social, cultural, and economic elements of the
population within the service area prior to and during the
preparation of the plan. Prior to adopting a plan, the urban water
supplier shall make the plan available for public inspection and
shall hold a public hearing thereon. Prior to the hearing, notice of
the time and place of hearing shall be published within the
jurisdiction of the publicly owned water supplier pursuant to Section
6066 of the Government Code. The urban water supplier shall provide
notice of the time and place of hearing to any city or county within
which the supplier provides water supplies. A privately owned water
supplier shall provide an equivalent notice within its service area.
After the hearing, the plan shall be adopted as prepared or as
modified after the hearing.

10643.  An urban water supplier shall implement its plan adopted
pursuant to this chapter in accordance with the schedule set forth in
its plan.

10644.  (a) An urban water supplier shall submit to the department,
the California State Library, and any city or county within which the
supplier provides water supplies a copy of its plan no later than 30
days after adoption. Copies of amendments or changes to the plans
shall be submitted to the department, the California State Library,
and any city or county within which the supplier provides water
supplies within 30 days after adoption.
   (b) The department shall prepare and submit to the Legislature, on
or before December 31, in the years ending in six and one, a report
summarizing the status of the plans adopted pursuant to this part.
The report prepared by the department shall identify the exemplary
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elements of the individual plans. The department shall provide a copy
of the report to each urban water supplier that has submitted its
plan to the department. The department shall also prepare reports and
provide data for any legislative hearings designed to consider the
effectiveness of plans submitted pursuant to this part.
   (c) (1) For the purpose of identifying the exemplary elements of
the individual plans, the department shall identify in the report
those water demand management measures adopted and implemented by
specific urban water suppliers, and identified pursuant to Section
10631, that achieve water savings significantly above the levels
established by the department to meet the requirements of Section
10631.5.
   (2) The department shall distribute to the panel convened pursuant
to Section 10631.7 the results achieved by the implementation of
those water demand management measures described in paragraph (1).
   (3) The department shall make available to the public the standard
the department will use to identify exemplary water demand
management measures.

10645.  Not later than 30 days after filing a copy of its plan with
the department, the urban water supplier and the department shall
make the plan available for public review during normal business
hours.
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WATER CODE 
SECTION 10650-10656 

10650.  Any actions or proceedings to attack, review, set aside,
void, or annul the acts or decisions of an urban water supplier on
the grounds of noncompliance with this part shall be commenced as
follows:
   (a) An action or proceeding alleging failure to adopt a plan shall
be commenced within 18 months after that adoption is required by
this part.
   (b) Any action or proceeding alleging that a plan, or action taken
pursuant to the plan, does not comply with this part shall be
commenced within 90 days after filing of the plan or amendment
thereto pursuant to Section 10644 or the taking of that action.

10651.  In any action or proceeding to attack, review, set aside,
void, or annul a plan, or an action taken pursuant to the plan by an
urban water supplier on the grounds of noncompliance with this part,
the inquiry shall extend only to whether there was a prejudicial
abuse of discretion. Abuse of discretion is established if the
supplier has not proceeded in a manner required by law or if the
action by the water supplier is not supported by substantial
evidence.

10652.  The California Environmental Quality Act (Division 13
(commencing with Section 21000) of the Public Resources Code) does
not apply to the preparation and adoption of plans pursuant to this
part or to the implementation of actions taken pursuant to Section
10632. Nothing in this part shall be interpreted as exempting from
the California Environmental Quality Act any project that would
significantly affect water supplies for fish and wildlife, or any
project for implementation of the plan, other than projects
implementing Section 10632, or any project for expanded or additional
water supplies.

10653.  The adoption of a plan shall satisfy any requirements of
state law, regulation, or order, including those of the State Water
Resources Control Board and the Public Utilities Commission, for the
preparation of water management plans or conservation plans;
provided, that if the State Water Resources Control Board or the
Public Utilities Commission requires additional information
concerning water conservation to implement its existing authority,
nothing in this part shall be deemed to limit the board or the
commission in obtaining that information. The requirements of this
part shall be satisfied by any urban water demand management plan
prepared to meet federal laws or regulations after the effective date
of this part, and which substantially meets the requirements of this
part, or by any existing urban water management plan which includes
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the contents of a plan required under this part.

10654.  An urban water supplier may recover in its rates the costs
incurred in preparing its plan and implementing the reasonable water
conservation measures included in the plan. Any best water management
practice that is included in the plan that is identified in the
"Memorandum of Understanding Regarding Urban Water Conservation in
California" is deemed to be reasonable for the purposes of this
section.

10655.  If any provision of this part or the application thereof to
any person or circumstances is held invalid, that invalidity shall
not affect other provisions or applications of this part which can be
given effect without the invalid provision or application thereof,
and to this end the provisions of this part are severable.

10656.  An urban water supplier that does not prepare, adopt, and
submit its urban water management plan to the department in
accordance with this part, is ineligible to receive funding pursuant
to Division 24 (commencing with Section 78500) or Division 26
(commencing with Section 79000), or receive drought assistance from
the state until the urban water management plan is submitted pursuant
to this article.
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WATER CODE 
SECTION 10608-10608.8 

10608.  The Legislature finds and declares all of the following:
   (a) Water is a public resource that the California Constitution
protects against waste and unreasonable use.
   (b) Growing population, climate change, and the need to protect
and grow California's economy while protecting and restoring our fish
and wildlife habitats make it essential that the state manage its
water resources as efficiently as possible.
   (c) Diverse regional water supply portfolios will increase water
supply reliability and reduce dependence on the Delta.
   (d) Reduced water use through conservation provides significant
energy and environmental benefits, and can help protect water
quality, improve streamflows, and reduce greenhouse gas emissions.
   (e) The success of state and local water conservation programs to
increase efficiency of water use is best determined on the basis of
measurable outcomes related to water use or efficiency.
   (f) Improvements in technology and management practices offer the
potential for increasing water efficiency in California over time,
providing an essential water management tool to meet the need for
water for urban, agricultural, and environmental uses.
   (g) The Governor has called for a 20 percent per capita reduction
in urban water use statewide by 2020.
   (h) The factors used to formulate water use efficiency targets can
vary significantly from location to location based on factors
including weather, patterns of urban and suburban development, and
past efforts to enhance water use efficiency.
   (i) Per capita water use is a valid measure of a water provider's
efforts to reduce urban water use within its service area. However,
per capita water use is less useful for measuring relative water use
efficiency between different water providers. Differences in weather,
historical patterns of urban and suburban development, and density
of housing in a particular location need to be considered when
assessing per capita water use as a measure of efficiency.

10608.4.  It is the intent of the Legislature, by the enactment of
this part, to do all of the following:
   (a) Require all water suppliers to increase the efficiency of use
of this essential resource.
   (b) Establish a framework to meet the state targets for urban
water conservation identified in this part and called for by the
Governor.
   (c) Measure increased efficiency of urban water use on a per
capita basis.
   (d) Establish a method or methods for urban retail water suppliers
to determine targets for achieving increased water use efficiency by
the year 2020, in accordance with the Governor's goal of a
20-percent reduction.
   (e) Establish consistent water use efficiency planning and
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implementation standards for urban water suppliers and agricultural
water suppliers.
   (f) Promote urban water conservation standards that are consistent
with the California Urban Water Conservation Council's adopted best
management practices and the requirements for demand management in
Section 10631.
   (g) Establish standards that recognize and provide credit to water
suppliers that made substantial capital investments in urban water
conservation since the drought of the early 1990s.
   (h) Recognize and account for the investment of urban retail water
suppliers in providing recycled water for beneficial uses.
   (i) Require implementation of specified efficient water management
practices for agricultural water suppliers.
   (j) Support the economic productivity of California's
agricultural, commercial, and industrial sectors.
   (k) Advance regional water resources management.

10608.8.  (a) (1) Water use efficiency measures adopted and
implemented pursuant to this part or Part 2.8 (commencing with
Section 10800) are water conservation measures subject to the
protections provided under Section 1011.
   (2) Because an urban agency is not required to meet its urban
water use target until 2020 pursuant to subdivision (b) of Section
10608.24, an urban retail water supplier's failure to meet those
targets shall not establish a violation of law for purposes of any
state administrative or judicial proceeding prior to January 1, 2021.
Nothing in this paragraph limits the use of data reported to the
department or the board in litigation or an administrative
proceeding. This paragraph shall become inoperative on January 1,
2021.
   (3) To the extent feasible, the department and the board shall
provide for the use of water conservation reports required under this
part to meet the requirements of Section 1011 for water conservation
reporting.
   (b) This part does not limit or otherwise affect the application
of Chapter 3.5 (commencing with Section 11340), Chapter 4 (commencing
with Section 11370), Chapter 4.5 (commencing with Section 11400),
and Chapter 5 (commencing with Section 11500) of Part 1 of Division 3
of Title 2 of the Government Code.
   (c) This part does not require a reduction in the total water used
in the agricultural or urban sectors, because other factors,
including, but not limited to, changes in agricultural economics or
population growth may have greater effects on water use. This part
does not limit the economic productivity of California's
agricultural, commercial, or industrial sectors.
   (d) The requirements of this part do not apply to an agricultural
water supplier that is a party to the Quantification Settlement
Agreement, as defined in subdivision (a) of Section 1 of Chapter 617
of the Statutes of 2002, during the period within which the
Quantification Settlement Agreement remains in effect. After the
expiration of the Quantification Settlement Agreement, to the extent
conservation water projects implemented as part of the Quantification
Settlement Agreement remain in effect, the conserved water created
as part of those projects shall be credited against the obligations
of the agricultural water supplier pursuant to this part.
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WATER CODE 
SECTION 10608.12 

10608.12.  Unless the context otherwise requires, the following
definitions govern the construction of this part:
   (a) "Agricultural water supplier" means a water supplier, either
publicly or privately owned, providing water to 10,000 or more
irrigated acres, excluding recycled water. "Agricultural water
supplier" includes a supplier or contractor for water, regardless of
the basis of right, that distributes or sells water for ultimate
resale to customers. "Agricultural water supplier" does not include
the department.
   (b) "Base daily per capita water use" means any of the following:
   (1) The urban retail water supplier's estimate of its average
gross water use, reported in gallons per capita per day and
calculated over a continuous 10-year period ending no earlier than
December 31, 2004, and no later than December 31, 2010.
   (2) For an urban retail water supplier that meets at least 10
percent of its 2008 measured retail water demand through recycled
water that is delivered within the service area of an urban retail
water supplier or its urban wholesale water supplier, the urban
retail water supplier may extend the calculation described in
paragraph (1) up to an additional five years to a maximum of a
continuous 15-year period ending no earlier than December 31, 2004,
and no later than December 31, 2010.
   (3) For the purposes of Section 10608.22, the urban retail water
supplier's estimate of its average gross water use, reported in
gallons per capita per day and calculated over a continuous five-year
period ending no earlier than December 31, 2007, and no later than
December 31, 2010.
   (c) "Baseline commercial, industrial, and institutional water use"
means an urban retail water supplier's base daily per capita water
use for commercial, industrial, and institutional users.
   (d) "Commercial water user" means a water user that provides or
distributes a product or service.
   (e) "Compliance daily per capita water use" means the gross water
use during the final year of the reporting period, reported in
gallons per capita per day.
   (f) "Disadvantaged community" means a community with an annual
median household income that is less than 80 percent of the statewide
annual median household income.
   (g) "Gross water use" means the total volume of water, whether
treated or untreated, entering the distribution system of an urban
retail water supplier, excluding all of the following:
   (1) Recycled water that is delivered within the service area of an
urban retail water supplier or its urban wholesale water supplier.
   (2) The net volume of water that the urban retail water supplier
places into long-term storage.
   (3) The volume of water the urban retail water supplier conveys
for use by another urban water supplier.
   (4) The volume of water delivered for agricultural use, except as
otherwise provided in subdivision (f) of Section 10608.24.
   (h) "Industrial water user" means a water user that is primarily a
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manufacturer or processor of materials as defined by the North
American Industry Classification System code sectors 31 to 33,
inclusive, or an entity that is a water user primarily engaged in
research and development.
   (i) "Institutional water user" means a water user dedicated to
public service. This type of user includes, among other users, higher
education institutions, schools, courts, churches, hospitals,
government facilities, and nonprofit research institutions.
   (j) "Interim urban water use target" means the midpoint between
the urban retail water supplier's base daily per capita water use and
the urban retail water supplier's urban water use target for 2020.
   (k) "Locally cost effective" means that the present value of the
local benefits of implementing an agricultural efficiency water
management practice is greater than or equal to the present value of
the local cost of implementing that measure.
   (l) "Process water" means water used for producing a product or
product content or water used for research and development,
including, but not limited to, continuous manufacturing processes,
water used for testing and maintaining equipment used in producing a
product or product content, and water used in combined heat and power
facilities used in producing a product or product content. Process
water does not mean incidental water uses not related to the
production of a product or product content, including, but not
limited to, water used for restrooms, landscaping, air conditioning,
heating, kitchens, and laundry.
   (m) "Recycled water" means recycled water, as defined in
subdivision (n) of Section 13050, that is used to offset potable
demand, including recycled water supplied for direct use and indirect
potable reuse, that meets the following requirements, where
applicable:
   (1) For groundwater recharge, including recharge through spreading
basins, water supplies that are all of the following:
   (A) Metered.
   (B) Developed through planned investment by the urban water
supplier or a wastewater treatment agency.
   (C) Treated to a minimum tertiary level.
   (D) Delivered within the service area of an urban retail water
supplier or its urban wholesale water supplier that helps an urban
retail water supplier meet its urban water use target.
   (2) For reservoir augmentation, water supplies that meet the
criteria of paragraph (1) and are conveyed through a distribution
system constructed specifically for recycled water.
   (n) "Regional water resources management" means sources of supply
resulting from watershed-based planning for sustainable local water
reliability or any of the following alternative sources of water:
   (1) The capture and reuse of stormwater or rainwater.
   (2) The use of recycled water.
   (3) The desalination of brackish groundwater.
   (4) The conjunctive use of surface water and groundwater in a
manner that is consistent with the safe yield of the groundwater
basin.
   (o) "Reporting period" means the years for which an urban retail
water supplier reports compliance with the urban water use targets.
   (p) "Urban retail water supplier" means a water supplier, either
publicly or privately owned, that directly provides potable municipal
water to more than 3,000 end users or that supplies more than 3,000
acre-feet of potable water annually at retail for municipal purposes.
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   (q) "Urban water use target" means the urban retail water supplier'
s targeted future daily per capita water use.
   (r) "Urban wholesale water supplier," means a water supplier,
either publicly or privately owned, that provides more than 3,000
acre-feet of water annually at wholesale for potable municipal
purposes.
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WATER CODE 
SECTION 10608.16-10608.44 

10608.16.  (a) The state shall achieve a 20-percent reduction in
urban per capita water use in California on or before December 31,
2020.
   (b) The state shall make incremental progress towards the state
target specified in subdivision (a) by reducing urban per capita
water use by at least 10 percent on or before December 31, 2015.

10608.20.  (a) (1) Each urban retail water supplier shall develop
urban water use targets and an interim urban water use target by July
1, 2011. Urban retail water suppliers may elect to determine and
report progress toward achieving these targets on an individual or
regional basis, as provided in subdivision (a) of Section 10608.28,
and may determine the targets on a fiscal year or calendar year
basis.
   (2) It is the intent of the Legislature that the urban water use
targets described in paragraph (1) cumulatively result in a
20-percent reduction from the baseline daily per capita water use by
December 31, 2020.
   (b) An urban retail water supplier shall adopt one of the
following methods for determining its urban water use target pursuant
to subdivision (a):
   (1) Eighty percent of the urban retail water supplier's baseline
per capita daily water use.
   (2) The per capita daily water use that is estimated using the sum
of the following performance standards:
   (A) For indoor residential water use, 55 gallons per capita daily
water use as a provisional standard. Upon completion of the
department's 2016 report to the Legislature pursuant to Section
10608.42, this standard may be adjusted by the Legislature by
statute.
   (B) For landscape irrigated through dedicated or residential
meters or connections, water efficiency equivalent to the standards
of the Model Water Efficient Landscape Ordinance set forth in Chapter
2.7 (commencing with Section 490) of Division 2 of Title 23 of the
California Code of Regulations, as in effect the later of the year of
the landscape's installation or 1992. An urban retail water supplier
using the approach specified in this subparagraph shall use
satellite imagery, site visits, or other best available technology to
develop an accurate estimate of landscaped areas.
   (C) For commercial, industrial, and institutional uses, a
10-percent reduction in water use from the baseline commercial,
industrial, and institutional water use by 2020.
   (3) Ninety-five percent of the applicable state hydrologic region
target, as set forth in the state's draft 20x2020 Water Conservation
Plan (dated April 30, 2009). If the service area of an urban water
supplier includes more than one hydrologic region, the supplier shall
apportion its service area to each region based on population or
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area.
   (4) A method that shall be identified and developed by the
department, through a public process, and reported to the Legislature
no later than December 31, 2010. The method developed by the
department shall identify per capita targets that cumulatively result
in a statewide 20-percent reduction in urban daily per capita water
use by December 31, 2020. In developing urban daily per capita water
use targets, the department shall do all of the following:
   (A) Consider climatic differences within the state.
   (B) Consider population density differences within the state.
   (C) Provide flexibility to communities and regions in meeting the
targets.
   (D) Consider different levels of per capita water use according to
plant water needs in different regions.
   (E) Consider different levels of commercial, industrial, and
institutional water use in different regions of the state.
   (F) Avoid placing an undue hardship on communities that have
implemented conservation measures or taken actions to keep per capita
water use low.
   (c) If the department adopts a regulation pursuant to paragraph
(4) of subdivision (b) that results in a requirement that an urban
retail water supplier achieve a reduction in daily per capita water
use that is greater than 20 percent by December 31, 2020, an urban
retail water supplier that adopted the method described in paragraph
(4) of subdivision (b) may limit its urban water use target to a
reduction of not more than 20 percent by December 31, 2020, by
adopting the method described in paragraph (1) of subdivision (b).
   (d) The department shall update the method described in paragraph
(4) of subdivision (b) and report to the Legislature by December 31,
2014. An urban retail water supplier that adopted the method
described in paragraph (4) of subdivision (b) may adopt a new urban
daily per capita water use target pursuant to this updated method.
   (e) An urban retail water supplier shall include in its urban
water management plan due in 2010 pursuant to Part 2.6 (commencing
with Section 10610) the baseline daily per capita water use, urban
water use target, interim urban water use target, and compliance
daily per capita water use, along with the bases for determining
those estimates, including references to supporting data.
   (f) When calculating per capita values for the purposes of this
chapter, an urban retail water supplier shall determine population
using federal, state, and local population reports and projections.
   (g) An urban retail water supplier may update its 2020 urban water
use target in its 2015 urban water management plan required pursuant
to Part 2.6 (commencing with Section 10610).
   (h) (1) The department, through a public process and in
consultation with the California Urban Water Conservation Council,
shall develop technical methodologies and criteria for the consistent
implementation of this part, including, but not limited to, both of
the following:
   (A) Methodologies for calculating base daily per capita water use,
baseline commercial, industrial, and institutional water use,
compliance daily per capita water use, gross water use, service area
population, indoor residential water use, and landscaped area water
use.
   (B) Criteria for adjustments pursuant to subdivisions (d) and (e)
of Section 10608.24.
   (2) The department shall post the methodologies and criteria
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developed pursuant to this subdivision on its Internet Web site, and
make written copies available, by October 1, 2010. An urban retail
water supplier shall use the methods developed by the department in
compliance with this part.
   (i) (1) The department shall adopt regulations for implementation
of the provisions relating to process water in accordance with
subdivision (l) of Section 10608.12, subdivision (e) of Section
10608.24, and subdivision (d) of Section 10608.26.
   (2) The initial adoption of a regulation authorized by this
subdivision is deemed to address an emergency, for purposes of
Sections 11346.1 and 11349.6 of the Government Code, and the
department is hereby exempted for that purpose from the requirements
of subdivision (b) of Section 11346.1 of the Government Code. After
the initial adoption of an emergency regulation pursuant to this
subdivision, the department shall not request approval from the
Office of Administrative Law to readopt the regulation as an
emergency regulation pursuant to Section 11346.1 of the Government
Code.
   (j) (1) An urban retail water supplier is granted an extension to
July 1, 2011, for adoption of an urban water management plan pursuant
to Part 2.6 (commencing with Section 10610) due in 2010 to allow the
use of technical methodologies developed by the department pursuant
to paragraph (4) of subdivision (b) and subdivision (h). An urban
retail water supplier that adopts an urban water management plan due
in 2010 that does not use the methodologies developed by the
department pursuant to subdivision (h) shall amend the plan by July
1, 2011, to comply with this part.
   (2) An urban wholesale water supplier whose urban water management
plan prepared pursuant to Part 2.6 (commencing with Section 10610)
was due and not submitted in 2010 is granted an extension to July 1,
2011, to permit coordination between an urban wholesale water
supplier and urban retail water suppliers.

10608.22.  Notwithstanding the method adopted by an urban retail
water supplier pursuant to Section 10608.20, an urban retail water
supplier's per capita daily water use reduction shall be no less than
5 percent of base daily per capita water use as defined in paragraph
(3) of subdivision (b) of Section 10608.12. This section does not
apply to an urban retail water supplier with a base daily per capita
water use at or below 100 gallons per capita per day.

10608.24.  (a) Each urban retail water supplier shall meet its
interim urban water use target by December 31, 2015.
   (b) Each urban retail water supplier shall meet its urban water
use target by December 31, 2020.
   (c) An urban retail water supplier's compliance daily per capita
water use shall be the measure of progress toward achievement of its
urban water use target.
   (d) (1) When determining compliance daily per capita water use, an
urban retail water supplier may consider the following factors:
   (A) Differences in evapotranspiration and rainfall in the baseline
period compared to the compliance reporting period.
   (B) Substantial changes to commercial or industrial water use
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resulting from increased business output and economic development
that have occurred during the reporting period.
   (C) Substantial changes to institutional water use resulting from
fire suppression services or other extraordinary events, or from new
or expanded operations, that have occurred during the reporting
period.
   (2) If the urban retail water supplier elects to adjust its
estimate of compliance daily per capita water use due to one or more
of the factors described in paragraph (1), it shall provide the basis
for, and data supporting, the adjustment in the report required by
Section 10608.40.
   (e) When developing the urban water use target pursuant to Section
10608.20, an urban retail water supplier that has a substantial
percentage of industrial water use in its service area may exclude
process water from the calculation of gross water use to avoid a
disproportionate burden on another customer sector.
   (f) (1) An urban retail water supplier that includes agricultural
water use in an urban water management plan pursuant to Part 2.6
(commencing with Section 10610) may include the agricultural water
use in determining gross water use. An urban retail water supplier
that includes agricultural water use in determining gross water use
and develops its urban water use target pursuant to paragraph (2) of
subdivision (b) of Section 10608.20 shall use a water efficient
standard for agricultural irrigation of 100 percent of reference
evapotranspiration multiplied by the crop coefficient for irrigated
acres.
   (2) An urban retail water supplier, that is also an agricultural
water supplier, is not subject to the requirements of Chapter 4
(commencing with Section 10608.48), if the agricultural water use is
incorporated into its urban water use target pursuant to paragraph
(1).

10608.26.  (a) In complying with this part, an urban retail water
supplier shall conduct at least one public hearing to accomplish all
of the following:
   (1) Allow community input regarding the urban retail water
supplier's implementation plan for complying with this part.
   (2) Consider the economic impacts of the urban retail water
supplier's implementation plan for complying with this part.
   (3) Adopt a method, pursuant to subdivision (b) of Section
10608.20, for determining its urban water use target.
   (b) In complying with this part, an urban retail water supplier
may meet its urban water use target through efficiency improvements
in any combination among its customer sectors. An urban retail water
supplier shall avoid placing a disproportionate burden on any
customer sector.
   (c) For an urban retail water supplier that supplies water to a
United States Department of Defense military installation, the urban
retail water supplier's implementation plan for complying with this
part shall consider the conservation of that military installation
under federal Executive Order 13514.
   (d) (1) Any ordinance or resolution adopted by an urban retail
water supplier after the effective date of this section shall not
require existing customers as of the effective date of this section,
to undertake changes in product formulation, operations, or equipment
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that would reduce process water use, but may provide technical
assistance and financial incentives to those customers to implement
efficiency measures for process water. This section shall not limit
an ordinance or resolution adopted pursuant to a declaration of
drought emergency by an urban retail water supplier.
   (2) This part shall not be construed or enforced so as to
interfere with the requirements of Chapter 4 (commencing with Section
113980) to Chapter 13 (commencing with Section 114380), inclusive,
of Part 7 of Division 104 of the Health and Safety Code, or any
requirement or standard for the protection of public health, public
safety, or worker safety established by federal, state, or local
government or recommended by recognized standard setting
organizations or trade associations.

10608.28.  (a) An urban retail water supplier may meet its urban
water use target within its retail service area, or through mutual
agreement, by any of the following:
   (1) Through an urban wholesale water supplier.
   (2) Through a regional agency authorized to plan and implement
water conservation, including, but not limited to, an agency
established under the Bay Area Water Supply and Conservation Agency
Act (Division 31 (commencing with Section 81300)).
   (3) Through a regional water management group as defined in
Section 10537.
   (4) By an integrated regional water management funding area.
   (5) By hydrologic region.
   (6) Through other appropriate geographic scales for which
computation methods have been developed by the department.
   (b) A regional water management group, with the written consent of
its member agencies, may undertake any or all planning, reporting,
and implementation functions under this chapter for the member
agencies that consent to those activities. Any data or reports shall
provide information both for the regional water management group and
separately for each consenting urban retail water supplier and urban
wholesale water supplier.

10608.32.  All costs incurred pursuant to this part by a water
utility regulated by the Public Utilities Commission may be
recoverable in rates subject to review and approval by the Public
Utilities Commission, and may be recorded in a memorandum account and
reviewed for reasonableness by the Public Utilities Commission.

10608.36.  Urban wholesale water suppliers shall include in the
urban water management plans required pursuant to Part 2.6
(commencing with Section 10610) an assessment of their present and
proposed future measures, programs, and policies to help achieve the
water use reductions required by this part.

10608.40.  Urban water retail suppliers shall report to the
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department on their progress in meeting their urban water use targets
as part of their urban water management plans submitted pursuant to
Section 10631. The data shall be reported using a standardized form
developed pursuant to Section 10608.52.

10608.42.  The department shall review the 2015 urban water
management plans and report to the Legislature by December 31, 2016,
on progress towards achieving a 20-percent reduction in urban water
use by December 31, 2020. The report shall include recommendations on
changes to water efficiency standards or urban water use targets in
order to achieve the 20-percent reduction and to reflect updated
efficiency information and technology changes.

10608.43.  The department, in conjunction with the California Urban
Water Conservation Council, by April 1, 2010, shall convene a
representative task force consisting of academic experts, urban
retail water suppliers, environmental organizations, commercial water
users, industrial water users, and institutional water users to
develop alternative best management practices for commercial,
industrial, and institutional users and an assessment of the
potential statewide water use efficiency improvement in the
commercial, industrial, and institutional sectors that would result
from implementation of these best management practices. The
taskforce, in conjunction with the department, shall submit a report
to the Legislature by April 1, 2012, that shall include a review of
multiple sectors within commercial, industrial, and institutional
users and that shall recommend water use efficiency standards for
commercial, industrial, and institutional users among various sectors
of water use. The report shall include, but not be limited to, the
following:
   (a) Appropriate metrics for evaluating commercial, industrial, and
institutional water use.
   (b) Evaluation of water demands for manufacturing processes,
goods, and cooling.
   (c) Evaluation of public infrastructure necessary for delivery of
recycled water to the commercial, industrial, and institutional
sectors.
   (d) Evaluation of institutional and economic barriers to increased
recycled water use within the commercial, industrial, and
institutional sectors.
   (e) Identification of technical feasibility and cost of the best
management practices to achieve more efficient water use statewide in
the commercial, industrial, and institutional sectors that is
consistent with the public interest and reflects past investments in
water use efficiency.

10608.44.  Each state agency shall reduce water use at facilities it
operates to support urban retail water suppliers in meeting the
target identified in Section 10608.16.
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WATER CODE 
SECTION 10608.48 

10608.48.  (a) On or before July 31, 2012, an agricultural water
supplier shall implement efficient water management practices
pursuant to subdivisions (b) and (c).
   (b) Agricultural water suppliers shall implement all of the
following critical efficient management practices:
   (1) Measure the volume of water delivered to customers with
sufficient accuracy to comply with subdivision (a) of Section 531.10
and to implement paragraph (2).
   (2) Adopt a pricing structure for water customers based at least
in part on quantity delivered.
   (c) Agricultural water suppliers shall implement additional
efficient management practices, including, but not limited to,
practices to accomplish all of the following, if the measures are
locally cost effective and technically feasible:
   (1) Facilitate alternative land use for lands with exceptionally
high water duties or whose irrigation contributes to significant
problems, including drainage.
   (2) Facilitate use of available recycled water that otherwise
would not be used beneficially, meets all health and safety criteria,
and does not harm crops or soils.
   (3) Facilitate the financing of capital improvements for on-farm
irrigation systems.
   (4) Implement an incentive pricing structure that promotes one or
more of the following goals:
   (A) More efficient water use at the farm level.
   (B) Conjunctive use of groundwater.
   (C) Appropriate increase of groundwater recharge.
   (D) Reduction in problem drainage.
   (E) Improved management of environmental resources.
   (F) Effective management of all water sources throughout the year
by adjusting seasonal pricing structures based on current conditions.
   (5) Expand line or pipe distribution systems, and construct
regulatory reservoirs to increase distribution system flexibility and
capacity, decrease maintenance, and reduce seepage.
   (6) Increase flexibility in water ordering by, and delivery to,
water customers within operational limits.
   (7) Construct and operate supplier spill and tailwater recovery
systems.
   (8) Increase planned conjunctive use of surface water and
groundwater within the supplier service area.
   (9) Automate canal control structures.
   (10) Facilitate or promote customer pump testing and evaluation.
   (11) Designate a water conservation coordinator who will develop
and implement the water management plan and prepare progress reports.
   (12) Provide for the availability of water management services to
water users. These services may include, but are not limited to, all
of the following:
   (A) On-farm irrigation and drainage system evaluations.
   (B) Normal year and real-time irrigation scheduling and crop
evapotranspiration information.
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   (C) Surface water, groundwater, and drainage water quantity and
quality data.
   (D) Agricultural water management educational programs and
materials for farmers, staff, and the public.
   (13) Evaluate the policies of agencies that provide the supplier
with water to identify the potential for institutional changes to
allow more flexible water deliveries and storage.
   (14) Evaluate and improve the efficiencies of the supplier's
pumps.
   (d) Agricultural water suppliers shall include in the agricultural
water management plans required pursuant to Part 2.8 (commencing
with Section 10800) a report on which efficient water management
practices have been implemented and are planned to be implemented, an
estimate of the water use efficiency improvements that have occurred
since the last report, and an estimate of the water use efficiency
improvements estimated to occur five and 10 years in the future. If
an agricultural water supplier determines that an efficient water
management practice is not locally cost effective or technically
feasible, the supplier shall submit information documenting that
determination.
   (e) The data shall be reported using a standardized form developed
pursuant to Section 10608.52.
   (f) An agricultural water supplier may meet the requirements of
subdivisions (d) and (e) by submitting to the department a water
conservation plan submitted to the United States Bureau of
Reclamation that meets the requirements described in Section 10828.
   (g) On or before December 31, 2013, December 31, 2016, and
December 31, 2021, the department, in consultation with the board,
shall submit to the Legislature a report on the agricultural
efficient water management practices that have been implemented and
are planned to be implemented and an assessment of the manner in
which the implementation of those efficient water management
practices has affected and will affect agricultural operations,
including estimated water use efficiency improvements, if any.
   (h) The department may update the efficient water management
practices required pursuant to subdivision (c), in consultation with
the Agricultural Water Management Council, the United States Bureau
of Reclamation, and the board. All efficient water management
practices for agricultural water use pursuant to this chapter shall
be adopted or revised by the department only after the department
conducts public hearings to allow participation of the diverse
geographical areas and interests of the state.
   (i) (1) The department shall adopt regulations that provide for a
range of options that agricultural water suppliers may use or
implement to comply with the measurement requirement in paragraph (1)
of subdivision (b).
   (2) The initial adoption of a regulation authorized by this
subdivision is deemed to address an emergency, for purposes of
Sections 11346.1 and 11349.6 of the Government Code, and the
department is hereby exempted for that purpose from the requirements
of subdivision (b) of Section 11346.1 of the Government Code. After
the initial adoption of an emergency regulation pursuant to this
subdivision, the department shall not request approval from the
Office of Administrative Law to readopt the regulation as an
emergency regulation pursuant to Section 11346.1 of the Government
Code.
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WATER CODE 
SECTION 10608.50 

10608.50.  (a) The department, in consultation with the board, shall
promote implementation of regional water resources management
practices through increased incentives and removal of barriers
consistent with state and federal law. Potential changes may include,
but are not limited to, all of the following:
   (1) Revisions to the requirements for urban and agricultural water
management plans.
   (2) Revisions to the requirements for integrated regional water
management plans.
   (3) Revisions to the eligibility for state water management grants
and loans.
   (4) Revisions to state or local permitting requirements that
increase water supply opportunities, but do not weaken water quality
protection under state and federal law.
   (5) Increased funding for research, feasibility studies, and
project construction.
   (6) Expanding technical and educational support for local land use
and water management agencies.
   (b) No later than January 1, 2011, and updated as part of the
California Water Plan, the department, in consultation with the
board, and with public input, shall propose new statewide targets, or
review and update existing statewide targets, for regional water
resources management practices, including, but not limited to,
recycled water, brackish groundwater desalination, and infiltration
and direct use of urban stormwater runoff.
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WATER CODE 
SECTION 10608.52 

10608.52.  (a) The department, in consultation with the board, the
California Bay-Delta Authority or its successor agency, the State
Department of Public Health, and the Public Utilities Commission,
shall develop a single standardized water use reporting form to meet
the water use information needs of each agency, including the needs
of urban water suppliers that elect to determine and report progress
toward achieving targets on a regional basis as provided in
subdivision (a) of Section 10608.28.
   (b) At a minimum, the form shall be developed to accommodate
information sufficient to assess an urban water supplier's compliance
with conservation targets pursuant to Section 10608.24 and an
agricultural water supplier's compliance with implementation of
efficient water management practices pursuant to subdivision (a) of
Section 10608.48. The form shall accommodate reporting by urban water
suppliers on an individual or regional basis as provided in
subdivision (a) of Section 10608.28.
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WATER CODE 
SECTION 10608.56-10608.60 

10608.56.  (a) On and after July 1, 2016, an urban retail water
supplier is not eligible for a water grant or loan awarded or
administered by the state unless the supplier complies with this
part.
   (b) On and after July 1, 2013, an agricultural water supplier is
not eligible for a water grant or loan awarded or administered by the
state unless the supplier complies with this part.
   (c) Notwithstanding subdivision (a), the department shall
determine that an urban retail water supplier is eligible for a water
grant or loan even though the supplier has not met the per capita
reductions required pursuant to Section 10608.24, if the urban retail
water supplier has submitted to the department for approval a
schedule, financing plan, and budget, to be included in the grant or
loan agreement, for achieving the per capita reductions. The supplier
may request grant or loan funds to achieve the per capita reductions
to the extent the request is consistent with the eligibility
requirements applicable to the water funds.
   (d) Notwithstanding subdivision (b), the department shall
determine that an agricultural water supplier is eligible for a water
grant or loan even though the supplier is not implementing all of
the efficient water management practices described in Section
10608.48, if the agricultural water supplier has submitted to the
department for approval a schedule, financing plan, and budget, to be
included in the grant or loan agreement, for implementation of the
efficient water management practices. The supplier may request grant
or loan funds to implement the efficient water management practices
to the extent the request is consistent with the eligibility
requirements applicable to the water funds.
   (e) Notwithstanding subdivision (a), the department shall
determine that an urban retail water supplier is eligible for a water
grant or loan even though the supplier has not met the per capita
reductions required pursuant to Section 10608.24, if the urban retail
water supplier has submitted to the department for approval
documentation demonstrating that its entire service area qualifies as
a disadvantaged community.
   (f) The department shall not deny eligibility to an urban retail
water supplier or agricultural water supplier in compliance with the
requirements of this part and Part 2.8 (commencing with Section
10800), that is participating in a multiagency water project, or an
integrated regional water management plan, developed pursuant to
Section 75026 of the Public Resources Code, solely on the basis that
one or more of the agencies participating in the project or plan is
not implementing all of the requirements of this part or Part 2.8
(commencing with Section 10800).

10608.60.  (a) It is the intent of the Legislature that funds made
available by Section 75026 of the Public Resources Code should be
expended, consistent with Division 43 (commencing with Section 75001)
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of the Public Resources Code and upon appropriation by the
Legislature, for grants to implement this part. In the allocation of
funding, it is the intent of the Legislature that the department give
consideration to disadvantaged communities to assist in implementing
the requirements of this part.
   (b) It is the intent of the Legislature that funds made available
by Section 75041 of the Public Resources Code, should be expended,
consistent with Division 43 (commencing with Section 75001) of the
Public Resources Code and upon appropriation by the Legislature, for
direct expenditures to implement this part.
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WATER CODE 
SECTION 10608.64 

10608.64.  The department, in consultation with the Agricultural
Water Management Council, academic experts, and other stakeholders,
shall develop a methodology for quantifying the efficiency of
agricultural water use. Alternatives to be assessed shall include,
but not be limited to, determination of efficiency levels based on
crop type or irrigation system distribution uniformity. On or before
December 31, 2011, the department shall report to the Legislature on
a proposed methodology and a plan for implementation. The plan shall
include the estimated implementation costs and the types of data
needed to support the methodology. Nothing in this section authorizes
the department to implement a methodology established pursuant to
this section.
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This Appendix contains the following material related to the description of the groundwater 
basins underlying the City: 
 DWR Bulletin 118 
  8-2.09 - Temescal Subbasin 
  8-4 - Elsinore Groundwater Basin 
 MWD Groundwater Basin Reports 
  Temescal Valley Basins 
 DWP Letter of Agreement concerning Coldwater Subbasin 
 2008 Groundwater Management Plan 
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Upper Santa Ana Valley Groundwater Basin, 
Temescal Subbasin 

• Groundwater Basin Number:  8-2.09 
• County:  Riverside 
• Surface Area:  23,500 acres  (37 square miles) 
 
Basin Boundaries and Hydrology 
The Temescal Subbasin underlies the southwest part of upper Santa Ana 
Valley.  On the north, the subbasin is bounded by the Chino Subbasin, 
marked by the Santa Ana River and a set of low hills of crystalline rock near 
Norco.  The eastern part of the subbasin is bounded by nonwater-bearing 
crystalline rocks of the El Sobrante de San Jacinto and La Sierra Hills.  The 
subbasin is bounded on the west by the Santa Ana Mountains and the south 
by the Elsinore Groundwater Basin at a constriction in the alluvium of 
Temescal Wash.  Average annual precipitation ranges from 14 to 16 inches 
per year. 
 
Hydrogeologic Information 
Water Bearing Formations 
The water-bearing materials are dominantly composed of Holocene age 
alluvium deposited by streams draining the northeast slopes of the Santa Ana 
Mountains.  The Santa Ana River has from time to time contributed deposits 
through the Arlington Gap along the northern margin of the subbasin (DWR 
1934).  
 
The specific yield varies from about 6 percent along the southwestern and 
southern margins of the subbasin to about 13 percent beneath the Santa Ana 
River and more than 14 percent beneath Temescal Wash near Corona (DWR 
1934). 
 
Restrictive Structures 
The Elsinore fault zone lies along the western boundary of the subbasin, and 
the Chino fault zone crosses the northwestern tip of the subbasin. These fault 
zones are possible groundwater barriers (SBVWCD 2000). 
 
Recharge Areas 
Dominant recharge to the groundwater reservoir is from percolation of 
precipitation on the valley floor and infiltration of stream flow within 
tributaries exiting the surrounding mountains and hills. 
 
Groundwater Level Trends 
Groundwater flows toward the center of the subbasin and then northeast 
toward the Santa Ana River (SBVWCD 2000). 
 
Groundwater Storage 
Groundwater Storage Capacity.  Unknown. 
 
Groundwater in Storage.  Unknown. 
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Groundwater Budget (Type C) 
No information is available. 
 
Groundwater Quality 
Characterization.  Water within the subbasin is predominantly calcium-
sodium bicarbonate and has an average TDS content of 790 mg/L 
(SBVWCD 2000).  Water from 20 public supply wells in the subbasin has an 
average TDS content of 753 mg/L and a range or 373 to 950 mg/L. 
 
Impairments.   
 
Water Quality in Public Supply Wells 
Constituent Group1 Number of 

wells sampled2 
Number of wells with a 

concentration above an MCL3 
Inorganics – Primary 20 2 

Radiological 17 1 

Nitrates 20 13 

Pesticides 17 0 

VOCs and SVOCs 17 0 

Inorganics – Secondary 20 2 
1 A description of each member in the constituent groups and a generalized 
discussion of the relevance of these groups are included in California’s Groundwater 
– Bulletin 118 by DWR (2003). 
2 Represents distinct number of wells sampled as required under DHS Title 22 
program from 1994 through 2000. 
3 Each well reported with a concentration above an MCL was confirmed with a 
second detection above an MCL.  This information is intended as an indicator of the 
types of activities that cause contamination in a given basin.  It represents the water 
quality at the sample location.  It does not indicate the water quality delivered to the 
consumer.  More detailed drinking water quality information can be obtained from the 
local water purveyor and its annual Consumer Confidence Report. 
 
Well Characteristics 

Well yields (gal/min) 

Municipal/Irrigation Range: Average:   

Total depths (ft) 

Domestic Range: Average:   

Municipal/Irrigation Range: Average:   

 
Active Monitoring Data 
Agency Parameter Number of wells 

/measurement frequency 
USGS Groundwater levels 2 

USGS Miscellaneous 
water quality 

2 

Department of 
Health Services and 
cooperators 

Title 22 water 
quality 

20 
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Basin Management 
Groundwater management: The City of Corona is developing a 

groundwater management plan for the 
Temescal Basin.  

Water agencies  

   Public  

   Private  

 
References Cited 
California Department of Water Resources (DWR).  1934. South Coastal Basin Investigation.  
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Errata 
Updated groundwater management information and added hotlinks to applicable websites. 
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Elsinore Groundwater Basin 
 

• Groundwater Basin Number: 8-4 
• County:  Riverside 
• Surface Area: 25,700 acres (40.2 square miles) 

 
Basin Boundaries and Hydrology 
The Elsinore Groundwater Basin underlies the Elsinore Valley in western 
Riverside County.  The basin is bounded on the southwest by the Santa Ana 
and Elsinore Mountains along the Willard fault, a splay of the active Elsinore 
fault zone.  The basin adjoins the Temecula Valley Groundwater Basin on 
the southeast at a low surface drainage divide.  The basin is bounded on the 
northwest by the Temescal Subbasin of the Upper Santa Ana River Valley 
Groundwater Basin at a constriction in Temescal Wash.  The basin is 
bounded on the northeast by nonwater-bearing rocks of the Peninsular 
Ranges along the Glen Ivy fault.  Average annual precipitation ranges from 
12 to 14 inches.  Lake Elsinore lies in a closed basin formed between strands 
of the active Elsinore fault zone. 
 
Hydrogeologic Information 
Water Bearing Formations 
The Elsinore Groundwater Basin contains alluvial fan, floodplain, and 
lucustrine deposits, which are underlain by alluvium of the Pauba Formation 
(DWR 1981).  The maximum thickness of sedimentary deposits reaches 
2,300 feet beneath Lake Elsinore (DWR 1981).  Specific yield for the basin 
ranges from about 6 to 16 percent and averages about 7.6 percent (SWRB 
1956). 
 
Alluvial Fan, Floodplain, and Lacustrine Deposits.  These deposits are 
Late Pleistocene to Holocene in age and form the surficial materials of the 
basin.  Alluvial fan deposits of gravel, sand, silt, and clay are found near the 
western and northeastern edges of the basin emanating from the adjacent 
crystalline mountains.  The interior of the valley contains floodplain deposits 
that reach a thickness of about 200 feet and contain stringers of sand and 
gravel in finer silt and clay.  In the zone of inundation of Lake Elsinore, fine-
grained lacustrine deposits of sand, silt, and clay reach 800 feet in thickness 
(DWR 1981).  The lake deposits have a specific yield of about 6 percent, 
whereas the floodplain deposits range from 9 to 12 percent (DWR 1981). 
 
Pauba Formation.  The Pleistocene age Pauba Formation is a composed of 
alluvial sandstone and fanglomerate members (Morton and others 1999) that 
reach a maximum thickness of about 2,200 feet beneath lake Elsinore (DWR 
1981).  This is the principal water-bearing unit of the basin, with the most 
productive wells extracting from alluvial sand and gravel bodies that occur as 
stringers within less pervious silt- and clay–rich deposits.  In general, 
sediments are coarser near the margins of the basin and become finer toward 
Lake Elsinore.  Specific yield for the Pauba Formation averages about 9 
percent (DWR 1981). 
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Restrictive Structures  
Groundwater movement in the basin is strongly influenced by faults cutting 
the alluvial and lacustrine sediments in Elsinore Groundwater Basin.  
Differences in groundwater elevation are found across the Wildomar, 
Willard, and Glen Ivy faults, indicating that they are barriers to groundwater 
flow (DWR 1953, SWRB 1956; DWR 1981).  As many as 8 separate fault 
bounded blocks are interpreted in the basin and there appears to be little 
groundwater movement across these bounding faults (DWR 1981). 
 
Recharge Areas 
The principal recharge of the basin is from infiltration of stream flow through 
alluvial fan deposits near the edges of the basin and through gravel deposits 
along the course of the San Jacinto River.  Other contributing sources include 
infiltration from unlined channels overlying the basin, underflow from 
saturated alluvium and fractures within the surrounding bedrock mountains 
and hills, and spreading of water in recharge basins (WE 2000). 
 
Groundwater Level Trends 
Groundwater levels within Elsinore Groundwater Basin declined more than 
100 feet between 1927 and 1950 (DWR 1953).  A hydrograph from one well 
shows that water level declined about 110 feet in the southern part of the 
basin from 1967 through 1985.  However, a hydrograph from a well in the 
northern part of the basin shows a rise in water level of about 65 feet from 
1963 through 1980.  Under natural conditions, groundwater should flow 
generally toward Lake Elsinore; however, because faults cutting the 
sediments impede groundwater movement, groundwater flow is dominantly 
contained within fault blocks in the basin. 
 
Groundwater Storage 
Groundwater Storage Capacity.  Total storage capacity is estimated to be 
about 27,000 af (SWRB 1956, DWR 1975), 1,840,000 af (DWR 1981), and 
1,400,000 af (EVMWD 2001). 
 
Groundwater in Storage.  Groundwater in storage in 1964 and 1975 was 
estimated to be about 1,000,000 af (DWR 1981).  About 245,000 af of 
available dry storage in 1999 (EVMWD 2001) suggests that about 1,155,000 
af of groundwater in storage was available. 
 
Groundwater Budget (Type C) 
Mean subsurface inflow is estimated to be about 800 af/yr  (SWRB 1956).  
Total extraction for 1978 is estimated to have been 8,081 af (DWR 1981). 
 
Groundwater Quality 
Characterization.  Groundwater northeast of Lake Elsinore is calcium 
sulfate character, whereas groundwater southeast of the lake is calcium 
bicarbonate (SWRB 1956).  Groundwater in the central part of the basin has 
sodium sulfate-bicarbonate character (DWR 1981).  Springs and wells near 
the town of Elsinore yield water of sodium sulfate character (DWR 1981).  
The range of TDS content for 17 public wells is 290 to 680 mg/L and the 
average TDS content is 460 mg/L. 
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Impairments.  Fluoride content exceeding recommended levels has been 
found in groundwater near the town of Elsinore (DWR 1953; SWRB 1967). 
 
Water Quality in Public Supply Wells 
Constituent Group1 Number of 

wells sampled2 
Number of wells with a 

concentration above an MCL3 
Inorganics – Primary 18 1 

Radiological 20 0 

Nitrates 18 0 

Pesticides 20 0 

VOCs and SVOCs 20 1 

Inorganics – Secondary 18 4 
1 A description of each member in the constituent groups and a generalized 
discussion of the relevance of these groups are included in California’s Groundwater 
– Bulletin 118 by DWR (2003). 
2 Represents distinct number of wells sampled as required under DHS Title 22 
program from 1994 through 2000. 
3 Each well reported with a concentration above an MCL was confirmed with a 
second detection above an MCL.  This information is intended as an indicator of the 
types of activities that cause contamination in a given basin.  It represents the water 
quality at the sample location.  It does not indicate the water quality delivered to the 
consumer.  More detailed drinking water quality information can be obtained from the 
local water purveyor and its annual Consumer Confidence Report. 
 
Well Characteristics 

Well yields (gal/min) 

Municipal/Irrigation Range:  to 5,400 
gal/min (DWR 1978) 

Average: 

Total depths (ft) 

Domestic Range:   Average: 

Municipal/Irrigation Range:  to 2,306 ft 
(DWR 1978) 

Average: 

 
Active Monitoring Data 
Agency Parameter Number of wells /measurement 

frequency 
US Geological 
Survey 

Groundwater levels 1 

US Geological 
Survey 

Miscellaneous 
water quality 

1 

Department of 
Health Services and 
cooperators 

Title 22 water 
quality 

18 

 
Basin Management 
Groundwater management: Elsinore Valley Municipal Water District has 

proposed a groundwater management plan. 
Water agencies  

   Public Elsinore Valley Municipal Water District 

   Private  

http://www.evmwd.com/
http://www.evmwd.com/
http://www.evmwd.com/civica/filebank/blobdload.asp?BlobID=2096


Hydrologic Region South Coast   California’s Groundwater 
Elsinore Groundwater Basin  Bulletin 118 

Last update 1/20/06 
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The Temescal Valley Basins include several small-unadjudicated groundwater basins in 
Riverside County between Prado Dam and Lake Elsinore along the Interstate 15 corridor.  These 
include:  the Bedford, Coldwater, Lee Lake, and Temescal basins.  Because they are relatively 
small, these basins are discussed as a whole.  The Temescal Valley Basins underlie the service 
area of Western Municipal Water District (Western MWD) and include the communities of 
Corona, Norco and unincorporated areas of Riverside County. 

Figure 15-1 
Map of the Temescal Valley Basins 
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BASIN CHARACTERIZATION 

The following section provides a physical description of the Temescal Valley Basins including 
their geographic location and hydrogeologic character. 

Basin Producing Zones and Storage Capacity 

The following section describes the basin structure and storage capacity for each of the 
Temescal Valley Basins.  Each basin is generally unconfined (one continuous aquifer) and 
therefore each responds rapidly to changes in hydrology and recharge.  Table 15-1 summarizes 
the hydrogeologic parameters for each basin.  As shown in Figure 15-2, precipitation in the 
vicinity of the Temescal Valley Basins near Riverside averages approximately 9.6 inches 
per year. 

Figure 15-2 
Historical Precipitation in the Temescal Valley Basins 
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Bedford Basin 

The Bedford Basin is located south of the Temescal Basin in Temescal Canyon between the 
Santa Ana Mountains and the El Sobrante Hills. The basin covers an area of approximately 
10 square miles with an alluvial depth ranging from 30 to 200 feet. (AKM, 2005).  Groundwater 
within the basin tends to flow northwest into the Temescal Basin.  Total storage within the basin 
is unknown. 
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Coldwater Basin 

The Coldwater Basin is located southwest of the Bedford Basin and the Temescal Wash.  The 
Basin encompasses an area of approximately 2.6 square miles and lies within the structural block 
between the Santa Ana Mountains to the west and the El Sobrante Hills to the east.  The 
Coldwater Basin is bound by the North Glen Ivy Fault to the northeast. The North Glen Ivy Fault 
behaves as an effective barrier to groundwater flow and prevents migration of groundwater from 
the Coldwater Basin into the Temescal Wash and the Bedford Basin at depth.  Groundwater 
levels throughout the basin typically respond rapidly to precipitation and recharge because of the 
high permeability and limited groundwater storage within this basin.  Maximum depth of the 
basin is approximately 600 feet.  Total estimated storage in the Coldwater Basin is 
approximately 100,000 AF (MWH, 2004). 

Table 15-1 
Summary of Hydrogeologic Parameters of Temescal Valley Basins 

Parameter Description 

Structure  

Aquifer(s) Unconfined to semi-confined alluvium 

Depth of groundwater basin 

Thickness of water-bearing units 

Bedford:  30 to 200 feet 
Coldwater:  Up to 600 feet 
Lee Lake:  Less than 200 feet 
Temescal:  180 to 480 feet 

Yield and Storage  

Natural Safe Yield Data not available 

Total Storage Approximately 100,000 AF in 
Coldwater Basin 

Unused Storage Space Unknown 

Portion of Unused Storage Space 
Available for Storage Unknown 

Lee Lake Basin 

The Lee Lake Basin covers an area of approximately 12 square miles and has alluvial depth of 
less than 200 feet.  Groundwater within the basin flows toward the northwest along the course of 
the Temescal Wash.  Primary sources of recharge include the adjacent canyon streams and 
seepage from Temescal Wash.  Total storage within the basin is unknown. 

http://www.dpla2.water.ca.gov/publications/groundwater/bulletin118/basins/pdfs_desc/8-2.03.pdf
http://www.dpla2.water.ca.gov/publications/groundwater/bulletin118/basins/pdfs_desc/8-2.03.pdf
http://wwwcimis.water.ca.gov/cimis/data.jsp
http://www.sawpa.net/
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Temescal Basin 

The Temescal Basin encompasses an area of approximately 26 square miles bound by the 
Santa Ana River, La Sierra Hills, El Sobrante Hills and the Santa Ana Mountains.  Typical 
depths for the City of Corona’s wells in the Temescal Basin range from 180 to 480 feet (AKM, 
2005). Groundwater flow is from the mountains to the center of the basin and northeast toward 
the Santa Ana River (DWR, 2006). Total storage within the basin is unknown. 

Safe Yield/Long-Term Balance of Recharge and Discharge 

Safe yield has not been determined for any of the Temescal Valley Basins. 

GROUNDWATER MANAGEMENT  

The following section describes how the Temescal Valley Basins are currently managed. 

Basin Governance 

The Temescal Valley Basins are not adjudicated. The management agencies for the 
Temescal Valley Basins are described in Table 15-2.  The City of Corona is currently preparing 
a groundwater management plan for the Temescal Basin to be completed in 2007. 

Table 15-2 
Summary of Management Agencies in the Temescal Valley Basins 

Agency Role 

City of Corona 
Operation of Temescal Desalter  
Preparation of Groundwater Management 
Plan for Temescal Basin. 

Western Municipal Water District 
(Western MWD) 

Part of Watermaster Committee 
responsible for administration of 1969 
Santa Ana River Judgment.  

San Ana River Watermaster 

Watermaster for 1969 Stipulated Judgment 
that defined water allocations in the Santa 
Ana River among lower Santa Ana River 
and upper Santa Ana River producers. 

Santa Ana Water Project Authority 
(SAWPA) 

Joint Powers Authority established to plan 
and build facilities to protect the water 
quality of the Santa Ana River Watershed.  

Interactions with Adjoining Basins 

The Temescal Valley Basins are upstream of Prado Dam.  On April 17, 1969, the Orange County 
Superior Court entered a Stipulated Judgment in Case No. 117628 involving the Orange County 
Water District vs. City of City of Chino et al.   
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The Judgment, which became effective October 1, 1970, contained a declaration of rights of the 
entities in the lower Santa Ana River area (i.e. OCWD) versus those in the upper Santa Ana 
River area (i.e. San Bernardino Valley Municipal Water District, or SBVMWD, Chino Basin 
MWD, now called IEUA, and Western MWD).  The Judgment is administered by the Santa Ana 
River Watermaster, a committee of five members (one each from SBVMWD, IEUA and 
Western MWD and two from OCWD).  Under this Judgment, purveyors upstream of 
Prado Dam, have the right to use all surface and groundwater supplies originating above 
Prado Dam without interference from water purveyors downstream of Prado Dam, provided that 
the average adjusted base flow at Prado Dam is at least 42,000 AFY.  Baseflows have ranged 
from approximately 38,000 AFY in 1970 to approximately 170,000 AFY in 2002. (Santa Ana 
River Watermaster, 2003).  SBVMWD has an obligation to ensure an average annual adjusted 
base flow of 15,250 AFY at Riverside Narrows.  IEUA and Western MWD have a joint 
obligation to ensure average annual adjusted base flow of 42,000 AFY at Prado Dam.  In 
addition, SBVMWD, IEUA and Western MWD are prohibited from exporting water from the 
lower area to the upper area while OCWD is prohibited from exporting water or causing water to 
from the upper area to the lower area (Santa Ana River Watermaster, 2003). 

Fault or bedrock barriers prevent significant groundwater flow from the Temescal Valley Basins. 
Except for the 1969 Judgment described above, there are no agreements with other basins. 

WATER SUPPLY FACILITIES AND OPERATIONS 

The following provides a summary of the facilities within the Temescal Valley Basins. 

Active Production Wells 

There are 53 active production wells within the Temescal Valley Basins.  Historical production 
from 1985 to 2004 is summarized in Figure 15-3.  A summary of the average production from 
these wells is provided in Table 15-3.  Production by basin is discussed below. 

Bedford Basin 

There are 5 identified active wells in the Bedford Basin.  The primary producer in the Bedford 
Basin is Elsinore Valley Municipal Water District (EVMWD).  Groundwater production from 
the Bedford Basin has decreased in recent years from a high of approximately 2,900 AFY in 
1991 to less than 900 AFY in 2004.  The City of Corona has plans to drill news wells in this 
basin for future use (AKM, 2005). 

Coldwater Basin 

There are 9 identified wells in the Coldwater Basin.  Primary producers in the Coldwater Basin 
include:  the City of Corona and EVMWD.  Historically, the Coldwater Basin production has 
been used for exportation outside the basin by both the City of Corona and EVMWD.  EVMWD 
has stopped the exportation of Coldwater Basin water since 2004 because of low water levels in 
its wells.  EVMWD has used three wells to serve municipal demand overlying the Coldwater 
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Basin.  The primary source of domestic supply in the Coldwater Basin is groundwater from the 
EVMWD wells.  Because of low water levels in 2004, this supply was supplemented by 
imported water from Lee Lake Water District. 

Lee Lake Basin 

There are 10 identified active wells in the Lee Lake Basin.  The primary producer of the 
Lee Lake Basin is EVMWD.  This water is generally used for agricultural demand. 

Temescal Basin 

The City of Corona and the City of Norco are the primary pumpers from the Temescal Basin. 
Currently, 18 City of Corona wells with a combined annual capacity of approximately 39,000 AF 
extract groundwater from the Temescal Basin. In the past five years, Corona has drilled and 
equipped seven new wells to supply water to the Temescal Basin Desalter, which came online in 
2001.  The City of Corona plans to pump 29,765 AFY by year 2015 and will continue to pump 
that amount (AKM, 2005).  The City of Norco has four wells in the Temescal Basin.  The 
remaining wells are owned by private producers.  In 1985, about 50 percent of the total 
production in the Temescal Basin was by the combined cities of Corona and Norco.  Since the 
Temescal Desalter came online, more than 95 percent of the total production has come from 
these cities. 

Figure 15-3 
Historical Groundwater Production in the Temescal Valley Basins 
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Table 15-3 
Summary of Production Wells in the Temescal Basin 

Basin Number of 
Active Wells 1 

Estimated 
Production 
Capacity 2 

(AFY) 

Average 
Production 
1985-2004 

(AFY) 

Well 
Operation Cost

($/AF) 

Bedford 5 2,000 1,833 

Coldwater 9 11,000 5,640 

Lee Lake 10 3,000 1,694 

Temescal 29 42,000 12,062 

Total 53 58,000 21,229 

Not available 

Source:  Western MWD, 2005 
1. Active wells have production within past 5 years 
2. Estimated production capacity is based upon maximum annual production in past 5 years or published data 

where available 

Other Production 

Major stream flows in the Coldwater and Lee Lake basins are diverted and either spread, used 
for irrigation or stored in Lee Lake.  Between 1985 and 2004, total diversions for Coldwater and 
Lee Lake basins have averaged approximately 1,800 AFY and 1,500 AFY, respectively. 

ASR Wells 

There are no ASR wells in the Temescal Valley Basins. 

Spreading Basins 

The only spreading basins in the Temescal Valley Basins are located in the Coldwater Basin.  
The City of Corona acquired the rights to the surface flows of Coldwater Canyon in 1964 when it 
purchased the assets of the Corona City Water Company.  To meet California Department of 
Health Services requirements, the surface flow is spread in percolation ponds and extracted by 
the Corona’s three Glen Ivy area wells in the Coldwater Basin.  Historical groundwater recharge 
is shown in Figure 15-4. 

There is a total spreading capacity of approximately 15 cfs.  In addition, EVMWD has rights up 
to 1,000 AFY to divert flows from Mayhew Canyon and has spread the water in the adjacent 
gravel pits when not actively mined.  Mining operations have limited the amount of water that 
can be spread in recent years.  Recently, CEMEX, a gravel mining company, has constructed a 
concrete spillway at the north end of the basin to direct the Mayhew Canyon flow into the gravel 
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pit immediately downstream for stormwater runoff control.  More recharge is anticipated in the 
future as a result of this modification.  (EVMWD, 2006). 

Figure 15-4 
Summary of Groundwater Recharge in Temescal Valley Basins 
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Seawater Intrusion Barriers 

There are no seawater intrusion barriers in the Temescal Valley Basins. 

Desalters 

The Temescal Desalter, located in the Temescal Basin, was completed in 2001.  This facility 
utilizes approximately 6 miles of pipelines, 5 new wells, a blending station and 945 reverse 
osmosis membranes and has a capacity of approximately 10 million gallons per day (MGD), or 
about 11,000 AFY. 

GROUNDWATER LEVELS 

The following section provides a brief discussion of water level trends in the Temescal Valley. 
Historical groundwater levels are shown in Figure 15-5. 

Bedford Basin 

Limited water level data are available for the Bedford Basin.  Depths to static groundwater are 
relatively shallow, ranging from less than 10 feet to about 30 feet.  Therefore, there is limited 
storage space within this basin. 
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Figure 15-5 
Historical Groundwater Levels in the Temescal Valley Basins 
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Coldwater Basin 

In mid-2004, water levels in the Coldwater Basin were at a 20-year low due to lower than normal 
rainfall between 1999 and 2003 and decreased spreading of runoff.  Groundwater levels in the 
Coldwater Basin track parallel with production (i.e. production is highest when water levels are 
highest and pumping costs are low).  Production by the City of Corona wells in the Coldwater 
Basin has also decreased as production has increased in the Temescal Basin.  Following the 
heavy rains of 2004/05, water levels in the Coldwater Basin had recovered nearly 40 feet by the 
end of 2004 and a total of 150 feet by June 2005. 

Lee Lake Basin 

Like the Bedford Basin, limited water level data are available.  Depths to static groundwater are 
relatively shallow, ranging from less than 10 feet to about 30 feet.  Therefore, there is limited 
storage space within this basin. 

Temescal Basin 

Groundwater levels in the Temescal Basin remained relatively stable between 1985 and 2000. 
Since the Temescal Desalter came online in 2001, groundwater levels have dropped as much as 
40 feet.  Depth to water is about 130 to 200 feet.  
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GROUNDWATER QUALITY 

The following section describes the overall water quality considerations for the Temescal Valley 
Basins.  The water quality of the Coldwater Basin is generally good with TDS concentrations 
less than about 400 mg/L while the Bedford, Lee Lake and Temescal Basins are generally poorer 
quality with TDS concentrations above 700 mg/L. 

Groundwater Quality Monitoring 

Groundwater quality samples are collected from active production wells in accordance with 
California DHS requirements as specified in Title 22 of the California Code of Regulations. 

The Santa Ana Watershed Basin Monitoring Task Force is a collaborative effort of public and 
private sector agencies and interests.  As part of this effort, SAWPA compiles water quality data 
in the Santa Ana River Watershed, including total dissolved solids (TDS) and nitrate (as N) data. 
SAWPA also prepares a triennial update of the ambient groundwater quality throughout all the 
groundwater basins in the Santa Ana River Watershed. 

Groundwater Contaminants 

Primary constituents of concern for the Temescal Valley Basins are total dissolved solids (TDS), 
nitrate, iron and manganese.  In addition, the occurrence of key constituents of regional concern, 
volatile organic compounds (VOCs) and perchlorate, are described for reference.  These 
constituents are summarized in Table 15-4. 

The ambient 20-year (1984 to 2003) average TDS concentrations for the Temescal Valley Basins 
ranged from 400 mg/L in the Coldwater Basin to 740 mg/L in the Bedford Basin.  These data are 
presented graphically in Figure 15-6.  The ambient groundwater quality of the Bedford and 
Lee Lake Basins is generally poor and does not typically meet secondary drinking water 
standards for TDS.  TDS concentrations within the Bedford Basin are generally greater than 
600 mg/L and have historically been greater than 1,100 mg/L.  The current ambient TDS 
concentration for the Bedford Basin is 740 mg/L (Wildermuth, 2005).  As such, most of the 
wells are used for agricultural irrigation or are inactive.  Ambient concentrations of TDS have 
increased about 20 mg/L in the Coldwater Basin and decreased by about 80 mg/L in the 
Temescal Basin compared to the 1978 to 1997 average.  TDS concentrations from wells in the 
Lee Lake Basin have ranged from about 450 to 700 mg/L since 1985.  Ambient TDS 
concentrations exceed secondary standards for TDS in the Bedford and Temescal Basins, which 
limit their potential use without treatment. 

Ambient nitrate (as N) concentrations currently range from 2.4 mg/L in the Coldwater Basin to 
12.8 mg/L in the Temescal Basin (Wildermuth, 2005).  These data are presented graphically in 
Figure 15-7.  Nitrate concentrations exceed the primary MCL of 10 mg/L in the Temescal Basin, 
potentially limiting its use without treatment.  The ambient nitrate level in each basin dropped 
about 0.4 mg/L between 1997 and 2003.  The current ambient nitrate concentrations in the 
Bedford Basin are about 2.8 mg/L as N (Wildermuth, 2005). 
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Table 15-4 
Summary of Constituents of Concern in Temescal Valley Basins 

Constituent Units Range Description 
TDS 
Secondary MCL =500 

mg/L Average:  400 to 740 Average TDS concentrations in 
Coldwater and Temescal Basins 
are about 400 mg/L and 700 mg/L, 
respectively.  TDS concentrations 
within the Bedford Basin are 
generally greater than 600 mg/L 
and have historically been greater 
than 1,100 mg/L. TDS 
concentrations from wells in the 
Lee Lake Basin have ranged from 
about 450 to 700 mg/L since 1985.  

Nitrate (as N) 
Primary MCL=10 

mg/L Average:  2.4 to 12.8 Lowest nitrate concentrations are 
found in the Coldwater Basin.  
Highest concentrations of nitrate 
are found in the Temescal Basin.  
Nitrate concentrations in the 
Bedford Basin have been as high 
as 5.8 mg/L since 1985.  The 
current ambient nitrate 
concentrations are about 2.8 mg/L   
Nitrate concentrations in the Lee 
Lake Basin have been as high as 
4.2 mg/L 

VOCs 
(TCE and PCE) 
Primary MCL 
5 for TCE 
5 for PCE 

µg/L ND to 4.4 for TCE 
ND to 5 for PCE 

Three known wells have had 
detections of TCE below the MCL 
in the Temescal Basin.  One well 
has had detections of PCE in 
Temescal Basin.  TCE and PCE 
were not detected in other basins. 

Perchlorate 
Notification level = 6 

µg/L ND to 14 13 municipal production wells 
have had detection of perchlorate 
in the Temescal Basin.  Perchlorate 
has not been detected in wells from 
the Bedford, Coldwater or Lee 
Lake Basins. 

Iron and manganese 
Secondary MCL: 
300 for iron 
50 for manganese 
 

µg/L ND to 3,000 for iron 
ND to 3,000 for 
manganese 

Four wells in Temescal Basin are 
currently treated for iron and 
manganese 

Source:  Wildermuth, 2005, SAWPA, 2006 and Regional Board, 2006 
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Figure 15-6 
Ambient TDS Concentrations (1984 to 2003) 

 
Source:  Wildermuth, 2005 and SAWPA, 2006 

Figure 15-7 
Ambient Nitrate Concentrations (1984 to 2003) 

 
Source:  Wildermuth, 2005 and SAWPA, 2006 
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Nitrate (as N) concentrations in the Bedford Basin have been as high as 5.8 mg/L since 1985 
(SAWPA, 2006).  Nitrate concentrations (as N) in the Lee Lake basin have been as high as 
4.2 mg/L (SAWPA, 2006). 

In addition to TDS and nitrate, elevated concentrations of perchlorate are encountered in the 
Temescal Basin.  Thirteen municipal production wells in the Temescal Basin have known 
detections of perchlorate from 4 µg/L to 14 µg/L since 1998 (SAWPA, 2004; Regional Board, 
2006).  These wells are blended with other wells, imported water from Metropolitan or treated by 
the Temescal Desalter.  Perchlorate has not been detected in wells from the Bedford, Coldwater 
or Lee Lake basins. 

Three known wells have had detections of the VOC trichloroethylene (TCE) below the MCL in 
the Temescal Basin.  One well has had detections of the VOC tetrachloroethylene (PCE) at or 
below the MCL in Temescal Basin.  TCE and PCE were not detected in the other basins. 

Iron and manganese are also detected above the applicable MCLs in the Temescal Basin. 
Concentrations range from non-detect to 3,000 µg/L. 

Blending Needs 

Nitrate concentrations in the Temescal Basin wells typically do not meet the EPA and DHS 
MCLs for nitrate (10 mg/L as N). The shallow basin groundwater typically has high levels of 
nitrate (0.9 to 24.4 mg/L as N) that has historically been blended to meet regulatory 
requirements.  In 2001, the Temescal Desalter came online, eliminating the need for blending for 
nitrate. 

In addition, perchlorate-impacted wells are blended with non-impacted sources to decrease the 
concentrations of perchlorate.  Perchlorate-impacted water from three wells is treated by the 
Temescal Desalter (SAWPA, 2004). 

Groundwater Treatment 

The Temescal Desalter, completed in 2001, utilizes approximately 6 miles of pipelines, 5 new 
wells, a blending station and 945 reverse osmosis membranes.  The cost to produce the water 
(pumping / filtering / delivering) for city residents is predicted to be $350 per AF.  The capacity 
of the Temescal Desalter is approximately 16,803 AFY (AKM, 2005). 

The City of Norco treats its wells for iron, manganese and hydrogen sulfide (City of Norco, 
2005).  Limited data are currently available related to this treatment. 

CURRENT GROUNDWATER STORAGE PROGRAMS 

There are no current groundwater storage programs in the Temescal Valley Basins.  However, 
the City of Corona and EVMWD are evaluating a groundwater storage program in the Coldwater 
Basin. 
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BASIN MANAGEMENT CONSIDERATIONS 

The following describes the basin considerations for each basin. 

Bedford and Lee Lake Basins 

Because the Bedford and Lee Lake Basins are shallow, there is limited storage and extraction 
potential in either basin.  In addition, water quality concerns, specifically TDS and nitrate, limit 
the usability of the Bedford and Lee Lake Basins for significant storage and extraction. 

Coldwater Basin 

The usability of the Coldwater Basin is largely dependent upon natural recharge and gravel 
mining operations.  When water levels are higher (less than about 200 feet below ground 
surface), fresher groundwater from the Coldwater Basin is lost to the open gravel pits and can 
spill into the Bedford Basin.  Water levels are therefore maintained at a lower level.  In addition, 
the TDS objective for the Coldwater Basin is 380 mg/L, which could potentially limit the ability 
to store water in this basin. 

Temescal Basin 

Historically, the use of the Temescal Basin has been limited because of elevated concentrations 
of TDS and nitrate.  Upon completion of the Temescal Desalter in 2001, the potential for storage 
and utilization of this basin has improved.  Several wells in the basin are treated for iron and 
manganese, which could limit its potential. 
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BASIN FACTS 
 

Temescal Valley Basins 
Description 
Location: Riverside County 
Watershed Surface Area:  37 square miles 
Subbasins: 
Bedford 
Coldwater 
Lee Lake 
Temescal 
Management:  Unadjudicated 
The basins are not adjudicated.  No formal groundwater management programs have 
been adopted for the Temescal Valley Basins.   
MWD Member Agencies: 
Western MWD 
 Bedford Coldwater Lee Lake Temescal 
Natural Safe Yield Unknown Unknown Unknown Unknown 
Total Storage Unknown 100,000 AF Unknown Unknown 
Usable Storage 
Space Limited Unknown Limited Unknown 
Portion of Unused 
Storage Space 
Available for 
Storage 

Limited Unknown Limited Unknown 

     
Storage and Extraction Facilities 
 Bedford Coldwater Lee Lake Temescal 
Production Wells     
Production Capacity 2,000 AFY 11,000 AFY 3,000 AFY 42,000 AFY 
Average 1985-2004 1,833 AFY 5,640 AFY 1,694 AFY 12,062 AFY 
Injection Wells     
Injection Capacity None None None None 
Average 1985-2004 None None None None 
Spreading Basins     
Spreading Capacity None 12,000 AFY None None 
Average 1985-2004 None 1,900 AFY None None 
Basin Management Considerations 
 Higher concentrations of nitrate, iron, manganese and TDS limit use of the 

Temescal, Bedford and Lee Lake Basins 
 Perchlorate concentrations up to 12 μg/L occur in wells from Temescal Basin  
 Reliability on natural recharge to maintain water levels in smaller basins limits 

potential for use.    
 Regional Board Basin objectives may limit recharge potential 
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1. Introduction 

The City of Corona relies on three groundwater subbasins within their water service area 
for a portion of their water supply. In order to more actively manage this limited resource, the 
City and its technical consultants have prepared this Groundwater Management Plan (GWMP). 
The plan follows guidelines set forth in Assembly Bill (AB) 3030, which was promulgated in 
1992 and allows local agencies to prepare and adopt GWMPs (California Water Code Sections 
10750 through 10756). The bill was amended in 2002 by Senate Bill (SB) 1938, providing 
additional GWMP requirements.  Such a plan allows the City to address issues of groundwater 
recharge and storage, critical components for effective management of the local subbasins and the 
City’s water supply. This GWMP will be considered by the City for adoption on June 18, 2008 in 
accordance with AB3030 timelines (the press release for the public hearing is included in 
Appendix A).  

1.1. GWMP Plan Goals and Objectives 

The Goals of the GWMP include: 

• Operate the groundwater basin in a sustainable manner for beneficial uses 

• Increase the reliability of water supply for basin users 

To support these goals, the City has determined the need to better understand the hydrogeology 
and groundwater conditions of the underlying basins and, based on this understanding, develop 
appropriate management objectives and strategies to achieve these goals.   

The Plan area covers three groundwater subbasins within the City’s water service area 
and sphere of influence. The City has conducted groundwater production and management 
activities in these subbasins for more than 40 years. These three subbasins, Temescal, Coldwater, 
and Bedford, are located in western Riverside County in the Santa Ana River Watershed as 
shown on Figures 1 and 2 (all figures are at the end of the text in this document). 

1.2. Scope of Work 

The City, along with input from Todd Engineers and AKM Consulting Engineers, 
developed a scope of work for the preparation of the GWMP including a series of nine tasks as 
listed below: 

• Provide Public Outreach 

• Identify Study Area and Compile Data 

• Develop Data Management System 
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• Assess the State of the Basins 

• Construct a Groundwater Model 

• Develop Groundwater Basin Management Objectives (BMOs) 

• Develop Groundwater Management Strategies 

• Evaluate Management Alternatives 

• Prepare a GWMP 

The City took the lead on the public outreach process, described in more detail in the 
following section. The Study Area is defined as the groundwater subbasins underlying the City’s 
water service area and covers approximately 30,000 acres (47 square miles) (Figure 3). To 
support the development of an AB3030 GWMP, relevant hydrologic and hydrogeologic data for 
the Study Area, as well as the contributing watersheds, were compiled and analyzed. The analysis 
provides for an historical assessment of available data as well as more detailed analysis over a 15-
year Study Period. 

Collectively, these analyses are used to describe the “state of the basins” with respect to 
groundwater use, water levels, quality, and storage. Based on this assessment, basin management 
objectives and management strategies to achieve those objectives were developed. The 
management strategies were further evaluated by the development, calibration, and application of 
a numerical groundwater flow model. The GWMP also includes a schedule for implementation of 
the management strategies. 

1.3. GWMP Organization and Preparation 

The organization of this GWMP generally follows the tasks described above. Tables are 
incorporated into the text and numbered within each chapter of the document. All figures are 
provided at the end of the text in a separate section to allow referencing throughout the text and to 
prevent duplication of figures. This introductory chapter provides the background and context for 
the GWMP. Chapter 2 describes the data compilation process for the analyses conducted. Chapter 
3 describes the hydrogeologic assessment of the state of the groundwater basins. A brief 
description of the City’s current and projected water demand, along with water sources, is 
included in Chapter 4 to provide context for the City’s future reliance on groundwater as one of 
the sources of water supply. Basin Management Objectives and strategies to meet those 
objectives are provided in Chapters 5 and 6, respectively. Chapter 7 provides an implementation 
schedule for the GWMP. References are summarized in Chapter 8. Appendix A contains 
documentation of the stakeholder process. Appendix B summarizes the City’s current monitoring 
program and makes recommendations for future improvement. Appendix C describes the 
development of a numerical groundwater model to assist with the evaluation of key management 
strategies.  Appendix D contains a feasibility study for recycled water recharge in the Bedford 
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Subbasin conducted separately for Lee Lake Water District (LLWD) and included as part of this 
GWMP. 

The development of the GWMP was a collective effort by the City and its technical 
consultants. The City provided key data and led the public outreach program. Todd Engineers led 
the data compilation and hydrogeologic assessment of the groundwater subbasins. Todd 
Engineers also constructed, calibrated, and applied a numerical groundwater model of the 
Temescal Subbasin for the analysis of selected groundwater management strategies. AKM 
assisted with details on the City’s water supply and wastewater systems, future water demand, 
and the identification of key management strategies.  

1.4. Public Outreach 

In order to encourage public participation and keep local agencies informed, the City 
conducted a public outreach program associated with the GWMP. The City developed a 
stakeholder list to specifically invite interested parties to public meetings and inform them on 
plan preparation. Public notices, a Stakeholder List, and an adopted resolution to prepare the 
GWMP are provided in Appendix A. Public outreach activities are summarized in the following 
sections.  

1.4.1. Notice of Intent to Prepare an AB3030 GWMP 

On June 6, 2006, the City notified the public that a public meeting was scheduled to 
consider whether the City should prepare a GWMP. In the public notice, provided in Appendix A, 
the City invited all landowners and interested parties to attend the hearing and express their 
interest in the GWMP process. The City also made available advance copies of the resolution that 
was being considered. The notice described how interested parties could participate in the GWMP 
development by either attending the hearing or submitting a written request to the City. 

At the public hearing on June 21, 2006, the City invited the public to comment on the 
GWMP process and pending resolution. No comments were made, and the Resolution of Intent to 
Prepare a Groundwater Management Plan was adopted.  A copy of the signed resolution is 
provided in Appendix A.  

1.4.2. Neighboring Agencies and Service Areas 

Figure 4 shows the service areas of agencies in the region that provide water supply to the 
area. The City shares the three groundwater subbasins with the City of Norco, Home Gardens 
County Water District, Lee Lake Water District (LLWD), and Elsinore Valley Municipal Water 
District (EVMWD). LLWD is participating in the GWMP and is proposing a groundwater 
recharge project with recycled water in the Bedford Subbasin. This project is included as a 
groundwater management strategy in this GWMP and is evaluated separately in Appendix D.   
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1.4.3. Public Meetings  

In addition to the public hearings held in accordance with the GWMP process, two public 
workshops were conducted on December 11, 2007 and May 20, 2008. At the December 
workshop, the assessment of the groundwater basin was presented along with preliminary basin 
management objectives (BMOs) and potential management strategies to achieve those objectives. 
Representatives from LLWD, Western Municipal Water District (WMWD), Orange County 
Water District (OCWD), EVMWD, Chandler’s Sand and Gravel, Riverside County Waste 
Management Department (RCWMD), and other parties attended the workshop. GWMP 
information and a copy of the technical presentation were posted on the City’s website prior to 
the meeting.  

In the May workshop, the Draft GWMP was reviewed including the final BMOs, 
evaluation of the management strategies, and the implementation schedule. Representatives of 
WMWD, EVMWD, Santa Ana Watershed Protection Agency (SAWPA), Chandler’s Sand and 
Gravel, Riverside County Flood Control and Water Conservation District (RFCWCD) and Inland 
Empire Waterkeeper attended the workshop. The Draft GWMP was posted on the City’s website 
prior to the meeting. Written comments on the Draft GWMP were provided by WMWD, 
RFCWCD, RCWMD, and Inland Empire Waterkeeper. Those comments have been incorporated 
into this GWMP, or in some cases, marked for further review during the EIR process.  

1.4.4. Meetings with Neighboring Agencies 

Two informal meetings were also held with neighboring agencies on the GWMP process. 
On January 22, 2008, City consultants provided an update of the GWMP development to the Lee 
Lake Water District (LLWD) Board of Directors at their request. The City and consultants also 
met with consultants of the Chino Basin Watermaster at their request on March 18, 2008 to 
discuss the GWMP progress and mutual interests with respect to data sharing and groundwater 
modeling.  

1.5. Environmental Review 

In compliance with the California Environmental Quality Act, the City has embarked on 
an environmental review of the GWMP. The process will evaluate the strategies included in the 
adopted GWMP in a Programmatic Environmental Impact Report (PEIR). The City has already 
retained the services of Environmental Science Associates (ESA) to prepare the PEIR, which will 
commence after the GWMP has been adopted. Preparation of the PEIR will involve public 
notification and hearings on potential environmental impacts of the GWMP. The City may decide 
to update or modify components of the GWMP in the future based on the environmental review 
process.  
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2. Data Compilation and Management 

To support the development of an AB3030 GWMP for the City, relevant hydrologic and 
hydrogeologic data for the groundwater basins and contributing watersheds have been compiled. 
A Study Area and Study Period were defined early in the process to guide the data collection 
effort. The data collection process occurred mainly in 2006 and resulted in relatively complete 
data sets through 2004. In addition, data collected since 2006 are incorporated as noted 
throughout the GWMP. The City’s water production and purchases are updated through the end 
of Calendar Year 2007 in Chapter 4. Other historical data were collected when available, but a 
focused effort was made to compile data covering an approximate 20-year period dating back to 
the mid-1980s. 

A Data Management System (DMS) was designed to organize available data, support 
technical analyses, and identify data gaps. This system includes a relational database in Access 
format with individual tables for each data type. A project Geographical Information System (GIS) 
has also been maintained as a repository for regionally-available GIS files and for viewing and 
analyzing spatial data. The database and GIS were also used to facilitate the construction of a 
numerical model to assist in the evaluation of management strategies. Collectively, the GIS and 
project database provide a framework that will allow additional data to be incorporated and 
analyzed in the future. The Study Area, Study Period, and data collection efforts are described in 
the following sections. 

2.1. Study Area 

A Study Area for the Groundwater Management Plan was defined by the groundwater 
subbasins of interest, the contributing watersheds, and portions of the adjoining groundwater 
basins (Figure 3). The Study Area is larger than the groundwater subbasins to be managed in 
order to incorporate inflows from other groundwater basins and evaluate the subbasins of interest 
in a regional context. 

Subbasin nomenclature and boundaries follow those included in the California 
Department of Water Resources (DWR) document, California’s Groundwater, commonly 
referred to as DWR Bulletin 118 (DWR, 2003). Portions of Bulletin 118, including descriptions 
of individual groundwater basins, are updated periodically by DWR. The Study Area subbasins 
were updated on February 27, 2004 and those descriptions are used in this document (DWR 
February 27, 2004a; 2004b; 2004c). Subbasins and contributing watershed areas, as determined 
through GIS, are summarized in the table below.  
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Table 2-1 
Groundwater Basins and Watersheds 

 

DWR Groundwater Basin      
(Basin No.)* 

Subbasin 

(Basin No.)* 

Subbasin 
Area      

(acres) 

Contributing 
Watersheds (acres) 

Western Eastern 

Upper Santa Ana Valley (8-2) Temescal 
(8-2.09) 

23,500 13,999 12,549

Elsinore (8-4) 

Coldwater 
(none) 

2,176 9,525 0

Bedford 
(none) 

4,133 0 11,858

Total 29,809 23,524 24,407

*DWR Bulletin 118, February 27, 2004a., b., c. 

The Temescal Subbasin is a recognized subbasin in Bulletin 118. The Elsinore 
Groundwater Basin, the adjoining basin to the southeast, is not formally divided into subbasins in 
Bulletin 118. However, two areas within the northern portion of the Elsinore Basin, Coldwater 
and Bedford, have been designated as subbasins in past investigations (DWR, 1959). Because 
these subbasins can be readily defined as distinct from the remaining subbasins to the south, they 
are included as separate subbasins in the Study Area for the purposes of this GWMP.  

2.1.1. Subbasin Boundaries 

The Temescal Subbasin as defined by DWR is bounded on the west by the Santa Ana 
Mountains and the east by low-lying El Sobrante de San Jacinto and La Sierra hills. The subbasin 
is connected to three adjacent groundwater basins. The boundary with the Chino Subbasin (DWR 
Basin No. 8-2.01) to the north is generally marked by the Santa Ana River and a series of low-
lying hills in the Norco area (Figure 3). Groundwater flows into the subbasin from the Riverside-
Arlington Subbasin (DWR Basin No. 8-2.03) through the Arlington Gap, a restriction in the 
southwestern arm of the Riverside-Arlington Subbasin (Figure 3). The southern boundary of 
Temescal Subbasin is located at a constriction of the alluvium along Temescal Wash at Bedford 
Canyon where it connects with the Bedford Subbasin of the Elsinore Groundwater Basin (DWR 
Basin No. 8-4).  

The subbasin also includes a small subarea west of the La Sierra Hills and east of the 
Santa Ana River (DWR, February 2004a). This northeastern arm of the Temescal Subbasin, 
referred to as the Norco area, consists of relatively low permeability alluvium and bedrock 
residuum flanked on the east and west by bedrock outcrops. Investigators in the Chino Subbasin 
include a portion of this area within the boundary of the Chino Basin (WE, July 2005). This 
division may be technically supported by a groundwater divide indicated by water level data in 
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the Norco area with groundwater in the northern portion flowing toward the bluff along the Santa 
Ana River. 

The Bedford Subbasin connects to the Temescal Subbasin near the base of Bedford 
Canyon. The connection occurs where the alluvium along Temescal Wash thins as the wash 
leaves the subbasin and traverses northward through bedrock (a reach referred to as Temescal 
Canyon) before entering Temescal Subbasin.  

The Coldwater Subbasin connects to the Bedford Subbasin along a trace of the Glen Ivy 
Fault zone, a locally named fault related to the larger basin-bounding Chino-Elsinore Fault zone. 
Since the delineation between the two subbasins has historically been the surface trace of a 
groundwater-impeding fault, the fault trace mapped by the U. S. Geological Survey (USGS) was 
used as the subbasin boundary (USGS, 2004).  

2.1.2. Contributing Watersheds 

The Temescal Subbasin receives runoff and recharge from almost 14,000 acres of 
uplands in the adjacent Santa Ana Mountains. Watersheds contributing runoff from the east are 
almost as large, but contribute less runoff because of lower elevations and corresponding 
precipitation. Watersheds contributing runoff to Coldwater and Bedford subbasins cover 9,525 
acres and 11,858 acres, respectively, more than three times the area of the subbasins. Although 
the watershed contributing runoff to Bedford Subbasin is more than 2,000 acres larger than the 
Coldwater watershed, the Coldwater Subbasin receives more runoff due to the higher watershed 
elevations.  

2.2. Study Period 

An initial review of documents and data was used to define a Study Period to guide 
ongoing data collection and the water balance. Study Period selection considered significant 
changes that may have an effect on the groundwater basin such as land use, population growth, 
imported water, and groundwater production. The availability and quality of historical data were 
also considered. Selecting a relatively recent period makes good use of available data and 
represents the current state of the basin, including changing land use and management.  

Rainfall patterns and hydrologic cycles were also reviewed to select a representative 
Study Period. Average annual rainfall within the Temescal Subbasin, along with a cumulative 
departure curve is provided on Figure 5. Based on the data review and rainfall patterns, a Study 
Period from water year 1990 through water year 2004 (15-year period) was selected for focused 
data collection. This period contains a range of wet and dry cycles and approximates long-term 
average precipitation. The average annual rainfall for the Study Period is about 15 inches per year, 
in good agreement with the average of 15.7 inches per year at the Chase precipitation station 
(Figure 5). The Study Period begins in drought conditions when water levels in the basin are 
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relatively stable.  The period also contains a full wet and dry cycle (as indicated by the 
cumulative departure curve) to allow assessment of climatic variations in the water balance 
(Figure 5).   

The Study Period also allows for evaluation of changes in water demand and supply. 
Although the City has grown steadily in population since its inception in 1896, significant 
population increases occurred between 1960 and 1970 and between 1985 and 1995. During each 
of these two decades, population doubled (AKM, April 2005). From 1985 to 2004, the population 
more than tripled, increasing from 45,750 to 144,274. Current population is approximately 
149,400 (2008). Accompanying this growth was a change from predominantly agriculture to 
more urban land uses and a large increase in urban water demand. Much of the demand increase 
through the 1990s was met with an increase in imported surface water supplies. However, over 
the last five years, groundwater production increased from about one-third of the City’s supply to 
about one-half, an increase contained within the Study Period.   

Although the more quantitative assessments including the groundwater basin water 
balance and numerical modeling were conducted for the Study Period, additional historical data 
were also compiled. These documents and data provide useful information on the conceptual 
model of the three subbasins and changes in groundwater conditions over a relatively long time 
period.  

2.3. Data Types and Sources 

Data collected for the GWMP are summarized below by data type and are described in 
more detail in following sections. 

• Hydrologic – Climatic data (e.g., precipitation and evapotranspiration), reservoir storage, 
and streamflow.  

• Land Use – Land use maps over time indicating areas of agriculture, urban growth, and 
open space corresponding to changing water use, irrigation, and pumping patterns.  

• Geology – Maps of geologic units and faults, lithologic information from wells, and soil 
types. 

• Groundwater – Subbasin boundaries, well locations and construction, pumping tests, 
water levels, and ambient groundwater quality.  

• Water Quality – Data included water quality analyses from municipal wells compiled 
from the City and the California Department of Public Health (DPH) (formerly the 
Department of Health Services). Data were also collected for Regulated Facilities in the 
Study Area. These data include water quality analyses conducted and compiled by the 
City as required by state regulations. Data were obtained from the Regional Water 
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Quality Control Board (RWQCB) and other local agencies relating to basin water quality 
from monitoring at commercial or industrial activities.  

• Water Supply – Drinking water and other water uses from groundwater pumping (by the 
City and others), imported water, and recycled water.  

• GIS Base Maps and Layers – Supporting physical and cultural information were 
compiled for use in the project GIS such as roads, freeways, city limits, parcels, sphere of 
influence, building footprints, digital elevation models, streams, rivers and lakes, and 
other data.  

Primary sources of data for this GWMP were local and state public agencies including 
the City, County of Riverside, RWQCB, USGS, DWR, and the Santa Ana Watershed Protection 
Agency (SAWPA). SAWPA, in particular, was a helpful resource for filling key data gaps and 
acquiring physical and cultural data for the GIS base maps. SAWPA was first formed in 1968 as a 
planning agency, and reformed in 1972 with a mission to plan and build facilities to protect the 
water quality of the Santa Ana River Watershed (SAWPA, 2006). Within SAWPA, the 
Information Systems and Data Management team develops and maintains water-related data that 
are used by SAWPA staff for data analysis and dissemination. These data are available online 
through the Santa Ana Watershed Data Management System (SAW DMS, 2006). 

2.4. Hydrologic Data 

The main sources for hydrologic data in the Study Area included the California Irrigation 
Management Information System (CIMIS), County of Riverside, National Weather Service, and 
USGS as described in more detail below.  

2.4.1. Climate Data 

Precipitation data were available for four stations in the Santa Ana River Watershed as 
shown on Figure 2. Location data for each station are also included in the DMS. Data for the 
University of California Riverside Station # 44 were downloaded from the California Irrigation 
Management Information System (CIMIS) website. Data for the Chase, Norco, and Elsinore 
stations were obtained from the County of Riverside. Data are available monthly from June 1965 
to the present for the three county stations (Chase, Norco, and Elsinore) and from June 1985 to 
the present for the CIMIS station. 

The spatial distribution of average rainfall (isohyetal maps) in the Study Area was 
available from several sources. SAWPA files contained an isohyetal over the entire Santa Ana 
River Watershed (Figure 2). A long-term average isohyetal map was also obtained from the 
Oregon Climate Service (OCS) and Oregon State University using PRISM (parameter-elevation 
regressions on independent slopes model), a climate modeling and mapping system (OCS, 
January 8, 2007). The PRISM Group, supported by numerous agencies and used by DWR, 
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models complex precipitation patterns over large areas to develop a more accurate predictive 
precipitation tool.  This PRISM isohyetal map was used in the basin water balance and is shown 
on Figure 6.  

Monthly evapotranspiration (ET) data were available from June 1985 to May 2006 for 
the CIMIS station. Long term pan evaporation data from 1948 to 2005 were compiled from an 
additional station in Riverside County (Riverside Citrus Exp. St. Station). These data, along with 
other information such as annual ET coefficients for various crops were downloaded from the 
DWR Division of Planning and Local Assistance (DPLA) website. The DWR DPLA divides the 
state into Detailed Analysis Units (DAU) for purposes of data reporting. The City is located in the 
North Riverside DAU. Both reference ET data and crop coefficients were added to the DMS. 

2.4.2. Streamflow 

Surface water gage data for Temescal Wash were available from the USGS National 
Water Information System (NWIS) as shown on Figure 7. Data from one active and several 
inactive gages were compiled. For the gage located along Temescal Wash between Bedford and 
Temescal subbasins (USGS Station no. 11072000), daily data were available from October 1928 
to June 1980. For the active gage in the City near Main Street (11072100), daily flows from 
October 1980 to April 2007 were downloaded and added to the DMS as a separate table.  

2.4.3. Reservoir Storage 

Lake Mathews is used to store much of the imported water that supplies the City (Figure 
3). Monthly reservoir storage data from October 1961 to May 2006 were downloaded from the 
California Data Exchange Center (CDEC) and included in the DMS. 

2.5. Water System Data 

2.5.1. Pumping Data 

 The City provided numerous pumping summary tables in pdf format on a 
compact diskette (CD). This CD contained annual pumping data by well from 1964 to 1999 for 
City wells, with some data gaps (e.g., data for years 1994 to 1999 appear to only include Wells 1-
4, 20, and 21). In addition to the annual data, monthly data were available for calendar year 1988 
and from January 1990 through December 2004 (except for July 1996 through December 1996). 
Monthly data were summed to yield annual pumping by well and combined with the available 
annual data.  

 City production data were also available from a consulting firm, Water Master Support 
Services (WMSS), which compiles production data with the WMWD service area (including the 
City of Corona). These data were provided by the WMSS on a CD. Data included both tabulated 
reports in pdf format as well as an electronic table of production data in MS Access format. Data 
include pumping by the City and 56 other users in the Study Area from 1947 to 2004.   
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Production totals from the City tables were compared to production amounts contained in 
the WMSS data in acre-feet per year (AFY). Pumping totals were almost identical from 1995 to 
present, but varied somewhat in the earlier years (1964-1995). The total production error between 
these two data sets was judged to be relatively small when using known City wells (amounting to 
a discrepancy of a few percent of AFY produced), and the City’s monthly pumping data were 
used when available.  

The largest discrepancy in the WMSS data was the large number of production wells that 
were allocated to the water supply system, but are not necessarily City wells. This discrepancy 
was more prevalent during the early portion of the Study Period than later years. Research 
conducted on several of these wells indicated that they were irrigation wells at parks throughout 
the City and/or older wells previously owned by others that were subsequently obtained by the 
City and abandoned. For example, two older wells thought to be previously owned by Orange 
Heights Water System (and designated MAIN 3 and MAIN 4) were on the property obtained by 
the City for the construction of City Hall. While there were no records to independently verify 
historical production totals from these wells, locations and pumping totals were reviewed for 
reasonableness and generally left unmodified in the production database.  

2.5.2. Imported Water Data 

 The City imports water through WMWD from the Colorado River and the State Water 
Project. Data on imported water volumes at the main treatment plants and system interties were 
provided by the City for this project. Annual data were provided from 1964 through 1999 and 
monthly data were available from 1990 through 2004. These data are included in the DMS with 
the pumping data. 

2.5.3. Water Demand 

 The City’s 2005 update of its Urban Water Management Plan (UWMP) contains statistics 
on water demand (including population, number of housing units, and population per household) 
in 5-year increments from 1970 to 2003 (AKM, December 2005). Population data for various 
time periods from 1900 to 1960 are also available in the UWMP. 

2.5.4. Wastewater Treatment Plant (WWTP) Data 

 Information from the City of Corona’s three WWTPs and the volume of discharge to 
ponds and Temescal Creek were provided by the City from 1997 to present. Earlier data were 
apparently destroyed accidentally and were estimated for this GWMP using verified methods and 
City information on discharge locations. Additional operation and location information was 
available in the National Pollutant Discharge Elimination System (NPDES) permits issues by the 
RWQCB. 
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2.6. Groundwater Data 

Groundwater data were compiled from multiple sources including DWR, SAWPA, 
Riverside County, and the City. Groundwater data available from SAWPA includes groundwater 
elevations, general analytical chemistry, and well construction information compiled from 37 
local agencies (water districts, cities, counties). However, complete data, including well 
construction and water levels or quality, were available for only a few wells in the Study Area.  

2.6.1. Basin and Watershed Boundaries 

 DWR publishes maps and descriptions of California groundwater basins in DWR 
Bulletin 118. This document and the accompanying basin descriptions are updated periodically. 
Basin descriptions for the Study Area were updated in February 2004. The last update for the 
basin map was in 2003. Groundwater basin boundaries are available in GIS-compatible data files 
and were obtained from DWR for groundwater basins in the Study Area. Since Temescal is a 
DWR-defined subbasin, the delineation of this subbasin was available in the files and has been 
used unmodified in this study. 

Because Coldwater and Bedford subbasins are not delineated in the DWR files, GIS 
shape files were created for these subbasins.  Subbasin boundaries were based on previously-
defined boundaries and the location of geologic faults (DWR, 1959; MWH, 2004; USGS, 2004). 
The Coldwater Subbasin was delineated from the larger Elsinore Groundwater Basin boundaries 
on the west, north and south, and the location of the North Glen Ivy fault on the east as mapped 
by USGS (2004). The Bedford Subbasin boundaries are coincident with the Elsinore 
Groundwater Basin boundaries on the north and east and the North Glen Ivy fault on the west. 
The southern boundary was based on the narrowing of Temescal Wash through surface bedrock 
outcrops, and checked for similarity to boundaries previously published (DWR, 1959). These 
modified subbasin boundaries are shown on Figures 1 and 3 and used in calculating subbasin 
areas in this GWMP. 

The contributing watershed areas for the subbasins in the Study Area were delineated 
digitally by Todd Engineers, using GIS software to create shape files of the defined 
watersheds.  Watershed delineation relied on electronic USGS Digital Elevation Models (DEM) 
(10-meter resolution) and topographic elevation contours of the Santa Ana quadrangle provided 
by USGS (2004). DEM files were processed in ArcView to provide shaded relief maps, slope 
percentage maps, slope aspect maps, and elevation contour maps at varying contour 
intervals.  These maps were combined with the USGS elevation contours, hydrologic features, 
and DWR groundwater basin boundaries to manually delineate watershed boundaries.  
Watersheds were defined to include those areas that could potentially contribute surface runoff to 
the three main Study Area subbasins and are shown on Figure 3. 
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2.6.2. Well Data 

Well locations and construction information tie key data (e.g., pumping, water levels, and 
water quality) to spatial and vertical locations within the groundwater basin. Sources of well 
locations and construction include SAWPA, DWR, the City, and Riverside County. 

SAWPA provided a list of 312 wells in the Study Area, 174 of which contained detailed 
location data (latitude/longitude) and 60 of which contained some well completion information 
(e.g., depth, screen intervals, and casing). SAWPA well data were included in the DMS as a 
separate table maintaining the format from the original data source. 

A database was created by Todd Engineers of selected DWR Driller’s Log data for 
approximately 325 wells. These data are included as a separate table in the DMS. Completion 
dates for these wells range from 1905 to 2004, but approximately half of these wells were drilled 
after 2000. Locations of 131 of the wells with Driller’s Logs were estimated using the state well 
number and added to the DMS. The Master Well table within the DMS contains a field for each 
record indicating the method used to locate the well. The method of the DWR wells location is 
noted as “manual” to indicate the approximate nature of the placement. An older DWR document 
(1959) lists 112 wells in the Temescal, Coldwater, and Bedford subbasins that were drilled before 
1959, most of which are listed as irrigation or domestic wells. The earliest completion date is 
1912, but completion dates are unavailable for most wells in the document. Because key 
hydrologic and hydrogeologic data cannot be tied to these individual wells, these well data have 
not been included in the electronic DMS.  

Construction information for the City’s 31 wells (including inactive and abandoned wells) 
were compiled from several documents including the Water Master Plan (AKM, April 2005), the 
Drinking Water Source Assessment and Protection Plan (DSWAP) (Kennedy/Jenks, 2002), and a 
focused hydrogeologic assessment document prepared for the City’s desalter facility 
(Fox/Roberts, 2004). Data were entered into Excel spreadsheets and re-formatted into a separate 
table in the DMS.  

The U.S. Geological Survey compiles and publishes well information such as well 
location, construction, and available water level data through a web based portal, the National 
Water Information System (NWIS). The system was queried for wells in the Study Area, and 18 
wells with location data were identified and added to the DMS. 

Well construction data were also available from a limited database that Riverside County 
initiated in 1990. Any well drilled after 1990 in the County is included in the database and earlier 
wells are being added as resources become available. The County database contains 683 wells in 
the Corona area, most of which are relatively shallow monitoring wells (551 wells or 81 percent). 
The remaining 132 wells are listed as municipal (2 percent), domestic (5 percent), irrigation (3 
percent), or unknown (9 percent) wells. The County well database was also included as a table in 
the DMS.  
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Well location and construction data from all sources were compiled into one table in the 
DMS. Some wells may be duplicated in this table as it difficult to match wells between sources. 
Data from each source were also retained as a separate table in the DMS for updating and 
archiving purposes.  

2.6.3. Water Level Data 

Water level data in the Study Area were available from SAWPA and the City. 
Approximately 100 wells contain at least one water level measurement ranging from June 1919 to 
September 2004. The number of groundwater elevation measurements per well varies from 1 to 
1,083 distinct monitoring events. Each well with water level data has been assigned a unique ID 
that links the water level data to other well information, such as location and construction, if 
available. Water level data were also available for City wells from 1998 to 2005. Water level data 
from both SAWPA and the City were re-formatted and entered into the DMS. 

No historical water level contour maps could be found in previously published documents 
that covered the Study Area. A few water level contour maps were available for relatively small 
portions of the Study Area for a few time periods. The earliest available water level contour map 
is a DWR map for March 1957 water levels (DWR, 1959). The map covers the northern portion 
of the Study Area and small sections of the Elsinore Groundwater Basin to the south. Wells used 
to construct the map are provided in a summary table, but actual water level measurements in 
each well were not included in the report and therefore are not included in the DMS. 

2.6.4. Water Quality Data 

Ambient groundwater quality data were available from the City, SAWPA, and DPH. 
SAWPA water quality data were available from 101 wells. The number of monitoring events per 
well varied from 1 to 180. The average number of constituents analyzed per event per well ranged 
from 2 to 50. 

DPH requires water quality sampling of drinking water systems larger than six 
connections. The Division of Drinking Water and Environmental Management (DDWEM) 
compiles these data into a statewide database. The database was obtained from DPH and queried 
for all wells, surface water, and intermediate system connections in the Corona area. Water 
quality data were available for 69 stations, 39 of which were operated by City of Corona. Other 
owners include the City of Norco, Glen Eden, Home Gardens, and California Rehabilitation 
Center. The number of monitoring events per well ranged from 1 to 567. Most monitoring events 
included the full suite of Title 22 drinking water constituents. 

2.6.5. Regulated Facilities 

Potential threats to groundwater quality are regulated by RWQCB, Department of Toxic 
Substance Control (DTSC), and the Riverside County Department of Environmental Health. A 
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review of the RWQCB database identified 30 major sites that are regulated for possible 
environmental releases in the Corona area and approximately 75 Underground Storage Tank 
(UST) investigations. Of non-UST sites, 18 are regulated by the Spills, Leaks, Investigations, and 
Cleanup (SLIC) Program at the Santa Ana RWQCB and two are landfills. The remaining 10 sites 
are regulated by DTSC.  

Data collection has focused on facilities whose discharge is regulated by the RWQCB, 
sites that are being investigated for impacting groundwater, and leaking underground storage tank 
sites. Data include location, site characterization, water quality, and other information. 

A file review was conducted at the Santa Ana RWQCB in July 2006. Groundwater 
quality and other environmental data were copied from 11 sites. Electronic databases were 
unavailable and data were evaluated from paper copies and not hand entered into the DMS. Water 
quality data for four UST investigations are available from the State Water Resources Control 
Board (SWRCB) online through their data management system, Geotracker. These data were 
included as a table in the DMS. 

2.6.6. Land Use Data 

Land use maps in the form of GIS shape files were available from the DWR DPLA and 
the Department of Conservation Division of Land Resource Protection (DC DLRP). DWR DPLA 
conducts complete land use surveys approximately once every ten years for the Upper Santa Ana 
River Drainage Area. The most recent survey, 1993, was available from the DWR website as a 
GIS shape file. A summary table of this map, which includes the total area by land use type 
within the basin and watershed area, was added to the DMS. Additional surveys (years 1957, 
1964, 1975, 1984) were available on paper from DWR, but were not converted to electronic 
format and are not included in the DMS.  

In addition to land use data, DWR DPLA also publishes data on applied irrigation rates 
for specific crop types in each DAU. Data were available on the DWR website for 1998 through 
2001.  A table of the water use (AFY per acre) for each crop type for the North Riverside DAU 
was included in the DMS.  

The Farmland Mapping and Monitoring Program (FMMP) of the DC DLRP determines 
the area of farmland in the state on a biennial basis. In Riverside County, maps showing farmland 
and urban areas are available for the even years 1984 to 2004 in GIS (shape file) format. 
Summary tables with the total amount of agricultural land by year for DWR and FMMP are 
included in the DMS. 

The City provided a detailed parcel map for the project GIS with information regarding 
the zoning of each parcel. These parcels, differentiated by zoning type, were compared with the 
other sources of land use to confirm areas of urban and agricultural land. 
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2.7. Geologic Data 

USGS data provided the primary source of geologic units and faulting in the Study Area. 
Additional documents and data were used as described below. 

2.7.1. Geology Maps  

A digital geologic map of the Santa Ana 30’ x 60’ quadrangle was obtained from USGS 
(2004) and imported into GIS. A summary table, including the total area of each geologic unit, 
was added to the DMS. 

2.7.2. Lithologic Data 

Subsurface lithologic data were available from DWR Driller’s Logs (400 paper logs 
compiled), available City well-completion reports, and geophysical logs for six City wells. 
Lithologic information was also available for 10 wells in the SAWPA database.  

2.7.3. Soils Data 

Soil type and the respective soil moisture holding capacity governs the amount of 
recharge and runoff that occurs in an area. Digital soil maps and a database of physical properties 
for soils in Riverside and Orange counties were downloaded from the Natural Resources 
Conservation Service’s (NRCS, formally the Soil Conservation Service) website. In addition, the 
NRCS also provides a methodology for estimating the amount of runoff that occurs based on land 
use type. A summary table of the acreage associated with each soil type was added to the DMS. 

2.8. GIS Files and Layers 

The City maintains a GIS and provided numerous shape files in support of this project 
including parcels, city limits and sphere of influence, roads, storm detention basin locations, 
production well locations, and a high resolution aerial photograph. In addition, numerous GIS 
files were obtained from the Santa Ana Watershed Project Authority (SAWPA) from an online 
user system. These files included physical and cultural features as well as limited groundwater 
data sets such as water levels and water quality. Additional GIS files were downloaded from 
various sources as previously mentioned. 

2.9. Data Management System (DMS) 

The DMS includes one main relational database in Access format with individual tables 
for data types summarized above. A summary of the tables included in the DMS relational 
database is provided on Table 2-2 below. This database provides a flexible framework, allowing 
additional data to be incorporated as available. The project GIS was populated with shape files 
generated from selected data sets as well as selected publicly- or commercially-available GIS 
layers as described above. 
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Table 2-2 
Data Tables in the Data Management System (DMS) 

 
DMS Table Name Description Source(s) 

Geo_Geology 

A summary table for the geologic map 
containing formation names and area in 
subbasins and watersheds USGS 

Geo_Lithology 
Lithologic information for select wells in the 
area SAWPA 

Geo_Soils 

A summary table of the soils map 
containing soil types and associated areas 
within the subbasins and watersheds NRCS 

GW_AB County 
Abandoned wells as documented by 
Riverside County COUNTY 

GW_County Wells 
Wells from the Riverside County Well 
Database COUNTY 

GW_DWRLOGS Information from DWR Driller's Logs DWR 

GW_Master Wells 

A composite table of wells from all available 
sources. Includes a unique ID for each well 
and location information 

DWR, COUNTY, 
SAWPA, CITY, 
WATERMASTER 

GW_Water Quality 
Ambient groundwater quality for select wells 
in the area SAWPA 

GW_Well Construction 
Well construction information for wells in the 
area SAWPA, CITY 

GW_Well_Perf 
Screened interval information for select 
wells in the area SAWPA 

GW_WL_ALL 
Groundwater elevations for select wells in 
the area SAWPA, CITY 

HY_ET_CIMIS Monthly reference evapotranspiration data CIMIS 

HY_ET_K 
Annual evapotranspiration and crop 
coefficients for the DAU DWR DLPA 

HY_Precip Monthly precipitation data from 4 stations CIMIS, COUNTY 

HY_Precip_Stations 
Location information for the precipitation 
stations CIMIS, COUNTY 

HY_Res_Storage Monthly reservoir storage in Lake Mathews CDEC 
HY_Streamflow_Temescal Streamflow on Temescal Wash USGS 

LU_Applied Water Use 
Applied water use (AFY/acre) for crop types 
in the North Riverside DAU DWR 

LU_DWR_SUMMARY 

A summary table of the DWR 1993 land use 
map containing land use areas within the 
subbasins and watersheds DWR DPLA 

LU_Summary_Farm 
Mapping 

A summary table of the farmland mapping 
program land use maps, contains land use 
areas with the basin and watershed by year DC  

RF_Locations 
Location data for regulated facilities in the 
area RWQCB 

WS_Annual Pumping 
Annual pumping from the City of Corona by 
well CITY 

WS_Monthly Pumping 
Monthly pumping from the City of Corona by 
well CITY 

WS_Watermaster_Pumping Annual pumping for the groundwater basins WATERMASTER 
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This process was the City’s first effort to compile numerous types of hydrologic and 
hydrogeologic data into a comprehensive database for future updating, revision, and use. 
Numerous inconsistencies and duplicative data types were noted as data were compiled from 
various sources. Data sets were evaluated for quality control as needed, but only minimal 
deletions or modification have been made to preserve data that may be potentially important in 
the future.  
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3. State of the Groundwater Basins 

The groundwater subbasins of the Study Area have undergone significant changes since 
groundwater development began in the early 1900s (DWR, 1959). Since that time, the 
groundwater subbasins have supported a variety of uses including extensive agricultural irrigation 
(especially citrus), industrial demand from mining and citrus packaging, and increasing urban use. 
Early agricultural activities in the subbasins were supplemented by diversions of surface water 
imported into the basin. Agricultural reliance on groundwater increased through the 1940s and 
1950s, apparently peaking in the early 1960s but continuing into the 1970s. Increasing urban use 
has replaced most of that early agricultural demand.  

The Study Area subbasins occupy a small portion of the upland Santa Ana River 
watershed, which covers more than 1.5 million acres in San Bernardino and Riverside counties 
(Figure 2).The Study Area subbasins cover about 47 square miles (about 30,000 acres) in western 
Riverside County (Figures 2 and 3) and include portions of townships/ranges 3S/6W, 3S/7W, 
4S/6W, 4S/7W, and 5S/6W. The subbasins and the local watersheds that contribute runoff are 
contained within an approximate 400-square mile area outlined in Figure 3.  

3.1. Land Use  

Current and historical land use in the Study Area is shown on the land use maps on 
Figure 8. Two maps, one from 1984 and one from 2004 illustrate changes in land use over the last 
20 years. As shown on Figure 8, land use on the Study Area subbasins, especially Temescal 
Subbasin, is predominantly urban (shown by the pink color). The urbanization has progressed 
mainly over the last 35 years as population in the subbasin has risen and agriculture has moved 
out. A comparison of the two maps on Figure 8 illustrates the change from agriculture (green) to 
urban (pink) land use for large portions of Temescal, Coldwater, and Bedford subbasins.  

In the 1950s and 1960s, the subbasins consisted mainly of irrigated agricultural lands 
with a variety of crops, especially citrus. In 1957, approximately 7,000 acres of Temescal 
Subbasin were under cultivation, 1,100 of which were devoted to citrus and avocado production 
near Corona (DWR, 1959). During that year, approximately 17,000 acre-feet per year (AFY) of 
groundwater were pumped from the basin, primarily for irrigation and citrus processing facilities 
with some municipal use (DWR, 1959). At that time, less than 10,000 people lived in the 
subbasin. 

Agriculture and native vegetation were the predominant historical land uses in both 
Coldwater and Bedford subbasins. In 1957, about 1,700 acres were irrigated in the two subbasins. 
Although some urbanization has occurred in both subbasins, much of the land remains 
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undeveloped. Sand and gravel mining has been the predominant industrial land use in Coldwater 
Subbasin, an activity that continues today.  

Groundwater production data suggest that the peak of agricultural pumping in Temescal 
Subbasin was from about 1959 through about 1966, but irrigation continued through most of the 
1970s. By about 1980, most of the growers and citrus processors had left the basin. The 1984 land 
use map on Figure 8 suggests that large portions of southern Temescal Subbasin continue to be 
used for agriculture, but most of this land was likely fallow or non-irrigated pasture by 1984. 
Groundwater production totals for the 1980s indicate that irrigation had decreased significantly in 
the subbasin.  

The contributing watersheds that surround the subbasins consist mostly of native 
vegetation or grasslands used for grazing. With the exception of urbanization of the small 
watershed on the northeastern side of Temescal Subbasin, land use on the contributing watersheds 
has not changed significantly over the last 20 years.  

The northern edge of the Study Area contains a portion of the Prado Dam Management 
Area, shown as native on the land use maps (see also Figure 7). The management zone, operated 
by the U.S. Bureau of Reclamation, is a 6,800-acre area generally defined by a ground surface 
elevation of 560 feet above mean sea level (msl) and serves as flood control for the Santa Ana 
River at Prado Dam.  

3.2. Physical Setting 

The groundwater basins are in a high desert setting in the rain shadow of the Santa Ana 
Mountains in western Riverside County. The basins are at the downstream portion of the Santa 
Ana River watershed.  

3.2.1. Topography 

The elevation of the ground surface in the Study Area ranges from below 500 feet msl at 
Prado Dam to more than 5,600 feet msl at the highest peak in the Santa Ana Mountain watersheds 
west of Coldwater Subbasin. The floor of Temescal Subbasin slopes from about 1,500 feet msl 
along the base of the Santa Ana Mountains in the southwest to about 500 feet msl in the 
northwest. The ground surface elevation in the city center is about 650 feet msl. In Coldwater 
Subbasin, elevations along the western mountain front are about 1,500 feet msl, similar to the 
Temescal Subbasin mountain front. The Coldwater Subbasin floor slopes to an approximate 
elevation of 1,000 feet msl near the eastern subbasin boundary along the Elsinore-Glen Ivy Fault 
zone. Bedford Subbasin slopes from about 1,100 feet msl on the south and west to about 850 feet 
msl on the northeast where Temescal Wash exits the subbasin (Figure 3).  

Surface elevations increase significantly from the mountain front at the groundwater 
basin boundaries (about 1,500 feet msl) to the higher elevations in the contributing watersheds. 
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For the contributing watersheds in the Santa Ana Mountains to the west, elevations range from 
about 2,500 feet msl in the north to more than 5,600 feet msl in the south. The watershed west of 
Coldwater Subbasin rises above 5,600 feet msl. Watersheds east of the subbasins are significantly 
lower in elevation and rise only to about 1,800 feet in the highest areas east of Bedford and 
Temescal subbasins.  

3.2.2. Precipitation and Evapotranspiration (ET) 

 Annual precipitation varies from below 12 inches to more than 26 inches over the 
Study Area. As shown on the isohyetal map on Figure 6, long-term average annual rainfall is 
between 12 and 14 inches per year on the basin floor and increases to more than 20 inches along 
the top of the local watersheds in the Santa Ana Mountains to the west. 

The variability of rainfall on an annual basis is illustrated by the rainfall records from the 
Chase precipitation station, located in the southwestern portion of Temescal Subbasin (Figure 6). 
Over the last 40 years, annual rainfall at the Chase Station has ranged between about 4 inches per 
year to 34 inches per year with an average of 15.7 inches per year (Figure 5). Although the 
average rainfall of 15.7 inches per year since 1965 is slightly higher than predicted by the long-
term isohyets on the figure, the Chase Station data illustrate the variability of rainfall in the Study 
Area. Annual rainfall totals range from less than 5 inches per year to more than 30 inches per year. 
Rainfall patterns indicate several wet and dry cycles persisting from about 4 to 8 years.  

Data from the Chase Station are plotted as a cumulative departure curve on the lower 
portion of Figure 5. The graph relates annual rainfall to average rainfall as a percentage and 
indicates dry cycles with downward slopes and wet cycles with upward slopes. This plot more 
clearly demonstrates the wet and dry cycles that have occurred since 1965 and shows that only a 
few time periods can be characterized as average rainfall conditions.  

Long term pan evaporation data from 1948 to 2005 were compiled from a station in 
Riverside (Riverside Citrus Exp. St. Station). These data indicate an annual potential evaporation 
of 75.66 inches per year ranging from 3.03 inches per month in December to 10.88 inches per 
month in July. 

3.2.3. Streamflow 

Temescal Wash (also referred to as Temescal Creek) is the primary surface water 
drainageway traversing from south to north across the Study Area draining the Temescal Valley 
(Figure 7). Originating south of the Study Area, the wash flows north through Bedford Subbasin, 
cuts through bedrock outcrops in Temescal Canyon, flows through Temescal Subbasin, and 
discharges to the Santa Ana River near Prado Dam. Streamflow in Temescal Wash is fed by 
storm water runoff and discharges from wastewater treatment plants within and upstream (south) 
of the Study Area. For example, Lee Lake Water District is currently allowed to discharge up to 
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about 1,000 AFY of tertiary treated wastewater (although some is recycled for reuse) (RWQCB, 
September 6, 2001). 

Temescal Wash is lined through most of the Corona city limits. The concrete lining 
begins around Magnolia Avenue, about 1.5 miles after Temescal Wash enters the Temescal 
Subbasin (from Temescal Canyon to the south, see Figure 7). The lined portion of the channel is 
indicated on Figure 7 and continues from Magnolia Avenue to the City’s wastewater treatment 
ponds near the Prado Management Area.  The only unlined portion in Temescal Subbasin is the 
1.5-mile area where the wash emerges from Temescal Canyon. This area is characterized by high 
groundwater, likely the result of infiltration of streamflow and relatively fine-grained surficial 
deposits. Other than limited infiltration in this narrow section of the subbasin, Temescal Wash 
does not contribute significant recharge to the Temescal Subbasin.  

The Study Area is also crossed by numerous drainageways originating in the surrounding 
watersheds to the east and west of the groundwater subbasins and draining toward the basin 
center. Drainageways originating in the Santa Ana Mountains west of the Study Area carry 
relatively large amounts of runoff into the subbasins.  

Runoff from the Santa Ana Mountains into Temescal Subbasin has only limited 
opportunity for percolation into the groundwater basin. Drainageways are lined across the 
subbasin floor and funnel runoff into the lined portion of Temescal Wash. From there, runoff 
generally leaves the basin and provides surface discharge at Prado Dam. Some infiltration occurs 
in two large detention basins used for flood control near the western Temescal Subbasin boundary 
(Figure 7). These two basins, operated by the Riverside County Flood Control and Water 
Conservation District (RCFCWCD) and referred to as the Oak Avenue and Main Street detention 
basins, detain peak runoff from large storm events and allow for some infiltration to groundwater. 
Runoff into Coldwater Subbasin has the opportunity to percolate into the relatively permeable 
surface sediments. In addition, berms along washes, diversions of surface water, and the presence 
of large gravel pits enhance groundwater recharge of runoff in Coldwater Subbasin. 

Stream gage data exist along Temescal Wash but are insufficient to document inflows 
and outflows at each of the subbasin boundaries. Streamflow data were available at only three 
locations along Temescal Wash within the Study Area as shown on Figure 7. The southernmost 
gage is an inactive USGS gage that measures flow in Temescal Wash in the bedrock outcrop 
between Bedford Subbasin and Temescal Subbasin. The northernmost stream gages are located in 
northern Corona before Temescal Wash enters the Prado Management Area.   

Although currently inactive, the stream gage in the bedrock south of Temescal Subbasin 
(Site No. 11072000, Figure 7) provides data on the amount of runoff available for infiltration into 
the groundwater basin north of the gage. Daily measurements from October 1928 through June 
1980 indicate an average annual discharge of 4,062 AFY. Annual averages vary significantly 
from less than 80 AFY during dry periods to more than 8,000 AFY. Discharge during several 
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more recent wet and dry cycles (water years 1966 through 1979) averaged 4,488 AFY, in general 
agreement with the long-term average.  

An active stream gage in the City of Corona (Site No. 11072100, Figure 7) measures 
runoff in the lined portion of Temescal Wash after additional stormwater discharge has entered 
the culvert.  As such, flows at this gage are significantly higher than streamflow recorded to the 
south. Average discharge for the entire gaged period (1980-2006) is 19,575 AFY. This runoff 
leaves the subbasin and contributes to surface water outflow at Prado Dam.  

3.2.4. Geology 

The Study Area is located within one of the structural blocks of the Peninsular Ranges of 
Southern California. The groundwater basins occur in a linear low-lying block, referred to as the 
Elsinore-Temecula trough, between the Santa Ana Mountains on the west and the Perris Plain on 
the east (Norris and Webb, 1990). The trough extends from Corona to the southeast some 30 
miles and was formed along an extensive northwest-southeast trending fault zone including the 
Elsinore, Chino, and related faults. The Elsinore and Chino fault zones bound the subbasins on 
the west and trend along the mountain front.  

The oldest rocks in the Study Area crop out in the Santa Ana Mountains. These uplands 
are composed principally of volcanic (including the Santiago Peak Volcanics) and metamorphic 
rocks (including the Bedford Canyon Formation) of Jurassic and Cretaceous age. A thin rim of 
younger sedimentary units of Tertiary age crops out along the mountain front generally lying 
between the Elsinore and Chino faults. This zone of sedimentary units broadens to the north and 
contains numerous mapped formations of Cretaceous and Tertiary age. The northeastern side of 
the valley is flanked primarily by granitic rocks of Cretaceous age. Erosion of these units has 
filled in the trough over time resulting in quaternary-age alluvial fan, channel, and other deposits 
making up the permeable portions of the groundwater subbasins. 

The geologic map on Figure 9 shows the distribution of these units in the Study Area. 
The original map was constructed by the USGS (2004), but several similar geologic units have 
been combined on Figure 9 to simplify the display. The main surficial deposits on the floor of 
Temescal Subbasin include younger and older alluvial fans deposited from the erosion of 
volcanic rocks and Bedford Canyon Formation to the west. These units prograde across the basin 
to the northeast and are truncated by channel deposits along Temescal Wash. 

The Coldwater Subbasin is also composed of alluvial fan deposits, mainly from the 
Bedford Canyon Formation and adjacent granitic rocks. Volcanic rocks are essentially absent 
from the uplands adjacent to Coldwater Subbasin so the character of the deposits and 
groundwater chemistry differ from the alluvial fans to the north. The alluvial fan deposits in 
Coldwater Subbasin continue into Bedford Subbasin and appear to have been disrupted by 
faulting. Channel deposits along Temescal Wash define the eastern boundary of Bedford 
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Subbasin. In northern Bedford Subbasin, a variety of Tertiary sedimentary units crop out 
including the Silverado (Paleocene), Vaqueros (Miocene), Topanga (Miocene), and Puente 
(Miocene) formations.   

3.3. Aquifers and Hydrostratigraphy 

The basin-fill alluvial deposits and, to some extent, the underlying sedimentary units 
make up the aquifers in the basin. The thicknesses of these units vary significantly across the 
Study Area.  

To further evaluate aquifer thickness and basin geometry, the base of the unconsolidated 
sediments was mapped as part of this GWMP. Lithologic descriptions from driller’s logs were 
reviewed for evidence of consolidated sedimentary or igneous units (generally referred to in this 
document as bedrock) throughout the Study Area. These data were plotted in GIS and evaluated 
with surface topography and geologic outcrops to estimate a depth to bedrock beneath the 
subbasins. This surface was produced as a GIS raster file and color coded according to depth. The 
resulting map is shown on Figure 10. 

As shown on the figure, the thickest portion of the alluvial basin (the deepest depth to 
bedrock) occurs in the central-west portions of the subbasins. The formation of a trough along the 
Elsinore-Chino Fault zone is indicated by the asymmetric basin geometry. The deepest depths 
occur along this zone as indicated by the orange and red colors. Unconsolidated sediments are 
estimated to be more than 1,000 feet thick in this area. Bedrock is much shallower in the eastern 
portion of the basin as indicated by the blue color on Figure 10. A slight deepening of the basin is 
indicated in the Arlington Gap by the lighter blue to green color. Here, unconsolidated sediments 
are approximately 250 feet thick. This area is interpreted to have been eroded by a branch of the 
ancestral Santa Ana River, accounting for the deeper base. Sediments throughout most of the 
Bedford Subbasin and in the Norco area are about 100 feet thick. Outcropping bedrock in the 
northern and eastern portions of the Bedford Subbasin is further evidence of the thin alluvial 
sediments.  

Aquifer packages composed of various geologic units have been defined for this study 
based on depositional environment, degree of consolidation, groundwater production, and 
location throughout the Study Area. Three aquifer packages provide water supply to wells in 
Temescal Subbasin: the Channel Aquifer, the Alluvial Fan aquifers, and, to a lesser extent, 
consolidated sandstone aquifers. The thickness and geometry of these units were evaluated 
through the construction of hydrostratigraphic cross sections through the Study Area. The 
locations of five of the sections are shown on Figure 11.  Three cross sections in Temescal 
Subbasin are provided on Figures 12 through 14 (A-A’ through C-C’) and two cross sections 
covering portions of Coldwater and Bedford subbasins (D-D’ and E-E’) are provided on Figure 
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15. Each of the aquifer units and the cross sections on which they are illustrated are described in 
more detail below. 

3.3.1. Channel Aquifer 

A package of relatively homogeneous and highly permeable sands approximately 200 
feet thick have been encountered in many of the City wells in the northern half of Temescal 
Subbasin. This sand package is interpreted as channel deposits of an ancestral arm of the Santa 
Ana River and, as such, is referred to as the Channel Aquifer in this document. The alignment of 
the aquifer suggests that an ancestral river channel had entered the Temescal Subbasin at 
Arlington Gap, eroding the sedimentary units and possibly older alluvial fan deposits in the area. 
Permeable channel sands were deposited in the eroded channel over time. From the gap, the 
Channel Aquifer meanders northwest toward Prado Dam. The Channel Aquifer is limited in 
extent and is not present in the Coldwater or Bedford subbasins. The general extent of Channel 
Aquifer is shown by the dashed line on Figure 16, which also shows the distribution of hydraulic 
conductivity in various aquifer units. 

The Channel Aquifer is illustrated on cross sections A-A’, B-B’, and C-C’ on Figures 12, 
13, and 14, respectively. Cross Section A-A’ extends from the Santa Ana Mountains to the 
northeast across Temescal Wash to the bedrock high in the northeast. As shown on the section, 
the Channel Aquifer occurs in the northeastern portion of the subbasin and has a saturated 
thickness that ranges from 125 to 150 feet along this section. As illustrated on the section, 
Channel Aquifer sediments lie directly above granitic bedrock beneath Temescal Wash and above 
the Sandstone Aquifer in other areas (Figure 12).  

Cross-section B-B’ is located north of A-A’ and extends from the Santa Ana Mountains 
through the Norco area (Figure 13). The Channel Aquifer is shown on the western side of the 
section southeast of the Prado Management Area. Similar to Cross Section A-A’, the saturated 
thickness of the Channel Aquifer is about 100 to 150 feet thick. The cross section also shows the 
absence of the Channel Aquifer in the Norco area and illustrates the shallow depth to bedrock 
there (generally less than 100 feet). The saturated thickness of alluvial sediments in Norco is 
generally less than 50 feet. Also indicated on the section is a groundwater divide in the Norco 
area (near well 53-499) indicating possible groundwater outflow from the Norco area to the Santa 
Ana River (Figure 13). 

The Channel Aquifer at Arlington Gap is shown on Cross Section C-C’ (Figure 14). Here 
the saturated thickness is approximately 200 feet and well data indicate a thick and permeable 
sand package. The Channel Aquifer is underlain by the Sandstone Aquifer throughout most of 
this area.  

Figure 16 shows estimated values of hydraulic conductivity (K) derived from test data on 
driller’s logs and/or City well aquifer testing data. The K value is an indicator of the aquifer’s 
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permeability and is expressed in gallons per day per square foot (gpd/ft2) or feet per day (ft/day). 
As shown in the figure, the wells within the limits of the Channel Aquifer have the highest 
hydraulic conductivity values in the Study Area (Figure 16). The lower K values shown within 
the extent of the Channel Aquifer area on Figure 16 are generally from deeper wells tapping the 
underlying Sandstone Aquifer. The average K value of City of Corona production wells screened 
solely in the Channel Aquifer (Wells 7A, 8A, 9A, 17, 25, and 28) is 2,062 gpd/ft2 (276 ft/day).  

3.3.2. Alluvial Fan Aquifers 

Both older and recent alluvial fans have been deposited through time along the mountain 
front on the western edge of the subbasins. These fans have prograded across both Temescal and 
Coldwater subbasins from west to east (Figure 9). Although these deposits are relatively thick, the 
entire unit is heterogeneous and cannot be considered one single aquifer. Rather, sand lenses 
within the deposits collectively form the Alluvial Fan Aquifers. Lithologic data from wells are 
insufficient to map out the extent of the aquifers or characterize the deposits. Limited data 
indicate relatively fine-grained textures throughout much of the area, especially with depth.  

The geometry of these units in the subsurface, including the contact with the Channel 
Aquifer, is illustrated on Cross Section A-A’ on Figure 12. The section illustrates the alluvial fan 
deposits that have infilled the basin. The fans have prograded across the basin and a thin veneer 
of these deposits likely overlies the Channel Aquifer at the surface (not shown on the section). 
Wells that penetrate the entire thickness of the Channel Aquifer in the east do not appear to 
encounter alluvial fan deposits on top of the Sandstone Aquifer. The total thickness of the 
deposits is unknown, but appears to exceed 1,400 feet in the central subbasin.  

Only limited data exist for estimating K values in the alluvial fan deposits of Temescal 
Subbasin. Sparse data from a few wells indicate a K value of generally less than 50 gpd/ft2 in the 
Alluvial Fan aquifers and in the Norco area (Figure 16). Specific capacity data from a City of 
Corona production well (Well 27), drilled in the Alluvial Fan, indicated a lower K value of about 
7 ft/day (PBS&J, 2004).  

Alluvial fan deposits in the Coldwater and Bedford subbasins are shown on Figure 15. 
The cross section on the left side of the figure shows the subbasin geometry and separation at the 
North Glen Ivy fault. The section on the right side is a north-south profile through the main 
portion of the Coldwater Subbasin where much of the subbasin production is located (Figure 11). 

As shown on Figure 15, alluvial fan deposits in the Coldwater Subbasin range up to 
approximately 800 feet in thickness (consistent with the depth to bedrock map on Figure 10).  
Although the alluvial fan deposits here originate from the same mountain range as those in 
Temescal Subbasin, sediments have been eroded from different source rocks and have different 
textures and water quality. These alluvial fan aquifers are interpreted to be more permeable 
overall than the fan deposits in Temescal Subbasin and contain less mineralized groundwater. 
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However, aquifers are not as permeable as the Channel Aquifer in Temescal Subbasin. Hydraulic 
conductivity values for the Coldwater Alluvial Fan aquifers are generally less than 100 gpd/ft2 
(Figure 16). 

3.3.3. Sandstone Aquifer 

Some of the sedimentary units underlying the alluvial basin provide sufficient well yields 
to categorize them as aquifers. Although generally grouped with other bedrock units, the 
subsurface sedimentary rocks of Tertiary age in northeast Temescal Subbasin contain sandstone 
layers that are screened in several City wells (see Corona 24 on Figure 12). The estimated K 
value is 22 gpd/ft2 (3 ft/day) for one City of Corona production well (Well 24) screened solely in 
the Sandstone Aquifer (below the Channel Aquifer). Due to the limited production, small areal 
extent, increasing depths, and relatively low permeability in most areas, the Sandstone Aquifer is 
not considered a primary source of water supply. 

3.4. Water Supply 

For more than 100 years, Study Area subbasins have been an important component of 
water supply. More than 650 wells have been drilled in the Study Area dating back to the early 
1900s according to various DWR and Riverside County documents. Well uses include irrigation 
and domestic pumping, municipal wells, and shallow monitoring wells associated with 
commercial and industrial environmental investigations. A DWR study conducted in 1959 lists 
112 wells in the Temescal, Coldwater, and Bedford subbasins, almost all of which were used as 
irrigation or domestic wells. Only limited data are available from the older wells and it is 
unknown if historical wells still exist. Riverside County files indicate that a large percentage of 
existing wells have been drilled as shallow monitoring wells in the Study Area, but files do not 
contain location or construction data for most of these wells, limiting their use for this study. 

The City has operated as many as 31 municipal wells in the Study Area over time. Some 
of the older wells were purchased from the Temescal Water Company, a former irrigation water 
provider in the basin. Over the last few years, the City has obtained its groundwater supply from 
about 18 active wells. Most of the Temescal Subbasin wells are screened in the Channel Aquifer 
(generally shallower than 300 feet deep), but three wells also produce groundwater from the 
deeper Sandstone Aquifer. Three wells are located in the Coldwater Subbasin and produce 
groundwater from the local Alluvial Fan aquifers.  

3.4.1. Pumping 

A groundwater production database was developed from City records and data from a 
private firm, Water Master Support Services (WMSS). The WMSS data included production 
records from WMWD (including the City of Corona) and 56 other producers in the three 
subbasins from 1947 to 2004. Data are provided as annual totals, but monthly pumping totals 
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were available for City wells from 1990 (with missing data in 1996). Total groundwater 
production by subbasin from 1947 to 2004 is shown on Figure 17. The location of pumping wells 
is shown on Figure 18.  

As shown on the graph on Figure 17, groundwater pumping has varied over time and by 
subbasin. In the late 1940s, the total amount of groundwater pumping in the Study Area was 
about 20,000 AFY. That amount increased to between 25,000 AFY and 32,000 AFY from the late 
1950s to the mid-1970s. Total groundwater pumping decreased to below 20,000 AFY in the 
1980s and early 1990s due to a decrease in agricultural irrigation, but has increased to about 
25,000 AFY in recent years due to municipal pumping. Most of the pumping occurred in 
Temescal Subbasin. Production in Coldwater Subbasin increased and accounted for more than 
one-half of Study Area production during a few years in the 1970s and 1980s, but has been less 
than 25 percent in recent years. Bedford Subbasin production is relatively minor and has 
decreased somewhat over time.  

Most of the historical groundwater production (extending into the 1970s) was used for 
irrigation. During that time, groundwater supply was also supplemented with surface water and 
groundwater from adjacent basins conveyed by irrigation water companies. Data on sources and 
amounts of imports were generally unavailable, but some summary data were documented in an 
older DWR study (1947). After about 1980, agriculture lands had decreased significantly and 
almost all of the Study Area pumping was used for municipal supply. 

Since 1980, the City has been the largest producer and currently pumps about 80 percent 
of all groundwater extracted from Study Area subbasins. The City also imports surface water 
from various sources to supplement the groundwater supply. The City has increased both 
groundwater production and imported supply over time, especially over the last 20 years, to meet 
increasing demands. The City’s increase in groundwater and imported water supply is illustrated 
on Figure 19. As shown on the graph, the total water supply from 1964 to 1984 remained 
relatively consistent at an average of 10,138 AFY, with about 72 percent from groundwater 
(average 7,296 AFY) and 28 percent from imported water (2,842 AFY). From 1984 to 2004, 
groundwater pumping has averaged about 12,000 AFY, but has generally increased along with 
total supply. Since 2002, total water demand has been over 40,000 AFY, with groundwater 
production at about 20,000 AFY. 

In addition to City pumping, approximately 56 other well owners have produced 
groundwater in the Study Area since 1947. The largest producers are listed on the following table.  
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Table 3-1 
Major Groundwater Users 

Data Review Period 1947-2004 
 

Well Owner 
Number 
of Wells 

Last Year of 
Production 

2004* 
Production 

(AFY) 
City of Corona** 39 current 20,435

Ellsinore Valley Municipal Water District 19 current 2,344

Foothill Ranch 15 2000 0

Sunkist Growers Lemon Product 12 1980 0

City of Norco 6 current 1,856

Home Gardens County Water District 5 current 272

Henry Smith 5 1999 0

Cold Water Aggregates 3 current 360

Joy Water Company 3 2000 0

Source: WMSS Data 1947-2004 
*Calendar Year 
**Includes several inactive park irrigation wells and other non-municipal supply wells. As noted in 
subsequent sections and in Table 4-2, the City’s production in 2007 was 22,317 AFY  

3.4.1.1. Pumping in Temescal Subbasin 

The graph on Figure 20 re-plots the pumping totals from Temescal and Coldwater 
Subbasins (from Figure 17) separately to examine pumping in each subbasin more closely. As 
shown on the graph, production exceeded 15,000 AFY in Temescal Subbasin from 1951 to 1978 
in support of agriculture irrigation with peak production occurring from 1959 through 1964. 
Production declined generally to below 10,000 AFY by 1979 and averaged about 9,419 AFY over 
the next 17 years (1979-1996). During this time period, agriculture pumping had significantly 
declined, but municipal pumping had not yet increased. Since 2002, pumping has exceeded 
20,000 AFY for the first time since the 1960s peak irrigation totals.  

Almost all of this recent pumping is for municipal use. Industrial groundwater pumping is 
conducted by three companies in Temescal Subbasin (Minnesota Mining, Dart Container, and All 
American Asphalt) and accounts for about 700 AFY. There has been almost no agriculture 
pumping in Temescal Subbasin over the last few years. 

3.4.1.2. Pumping in Coldwater Subbasin  

As shown on Figure 20, groundwater production in Coldwater Subbasin has generally 
ranged from less than 3,000 AFY to more than 10,000 AFY. Since 1980, production has averaged 
7,018 AFY. 
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There have been relatively few pumpers in Coldwater Subbasin over time. Most of the 
production has been by the City and EVMWD, the only municipal pumpers in the subbasin. 
Historically, City and EVMWD production has averaged 61 percent (3,538 AFY) and 31 percent 
(1,932 AFY), respectively, of the total subbasin production. Most of the production in the basin is 
exported for out-of-basin use. 

Coldwater Aggregates extracts water to support sand and gravel mining and is the only 
industrial pumper in the subbasin. Their pumping amounts have ranged from about 100 AFY to 
300 AFY, except for a period of increased production from 1975 through 1980 when production 
averaged about 450 AFY. 

A few well owners have also produced small amounts of groundwater to support 
agriculture and domestic use. Until the last few years, agriculture pumping was relatively 
consistent, averaging about 200 AFY since 1947. However, there has been no agriculture 
pumping recorded in Coldwater Subbasin since 2001. Agriculture pumping occurred mainly in 
the foothills along the western edge of the subbasin. Municipal and industrial pumping is 
clustered along the basin-bounding fault on the eastern side of the subbasin (Figure 18). 

3.4.1.3. Pumping in Bedford Subbasin  

As shown on Figure 17, production from Bedford Subbasin has been less than in 
Temescal or Coldwater subbasins. Since 1947, Bedford production has ranged from 373 AFY to 
4,658 AFY and has declined slightly over time with decreasing agriculture land use. Several 
pumping wells exist at the mouth of Bedford Canyon, just north of the subbasin boundary (Figure 
18). These wells are just outside of the Temescal subbasin boundary and are included in Bedford 
Subbasin pumping for convenience.  

Most of the early production in Bedford Subbasin supplied irrigation on local ranches. In 
the late 1940s, agricultural pumping represented more than 70 percent of the total subbasin 
pumping. Since 1984, irrigation pumping has accounted for less than 20 percent (average 421 
AFY) of total production. EVMWD has been the largest single pumper over the last 20 years, 
producing about two-thirds of the water extracted from the subbasin (or just outside the subbasin 
boundary, at Bedford Canyon on Figure 18). The City has also produced small quantities of 
groundwater in that area (abandoned City Well 4 east of Bedford Canyon). Historically, 
production associated with Bedford Subbasin by the City and EVMWD has averaged 194 AFY 
and 1,200 AFY, respectively. Almost all of the municipal production occurs just outside of the 
northern edge of the subbasin at Bedford Canyon (Figure 18). 

3.4.2. Imported Water 

The City imports water through WMWD, a member agency of the Metropolitan Water 
District of Southern California (Metropolitan). Water is supplied from both the Colorado River 
and the State Water Project (SWP). Figure 19 shows the annual amount of water imported over 
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time. From 1964 to 2004, water demand has increased by a factor of four and imported water has 
been an increasingly important component of the City’s water supply. Since 2000, an average of 
23,126 AFY has been imported, accounting for more than one-half of the City’s total water 
supply. Additional information on the City’s water supply is provided in Chapter 4. 

LLWD also imports water from WMWD for potable supply in Bedford and Coldwater 
subbasins. In 2004, LLWD provided 1,174 AFY of imported supply to local residential customers. 

3.4.3. Wastewater  

 For more than 40 years, industrial and municipal wastewater discharge has 
occurred in the northern portion of the Temescal Subbasin. Prior to 1963, Sunkist Growers was 
discharging about 790 AFY of wastewater to land along Temescal Wash in the northern portion 
of the subbasin (DWR, 1965), a discharge that apparently continued into the 1970s. Since the 
1950s, the City has been discharging municipal wastewater effluent into ponds along the wash or 
directly into Temescal Wash in compliance with their wastewater discharge permits (RWQCB 
December 19, 2001; September 26, 2001; April 17, 1998a). From 1955 to 1963, discharges 
averaged about 1,000 AFY (DWR, 1965). 

The City operates three wastewater treatment plants (WWTPs), two of which provide 
recharge to groundwater in the Temescal Subbasin. WWTP No.1 and No. 2 are located in the 
northern portion of the subbasin. Prior to 1997, all of the wastewater effluent was discharged to 
one or more of 13 percolation ponds, 10 of which were at the western end of Rincon Street in the 
vicinity of the Corona Airport and three of which are located along Temescal Creek between 
Lincoln Avenue and Cota Street. Discharge to the ponds near the Airport have been discontinued 
and only the three ponds referred to as the Lincoln, Cota North, and Cota South ponds are 
currently in use for discharge percolation (Figure 7). After 1997, WWTP No. 1 also discharged a 
portion of the wastewater into Temescal Wash. Beginning in 2002, the City began recycling a 
portion of the tertiary treated wastewater from WWTP No. 1 for landscape irrigation, reducing 
the overall discharge. WWTP No. 3 is located at the southeastern corner of Temescal Subbasin 
and provides recycled water for irrigation. The plant also discharges a small amount of tertiary 
treated effluent into Temescal Wash when effluent exceeds the irrigation demand.  

Detailed data on wastewater volumes discharged to Temescal Wash and Lincoln and 
Cota ponds were available only dating back to 1997. According to City personnel, earlier records 
are no longer available. Files at RWQCB only date back to 1993, and efforts to recover historical 
RWQCB file archives were unsuccessful. As such, historical amounts of discharge to the 
groundwater basin were estimated using a factor of wastewater generation per household as 
described below.  

Population data, provided in five-year increments in the City’s Water Master Plan (AKM, 
April 2005), were evaluated on an annual basis from 1984 using a linear extrapolation. An 
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average household was assumed to be 3.3 persons. Based on current wastewater generation, a 
factor of 270 gallons per day (gpd) per household was used (AKM, September 2005). This 
method was applied to years where actual data existed to evaluate the accuracy of the 
methodology. The difference between estimated and actual total wastewater generation during 
those years was less than three percent, verifying the method for predicting total wastewater from 
1984 through 1996. Operational information provided by the City indicated that all wastewater 
generated before 1997 was discharge to percolation ponds only. The decline from 1996 to 1997 
reflects the beginning of discharge to Temescal Wash.  

Using this methodology for historical estimates and recent City data, the amount of 
wastewater discharged to the ponds was graphed from 1984 to 2004 as shown on Figure 21. Over 
this time period, wastewater discharge to the ponds averaged 6,574 AFY.  

3.5. Groundwater 

Groundwater occurs under unconfined conditions in the unconsolidated sediments of the 
subbasins including the Channel Aquifer and Alluvial Fan Aquifers. Water level data from the 
underlying consolidated sedimentary units are limited, but groundwater is likely more confined in 
the deeper units. Water levels and groundwater flow in the subbasins are described in the 
following sections.  

3.5.1. Water Levels 

Groundwater data dating back to 1916 were compiled into a water level database from 
multiple sources, including DWR, SAWPA, USGS, Riverside County, and the City.  At least five 
water level measurements in the Study Area were available for each year since 1924 with one or 
two measurements in 1916, 1919, and 1922. Hydrographs were generated for most of the wells 
containing five or more measurements to examine water level trends and fluctuations throughout 
the basin. Three key hydrographs were selected to represent long term water levels in each 
subbasin. Locations of the three wells used to construct the key hydrographs are shown on Figure 
22 and hydrographs are presented on Figures 23, 24, and 25. A discussion of water level trends 
and fluctuations in each subbasin is provided below. 

3.5.1.1. Water Levels in Temescal Subbasin 

Water level changes in the Temescal Subbasin from 1953 to 2004 are shown on the long-
term hydrograph on Figure 23. The graph shows the time period 1947 through 2004 for easy 
comparison to the pumping graph on Figure 20. The hydrograph combines water level data 
recorded during both pumping and static conditions in City Well No. 8, resulting in the somewhat 
spiking nature of the data, especially since 1987. Recent data from the City identified levels 
recorded during or immediately after pumping, but most of the data were not so designated. 
Filtering out designated pumping water levels removed data that appeared consistent with static 
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conditions and left many data points remaining that appeared to be lower than static water levels. 
As such, all levels are shown on Figure 23 to preserve the overall trend. 

Since 1953, water levels have fluctuated a total of about 45 feet, from an elevation of 580 
feet msl to about 535 feet msl (assuming the spikes below that level are influenced by local 
drawdown in the pumping well). In general, water levels correlate to wet and dry hydrologic 
cycles as shown by annual precipitation on Figure 5. The highest water levels were measured in 
the early 1980s in response to a wet hydrologic cycle that began in 1978. These higher levels also 
correlate to a period of relatively low pumping in the subbasin (Figure 20). During a later wet 
cycle from 1992 to 1998, water levels did not recover to 1980s levels, likely due in part to an 
increase in subbasin pumping (Figure 20). 

Current levels appear to be near record lows with levels falling below 540 feet msl over 
the last few years. With precipitation data indicating near-average conditions in the basin, the 
declining water levels may be indicative of over-pumping conditions in the subbasin.  

3.5.1.2. Water Levels in Coldwater Subbasin 

Water levels in the Coldwater Subbasin are illustrated by the hydrograph from City Well 
No. 3 on Figure 24. As shown on the graph, water levels have fluctuated dramatically over the 
last 40 years in response to wet and dry cycles in the basin. In contrast to the 45-foot water level 
fluctuations noted in Temescal Subbasin, water levels in Coldwater Subbasin have varied more 
than 300 feet over approximately the same time period. The highest water level was recorded 
during 1983 at an elevation of 1,112 feet msl within 20 feet of the ground surface. During 2004, 
water levels fell below 800 feet msl for the first time in at least 40 years, possibly representing an 
all-time low water level for the subbasin.  

The wide water level fluctuations over time in Coldwater Subbasin reflect the relatively 
small footprint and compartmentalization of the subbasin (Figure 21). The basin covers only 
about 2,000 acres and is surrounded on the west, north, and south by bedrock. In addition, 
communication with the adjacent Bedford Subbasin is impeded by the North Glen Ivy fault 
(associated with the Elsinore-Chino fault zone). Although the subbasin is capable of receiving 
large amounts of recharge from mountain runoff, it has a relatively limited storage capacity. 
However, it is unknown whether the recent steep decline in City Well No. 3 is reflective of water 
level conditions on a subbasin basis. Water level data are mainly available only in or near active 
pumping wells in the subbasin.  

3.5.1.3. Water Levels in Bedford Subbasin 

An analysis of groundwater conditions in Bedford Subbasin was conducted in support of 
a recycled water feasibility study conducted for LLWD and provided in Appendix D. This 
analysis incorporates and builds on data presented in the main portion of the GWMP. The 
recharge project is a groundwater management strategy for potentially increasing subbasin yield. 
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As described in detail in Appendix D, very few wells in the Bedford Subbasin contain a 
sufficient water level record to analyze long term trends. However several wells near the 
northeast outflow of the subbasin allow for an analysis of water levels at that location (Figure 22). 
One well, City No. 4, is located about 950 feet north of the northeast corner of Bedford Subbasin 
at the mouth of Bedford Canyon. Wells pumping in this area receive recharge from runoff in 
adjacent Bedford Canyon (Temescal Subbasin) as well as surface and subsurface outflow from 
Bedford Subbasin. The location is also downgradient from any subsurface outflow that occurs 
from Coldwater Subbasin (Figure 22). As such, water levels in this area are indicative of the total 
groundwater and surface water discharge where Temescal Wash temporarily leaves the subbasins. 
A hydrograph from this Bedford Canyon well is shown on Figure 25. 

As shown on the hydrograph, water levels have fluctuated only about 60 feet over the last 
40 years. The hydrograph is plotted at the same scale as the Coldwater Subbasin hydrograph 
(Figure 23) for comparison to the 300 feet of change seen just south of this well. In the Bedford 
Canyon well, water levels have been recorded as high as 782 feet, but have remained above about 
770 feet for most of the period of record. Water levels dropped to around 720 feet during the 
relatively dry cycle from 1987 to 1995.  

The ground surface elevation at this well is reported to be about 791 feet msl (Figure 24) 
indicating that water levels are within 10 feet of the ground surface during times of high water 
levels. Downstream ground surface elevations are around 780 feet, similar to water levels in the 
well. These surface elevations indicate the level at which the groundwater basin is likely 
discharging to Temescal Wash as the Wash leaves the subbasins and traverses north across 
consolidated sediments in Temescal Canyon. Production wells in this area are expected to reduce 
surface flows in Temescal Wash, but do not appear to have significantly impacted groundwater in 
any of the subbasins.  

3.5.2. Groundwater Flow Directions 

Groundwater flow in the Study Area is generally from the surrounding uplands toward 
Temescal Wash and then north and northwestward toward the groundwater and surface water 
discharge location at Prado Dam. 

Only a few water level contour maps exist in available documents and none of them 
covers the entire area of the subbasins. As such, water level data were plotted for various time 
periods to analyze groundwater flow directions over time. Water level contour maps are presented 
on Figures 26 and 27 for representative periods of low water levels and high water levels in the 
basin, respectively. These maps are discussed in more detail below.  

3.5.2.1. Groundwater Flow – Spring 1964 

Figure 26 shows a water level contour map based on water levels from Spring 1964 and 
represents a time period when water levels were at relatively low levels in each of the subbasins 
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as indicated on the key hydrographs (Figures 23, 24, and 25). Very few data points were available 
in Bedford or Coldwater subbasins during this time period, and water levels there are highly 
interpretive. In addition, almost no water level data are available in the alluvial fan deposits in 
southwestern Temescal Subbasin, so contours have been interpreted to mirror topography. 

In the Bedford Subbasin, groundwater flows northward in the thin alluvial sediments. 
Given the narrow alluvial constriction at the southern corner of the subbasin, there is unlikely to 
be significant subsurface inflow of groundwater into the Study Area from the south. Almost no 
water level data are available from the central portion of the subbasin and contours were 
interpreted using geology and ground surface elevations.  

Groundwater in Coldwater Subbasin flows from recharge areas in the west toward the 
North Glen Ivy fault that separates Coldwater and Bedford subbasins. Outflow does not likely 
occur during times of low water levels when significant differences in water levels are noted 
across the fault. When groundwater outflow does occur from Coldwater Subbasin, flow likely 
follows subsurface channels beneath the surface water drainageways at the central portion of the 
subbasin boundary. Dissected outcrops of older, semi-consolidated deposits indicate a few 
pathways of incised surface water drainages emanating from Coldwater Subbasin and crossing 
Bedford Subbasin in this area. Once in Bedford Subbasin, both groundwater and surface water 
flow continue northward to the subbasin boundary where flow converges with groundwater flow 
out of Bedford Canyon. Here water levels rise and partially discharge to Temescal Wash as it 
enters Temescal Canyon.   

An area of uncertainty is in southeastern Temescal Subbasin north of Bedford Canyon 
where a groundwater divide may be present. Highly dissected alluvial fan deposits and bedrock 
outcrops of various Miocene-age formations indicate complex geology and thin alluvial deposits 
north of Bedford Canyon (Figures 9 and 10). A groundwater divide is interpreted in this area, 
defined by northerly flow north of the divide and northeasterly flow in Bedford Canyon south of 
the divide.  

In the southwestern portions of the Temescal Subbasin, groundwater flows northeast in 
alluvial fan deposits toward the area of the Channel Aquifer. Groundwater then flows 
northwesterly toward the subbasin outflow at the Prado Management Area. Groundwater rises 
and leaves the basin as surface water discharge at Prado Dam. 

3.5.2.2. Groundwater Flow - Spring 1984 

Groundwater elevation contours estimated for conditions in Spring 1984 are shown on 
Figure 27. Spring 1984 represents the end of an extended wet hydrologic cycle and water levels 
are at relatively high water levels throughout the Study Area. In general water levels in northern 
Temescal Subbasin are about 25 to 40 feet higher than in 1964. In Coldwater Subbasin, water 
levels are almost 200 feet higher than in 1964. In Bedford Subbasin, water levels appear to be 
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similar to 1964, constrained somewhat by the ground surface elevations. Groundwater discharge 
to Temescal Wash is likely occurring in northern Bedford Subbasin during times of high water 
levels. Groundwater flow directions are generally similar to those in 1964. However, outflow 
from Coldwater Subbasin is likely occurring in 1984, adding recharge to the Bedford Subbasin.  

3.5.3. Groundwater Quality 

Groundwater quality data for this study were sourced from SAWPA, the California DPH 
Drinking Water Program (DHS DDWEM, July 2006), and the City of Corona. Data were 
combined into a comprehensive database and used to identify the chemical signature of 
groundwater and concentrations of constituents of concern within the Study Area.  

3.5.3.1. Inorganic Groundwater Chemistry 

Inorganic water quality data from 102 wells in the Temescal, Bedford, and Coldwater 
subbasins were used to evaluate the general groundwater chemistry across the Study Area. Well 
locations are shown on Figure 28 and are color-coded by general areas of similar water quality. 
The water quality in these areas may be impacted by inflows from different source areas based on 
the hydrogeologic analysis of the Study Area. These areas are summarized on the following table. 

Table 3-2 
Groundwater Areas for Water Quality Assessment 

 
Subbasin Groundwater Areas Number of 

Wells 
Temescal Southwestern Alluvial Fan   6 

 Arlington Gap 15 

 Norco Area 16 

 Upgradient (southeast) of Norco  16 

 Downgradient (southwest) of Norco 33 

 Temescal Wash - Bedford Canyon   5 

Coldwater Coldwater Subbasin 10 

Bedford Bedford Subbasin   1 

 

To characterize groundwater quality in these various areas, water quality data were 
evaluated using a geochemical plotting technique known as a Trilinear Diagram (Piper, 1944). 
This technique plots the major anions and cations in percent milliequivalents per liter (% meq/L) 
to characterize inorganic water chemistry and differentiate samples of varying water quality. 
Cations in % meq/L are plotted on the lower left triangle and anions in % meq/L are plotted in the 
lower right triangle. Data are projected onto the central diamond to evaluate overall water type. 
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Water samples of similar quality plot together in a cluster. Water samples that are a mix of two 
different source waters plot between the two source type end members.  

Figures 28 and 29 show trilinear diagrams of the groundwater chemical signatures in 
Coldwater and Temescal subbasins, respectively. Only the most recent reported groundwater 
quality data for each well are plotted. This methodology combines data from 1953 to 2005, but a 
comparison of historical and recent data indicates no significant changes in inorganic water 
chemistry over time. 

Overall, most of the water quality data indicate similar inorganic chemistry. As shown on 
the figures, data points for most of the wells generally cluster in the central portion of the 
diamond (shaded areas on the plots on Figures 28 and 29), indicating primarily a sodium/calcium-
bicarbonate water type. However, variability of water types can be correlated to specific areas and 
indicate the following relationships:  

• Groundwater in the Coldwater Basin (Figure 28) has a relatively high calcium-to-sodium 
ratio compared to groundwater in Temescal Subbasin (with the exception of groundwater 
in the western alluvial fan). This relationship is likely caused by the chemical interaction 
of rainfall and outcropping granitic bedrock (and the lack of outcropping volcanic 
bedrock) in the Coldwater Basin watershed. 

• Groundwater in wells located in the Bedford Canyon portion of Temescal Wash or 
Temescal Canyon (Figure 28) has a higher ratio of calcium-to-sodium and sulfate-to-
chloride than wells located in Arlington Gap. Relative cation concentrations indicate that 
groundwater in the Temescal Wash area upgradient of the Norco area is a mixture of 
waters from both the Temescal Canyon area and Arlington Gap, but are most similar to 
the water in Arlington Gap. 

• Groundwater in wells located in the Norco area has a lower ratio of calcium-to-sodium 
and sulfate/bicarbonate-to-chloride than most other areas. 

• Groundwater in wells located in the southwestern alluvial fan has the highest ratio of 
calcium-to-sodium and sulfate-to-chloride/bicarbonate compared to groundwater in other 
areas. The water type in the alluvial fan may result from geochemical interaction between 
rainfall runoff and the outcropping Santiago Peak volcanics in the western catchment area 
of Temescal Subbasin prior to aquifer recharge along the base of the mountains. 

• Cation concentrations indicate that groundwater in wells located in Temescal Wash 
downgradient of the Norco area appear to be mixtures of groundwater from three sources: 
Temescal Wash upgradient of the Norco area, Arlington Gap, and the western alluvial fan.  

 This water quality source assessment indicates the major sources of water by analyzing 
the blending of different water quality from different areas. Identifying major areas of inflow 
and outflow is critical in developing a strong conceptual model of the aquifer. Based on water 
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quality type, the groundwater in the Channel Aquifer appears to be derived mainly from 
Arlington Gap and to lesser extent Temescal Wash. In addition to these sources, the western 
Channel Aquifer also receives inflow from the Alluvial Fan.  

3.5.3.2. Total Dissolved Solids (TDS) Concentrations in Groundwater 

Groundwater in the Study Area tends to be highly mineralized. Figure 30 shows the range 
of total dissolved solids (TDS) concentrations across the Study Area. Data represent the most 
recent concentration of TDS from 89 wells. The map indicates that groundwater in the Temescal 
Subbasin generally exceeds the secondary maximum contaminant level (MCL) of 500 mg/L for 
drinking water. TDS concentrations greater than 1,000 mg/L are observed beneath Temescal 
Wash and in the Norco area. Groundwater in the Norco area is also characterized by elevated 
hardness. 

TDS concentrations in the Coldwater and Bedford subbasins are generally lower in TDS 
and range from 300 to 650 mg/L. Average TDS concentrations for each subbasin are summarized 
below. 

Table 3-3 
Total Dissolved Solids in Groundwater 

 

Subbasin 
Number 
of Wells 

TDS (mg/L) 

Range Geometric 
Mean 

Temescal 80 307 - 1,950 894 

Bedford 1 630 630 

Coldwater 8 300 - 650 477 

 

3.5.3.3. Nitrate Concentrations in Groundwater 

Elevated nitrate concentrations have been documented in the Temescal Subbasin since at 
least the 1950s. The latest reported nitrate concentrations (as NO3) for 78 wells in the Study Area 
are shown on Figure 31. Water quality data indicate nitrate concentrations ranging from 0.3 to 
124 mg/L. Although the average nitrate concentration in the subbasin is 41 mg/L, nitrate 
concentrations in 28 of the 72 subbasin wells do not meet the primary MCL standard of 45 mg/L 
for drinking water. The highest nitrate concentrations are those associated with wells at the 
Arlington Gap where concentrations of groundwater entering Temescal Subbasin exceed 100 
mg/L. Elevated nitrate concentrations are also generally located along Temescal Wash and on the 
western alluvial fan. 

Groundwater quality in City wells typically does not meet federal or state drinking water 
standards for nitrate (45 mg/L). Nitrate concentrations (as NO3) measured in the City production 



 AB3030  Todd Engineers 
Groundwater Management Plan Page 39 AKM Consulting Engineers 

 

wells typically range from 4.0 to 110 mg/L. Most wells require treatment and/or blending to meet 
regulatory requirements. 

In the Coldwater Subbasin, groundwater nitrate concentrations (as NO3) for six water 
supply wells range from 0.4 to 6.5 mg/L, significantly below the MCL. Although data were 
generally unavailable for the Bedford Subbasin, DWR reports historical elevated nitrate and 
sulfate concentrations in the area (DWR, 1959). However, one recent sample (2007) from a 
Bedford Subbasin well indicated a relatively low nitrate (as N) concentration of 1.2 mg/L (LLWD, 
2007).  

3.5.3.4. Additional Water Quality Concerns 

As urbanization has increased in the Study Area, the potential for groundwater quality 
impacts from anthropogenic (human-influenced) sources has also increased. Numerous 
underground storage tanks (USTs), dry cleaners, and industrial facilities are located across the 
subbasins and in adjacent basins. Potential impacts from historical anthropogenic sources are also 
a concern. For example, years of wastewater discharge by citrus processing facilities occurred in 
areas where locally elevated chloride concentrations have been detected. In addition, the U.S. 
Navy operated an ordnance laboratory in the Norco area in 1957 (DWR, 1959). Data were 
compiled from regulatory agencies in the Study Area to identify areas of concern.  

Regulated Facilities 

Potential threats to groundwater quality are regulated by RWQCB, Department of Toxic 
Substance Control (DTSC), and the Riverside County Department of Environmental Health 
(DEH). A review of the RWQCB database identified 30 major sites that are regulated for possible 
environmental releases in the Corona area and approximately 75 Underground Storage Tank 
(UST) investigations. These sites are shown on Figure 32. Regulated facilities and USTs that 
overlie the areal extent of the Channel Aquifer are of highest concern, given the permeable nature, 
shallow depth, and the reliance on the aquifer for water supply.  

Corona Sanitary Landfill 

One regulated facility, the Corona Sanitary Landfill, has impacted local groundwater 
quality and remains a potential threat to existing city wells and the Channel Aquifer. Riverside 
County Waste Management Department (RCWMD) operates the closed sanitary landfill on an 
80-acre site identified on Figure 32. Groundwater impacted by trichloroethene (TCE) has been 
mapped offsite and downgradient of the landfill. The TCE plume, as interpreted in a 1999 study, 
indicates that elevated TCE concentrations are migrating toward City wells (RCWMD, 1999). 
The study also concludes that more than one source of TCE exists in the area. 

Three City wells downgradient of the landfill plume have already detected low 
concentrations of TCE in micrograms per liter (ug/L) as summarized in the following table. One 
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additional nearby well not has not yet detected TCE, but does not appear to be directly 
downgradient from the TCE-impacted groundwater.   

Table 3-4 
TCE Detections in City Well Samples 

Data Review Period 1999-2002 
 

City Well 
Number of 
Detections 

Highest TCE 
Concentration 

Well 6 7 1.0 ug/L 

Well 7 12 2.2 ug/L 

Well 17 10 2.4 ug/L 

 

Although none of the detections have exceeded the MCL of 5 ug/L, the occurrence of 
TCE at the wells indicates a continuing threat to water quality. Strategies developed for this 
GWMP consider options to address specific water quality concerns.  

3.6. Water Balance 

Preliminary water balances have been prepared for the two subbasins that provide City 
water supply, Temescal and Coldwater, to evaluate current conditions and future sustainability of 
the groundwater resource. Data are generally inadequate for a rigorous assessment, and many 
simplifying assumptions have been made; nonetheless, the water balances presented here provide 
useful information for basin management and address the sustainability of the groundwater 
resource.  

Data gaps and uncertainties associated with the Bedford Subbasin limit the ability to 
quantify inflows and outflows. In addition, Bedford Subbasin is relatively shallow, characterized 
by thin alluvial sediments and relatively high water levels with very little water use. Only one 
groundwater management strategy was identified with the Bedford Subbasin (groundwater 
recharge by LLWD) and that strategy was analyzed based on water level data and did not require 
a detailed water balance.  Further analysis of the Bedford Subbasin in a feasibility study of the 
LLWD management strategy is provided in this document as Appendix D.  

The water balances for Temescal and Coldwater subbasins are useful beyond application 
to GWMP management strategies. The evaluation provides a tool to improve the understanding of 
the groundwater system and to refine the conceptual model. It also supports improved monitoring 
in the basin, identifying where additional data would be most useful. The water balance will 
continue to be refined and updated in the future as additional data become available. In addition, 
the water balance provided a foundation of the development of the numerical model used to 
assess some management scenarios. 
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The water balance relies on data presented in the previous sections of the GWMP. 
Groundwater subbasin conditions and analyses are not repeated in this section, but previous 
figures are referenced where applicable. A more complete explanation of each figure is contained 
in the section where each was first introduced.  

3.6.1. Approach 

The water balance for Study Area subbasins examines inflow into the subbasins, outflow 
from the basins, and change in groundwater storage in the basin, recognizing the following 
relationship: 

Inflows – Outflows = Change in Storage 

To examine how these components change through time with varying amounts of 
recharge and pumping, the balance was conducted over a 15-year period, 1990 through 2004, 
covering a full hydrologic cycle of wet and dry conditions as well as significant changes in 
groundwater pumping. Change in groundwater storage over that time period was estimated 
independently using water level data, and compared to the net difference between estimated 
inflows and outflows to check for inconsistencies and to identify simplifying assumptions or data 
gaps of concern. For the Temescal Subbasin, the balance was further evaluated with the 
construction and calibration of a numerical groundwater model. These steps allow for a 
reasonable range of values to be determined for each element of the water balance and highlight 
the sensitivity of the water balance to specific elements. 

To evaluate water balance components, the contributing watersheds and subbasins were 
subdivided and designated as water balance units to assist in the analysis. These units are shown 
on Figure 33 and allow for grouping areas together of similar land use, soil type, and/or other 
water balance factors within each unit. The delineation of similar areas within the water balance 
units are referred to in this document as water balance elements. These elements are shown on 
Figure 34 and represent areas of similar land use, soil type and precipitation zones. 

Throughout this report, areas are shown to the nearest acre, and water budget items are 
shown to the nearest AF. As a result, large numbers may appear to be accurate to four or five 
significant digits, which is not the case. Values for data that are measured directly, such as water 
levels, streamflow, and groundwater pumping, are probably accurate to two or possibly three 
significant digits. Values for data that are estimated, such groundwater storage changes and 
groundwater inflows and outflows, are probably accurate to only one or two significant digits. All 
digits are retained in the text and tables to preserve correct column totals in tables and to maintain 
as much accuracy as possible when converting units or conducting subsequent calculations.  
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3.6.2. Temescal Subbasin Water Balance 

The water balance for the Temescal Subbasin was initially conducted through an 
independent evaluation of the different components of inflow and outflow from the subbasin. The 
resultant change in storage was checked for reasonableness by estimating the change in storage 
indicated by water level fluctuations over the Study Period. These inflows and outflows were then 
incorporated into a numerical groundwater model based on the hydrogeologic conceptual model 
of the basin. Inflows and outflows were adjusted during calibration to provide a better fit to 
measured water levels in key areas of the basin. The methodology for each of these steps is 
summarized in the following sections. Table 3-5 summarizes the water balance results as 
modified through groundwater model calibration. Documentation of the development of the 
groundwater model is provided in Appendix C.  



Water Year  1990 1991 1992 1993 1994 1995 1996 1997 1998 1999 2000 2001 2002 2003 2004 Ave.

INFLOWS
Deep Percolation from Precipitation 0 653 1,122 12,694 0 1,766 0 0 3,753 0 0 1,714 3,076 608 913 1,753
Infiltration of Runoff in Detention Basins 478 478 482 478 478 478 482 478 478 478 482 478 478 478 482 479
Recharge from Wastewater Discharge 6,978 7,380 7,797 8,214 8,629 9,056 9,474 5,238 7,812 3,650 6,104 6,072 6,289 5,994 7,997 7,112
Subsurface Inflow Subtotal 5,602 5,828 4,603 3,643 3,983 4,945 5,407 4,717 4,806 5,097 4,695 4,068 3,173 3,778 4,186 4,569

 - Arlington Gap 4,654 4,880 3,652 2,695 3,035 3,997 4,456 3,769 3,858 4,149 3,745 3,120 2,225 2,830 3,235 3,620

 - Temescal Wash (Temescal Canyon) 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113

 - Bedrock in Watershed 783 783 785 783 783 783 785 783 783 783 785 783 783 783 785 783

 - Norco 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52

Return Flows Subtotal 1,897 1,506 1,545 1,575 1,780 1,790 902 2,262 2,207 2,716 2,749 2,455 2,712 2,760 2,760 2,108
TOTAL INFLOWS (AFY) 14,956 15,844 15,549 26,605 14,871 18,035 16,264 12,696 19,057 11,940 14,030 14,788 15,728 13,618 16,338 16,021

OUTFLOWS
Groundwater Pumping 10,248 7,294 9,378 10,302 8,465 9,233 10,470 11,492 12,889 13,847 12,251 13,981 19,986 19,073 20,112 12,601
Subsurface Outflow to Santa Ana River 4,104 3,944 3,973 4,019 4,028 4,040 4,050 4,061 4,074 4,074 4,096 4,102 4,123 4,121 4,114 4,062

TOTAL  OUTFLOWS (AFY) 14,352 11,238 13,351 14,321 12,494 13,273 14,520 15,553 16,963 17,920 16,347 18,082 24,109 23,194 24,227 16,663

Table 3-5
Water Balance Summary for Temescal Subbasin

AB3030 Groundwater Management Plan
Todd Engineers

AKM Consulting Engineers

Cumulative Change in Storage (AF) 604 5,210 7,408 19,692 22,069 26,831 28,575 25,718 27,812 21,832 19,514 16,220 7,839 -1,737 -9,627
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3.6.2.1. Inflows to Temescal Subbasin 

Inflows to the Temescal Subbasins include the following: 

• deep percolation from rainfall on the basin floor 

• return flows from urban and agriculture irrigation 

• infiltration of runoff from surrounding uplands 

• stormwater infiltration at flood control basins 

• discharge at wastewater recharge ponds 

• subsurface inflow from adjacent subbasins. 

Each inflow component is estimated on an annual basis over the Study Period from 1990 
through 2004. Methodology, assumptions, and results are discussed below.  

Deep Percolation from Precipitation 
Deep percolation from precipitation is the amount of precipitation (rainfall) that falls on 

the floor of the groundwater basin and infiltrates through the soil to the underlying water table. 
The volume of deep percolation is influenced by factors including the amount and timing of 
precipitation, soil type, geology, topography, vegetation cover, and extent of impervious areas 
(e.g., pavement and buildings). In the Study Area, deep percolation is limited due to the large 
impervious area of urban development that covers the basin floor, especially over the productive 
Channel Aquifer. In this area, a large portion of rainfall is funneled to lined storm drains and 
prevented from recharging groundwater. Nonetheless, deep percolation represents a significant 
portion of the subbasin inflow in wet years.  It contributes almost no inflow in dry years.  

Deep percolation was calculated over the Study Area using two steps: a runoff analysis 
and a soil moisture balance. The runoff analysis used the SCS Curve Number method to estimate 
the amount of precipitation resulting in runoff based on land use type, soil type, and precipitation 
amount. The soil moisture balance examines the precipitation that does not result in runoff and 
determines the amount available for groundwater recharge. 

To account for the factors that vary spatially, the Study Area was divided into unique 
elements. This was accomplished by overlaying spatial maps to create elements each with a 
single soil hydrologic classification, soil moisture capacity value, precipitation multiplier, and 
land use category. Because the land use changes over time, a set of elements was created for each 
year that a land use map was available (i.e., even years from 1984 - 2004). For each year without 
a land use map (odd years), it was assumed that the land use remained the same as the previous 
year. The elements created for 2004 are shown on Figure 34.  
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For each element, the runoff analysis and soil moisture balance were applied to estimate 
deep percolation. Elements within the groundwater basin are applicable to deep percolation, while 
elements in the contributing watershed were analyzed as part of the evaluations of infiltration of 
runoff and subsurface inflow, respectively, which are addressed in subsequent sections. 

Runoff Analysis 

The Curve Number runoff analysis was developed by the SCS (Soil Conservation Service, 
now the U. S. Natural Resources Conservation Service, NRCS). The method is described in the 
document Technical Release 55 from the U.S. Department of Agriculture (USDA, 1986). Direct 
runoff is calculated as a relationship between rainfall, the potential maximum initial abstractions 
and the retention after runoff begins.  

Rainfall was estimated for each element and each month using historical rainfall data 
from the Elsinore station and the PRISM isohyetal map (see Figure 6). For watershed areas with 
substantially higher rainfall than Elsinore, monthly rainfall amounts were estimated by applying a 
rainfall-elevation factor based primarily on the PRISM map. Land use also was considered. 
Information on land use types and the portion of impervious area by housing type (provided in the 
Riverside County Flood Control and Water Conservation District Hydrology Manual) were used 
to derive a weighted average percent impervious area, 56 percent, which was used for all urban 
types. All precipitation falling on these impervious areas was assumed to become runoff that was 
captured by storm water collection systems (and removed from the water balance). 

Initial abstractions include water that is captured before runoff. This initial abstraction 
includes plant interception, initial infiltration, and surface storage associated with ground cover 
and can be expressed as a percentage of the maximum retention. For the purposes of this study, 
initial abstractions were assumed to be 20 percent of the maximum retention, the recommended 
default value from the NRCS.  

The potential maximum retention is estimated using a coefficient, or curve number. The 
curve number is based on information on land use and soil hydrologic classification, obtained 
primarily from the Hydrology Manual. The manual provides maps showing soil hydrologic 
groups (e.g., Group A – high infiltration through Group D – very slow infiltration) and provides 
the curve numbers for specific land use types and soil hydrologic groups. For this analysis, curves 
representing moderate runoff potential were used to calculate direct runoff on a monthly basis. 
These runoff values then were subtracted from actual precipitation to derive the effective 
precipitation. The effective precipitation is assumed available to meet ET demands, to contribute 
to soil water capacity, and to provide deep percolation to groundwater.  

Soil Moisture Balance 

Once the effective precipitation was calculated in the Curve Number analysis, it was 
input to the soil moisture balance. The soil moisture balance accounts for soil moisture storage 
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and provides an estimate of ET; the remaining water is assumed to recharge the aquifer as deep 
percolation.  

Soil moisture holding capacity values were derived using the Riverside County and 
Orange County soil surveys performed by the NRCS (2006). Soil moisture capacity for each soil 
type was derived from the weighted average of the moisture capacity over the entire rooting depth. 
The soil types then were divided into four categories based on soil moisture holding capacity: low, 
medium, high, and very high capacity. These categories were overlain with the soil hydrologic 
groups (A through D). Figure 35 shows the distribution of the resulting soil types; soils without 
soil moisture holding capacity data (unknown-UNK or not available-NA) are indicated.  

The soil moisture balance was applied to each element to evaluate deep percolation. In 
brief, the soil moisture balance computes deep percolation on a monthly time step as the residual 
of the equation:  

Effective precipitation - ET - soil moisture storage = deep percolation. 

The rate of percolation was then applied to each area to calculate the total volume of 
recharge from deep percolation. This analysis resulted in a range of recharge estimates from less 
than one AFY of recharge in years of very low precipitation such as 1999 and 2002 to almost 
10,000 AFY in 1993, the wettest year of the Study Period. These numbers were adjusted upward 
slightly (about 2 percent) in the groundwater model during model calibration as documented in 
Appendix C. Final recharge values for the purposes of the water balance are provided in the first 
row of inflows in Table 3-5.    

As shown in the table, deep percolation of precipitation averages 1,753 AFY for the 
Temescal Subbasin, accounting for about 11 percent of the total average subbasin inflow and 
about 7 percent of average precipitation over the Study Period. During that time period, recharge 
from deep percolation ranged from 0 AFY to 12,694 AFY. 

Return Flows  
When land is irrigated, either for agricultural or urban landscape uses, most of the water 

is consumed through ET, but some water typically percolates to the underlying water table 
(depending on irrigation efficiency). Urban return flows may also include leakage from septic 
systems, municipal pipelines, or other urban uses. Figure 8 shows general land uses in the Study 
Area for 1984 and 2004. For the purposes of this analysis, any area that currently receives water 
from a municipality is considered part of the urban area. 

Urban Return Flows 

The analysis of urban return flows involved evaluation of 1) the amount of municipal 
water used outdoors and 2) the portion of outdoor water that percolates to groundwater. Urban 
outdoor water use generally involves landscape irrigation, with different customer types (e.g., 
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single family homes, multiple family homes, commercial/industrial, and landscape irrigation) 
using a different portion of water outdoors. The distribution of customer types in Corona was 
obtained from the City’s Urban Water Management Plan (AKM, December 2005) and the amount 
of water served to each customer type was totaled. Estimation of the portion of water used 
outdoors for different customer types was derived from online DWR data on indoor/outdoor use 
for the North Riverside Detailed Analysis Unit from 1998-2004. While the relative portions of 
indoor and outdoor water use varied significantly from year to year, representative 
apportionments of 40 percent water use indoors and 60 percent water use outdoors was selected 
for multiple family homes. The apportionments for commercial customers and single family 
homes were similar. Applying these apportionments to the customer types and total water use, the 
portion of the total water supply used outdoors was estimated at 62.7 percent.  

The urban return flow is the portion of applied irrigation water that exceeds the ET 
demands of the landscaping. For the purposes of this analysis, it was assumed that landscape 
irrigation water is not typically allowed to run off. Assuming that the average irrigation system is 
90 percent efficient, then 10 percent of the applied water results in return flows to groundwater.  
Thus for each year, 10 percent of the water used outdoors returns to the aquifer as percolation.  

A similar calculation addresses additional urban areas served by the City of Norco and 
Home Gardens County Water District. Assuming that water use has a similar indoor/outdoor 
apportionment as in Corona, the same portion (62.7 percent) of total water supply used outdoors 
was assumed. Similarly, it was assumed that 10 percent of the outdoor use would contribute to 
return flows.  

Using this methodology, urban return flows average 1,960 AFY related to the City water 
supply and an additional 86 AFY associated with other urban water suppliers.  

Agricultural Return Flow 

Estimation of agricultural return flows was based on the total amount of applied water 
and the consumed fraction, which represents the portion of applied irrigation that is consumed by 
the crop through ET. According to the DWR website, the average consumed fraction for citrus 
crops in the North Riverside DAU from 1998 to 2002 was approximately 74 percent. The 
remaining 26 percent, assuming no runoff, represents agricultural return flow.  

Although agricultural areas are now mostly urbanized, some agricultural areas were 
persistent in early portion of the Study Period. However, these agricultural return flows are small 
and average about 61 AFY, or less than one percent of total inflows to the groundwater subbasin. 
Total return flows for both urban and agriculture for Temescal Subbasin average about 2,108 
AFY, about 13 percent of total inflows (Table 3-5). 
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Infiltration of Runoff 
Although large amounts of natural runoff are generated in the Santa Ana Mountains west 

of the subbasin, most of this runoff is captured by the City’s stormwater management system and 
is unavailable for infiltration into the groundwater basin. Two large flood control (detention) 
basins, the Oak Avenue Basin and the Main Street Basin, have been constructed on two main 
drainageways along the mountain front. These basins are owned and operated by the Riverside 
County Flood Control and Water Conservation District (RCFCWCD). The locations of these 
basins are shown on Figure 7. The Oak Avenue and Main Street detention basins together cover 
28 acres and hold 240 AF of water at full capacity (about 120 AFY each) (PBS&J, 2004). The 
basins are operated to only detain peak flows and only a small amount of runoff is estimated to 
infiltrate the basin floor. Almost all of the flow is diverted into lined canals that drain to a lined 
portion of Temescal Wash, which ultimately conveys the runoff out of the subbasin. The only 
other large drainageway that provides significant runoff to the subbasin is Bedford Wash in the 
south. Runoff on this drainage is also lost from the Temescal Subbasin as it flows into Temescal 
Wash. 

A variety of methodologies were examined to estimate the potential annual recharge 
through the Oak Avenue and Main Street detention basins, resulting in a wide range of possible 
values from several hundred AF to several thousand AF. The evaluation considered the potential 
wetted area, potential infiltration rates, variations in annual runoff, and anecdotal information on 
the number of days that water is observed in the basins. It was determined from this review that 
reasonable ranges of potential infiltration varied considerably. However, since the basins are 
operated only to detain peak flows for a very short duration, it was determined that a conservative 
average of infiltration would be appropriate for the water balance. As such, an estimated 
infiltration volume of 480 AFY is used. This is equivalent to about 240 AFY for each basin and 
assumes that an amount equal to twice the total basin capacities infiltrates to groundwater each 
year. This is considered a conservative amount and represents only about five percent of the 
runoff that could potentially reach the detention basins. The 480 AFY is maintained for every 
year in the Study Period. (The slightly different amount of 478 to 482 shown on Table 3-5 reflects 
rounded values extracted from detailed groundwater model budget outputs). 

Another area for potential infiltration of runoff exists on the eastern side of Temescal 
Subbasin where Temescal Wash enters the subbasin from Temescal Canyon (Figure 7). Here, 
surface water is allowed to infiltrate along a short segment of the subbasin before entering a lined 
culvert near Magnolia Avenue (lined portion shown on Figure 7). The area available for recharge 
has historically been characterized by high groundwater, apparently from surface water 
infiltration and fine-grained soils at the surface. As such, infiltration from the wash is thought to 
be small and has been calculated by applying Darcy’s Law to the subsurface area of Temescal 
Wash. This method results in an estimate of about 113 AFY of recharge, on average. In the 
absence of data that would be needed to allow this number to vary within a reasonable range of 
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values, the average amount is applied to the water balance for each year of the Study Period as 
shown on Table 3-5.  

Wastewater Recharge 
Since the 1950s, the City has discharged treated wastewater into unlined ponds in 

northern Temescal Subbasin. The current locations of the percolation ponds are indicated on 
Figure 33 and a graph of wastewater discharge to the ponds is provided on Figure 21. The three 
ponds, referred to as Lincoln, Cota North, and Cota South, range in size from 2.95 acres to 6.81 
acres, and together total 16.51 acres. Since 1984, effluent volumes have ranged between 3,649 
AFY and 9,476 AFY (Figure 21).  

A 2006 wastewater pond investigation documented high historical percolation rates, 
ranging up to 25 feet per day (AKM, 2006). During the time of the investigation, percolation had 
decreased to less than 1 foot per day due to the buildup of clogging particles and organic material 
on the bottom of the ponds. As recommended in the investigation report, removal of fines and 
other pond rehabilitation methods were implemented and the higher percolation rates were 
restored. The amount of evaporation from the ponds is estimated to be small, given the high 
percolation rates and observations by City staff (perhaps about 30 inches or 40 AFY) and was not 
incorporated into the recharge amounts.  As such, recharge to Temescal Subbasin from the 
wastewater discharge ponds is estimated to range from about 3,650 AFY to 9,474 AFY and 
averages 7,112 AFY as shown in Table 3-5. 

A portion of the wastewater from WWTP No. 1 is now treated to tertiary levels and used 
for park irrigation. This change in operation occurred late in the Study Period (2002) and adds 
only a small amount of additional return flows for 2003 and 2004. As such, it is considered to 
have a negligible effect on the water balance. 

The City operates a third WWTP, located at the southeast corner of Temescal Subbasin. 
Wastewater is used for local irrigation, with a small percentage discharged to Temescal Wash. 
Any addition of wastewater does not affect the water balance as the recharge from Temescal 
Wash is limited by lined channels and has been estimated at 113 AFY as described above. 

Subsurface Inflow 
Subsurface inflow contributes to the Temescal Subbasin from adjoining basins. In 

addition, some inflow likely occurs along the entire circumference of the Study Area from 
adjacent bedrock. General areas where subsurface inflows and outflows occur are indicated 
conceptually by arrows on Figure 33 and described in more detail below. 

Subsurface Inflow at Arlington Gap into Temescal Subbasin 

Water level contour maps indicate that groundwater enters the Temescal Subbasin from 
the Riverside-Arlington Basin through a narrow arm of the alluvial basin referred to as the 
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Arlington Gap (Figure 33). To estimate the volume of subsurface inflow across Arlington Gap, a 
calculation applying Darcy’s Law was conducted using the cross-sectional area of water-bearing 
sediments, estimated hydraulic conductivity values, and a measured hydraulic gradient of 0.0028 
ft/ft across the subbasin boundary. This amount was used as a preliminary target for inflow at this 
boundary in the groundwater model. Inflow amounts estimated by the model are provided on 
Table 3-5 and average 3,620 AFY. The methodology of the initial Darcy’s Law calculation is 
described below. 

As shown on cross-section C-C’ (Figure 14), the saturated aquifer thickness at Arlington 
Gap (as defined by DWR Well 193583) is about 400 feet and includes both the Channel Aquifer 
and underlying Tertiary-age sandstones. Applying a K value of 1,500 gpd/ft2 (200 ft/day) to the 
Channel Aquifer and 100 gpd/ft2 (13 ft/day) to the Sandstone Aquifer results in an estimated 
average annual subsurface inflow through Arlington Gap of 4,869 AFY, of which 95 percent is 
represented by groundwater flow through the Channel Aquifer. This volume is in close agreement 
with a previous estimate by DWR of 3,000 AFY (DWR, 1947). 

This value was tested in the groundwater flow model. As described in Appendix C, the 
boundary condition at the Arlington Gap was simulated with a specified head tied to water level 
data in a production well operated by Home Gardens Water District and located near the gap. As 
shown on Table 3-5, groundwater modeling indicated that inflow at the gap averaged 3,620 AFY 
over the Study Period and ranged from about 4,880 AFY to 2,225 AFY. Inflow decreased over 
the last few years in the Study Period in response to declining water levels in the well. 

Subsurface Inflow from Surrounding Bedrock 

Although limited by permeability, the bedrock surrounding the groundwater subbasin is 
recharged by small amounts of local precipitation. This bedrock groundwater system is in direct 
hydraulic communication with the groundwater in the alluvial basin over a relatively large area in 
the subsurface. Assuming that bedrock recharge and subsurface inflow will vary with 
precipitation, a soil moisture balance was calculated on the watershed area and the resulting 
groundwater recharge was used to approximate subsurface inflow. This amount was adjusted 
upward during model calibration. 

Using these methods, about 783 AFY on average is estimated to provide subsurface 
inflow to the Temescal Subbasin from adjacent bedrock areas (Table 3-5). Although the amount 
was assumed to vary somewhat with precipitation, the lag time for inflow is unknown. Therefore 
a simplifying assumption was made using the average amount of inflow for each year in the 
Study Period as shown on Table 3-5. This inflow is relatively small and represents less than one 
percent of total precipitation in the watershed.  
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Subsurface Inflow from Norco Area  

Although most of the Norco area is included within the Temescal Subbasin boundaries as 
provided by DWR, there are significant unknowns associated with the area. Alluvial sediments 
appear to be thin and interrupted by bedrock highs. In addition, a groundwater divide is indicated 
by the data, with some groundwater flow indicated to the north toward the Santa Ana River and 
exiting the subbasin. The area that contributes groundwater flow to the Temescal Subbasin is 
uncertain. As such, the area was simulated in the groundwater model as providing a specified 
flow into the subbasin, derived from a simple calculation of subsurface inflow using Darcy’s Law. 
That calculation indicated an inflow of approximately 52 AFY, an amount that was held constant 
as an annual subsurface inflow for Temescal Subbasin water balance (Table 3-5).  

3.6.2.2. Outflows from Temescal Subbasin 

Two outflows from the subbasin have been accounted for in the water balance. The 
largest of these is groundwater pumping, mostly from the City’s production wells. The other 
outflow component is the amount of groundwater that rises to surface water and contributes to the 
Santa Ana River outflow at Prado Dam. The incorporation of these components in the water 
balance is described below. 

Pumping 
Water pumped from the subbasin supplies water for urban, agricultural, and industrial 

uses. During the Study Period (1990 -2004), municipal uses account for 94 percent of the 
production. Pumping totals from the DMS were input into the water balance and the groundwater 
model. The monthly distribution of pumping used in the groundwater model was determined from 
the time period when monthly data were available and average monthly percentages were applied 
to annual totals.  

As shown on Table 3-5, pumping represents the primary outflow in the water balance. 
During the Study Period, production in Temescal Subbasin averaged 12,601 AFY and ranged 
from 7,294 AFY to more than 20,000 AFY. In general pumping has increased during the Study 
Period with a significant increase beginning in 2002 when pumping exceeded 19,000 AFY.  From 
1990 to 2002, pumping averaged 10,821 AFY. From 2002 through 2004, average pumping 
increased more than 80 percent to 19,724 AFY. Section 3.4 provides a more complete discussion 
of pumping in the Study Area.  

Subsurface Outflow 
Subsurface outflows from the Temescal Subbasin are interpreted to occur at two main 

locations: contribution to baseflow at the Santa Ana River and contribution to Temescal Creek 
baseflow near Bedford Canyon. Methodology was similar to the calculations for subsurface 
inflow previously described.  
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Subsurface Outflow from Temescal Subbasin at Santa Ana River 

Groundwater level contours in the Study Area (Figures 26 and 27) indicate that 
groundwater flows out of the Temescal Subbasin in the Prado Management Area (flood control 
basin) of the Santa Ana River (northern portion of the Study Area). Groundwater rises and 
discharges from the valley via surface water flow at Prado Dam. However, to incorporate 
subsurface data and provide a more reliable estimate of this amount, the outflow calculation was 
initially estimated at a location judged to be just upgradient of groundwater discharge to surface 
water. 

To estimate the annual volume of subsurface outflow from Temescal Subbasin, the same 
methodology and K values were applied as those used for the Channel Aquifer and Tertiary 
deposits in the Arlington Gap inflow calculation. A hydraulic gradient of 0.0009 ft/ft was 
measured across the northwestern boundary of Temescal Subbasin, and an average saturated 
thickness of 600 feet was assumed for the Tertiary deposits. Results of the calculation using 
Darcy’s Law indicate that the estimated annual subsurface outflow from Temescal Subbasin is 
4,352 AFY, of which 90 percent is represented by groundwater outflow through the Channel 
Aquifer. This volume is within the previously estimated range of 3,000 to 9,000 AFY made by 
USGS in a study of groundwater outflow to Prado Management Area (French, 1972). 

In order to analyze the variability of this outflow, output from the calibrated groundwater 
model was reviewed. This boundary was simulated as a general head boundary based on 
elevation of the pool at Prado Dam. Details of this boundary condition are provided in Appendix 
C. The model output agrees closely with the estimates from the calculations described above. 
These amounts are provided as outflow from the basin and are listed in Table 3-5. As shown in 
the table, average outflow to surface water is estimated at 4,062 AFY and varies within a 
relatively narrow range from 3,944 AFY to 4,123 AFY. 

Subsurface Outflow from Temescal Subbasin along Bedford Canyon  

Subsurface outflow from Temescal Subbasin at the subbasin southeast corner is 
interpreted to occur in the alluvial sediments of Bedford Canyon. According to hydrographs in 
this area (e.g., Figure 25 with location on Figure 22), groundwater discharge to surface water 
occurs in this area as Temescal Wash enters Temescal Canyon. Runoff contributing to infiltration 
along Bedford Wash is not accounted for in the water balance and is assumed to exit the subbasin 
as either groundwater or surface water. Because this area does not impact the remaining portions 
of the water balance, inflows and outflows are not included for this area. 

Total Outflows 
As shown on Table 3-5, total outflows from Temescal Subbasin, including pumping and 

subsurface outflow, average 16,663 AFY, about 642 AFY larger than average inflows. Outflows 
were generally less than inflows on an annual basis for most of the early years of the Study Period. 
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In recent years, outflows have exceeded inflows, especially in 2002-2004 when pumping amounts 
increased to about 20,000 AFY.   

3.6.2.3. Change in Groundwater Storage in Temescal Subbasin 

Groundwater in storage refers to the volume of groundwater in the saturated aquifers 
from the water table down to a level where groundwater extraction is limited by factors such as 
deteriorating water quality, insufficient permeability, or excessive lift costs. The amount of 
groundwater in storage changes from year to year with climatic variation and basin operation (i.e. 
pumping). The water balance provides a regional assessment of the change in storage by 
estimating how much water is entering and leaving the groundwater basin on an average basis 
and serve as an initial guide to the average amount of groundwater that can be extracted without 
significant depletion of groundwater. The balance is only an initial indication; changes in 
groundwater storage from pumping are controlled by pumping locations, boundary conditions, 
and the ability of pumping to capture inflows and outflows in the basin. 

The change in groundwater storage predicted by the water balance is the subtraction of 
outflows from inflows. Although this calculation can be made annually, the change in storage 
over the Study Period is more representative of groundwater basin response to variable 
hydrologic conditions over time. The cumulative change in storage over the Study Period is also 
tabulated on Table 3-5 and represented by the graph at the bottom of the table.  

For the Temescal Subbasin, the change in groundwater storage over the Study Period is 
estimated at -9,627 AF, an average deficit of about -642 AFY. The graph on Table 3-5 tracks the 
cumulative change in groundwater storage for each year of the Study Period (blue line on the 
graph on Table 3-5). The change in storage became negative only in the last two years of the 
Study Period, a time when average inflows were a little less than average (especially in 2003), but 
outflows increased more than 40 percent from average outflows due to increased pumping. 

The deficit in cumulative change in storage is judged reasonable given that water levels 
have generally declined from 1990 to 2004. However, given that the pumping is primarily in the 
Channel Aquifer in the northern portion of the subbasin (Figures 16 and 18), the decline in water 
levels has not likely occurred on a basin-wide basis. Hydrographs in the Channel Aquifer indicate 
a water level decline of about 10 feet over the Study Period (e.g., Figure 23). The Channel 
Aquifer extends over about 3,000 acres and has an estimated specific yield of about 20 percent. 
Using these data and assuming an aquifer-wide water level decline, the change in storage is 
estimated at about -6,000 AFY. This amount is reasonably close to the average estimated change 
in storage in the water balance of -9,627 AFY (Table 3-5).  
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3.6.3. Coldwater Subbasin Water Balance  

The water balance for the Coldwater Subbasin was initially conducted through an 
independent evaluation of the different components of inflow and outflow from the subbasin. The 
resultant change in storage was checked for reasonableness by estimating the change in storage 
indicated by water level fluctuations over the Study Period. The methodology for each of these 
steps is summarized below. Table 3-6 summarizes the water balance. 



Water Year  1990 1991 1992 1993 1994 1995 1996 1997 1998 1999 2000 2001 2002 2003 2004 Ave.

INFLOWS
Deep Percolation from Precipitation 69 434 548 1,424 111 623 55 96 891 29 138 435 49 375 544 388
Subsurface Inflow from Watersheds 4 13 28 576 1 24 1 3 42 0 3 27 1 11 14 50
Return Flows

          - Agriculture 33 42 45 46 49 50 53 21 47 54 3 12 0 0 0 30
          - Urban 127 159 169 149 135 121 165 166 200 162 160 143 121 118 160 150
          - Industrial 226 183 149 112 95 98 124 132 143 210 42 129 158 189 324 154

Infiltration from Runoff 1,554 5,362 5,245 9,130 2,252 5,870 1,888 2,242 7,429 555 2,273 4,435 1,227 4,788 5,890 4,009
Glen Ivy Hot Springs Discharge 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90

TOTAL INFLOWS (AFY) 2,102 6,283 6,273 11,525 2,733 6,876 2,376 2,751 8,843 1,099 2,709 5,270 1,645 5,571 7,023 4,872

OUTFLOWS
Pumping        4,600        5,630        6,758        8,100        6,066        7,746        7,073        6,646        9,461        9,231        6,082        4,377        3,984        3,877        4,635 6,284
Subsurface Outflow to Bedford Subbasin 0 0 0 280 110 160 50 0 90 0 0 0 0 0 0 46

TOTAL OUTFLOWS (AFY) 4,600 5,630 6,758 8,380 6,176 7,906 7,123 6,646 9,551 9,231 6,082 4,377 3,984 3,877 4,635 6,330

Table 3-6
Water Balance Summary for Coldwater Subbasin

Cumulative Change in Storage (AF) -2,498 -1,845 -2,329 816 -2,627 -3,657 -8,404 -12,299 -13,007 -21,140 -24,513 -23,619 -25,958 -24,264 -21,876
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3.6.3.1. Inflows to Coldwater Subbasin 

Deep Percolation from Rainfall 
Deep percolation was calculated over the Study Area using two steps: a runoff analysis 

and a soil moisture balance, using the same methodology described for the Temescal Subbasin 
water balance. As shown in Table 3-6, deep percolation of precipitation is estimated to average 
388 AFY for the Coldwater Subbasin, or about 8 percent of the total inflows. The amount is 
variable from year to year and is most significant during wet years (e.g., 1,424 AFY in 1993). The 
amounts are slightly higher than would be anticipated for average rainfall due to the open pits, 
permeable surface soils, and relatively un-vegetated industrial area of gravel mining in the 
southern portion of the subbasin. 

Infiltration of Runoff 

For Coldwater Subbasin, large amounts of runoff are generated in the Santa Ana 
Mountains adjacent to the basin and, unlike Temescal Subbasin, are not funneled into concrete 
lined culverts. The amount of water available for recharge varies annually with changes in rainfall 
and runoff amounts. Runoff was estimated from the contributing watershed using the same Curve 
Number methodology described in the Temescal Subbasin water balance. 

Runoff into the Coldwater Subbasin is subject to ET, infiltration, or continued surface 
flow to the local drainageway of Temescal Wash. The contributing watershed to Coldwater 
Subbasin is comprised of about six individual watersheds. From south to north these are Mayhew 
Canyon, Coldwater Canyon, Anderson Canyon, Bixby Canyon, Brown Canyon, and smaller 
drainages south of Bedford Canyon. The northern subbasin is more developed and contains a 
stormwater control system. Therefore, it was assumed that runoff from the northern watersheds 
(i.e., Anderson, Bixby, Brown, and smaller drainages) do not significantly contribute to 
groundwater recharge. Runoff from Coldwater and Mayhew canyons, however, are diverted and 
managed for recharge and, as such, contribute significant amounts of inflow into the subbasin. 
Runoff from these two individual watersheds was based on the percentage of the entire 
contributing watershed area represented by Coldwater and Mayhew watersheds.  

Runoff from Coldwater and Mayhew canyons is captured and diverted to gravel pits or 
spreading areas for groundwater recharge in the subbasin (MWH, 2004). The City has 
constructed berms and in-stream diversion structures along Coldwater Wash (assisted by 
Chandler Inc., the operator of the adjacent sand and gravel mining operation). Numerous berms 
capture streamflow and allow for infiltration into the permeable gravels of the streambed. 
EVMWD diverts varying amounts of surface water runoff along Mayhew Wash to gravel pits for 
enhanced groundwater recharge. Some portion of the diverted water may also provide irrigation 
to agriculture users in the subbasin, but the amount dedicated to such use is not documented 
(MWH, 2004).  
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Although most of the Coldwater and Mayhew runoff is conserved, wet years generate 
large amounts of water that bypass the recharge structures and flow to Temescal Wash (in some 
years causing flooding of local roads). For purposes of the water balance, in years with a total of 
more than 6,000 AFY of runoff it was assumed 85 percent of the runoff from Coldwater and 
Mayhew basins infiltrate to the groundwater system leaving about 5,000 AF over the study period 
that could not be captured. In years generating less than 6,000 AFY, 100 percent of the runoff 
was assumed to infiltrate, although some large storms may not be fully captured. In addition, the 
ET demands of the land cover were already taken into account in the runoff calculations. The 
total runoff resulting in groundwater recharge is estimated to average 4,009 AFY (Table 3-6). 
Runoff and recharge vary significantly from year to year with changes in precipitation.  

Subsurface Inflow from Surrounding Bedrock 

Subsurface inflows from bedrock were estimated for the Coldwater Subbasin using a 
similar methodology as the Temescal Subbasin water balance. Inflow is estimated to average only 
about 50 AFY (Table 3-6). This component represents the only subsurface inflow component 
applicable to Coldwater Subbasin.  

Wastewater Recharge 

Glen Ivy Springs operates a spa facility in the Coldwater Subbasin. The facility 
discharges approximately 90 AFY (per their NPDES permit) to a diversion channel that funnels 
discharge into Coldwater Wash (RWQCB, 2004). This flow is retained by the City’s in-stream 
berms and is assumed to infiltrate to the groundwater. No other discharge of wastewater is known 
to exist in the Coldwater Subbasin. 

Return Flows 
Water supply available for return flows in the Coldwater Subbasin originates from 

several water sources. Total water supply includes groundwater pumping within the subbasin, 
imported water from LLWD (purchased from WMWD through Metropolitan), imported non-
potable water by EVMWD from Corona Lake, and imported water from deep pumping by Glen 
Ivy Hot Springs (below the potable groundwater subbasin). A portion of the subbasin pumping is 
exported and not available for return flows within the subbasin. Groundwater pumping by the 
City of Corona is exported to the Temescal Subbasin. In addition, a portion of the EVMWD 
pumping provides water supply to the Butterfield Estates trailer park, just outside of the subbasin. 
The amount of exported pumping was not included in the return flow estimates for the subbasin.   

Urban Return Flow 

Urban return flows were estimated for the Coldwater Subbasin using the same 
methodology as used in the Temescal Subbasin. Land use data from DWR were used to identify 
changing urban areas during the Study Period. Urban water use was derived from total pumping 
plus imported water less basin exports. These exports include pumping by the City of Corona and 
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EVMWD, who provides water supply to Butterfield Estates located just outside of the subbasin 
boundary. Assuming that water use has a similar distribution as in the City of Corona, the same 
portion (62.7 percent) of total water supply used outdoors was assumed. Similarly, it was 
assumed that 10 percent of the outdoor use would contribute to return flows. As shown in Table 
3-6, this methodology indicates that urban return flows in the Coldwater Subbasin average about 
150 AFY. 

Agriculture Return Flow 

As documented in Table 3-6, agricultural return flows contribute only minor amounts of 
inflow to groundwater due to decreases in agriculture land use. Agriculture return flows in 
Coldwater Subbasin averages 30 AFY, but is thought to be higher prior to the beginning of the 
Study Period (before 2000). 

Industrial Return Flow 

Some industrial return flows are anticipated from sand and gravel mining use of 
groundwater. Groundwater is used to wash fines from the excavated sediments, and a portion of 
this water is returned to the gravel pits. Gravel mining operations are active in Coldwater 
Subbasin during the entire Study Period; however, pumping totals are small relative to pumping 
amounts by the City and EVMWD. Evaporation from the gravel pits and other losses associated 
with the mining operation are estimated to be small compared to the amount of water allowed to 
infiltrate back to the groundwater system. It was assumed 90 percent of industrial pumping 
becomes return flows. 

Total Inflows 
Total inflows for the Coldwater Subbasin are much lower than inflows into the Temescal 

Subbasin due to the smaller areal extent and relatively closed nature of the subbasin. Accounting 
for all of the inflows discussed above, total inflows are estimated to range from 1,099 AFY to 
11,525 AFY and average 4,872 AFY over the 2,176 acres in the subbasin (Table 3-6). 

3.6.3.2. Outflows from Coldwater Subbasin 

Outflows from the subbasin include groundwater pumping and subsurface outflow to the 
Bedford Subbasin under certain conditions. Pumping represents the primary outflow in the water 
balance (Table 3-6). During the Study Period, production in Coldwater Subbasin averaged 6,284 
AFY (Table 3-6). Section 3.4 provides a more complete discussion of pumping in the Study Area. 
Assumptions regarding the outflow to Bedford Subbasin are described below.  

Subsurface Outflow from Coldwater Subbasin to Bedford Subbasin 

The North Glen Ivy fault forms the subbasin boundary between Coldwater and Bedford 
subbasins. Details of where and under what conditions groundwater moves across the fault are 
not well understood. However, it is likely that when groundwater outflow occurs, it does so in the 
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central portion of the subbasin, based on natural surface water drainageways, topography, and the 
incised nature of shallow sediments and bedrock in the area. Estimates of subsurface outflow 
across the fault have been made by MWH (2004), which were interpreted to occur only in times 
of relatively high water levels. Those estimates were determined to be reasonable for this water 
balance and are incorporated for years in which outflow is estimated to occur (Table 3-6). These 
outflows are estimated to range between 50 AFY and 280 AFY and average only 46 AFY over 
the Study Period (Table 3-6). Declining water levels have resulted in a relatively closed basin 
over the last few years and it is assumed that during this time, subsurface outflow does not occur.  

As shown on Table 3-6, total outflows from the Coldwater Subbasin are estimated to 
average 6,330 AFY over the Study Period. This amount exceeds inflows by an average of 1,458 
AFY. 

3.6.3.3. Change in Groundwater Storage in Coldwater Subbasin 

The change in storage in the Coldwater Subbasin indicates a larger deficit in storage 
(Table 3.6) than occurred in Temescal Subbasin over the Study Period. The water balance 
indicates a cumulative loss of groundwater storage of about -21,876 AFY, an average deficit of 
about -1,629 AFY. To compare this deficit with declining water levels, a groundwater storage 
change was computed using water levels and subbasin hydrographs (e.g., Figure 24). These 
graphs indicate a decline in water levels of about 100 feet from 1990 to 2004, likely concentrated 
in the western subbasin where pumping occurs. Using a specific yield of 20 percent in the 
sediments where the decline has occurred and applying the deficit over approximately one-half of 
the subbasin, the change in storage over the Study Period is estimated at -21,760 AF. This 
estimate is consistent with the deficit predicted from the water balance. In addition, the graph on 
Table 3.6 showing the cumulative change in storage mimics the shape of the water level 
hydrograph on Figure 24 for the Study Period. This agreement provides additional confirmation 
of the average water balance estimates. 

3.6.4. Water Balance Discussion 

The results of the water balances indicate a negative change in storage at average 
pumping conditions in both Temescal and Coldwater subbasins over the Study Period. This 
indicates that more water is being withdrawn from the subbasins than will be naturally 
replenished over time, a condition referred to as overdraft. The water balances also provide a 
preliminary assessment for the operational range of the subbasins. Assuming no other significant 
changes in the water balance, average pumping totals of about 12,000 AFY in Temescal Subbasin 
indicate no significant loss of groundwater storage. For Coldwater Subbasin, average pumping 
totals around 4,500 AFY also indicate no significant loss of groundwater storage. These estimates 
are simplistic and do not take into account other changes in the water balance resulting from 
pumping decreases (such as potential increases in subsurface outflow or reduced return flows). 
Nonetheless, they provide a preliminary estimate for guiding management scenarios. 
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Although the Study Period is conservative, containing slightly below-average 
precipitation and ending with drought conditions, neither the Temescal or the Coldwater subbasin 
appears to be sustainable at the average pumping amounts unless additional recharge (natural or 
enhanced) can be captured. With an expected increase in demand associated with City build out, 
management strategies will be necessary to use the groundwater resource in a sustainable manner. 
An evaluation of current and future water demand as well as additional sources of water supply 
are provided in the following section.   
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4. City of Corona Water Demand and Supply 

In order to manage the groundwater resource and provide for planned growth associated 
with build out, the City has examined current and future demand as well as water supply from 
other sources. Demand increases are categorized by water use type through 2030. The City is also 
taking measures for water conservation and demand management. Collectively, these data are 
summarized in previous City evaluations presented in their Water Master Plan (AKM, April 2005) 
and their Urban Water Management Plan (AKM, December 2005) and have been updated for this 
GWMP.    

4.1. Current and Future Demand 

The City has a wide array of water users, classified by sectors: residential single-family, 
residential multi-family, commercial, industrial, institutional/governmental, landscape, and 
agricultural. Total current water demand is 45,600 AFY (not including water transfers wheeled to 
the City of Norco and Western Municipal Water District in Calendar Year 2007). This represents 
a 15 percent increase from 2000 usage of 39,634 AFY. 

Ultimately the City anticipates a total demand of 51,631 AFY by the year 2020 (projected 
City build out). In addition to use demand, the City must also account for spent filter backwash 
(from the Lester and Sierra del Oro water treatment plants) and brine reject (from the Temescal 
Desalter), which is currently 2,300 AFY. This amount is expected to increase to 2,954 AFY by 
2020. A brief summary of the categories of water users and expected changes in the future are 
described below and summarized on Table 4-1.  

Residential – Single-Family 

In the City of Corona, a single family residential customer averages 3.5 persons per 
connection.  Corona is a suburban community with approximately 30 percent of its acreage 
comprised of residential use.  Total system consumption for this sector was 22,863 AF in 2000.  
Current consumption levels are at 28,000 AFY and are expected to ultimately increase 16 percent 
by year 2020 to 32,471 AFY. At build out, the single family residential water use will represent 
63 percent of the total demand.  

Residential – Multi-Family 

Multi-family residential customers average 3.35 persons per household.  Like the single-
family residential sector, the multi-family sector is expected to experience significant growth over 
the next 15 years, but total demand is significantly less than for the single family sector.  
Currently the multi-family residential sector is using 4,000 AFY from 1,600 connections and is 
expected to increase to a total sector usage of 9,048 AFY with 3,601 connections by 2020. 
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Commercial  

The City has a large mix of commercial customers that are categorized as general 
commercial, office professional, and downtown commercial.  General commercial accommodates 
many commercial uses that service the community such as department stores, banks, 
supermarkets, and retail stores.  Office professional includes general business, finance, insurance, 
real estate, and medical offices.  Downtown commercial is intended to create a pedestrian- 
oriented street environment with such uses as retail shops, offices, services, cultural facilities, 
entertainment, and civic and public uses.  Current commercial water use has grown about 18 
percent to 1,700 AFY since the year 2000 and will ultimately grow to 1,980 AFY by 2020.     

Industrial Sector 

Corona has a large industrial base that is centered on high-tech and manufacturing.  The 
industrial sector has increased water usage by 19 percent from 2000 to present and accounts for 
3,200 AFY. This usage is expected to grow to 3,679 AFY by 2020.   

Institutional/Governmental  

The City has a stable institutional and government sector, primarily local government, 
schools, visitor services, and a public hospital.  This sector will keep pace with the growth of the 
city. 

Landscape 

Landscape water use would be expected to increase with the growth of the city, fueled 
mainly by residential development.  But increased efficiency and landscape conversions 
occurring at existing parks, golf courses, and cemeteries should help offset new demand and 
result in decreased water use in the future. Additional information on the City’s water 
conservation and demand management efforts are described in Section 6.1.9 (management 
strategy 25). 

Agriculture 

Agricultural water demand has declined over the past 20 years, but is projected to remain 
fairly constant over the next 20 years.  The City’s General Plan reflects local citizen interest in 
space, quality of life, environmental values, and the long-term maintenance of a diverse economic 
base.  It is projected that these objectives will be met with urban uses and open space rather than 
with agricultural land.           
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Table 4-1 
City Current and Future Demand (AFY) 

 
Year 

Water Use 
Sectors 

Single 
Family 

Multi- 
Family 

Comm. Ind. 
Special 
Acct. 

Instit./ 
Gov. 

Land-
scape 

Ag. Total 

2000 

No. of 
accounts 

33,616 1,355 277 515 3 9 583 35 36,393 

Deliveries 
AFY 

22,863 3,405 1,443 2,679 666 82 3,230 480 39,634* 

2005 

No. of 
accounts 

38,164 1,538 315 584 3 11 662 40 41,317 

Deliveries 
AFY 

25,956 3,866 1,638 3,042 756 93 3,668 545 45,000* 

2010 

No. of 
accounts 

42,593 3,213 339 631 3 10 485 34 47,308 

Deliveries 
AFY 

28,968 8,072 1,766 3,282 740 79 2,686 468 46,062 

2015 

No. of 
accounts 

44,140 3,329 352 654 3 10 502 35 49,026 

Deliveries 
AFY 

30,020 8,366 1,831 3,401 767 82 2,783 485 47,735 

2020 

No. of 
accounts 

47,743 3,601 380 707 4 11 543 38 53,028 

Deliveries  
AFY 

32,471 9,048 1,980 3,679 830 89 3,010 524 51,631 

2025 

No. of 
accounts 

47,743 3,601 380 707 4 11 543 38 53,028 

Deliveries 
AFY 

32,471 9,048 1,980 3,679 830 89 3,010 524 51,631 

2030 

No. of 
accounts 

47,743 3,601 380 707 4 11 543 38 53,028 

Deliveries 
AFY 

32,471 9,048 1,980 3,679 830 89 3,010 524 51,631 

*Total deliveries include sales/transfers to the City of Norco and WMWD. 

4.2. Water Conservation and Demand Management 

The City recognizes the importance of continuing current efforts for conserving water 
and decreasing demand. As such, they became a signatory to the California Urban Water 
Conservation Council (CUWCC) MOU in 1996 and are committed to implementing the 14 Best 
Management Practices (BMPs) in the MOU. The City has retained a Water Conservation 
Coordinator to lead these efforts.  
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 The City and the Water Conservation Coordinator have developed and implemented an 
extensive water conservation education system, including a dedicated education center at the 
City’s treatment plant. Materials and information on water conservation have been prepared and 
presented in schools (K-12) across the City. Last month alone, the Coordinator interacted with 
about 500 children in connection with numerous education programs, a total representative of a 
typical month. These programs not only provide basic information to younger children (typical of 
many programs), but also specifically develop material to target grades 6 through 12.  It is more 
difficult and time-consuming to prepare materials for the older grade levels because much more 
detail is required. However, targeting the older children provides a higher level of education and 
potentially more benefits in promoting good stewardship of their water resource.   

The City also sponsors numerous events that are focused on water. In May, the City held 
their third annual Water Festival, an event that attracts about 1,500 attendees.  The City has also 
developed a Water Wise landscape award that is publicized to encourage residential responsibility. 
In addition to their own events and programs, the City participates in water conservation 
programs developed by Metropolitan and WMWD. 

Since the single-family and multi-family residential sectors represent the largest growth 
in demand over the next 15 years, the City of Corona has implemented a water use efficiency 
program to offset increasing water demands.  The program strives to increase water use efficiency 
by supporting water use surveys for residential and public facilities, ultra low flush toilet 
replacement, and educational/informational programs.  Increased efficiency and landscape 
conversions occurring at existing parks, and golf courses should help offset new demand and 
result in decreased future water use for landscape irrigation. 

4.3. Supply 

The City water system contains potable water from two sources: local groundwater and 
imported water.  The groundwater source includes the three groundwater subbasins described in 
this GWMP.  The source of the imported water is the Colorado River and State Water Project 
water supplied by Metropolitan and purchased through WMWD.  The supply obtained from each 
groundwater well and imported water sources from 1990 through 2007 is summarized in Table 4-
2 and discussed in the following sections.   
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Table 4-2 
Water Production and Purchases (AFY) 

 

Source of Supply Well # 1990 1995 2000 2002 2004 2007 

Coldwater Basin 1 1,062 1,685 0 0 0 

2 0 1,191 0 0 0 

3 1,024 1,391 506 0 380 1,083 

20 0 0 0 0 0 430 

21 _ _ 3,493 2,579 2,400 2,004 

Subtotal 2,086 4,267 3,999 2,579 2,780 3,517 

Temescal Subbasin 
(including Well 4 in 
Bedford Subbasin) 

4 253 173 0 0 0 0 

6 535 588 436 27 0 0 

7 531 654 876 12 0 0 

7A 0 0 15 1,202 1,149 

8 and 8A 1,164 1,737 1,654 1,517 2,081 1,812 

9 and 9A 650 467 554 14 2,480 1,443 

11 316 408 354 123 501 553 

12A 134 0 0 614 575 477 

13 886 0 0 0 231 699 

14 75 310 534 674 645 635 

15 761 1,150 1,633 870 1,480 1,122 

17A 1,059 1,349 959 954 454 1,701 

19 _ _ 2,123 2,184 1,497 1,696 

22 0 0 0 4,465 2,885 2,343 

23 _ _ _ _ _ 0 

24 0 0 0 679 200 394 
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Source of Supply Well # 1990 1995 2000 2002 2004 2007 

25 0 0 0 3,686 2,386 1,334 

26 0 0 0 1,383 996 934 

27 0 0 0 0 253 184 

28 0 0 0 0 1,369 2,324 

Subtotal 6,111 6,663 9,123 17,217 19,235 18,800 

Metropolitan Raw 
Water 

 

 

 
 

Metropolitan 
Treated Water 

WR – 19 11,574 6,373 13,920 12,384 11,452 15,638 

WR – 29 451 463 0 0 0 0 

WR – 33 5,471 4,661 6,258 3,924 3,039 3,919 

WR – 24 _ 3,797 6,334 7,593 7,451 4,957 

Lee Lake _ _ _ _ 98 43 

Subtotal 17,496 15,294 26,512 23,901 22,040 24,557 

Total 25,693 26,224 39,634 43,697 44,055 46,874 

 

4.3.1. Groundwater Basins  

The City relies on the underlying groundwater for an increasing percentage of its total 
water supply. The City currently maintains and operates 21 production wells for its municipal 
potable water supply: 18 wells in the Temescal Subbasin, 3 wells in the Coldwater Subbasin, and 
1 former well in the Bedford Subbasin (recently abandoned). 

As previously discussed, most of the City’s production is from the Channel Aquifer in the 
Temescal Subbasin. Typical depths for the City’s wells in the Temescal Subbasin range from 
about 200 to 500 feet deep with screens as shallow as about 100 feet below ground surface.  The 
combined capacity of the 18 Temescal Subbasin wells is approximately 23,405 gpm (about 
38,000 AFY). Seven of these wells have been installed in the past five years (Wells 22, 23, 24, 25, 
26, 27, and 28) to replace older wells and provide additional supply to the Temescal Basin 
Desalter for the improvement of water quality in the region.  

The City pumps about 3,500 AFY from the Coldwater Subbasin from three active wells. 
The City also acquired the rights to the surface flows of Coldwater Canyon in 1964 when it 
purchased the assets of the Corona City Water Company (CCWC). To meet regulatory 
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requirements, runoff from the canyon is recharged through in-stream percolation ponds along 
Coldwater Wash. The City of Corona and EVMWD pump most of the groundwater extracted 
from the Coldwater Basin.  

The City does not currently produce groundwater from the Bedford Subbasin, but has 
done so in the past at Well 4 located near WWTP 3. Although this well has been recently 
abandoned, the City has plans to re-drill in the Bedford Subbasin for future water supply.  

The three subbasins from which the City extracts groundwater are not adjudicated. 
However, under a stipulated judgment entitled Orange County Water District vs. City of Chino, et 
al. (1968), the City, with other purveyors upstream of Prado Dam, have the right to use all surface 
and groundwater supplies originating above Prado Dam without interference from water 
purveyors downstream of Prado Dam, provided that the average adjusted base flow at Prado Dam 
is at least 42,000 AFY. WMWD is one member of a watermaster panel that administers 
provisions of this judgment. To ensure provisions of the judgment, the City is required to provide 
a base flow of 1,625 AFY (adjusted for water quality) from the City’s WWTP. 

The City of Corona has increased the production of local water relative to imported water.  
In 2000 the groundwater production accounted for 33 percent of the total supply.  Last year in 
2007 groundwater accounted for 50 percent of total water supply (not including water supplied to 
the City of Norco or WMWD), which is a 51 percent increase in local production since 2000.  
Looking forward, Corona would like to maintain an approximate 50 percent groundwater 
allocation for their water supply by year 2020. Based on the water balance provided in Section 
3.6, current groundwater basin conditions in Temescal and Coldwater subbasins cannot support 
this level of production without significant enhanced recharge.  

4.3.2. Imported Water 

The City's imported water is supplied by Metropolitan and purchased through WMWD, a 
member agency of Metropolitan. The imported supply is delivered to the City through two 
separate pipelines. The Lower Feeder Pipeline supplies raw imported water to the City's Lester 
and Sierra del Oro water treatment plants (WTPs) through metered turnouts (WR-19 and WR-33 
respectively). The Mills Pipeline delivers treated imported water directly to the City through a 
metered turnout (WR -24). 

Turnout WR-19 is located in Chase Drive, east of Lester Avenue.  The flow from this 
turnout is typically delivered by gravity to the City's Lester WTP located on Rimpau Avenue.  
The Lester Raw Water Booster Pump Station provides additional pumping head when the 
pressure in the Lower Feeder is not sufficient to deliver flow to the plant by gravity.  This 
treatment plant has a firm treatment capacity of 25 million gallons per day (MGD) with a peak 
capacity of 30 MGD. In addition, current delivery constraints limit the treatment plant’s capacity 
to 30 MGD. The hydraulic grade line at the turnout depends on the operation and flow through 
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the Lower Feeder pipeline.  Based on observed pressures at the turnout, the hydraulic grade is 
around 1,075 feet msl. 

Turnout WR-33 is connected to the Lower Feeder near Montana Ranch Road.  WR-33 
delivers raw water to Sierra del Oro (SDO) WTP located on Wilderness Circle via the SDO Raw 
Booster Station located on Montana Ranch Road. The SDO WTP has a firm treatment capacity of 
6 MGD (9.1 MGD Peak). The estimated operating hydraulic grade elevation at this turnout is 
1,070 feet msl, based upon the observed inlet pressure of 56 pounds per square inch (psi) and 
turnout elevation of 940 feet msl. 

Turnout WR-24 is connected to the Mill’s Pipeline at Temescal Canyon Road and La 
Gloria Road.  The turnout is at elevation 890 feet msl and provides water to the City at a 
minimum hydraulic grade elevation of 1,380 feet msl.  Corona’s maximum allotment for this 
turnout is approximately 6.5 MGD (10 cfs). WR-24 delivers potable water to Zones 3, 4 and 5.  
Turnout locations and capabilities are summarized in Table 4-3.   

Table 4-3 
Imported Water Service Connections 

 

Service Connection 
 

Location 

 
Elevation 
(Ft, msl) 

Approx. Hyd. 
Grade Elev. 

(Ft, msl) 

Max. 
Capacity 

(MGD) 

Service 
Zone(s) 

WR-19 

(Lester WTP Supply) Chase Dr East of Lester 
945 1,075 30 3 

WR-33 

(SDO WTP Supply) 
1670 Montana Ranch Rd 
West of Green River Rd 

 

940 

 

1,070 

 

9.1 
3 

WR-24 

(Mills Pipeline) 
Temescal Cyn Rd at La 

Gloria Rd 
890 1,380 6.5 3, 4, 5 

 

The City also purchases a small amount of water from LLWD through the Mill’s Pipeline 
at the City’s Lee Lake connection. This water serves City customers near Weirick Road west of 
Temescal Canyon Road in the Bedford Subbasin. 

The total combined supply capability of imported water is approximately 45.6 MGD 
(about 31, 666 gpm), which exceeds the estimated ultimate peak hour demand of 33.8 MGD 
(23,440 gpm). Assuming total capacity and available water, imported water supply could be as 
high as about 47,000 AFY. 

Recent developments have added some uncertainty regarding the reliability of imported 
water from the State Water Project (SWP). A U.S. District Court decision in May 2007 ruled that 
the existing 2005 biological opinion for Delta smelt, issued by the U.S. Fish and Wildlife Service 
(USFWS), did not comply with the federal Endangered Species Act. The biological opinion 
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guides pumping operations for the SWP to ensure no long-term jeopardy to the health and habitat 
of Delta smelt. The Court ordered certain interim “remedies” or actions to protect endangered fish 
species until a revised biological opinion is prepared by the USFWS. These remedies collectively 
amount to cuts in statewide water supply for about one year (Calendar Year 2008). The long-term 
effect of the court decision is not known, but with these cuts, the availability of SWP water may 
be impacted, especially during drought cycles. Even though the City relies less on SWP for its 
imported water supply, these changes may result in increased competition for other imported 
water supplies.     

4.3.3. Recycled Water 

The City’s recycled water system will ultimately consist of four service zones, four 
reservoirs, four booster pump stations, four pressure reducing valves and one surge anticipator 
valve, a portion of which is currently under construction. The existing recycled water distribution 
system consists of approximately 180,183 feet of pipe ranging from 4-inches to 24-inches in size.  
Approximately 31,531 feet of pipe is expected to be added to the system in the future.  

The City expects recycled water demand to increase in the future and can currently 
supply up to 4,200 gpm (about 6,780 AFY). In addition, the source is seen as a reliable supply for 
recharging the groundwater subbasins to increase yield. Future expansions at the City WWTPs 
will increase recycled water supply by an additional 7,630 gpm (about 12,310 AFY), bringing the 
total future capacity to 11,830 gpm (about 19,090 AFY). These expansions will allow for 
increased recycled water for both irrigation and enhanced groundwater recharge (through basins 
and/or wells). 
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5. Basin Management Objectives 

The City recognizes the need for more active groundwater management to maintain and 
protect the resource for reliable water supply. Establishing basin management objectives (BMOs) 
can provide a clear direction for the implementation of management activities such as pumping 
distribution and enhanced groundwater recharge. BMOs outline the water level and water quality 
conditions that are acceptable in the basin, address conditions that need to be remedied, and 
identify changes in the groundwater basin that need to be avoided. In consideration of the state of 
the groundwater basin and the water supply goals of the City, the following BMOs are proposed.   

5.1. Manage Groundwater Basin in a Sustainable Manner 

The City wishes to use groundwater as a long-term reliable supply and recognizes the 
importance of sustainability. As such, the City supports the operation of the basin such that 
natural or enhanced recharge can replenish the groundwater extracted on an average basis over 
time. This management objective recognizes the current overdraft conditions in the subbasins and 
proposes to adopt management strategies to move toward more sustainable use.  

The perennial yield of a groundwater basin is defined as the amount of water that can be 
extracted on an average basis over time without adverse impacts (Todd and Mays, 2004). Because 
the term adverse impacts is defined on a site-specific basis and may change over time, the 
perennial yield of a groundwater basin may also change over time. The term sustainable yield 
suggests that a net decline in groundwater storage over some period of time such as an average 
hydrologic cycle would be an adverse impact and the goal of sustainability is to eliminate such 
declines. The sustainable yield of a groundwater basin is difficult to define in the absence of 
reliable, long-term data on all aspects of the water budget. In addition, the sustainable yield is not 
a fixed amount and can be altered by changes in inflows or outflows to the basin. This GWMP 
provides preliminary estimates on sustainable yield, but the actual yield will be better defined in 
the future as changes in operation and improved monitoring concurrently occur.   

5.2. Prevent Substantial Water Level Declines in Channel Aquifer 

Given the unconfined nature, shallow occurrence, and relatively limited thickness of the 
Channel Aquifer, water level declines are especially problematic. As water levels drop, the 
aquifer is de-watered and well yields are adversely affected. Some water level declines can be 
tolerated during drought conditions if groundwater is sufficiently replenished when recharge is 
available. As a preliminary operational guideline, the aquifer should be operated to prevent water 
level declines below about 50 percent of the total aquifer thickness. Assuming an average 
thickness of about 200 feet, then water levels should be maintained at least 100 feet above the 
bottom of the aquifer. The bottom of the aquifer is estimated to occur between about 400 to 450 
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feet msl, so water levels should be maintained above 500 to 550 feet msl across the aquifer. This 
lower limit is consistent with the range of historical water levels in the area.  

5.3. Protect Groundwater Quality in Unconfined Aquifers 

The unconfined aquifers on which the City relies are subject to impact from the quality of 
water infiltrating from the surface. Given the urbanized setting over the Channel Aquifer, this 
area is especially sensitive to future impact. Once water quality has been compromised, the 
resource may be subject to loss of use or expensive water treatment processes.   

5.4. Maintain Required Outflow at Prado Dam 

The stipulated judgment in Orange County Water District vs. City of Chino, et al. (1968)  
requires the City to contribute a baseflow of 1,625 AFY (adjusted for water quality) to the Santa 
Ana River. Depending on water quality the amount may be as high as 2,240 AFY (Boyle, 2001). 
Current subbasin outflow is significantly more than required, but basin management activities 
may reduce the total amount. The City wants to ensure that the required outflow continues to be 
provided in compliance with the judgment. 

5.5. Monitor Groundwater Levels, Quality, and Storage 

In order to continue to analyze current groundwater conditions and track changes in the 
groundwater basin resulting from active management activities, the City would like to expand and 
improve their monitoring program. The monitoring program would improve the understanding of 
groundwater level fluctuations, potential impacts to groundwater quality, and changes in 
groundwater storage across the three subbasins of interest.  
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6. Basin Management Strategies 

6.1. Identification of Management Strategies 

The following groundwater management strategies have been identified as having 
potential for improving the management of the groundwater basins. The 24 strategies have been 
grouped into seven categories involving similar facilities or locations, and are numbered for easy 
reference. The eight categories of management strategies are listed below: 

• New and Replacement Water Supply Wells and Wellhead Treatment 

• Groundwater Treatment Process Improvements 

• Groundwater Monitoring Program 

• Enhanced Groundwater Recharge 

• Expanded Use of Recycled Water 

• Use of Imported Water 

• Wastewater Pond Maintenance 

• Coordination with Regulatory Agencies 

Specific strategies are listed in Table 6-1 and described in the following text. The 
strategies are not listed in order of priority.  In addition, some strategies overlap those in other 
categories. For example, injection wells for groundwater recharge are listed as both a strategy for 
enhanced recharge and a strategy for expanded use of recycled water. 
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Table 6-1 List of Management Strategies 

Management Strategies  

1 New Water Wells 

2 Replacement Water Wells 

3 Rincon Groundwater Treatment Project 

4 Wellhead Treatment for Wells Impacted with VOCs 

5 El Sobrante Groundwater Treatment Project 

6 Groundwater Treatment Program 

7 Groundwater Blending Program 

8 Improvement of Groundwater Quantity/Quality Monitoring Program 

9 Coldwater Subbasin Enhanced Recharge Project 

10 Recharge Basins within the Oak Avenue Detention Basin 

11 Recharge Basins within the  Main Street Detention Basin 

12 Upgradient Injection Wells 

13 Recycled Water Injection Wells 

14 Recycled Water Zone 3 to Zone 2 Interconnect 

15 Recycled Water Zone 4 to Zone 3 Interconnect 

16 WWTP2 Upgrade to Tertiary 

17 WWTP1A Upgrade to Tertiary 

18 Lee Lake Water District Recharge to Bedford Subbasin 

19 Use of Recycled Water as In-Lieu Pumping 

20 Purchase of Metropolitan Water District In-Lieu Water 

21 
Pipeline to Convey Metropolitan Water District In-Lieu Water to Border Avenue 
Recycled Water Reservoir 

22 Lincoln and Cota Street Percolation Ponds Maintenance Program 

23 Coordinate with Riverside County on Water Quality and Well Construction 

24 Coordinate with the Regional Water Quality Control Board on Water Quality 

25 Continue and Expand Water Conservation and Demand Management 

6.1.1. New and Replacement Water Supply Wells and Wellhead                                     
Treatment 

Strategies under this category provide for re-distribution of pumping within the Temescal 
Subbasin aquifers, use of poorer-quality groundwater, capturing a larger percentage of 
groundwater discharge from the subbasin, and replacing older less-efficient wells. Facilities 
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associated with these strategies include new wells, wellhead treatment, conveyance to the 
distribution system, and conveyance to brine disposal lines.  

1. New Water Wells 

In order to more effectively distribute pumping throughout the aquifer, the City is 
currently planning for the construction of one new water production well every two to three years. 
These new wells will enhance the City’s production of groundwater during drought periods when 
imported water is limited. Additional wells will also allow for more flexibility in the maintenance 
of water levels in the Channel Aquifer. Wells will be located to pump within permeable aquifer 
zones while minimizing well interference. Wells will also be located to capture a portion of 
groundwater discharge that is currently exiting the groundwater basin, thereby increasing the 
basin yield.  

2. Replacement Water Wells 

The State Controller’s Office lists the service life of water wells at 30 years. The City has 
eight water wells that have exceeded the 30-year service life. The City plans for one replacement 
water well about every three years. 

3. Rincon Groundwater Treatment Project (wells plus treatment) 

The Rincon project is in an area of historically high nitrate concentrations and the 
addition of wellhead treatment facilities will allow for expanded use of this poorer quality water. 
This project is scheduled for fiscal year of 2015-2016 at a projected cost of $15,000,000, 
reflecting the added costs of groundwater treatment.  The proposed location is in the vicinity of 
Rincon Street and Alcoa.  The project will yield 5,000 AFY to the current potable water system.  
The specific components of the project are three new wells, a raw water pipeline, a treatment 
process involving selective resins or best available technology (BAT) to reduce nitrate 
concentrations, a 6,500 sq. ft. building to house the process, a product pipeline, property 
acquisition, and brine disposal to the Santa Ana Regional Interceptor (SARI) pipeline.  

4. Wellhead Treatment for Wells Impacted with Volatile Organic Compounds 
(VOCs) 

Water quality in City Wells 7 and 17 appears to be threatened by groundwater plume(s) 
containing trichloroethene (TCE) and other VOCs migrating from an industrial area in eastern 
Temescal Subbasin. The City is evaluating the need to install a granular activated carbon (GAC) 
system or other groundwater treatment system to mitigate contamination at these production wells. 
Production here would also provide some containment of the continued migration, but additional 
data are necessary for a complete evaluation. More complete containment could be accomplished 
with new, properly-placed production wells in the area. This strategy is proposed as the El 
Sobrante Groundwater Treatment Project, described below. 
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5. El Sobrante Groundwater Treatment Project (wells plus treatment) 

The El Sobrante project would target an area of impacted groundwater quality and, 
through proven treatment technologies, improve the quality for beneficial use. The project is 
currently scheduled for fiscal year of 2020-2021 at a projected cost of $20,000,000, reflecting the 
high cost of groundwater treatment.  The proposed location is in the vicinity of Sixth Street and 
El Sobrante.  The project will yield 5,000 AFY to the current potable water system.  The specific 
components of the project are three new wells, a raw water pipeline, a GAC pre-treatment system 
to reduce TCE in the extracted groundwater, followed by a treatment process which will be 
selective resins or BAT to reduce nitrates in the groundwater pumped, a 6,500 sq. ft. building to 
house the process, a product pipeline, property acquisition, and brine disposal to the SARI 
pipeline. 

6.1.2. Groundwater Treatment Process Improvements 

Strategies for this category provide for increased treatment capacity to improve the 
quality of the water supply and the groundwater basin by reducing nitrates and salts in the 
ambient groundwater. Improving the quality of the water supply reduces the subsequent loading 
of these constituents in groundwater from wastewater return flows, thereby benefiting the 
groundwater basin. 

6. Groundwater Treatment Program 

The City currently operates the Temescal Desalter to reduce salts in the City’s water 
supply. Expansion of the groundwater treatment program is needed to maintain long term water 
quality and usable supply. The amount of treated groundwater can be increased without additional 
facility expansion at this time. 

7. Groundwater Blending Program 

The City has an on-going nitrate blending program that is closely coordinated with the 
RWQCB and requirements of the City’s salt management plan. Groundwater with elevated nitrate 
is blended with imported water or groundwater with lower nitrate levels. This allows groundwater 
extraction to occur in areas of high nitrate levels resulting from historical activities including 
agriculture.  

6.1.3. Groundwater Monitoring Program 

The goal of the monitoring program is to support the long-term sustainability and 
protection of the groundwater resource. The objectives of the monitoring program are to better 
understand groundwater conditions, monitor the impacts of groundwater use, identify changes to 
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groundwater quality, and evaluate the performance of management actions. The potential need for 
improved surface water monitoring and subsidence monitoring will also be evaluated.  

 

8. Improvement of Groundwater Quantity/Quality Monitoring Program 

The City desires to improve the current groundwater monitoring program to track water 
levels, groundwater quality, and groundwater storage throughout the subbasins and over time. 
Improvements involve the addition of dedicated monitoring wells that are not used for 
groundwater extraction. These wells provide a better representation of basin water levels and are 
not as influenced by near-well pumping depressions. The program involves the development of 
specific monitoring protocols including monitoring locations, frequency, measurements, sampling 
procedures, data management, and quality assurance/quality control measures. Current 
monitoring program and protocols are summarized in Appendix B with recommendations for 
future improvements. 

6.1.4. Enhanced Groundwater Recharge 

In order to increase basin yield and replenish extracted water, an increase in groundwater 
recharge is needed in all of the subbasins in this GWMP. Strategies for enhancing groundwater 
recharge involve the use of surface recharge basins, recharge wells, and in-lieu pumping when 
imported water is available. Sources of recharge water include stormwater, imported water and 
recycled water. Strategies that are more closely related to recycled water are repeated and 
expanded in the next section on recycled water.  

9. Coldwater Subbasin Enhanced Recharge Project 

The City may wish to implement an enhanced recharge project to enhance the quantity 
and quality of groundwater in the Coldwater Subbasin. Currently the City manages recharge in 
Coldwater Wash along a reach south of Glen Ivy Road. This enhanced recharge is accomplished 
through a series of in-stream berms that retain streamflow, allowing for increased percolation. 
Only high flows during wet years are not captured; these flows have been observed to contribute 
to local flooding of roads and may represent an opportunity for additional recharge water. The 
City may wish to work with Riverside County Flood Control District to investigate methods of 
capturing these additional flows. 

In addition to Coldwater Wash, there may be additional drainages where natural recharge 
could be increased. It is our understanding that runoff from Mayhew Canyon to the south is being 
diverted and recharged by EVMWD, and additional opportunities for increasing recharge along 
that drainage may be limited. Some runoff along drainages in the northern subbasin (Anderson, 
Bixby, and Brown Canyons) may be available for enhanced recharge in the future, but additional 
analysis is required. These drainages are located in a relatively dense residential area and have 
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been modified for flood control. Enhanced recharge would likely involve diversions to a recharge 
area rather than in-stream berms.    

10. Recharge Basins within the Oak Avenue Detention Basin 

The Oak Avenue Detention Basin is a large stormwater basin located at the mountain 
front near Oak Avenue and Chase Drive. The basin is operated for flood control by RCFCWCD. 
According to a pilot study conducted by the City (PBSJ, 2004), a recharge basin constructed 
within the larger detention basin is capable of receiving and percolating about 2,500 AFY.  If 
another similar recharge basin were constructed in the detention basin, recharge could be 
potentially increased to as much as 4,000 or 5,000 AFY. In addition to optimizing the recharge of 
stormwater, recycled water or imported water could be conveyed to the detention basin for 
recharge. The City has had discussions with RCFCWCD in the past about cooperating in a 
groundwater recharge project. This strategy would require stormwater monitoring and continued 
coordination with RCFCWCD to ensure compatibility in operation of the facility for both flood 
control and recharge. Facilities to convey recycled water are described in the recycled water 
strategies below.  

11. Recharge Basins within the Main Street Detention Basin  

Another flood control basin, the Main Street Detention Basin, could also be configured 
for additional groundwater recharge. The detention basin is located near Main Street and Upper 
Drive and functions to reduce peak flows into the lined channels of the City’s stormwater 
management system. According to a pilot study conducted by the City (PBSJ, 2004), a recharge 
basin constructed within the larger detention basin is capable of receiving and percolating about 
500 AFY.  If two additional basins were constructed at the site, the quantity recharged could be 
tripled to about 1,500 AFY. Implementation of this strategy will require stormwater monitoring 
and may also involve potential cleanup work within the basin. Similar to the Oak Avenue basin, 
any evaluation for implementing a recharge strategy at the Main Street basin will require ongoing 
coordination with RCFCWCD. 

12. Upgradient Injection Wells 

Enhanced recharge through wells is an option for increasing yield to the groundwater 
basin. Although exact locations have not yet been determined, recharge would most likely be 
effective at the upgradient portion of the Channel Aquifer, near the Arlington Gap. Recharge 
wells would need to be located to minimize interference with inflow from the adjacent Riverside-
Arlington Subbasin. Although the inflow has been observed to contain elevated nitrate 
concentrations, the area represents a major source of recharge water to the Channel Aquifer. 
Potable water, recycled water, or blended water could be injected into these wells.  Specific 
components at each site would include a well, well head, down-comer pipes, flow metering, 
supply piping, flow control and pressure reducing valve, and air relief system. 
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6.1.5. Expanded Use of Recycled Water 

The management strategies in this GWMP provide for the expanded treatment and use of 
recycled water. Given the potential restrictions on imported water and highly variable rainfall 
patterns in the valley, recycled water may be the most reliable source of water available for 
management strategies. Strategies within this category involve the expansion of recycled water 
use in the basin. Currently, recycled water is used for urban irrigation, but the demand is 
relatively small. These strategies would develop the infrastructure to expand recycled water use 
for irrigation, which would decrease reliance on the groundwater basin. The infrastructure would 
also allow the movement of recycled water to areas within the Temescal Subbasin for enhanced 
groundwater recharge, currently planned through injection wells. 

In 2001, the City conducted a Recycled Water Master Plan (Boyle, 2001) to evaluate the 
potential to expand the direct use of recycled water for non-potable applications such as park 
irrigation. The study concluded that additional opportunities for recycled water use exist, 
primarily during the summer months. Current irrigation demand of recycled water is about 5,600 
AFY. As this supply is expanded, additional recycled water could provide in-lieu pumping in the 
summer months and groundwater basin recharge in the winter months. The recycled water 
strategies that follow are built around this concept.  

13. Recycled Water Injection Wells 

Recycled water injection wells could be constructed in several areas of the City that meet 
regulatory requirements for residence time underground prior to extraction. The Title 22, 
California Code of Regulations (Division 4, Chapter 3, Section 60320.010, California 
Department of Public Health) states: “for a subsurface injection project, all the recycled water 
shall be retained underground for a minimum of twelve (12) months prior to extraction for use as 
a drinking water supply, and shall not be extracted within 2,000 feet of a recycled water injection 
well.” The required distance from extraction wells is currently under review and may be revised. 
This strategy would also need to meet other regulatory requirements including water quality 
objectives as provided in the DPH draft regulations (California DPH, 2007). 

Specific components at each site include a well, well head, down-comer pipes, flow 
metering, piping and valves that are connected to the adjacent recycled water piping, and a flow 
control and pressure reducing valve.   

14. Recycled Water Zone 3 to Zone 2 Interconnect 

A pipeline that connects Zone 3 to Zone 2 would allow conveyance of recycled water to 
different water storage facilities in the City.  Currently, Zone 3 is fed by WWTP3 and is not 
connected to any potential recharge sites such as the Oak Avenue and Main Street detention 
basins.  Therefore, during wet periods the effluent from WWTP3 is currently unavailable for 
enhanced recharge to the groundwater basin. 



 AB3030  Todd Engineers 
Groundwater Management Plan Page 79 AKM Consulting Engineers 

 

15. Recycled Water Zone 4 to Zone 3 Interconnect 

A pipeline that connects Zone 4 to Zone 3 would allow conveyance of recycled water to 
customers in Zone 4.  This would provide more flexibility in using Zone 3 recycled water in Zone 
4 rather than conveying Zone 1 or Zone 2 water to Zone 4.     

16. WWTP2 Upgrade to Tertiary 

The secondary effluent from Wastewater Treatment Plant 2 (WWTP2) is currently 
conveyed to the Lincoln and Cota percolation ponds.  Upgrades could be constructed at WWTP2 
that would provide tertiary treatment and disinfection of the secondary effluent and produce Title 
22 recycled water.  The recycled water from WWTP2 could be connected to the recycled water 
system distribution at Harrison Street—which is immediately north of WWTP2—or sent to the 
percolation ponds for recharge.   

17. WWTP1A Upgrade to Tertiary 

The secondary effluent from Wastewater Treatment Plant 1A (WWTP1A) is currently 
conveyed to the Lincoln and Cota percolation ponds.  Upgrades could be constructed at 
WWTP1A that would route the flows through the WWTP1 tertiary filters and chlorine contact 
tank to produce Title 22 recycled water.  The recycled water could then be stored in the on-site 
recycled water reservoir or sent to the percolation ponds for recharge.   

18. Lee Lake Water District’s (LLWD) Recharge to Bedford Subbasin 

This recharge project includes discharging recycled water (tertiary treated and disinfected) 
produced by LLWD into surface recharge basins or injection wells (exact locations to be 
determined) in the Bedford Subbasin. This recycled water is currently being discharged to 
Temescal Wash and is not contributing to groundwater basin storage. Since the groundwater 
basin ultimately discharges to the wash, surface water flow on an average basis is not expected to 
be substantially decreased. The source of the recycled water is wastewater from local residential 
communities that are supplied with imported water of generally higher quality than ambient 
groundwater. The resulting recycled water typically has lower TDS values than the ambient 
groundwater. Therefore, the recharge of recycled water will likely have a beneficial water quality 
impact on the ambient TDS in the subbasin. In addition, both the City and LLWD may need to 
rely on local groundwater to increase water supply. Enhancing recharge is expected to increase 
the subbasin yield. A feasibility study of this project including impacts to water levels and water 
quality is included as Appendix D.  

19. Use of Recycled Water as In-Lieu Pumping 

The expanded use of recycled water as a substitute for groundwater under certain non-
potable applications (such as park irrigation) would have major benefits for groundwater 
management. This use of recycled water would decrease pumping from the groundwater basin. 
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Currently, the City provides approximately 5,600 AFY of recycled water for irrigation. In 2001, 
the City conducted a survey to examine the potential for expanded recycled water use (Boyle, 
2001). In that analysis, the engineers concluded that approximately 1,300 acres of parks, golf 
courses, and other landscape areas could be irrigated with recycled water. The City has a current 
capacity of about 6,780 AFY, with a current demand of about 5,600 AFY. As system 
improvements are made and additional recycled water is available, using recycled water to 
replace groundwater pumping is a viable management strategy.  In addition, the sale of recycled 
water to customers for additional non-potable applications could provide revenue for continued 
investment in groundwater management strategies.  

6.1.6. Use of Imported Water 

Imported water has been and continues to be an important source of supply for the City. 
Water from the Colorado River and State Project Water is available from the Metropolitan Mills 
filtration plant and delivered to the City through three existing turnouts. These strategies involve 
the purchase of additional imported water when available for direct use to decrease groundwater 
basin pumping (in-lieu pumping). Alternatively, imported water may be used for enhanced 
recharge to the groundwater basin.   

20. Purchase of Metropolitan Water District In-Lieu Water 

In-lieu purchase water is excess raw water provided to Metropolitan customers at reduced 
rates. Use of this water will reduce the amount of groundwater pumped from the basin. When 
Metropolitan offers in-lieu water, the City should purchase it while concurrently reducing 
groundwater pumping as practicable.  The in-lieu purchase water could be: 1) stored in the City’s 
recycled water reservoir(s) for use; 2) stored in the City’s recycled water reservoirs(s) and 
conveyed to spreading basins or injection wells for storage in the groundwater basin; or 3) treated 
at the City’s water treatment plants and used as Title 22 drinking water.   

21. Pipeline to Convey Metropolitan Water District (Metropolitan) In-Lieu Water 
to Border Avenue Recycled Water Reservoir 

To convey the in-lieu purchase water to the City’s recycled water facilities, a pipeline 
would need to be constructed from the City’s WR-19 turnout (Metropolitan Lower Feeder 
connection) to the City’s Border Avenue recycled water reservoir.  In this area, available 
imported water could also be conveyed to recharge basins at the Oak Avenue Detention Basin. 
Recharge of imported water would require coordination with regulatory agencies such as the 
RWQCB and RCFCWCD.   
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6.1.7. Wastewater Pond Maintenance 

This strategy provides for improved percolation of permitted amounts of wastewater into 
the groundwater basin. It is anticipated that amounts may decrease over time as treatment and use 
of recycled water is expanded.  

22. Lincoln and Cota Street Percolation Ponds Maintenance Program 

Regularly scheduled maintenance on the percolation ponds is critically important to 
optimize pond percolation and minimize losses to evaporation.  This percolation provides 
groundwater recharge and contributes positively to the subbasin water balance. Even if most of 
this water ultimately leaves the subbasin as rising groundwater, it maintains head in the discharge 
area, decreasing gradients and the potential outflow of additional groundwater. Based on past 
monitoring of percolation rates in the ponds, they require maintenance approximately every 3 to 5 
years.  This consists of removing the fine soil particulates (filter cake) from the pond bottom and 
sides and hauling the filter cake offsite for approved disposal. 

6.1.8. Coordination with Regulatory Agencies 

The City maintains positive working relationships with local agencies, but currently has 
no centralized effort to coordinate with agencies on water quality issues for the protection and 
enhancement of the groundwater subbasins. The strategies offered below are a starting point for 
increased communication and action on specific groundwater issues.  

23. Coordinate with Riverside County on Water Quality and Well Construction  

The County of Riverside Department of Environmental Health (RDEH) conducts 
programs and services that are beneficial to the local groundwater subbasins (RDEH, 2008). 
Through the Water Engineering Program, the County handles well permitting for any well 
constructed in the County including, but not limited to, driven wells, monitoring wells, cathodic 
wells, extraction wells, agricultural wells, and community water supply wells. They are also 
responsible for the permitting, inspection, compliance, monitoring, and enforcement of state 
standards for small water systems in the County. These programs are consistent with and ensure 
well construction/destruction standards are implemented as developed by DWR. The City wishes 
to maintain a positive working relationship with the Water Engineering Program to track wells 
drilled within the subbasins and ensure proper well construction and destruction for the protection 
of the groundwater resource. Methods of coordination to access the well information at the 
County will be further explored through communication with Riverside DEH.  

The Riverside DEH also conducts programs related to groundwater contamination. Their 
ongoing Local Oversight Program provides for oversight of the investigation and cleanup of soil 
and groundwater contamination from unauthorized releases from leaking underground storage 
tanks (LUSTs). This program is conducted under contract from the State Water Resources 
Control Board (SWRCB) and compiles regional information on assessment and cleanup efforts. 
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Information regarding UST cleanup sites and proposed corrective actions are available online and 
will be accessed periodically by the City to identify areas of concern. If such areas are identified, 
the caseworker at the County will be contacted for additional information and coordination.  

24. Coordinate with the Regional Water Quality Control Board (RWQCB), Santa 
Ana Region on Water Quality Issues in the Basin 

The City will work with the RWQCB to obtain information on groundwater 
contamination areas that may adversely impact water quality in the City’s drinking water wells. 
This coordination will involve communication with the RWQCB on sites or areas of known or 
suspected groundwater impacts. This communication can also involve the periodic access of site 
cleanup lists on the RWQCB websites. 

The City will also continue coordination with the RWQCB on monitoring industrial 
waste discharges to the sanitary sewer through the City’s ongoing Industrial Waste Pre-treatment 
and Source Control Program. As a requirement of this program, quarterly and annual reports are 
provided to the RWQCB.  

6.1.9. Water Conservation and Demand Management 

As previously discussed, the City has committed to aggressive steps on water 
conservation and demand management. A full-time Water Conservation Coordinator has 
developed and implemented numerous educational programs (including an education center), 
water wise events and awards, rebate programs, data-based field tests to demonstrate actual water 
savings, installation of landscape irrigation controllers, and coordinated programs with 
Metropolitan and WMWD. Although these measures will continue on their established schedules, 
the City wishes to acknowledge and incorporate these activities into an overall GWMP strategy. 

25. Continue and Expand Water Conservation and Demand Management 
Activities 

Numerous programs have been implemented by the City’s aggressive water conservation 
efforts. A rebate program for low-flow toilets and washing machines has been in place for several 
years. In addition to an extensive education program previously described (Section 4.2), the City 
is taking aggressive steps to reduce irrigation demand. The City has initiated a program of 
working directly with homeowners’ associations and others on the installation of weather-based 
irrigation controls (WBIC) on landscape irrigation systems. Two test programs are planned to 
determine specific water savings for such devices and include a condominium neighborhood in 
the older part of Corona and a single-family residential neighborhood in an area of newer 
development. These two tests will provide monitoring data and information on potential water 
savings and demand reduction for application to other areas.  
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6.2. Evaluation of Management Strategies using AB3030 Checklist  

Water Code Section 10753 provides a list of 12 examples of groundwater basin issues 
that may be considered in an AB3030 GWMP. These examples serve as a checklist to ensure that 
major groundwater basin issues are addressed. The issues are listed below, followed by an 
explanation of the relationship between each issue and the management strategies proposed in 
this GWMP. 

6.2.1. Control of Saline Water Intrusion 

The subbasins of interest are located in upland basins away from the coast and are not 
subject to the typical threat of coastal seawater intrusion. This issue can also include the potential 
influx of highly mineralized or brackish water from either natural or anthropogenic (human-
influenced) sources. However, no highly mineralized influx has been identified to date. Although 
water entering the Temescal Subbasin through the Arlington Gap has been observed to have 
elevated nitrate and other minerals, the inflow contains similar water quality to ambient 
groundwater in the subbasin and is not a significant threat to water quality. In fact, this area has 
served as the main source of aquifer recharge to the basin.   

6.2.2. Identification and Management of Wellhead Protection and Recharge 
Areas 

Wellhead protection and recharge areas have been evaluated in the past and have been 
further assessed in this GWMP. In 2002, the City conducted an assessment of the vulnerability of 
their drinking water wells under the California Drinking Water Source Assessment Program 
(DWSAP). This program, developed by the California Department of Public Health (DPH) 
(formerly Department of Health Services), delineates the area around drinking water sources, 
such as wells, through which contaminants might reach the water supply. This assessment 
identified surface recharge areas in the vicinity of City wells. In addition, the analysis in this 
GWMP identifies the main areas of subbasin recharge for the aquifers tapped by City wells. 
These areas include the entire footprint of the unconfined Channel Aquifer, recharge areas along 
washes and alluvial fans, and areas of subsurface inflow such as Temescal Canyon and Arlington 
Gap.  

Strategies to manage and protect the recharge zones involve coordination with regulatory 
agencies such as Riverside County DEH and the RWQCB. These agencies are responsible for 
evaluating impacts to water quality from industrial or commercial activities and leaking 
underground storage tanks (LUSTs). Strategies 23 and 24 provide for the coordinated 
management required for protection of water supply. Also, the City’s expanded monitoring 
program (Strategy 8) will allow for better tracking of groundwater conditions in recharge areas.  
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6.2.3. Regulation of the Migration of Contaminated Groundwater 

The RWQCB, Riverside DEH, and other regulatory agencies provide data and 
information on impacts to groundwater and potential offsite migration of contamination plumes. 
Strategies 23 and 24 allow for better coordination with regulatory agencies and identification of 
areas of contaminated groundwater. Strategies 4 and 5 (involving wellhead treatment of wells 
downgradient of contaminant sources) directly address one area where groundwater contaminated 
with certain VOCs has been migrating toward water supply wells.  

6.2.4. Administration of a Well Abandonment and Well Destruction 
Program 

Through their Water Engineering Program, Riverside DEH requires that a permit be 
obtained for the abandonment of any well in the County (Riverside DEH, 2008). Guidance for 
well abandonment procedures are consistent with the standards developed by DWR for drilling 
and destroying wells in California (DWR, 1991). In addition, the County provides a registry of 
approved well drillers who are familiar with County regulations and policies. The publication of 
such a list increases the likelihood that permits and proper well abandonment procedures will be 
followed. Strategy 23 involves increased coordination with the Riverside DEH Water 
Engineering Program and well abandonment procedures.  

6.2.5. Mitigation of Overdraft Conditions 

As indicated by the preliminary water balances for the Temescal and Coldwater 
subbasins, both areas have experienced overdraft conditions over the Study Period. From 1990 
through 2004, Coldwater Subbasin experienced overdraft conditions with an estimated loss of 
about 20,000 AF of groundwater storage over the 15-year period. However, the water balance 
indicates that conditions were improving at the end of the Study Period because of decreased 
pumping rates in the subbasin. The City is working with other subbasin pumpers to control 
overdraft conditions through pumping limitations. Strategy 9 provides for an evaluation of 
enhanced recharge in Coldwater Subbasin.  

The water balance in Temescal Subbasin indicates that overdraft conditions occurred in 
the last three years of the Study Period as average pumping increased from about 10,000 AFY to 
almost 20,000 AFY. Given the uncertainty associated with imported water amounts in the future, 
the City will need to rely on the groundwater subbasin for a substantial amount of its water 
supply. This indicates that control of overdraft conditions through pumping limitations alone may 
be unrealistic. As such, the City is including numerous strategies for managing groundwater 
while maintaining groundwater production. 

Strategies 1 through 3 include new wells that will allow flexibility in pumping 
distribution and maintenance of water levels. Strategies 10, 11, 12, and 13 provide for enhanced 
recharge directly into the Temescal Subbasin. Strategies 9 and 18 provide for increased recharge 
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in Coldwater and Bedford subbasins. Strategies 14, 15, and 21 provide the infrastructure 
necessary for the conveyance of water to recharge facilities. Strategies 19 and 20 provide 
replacement water sources for a portion of the groundwater demand, potentially decreasing 
Temescal Subbasin production. Finally, Strategy 8 will allow for increased monitoring of 
groundwater levels and storage for the tracking of overdraft mitigation.    

6.2.6. Replenishment of Groundwater Extracted by Water Producers 

For this Study Area, the replenishment of groundwater extracted by pumpers in the basin 
is the same issue as the mitigation of overdraft conditions discussed above with a focus on 
Temescal Subbasin. As previously discussed, the replenishment of Coldwater Subbasin can likely 
be obtained with natural recharge over time if pumping reductions are in place. For Temescal 
Subbasin, enhanced recharge is more critical given the current and planned reliance on the 
subbasin for water supply. Strategies 10, 11, 12, and 13 are the most important strategies for 
replenishment with Strategies 14, 15, and 21 to provide the supporting infrastructure.  

6.2.7. Monitoring of Groundwater Levels and Storage 

Strategy 8 provides for the adoption of a monitoring program and protocols and a 
commitment for improved monitoring components in the future. The current monitoring program 
and protocols are described in Appendix B. Also included are recommendations for future 
improvements to the program.  

6.2.8. Facilitating Conjunctive Use Operations 

To provide for the efficient use of all water sources including groundwater, imported 
water, and recycled water, the City is interested in the construction and operation of several 
conjunctive use facilities. Strategies 9, 10, and 11 rely on existing detention basins or permeable 
off-stream sites for conjunctive use of surface water, imported water, and/or recycled water. In 
particular, Strategies 10 and 11 seem implementable with relatively minimal land acquisition and 
recharge basin construction costs. Strategies 12 and 13 involve the construction of injection wells 
that could use imported water or recycled water to replenish groundwater, especially during the 
winter months when excess water may be available. Collectively, these strategies provide for key 
conjunctive use facilities to be constructed and operated by the City.   

6.2.9. Identification of Well Construction Policies 

Since 1949, DWR has been given the responsibility for developing well standards for the 
purpose of water quality protection (DWR, 1991). Standards for the construction and destruction 
of water wells were first published in 1968 and updated in 1974 (DWR, 1981). Subsequent 
amendments to the Water Code required the development of minimum standards for monitoring 
and cathodic wells in addition to water wells. Bulletin 74-91 sets those standards as minimum 
requirements by local agencies. A permit filed in the form of a Well Completion Report/Driller’s 
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Log is required by DWR for the drilling or destruction of wells in the State. A permit is also 
required by Riverside DEH to track wells in the County and ensure adherence to minimum 
construction standards. The City has not developed their own standards, but requires DWR 
standards and Riverside DEH standards. 

6.2.10. Construction and Operation of Groundwater Contamination Cleanup, 
Recharge, Storage, Conservation, Water Recycling, and Extraction 
Projects 

Strategies for groundwater management involve each of the components listed in this 
item with the exception of water conservation, which is being addressed separately by the City as 
summarized in previous sections of this document and described in the City’s Urban Water 
Management Plan (AKM, December 2005). Strategies 4 and 5 provide for migration control of a 
VOC plume of contaminated groundwater and mitigation of water quality impacts to City wells. 
Strategies 9 through 13 and 18 describe recharge projects for increasing groundwater storage.   
Strategies 13 through 19 address the expanded and efficient use of recycled water. Strategies 1, 2, 
3, and 5 provide for more flexibility in groundwater extraction through varying pumping 
distribution within the aquifer to manage levels and quality.  

6.2.11. Development of Relationships with State and Federal Regulatory 
Agencies 

Strategies 23 and 24 specifically address coordination with key regulatory agencies on 
groundwater management activities. Coordinated management focuses on water quality issues as 
regulated by the RWQCB and Riverside DEH and well construction/abandonment policies 
regulated by Riverside DEH and DWR. 

6.2.12. Review of Land Use Plans and Coordination with Land Use Planning 
Agencies to Assess Activities which Create a Reasonable Risk of 
Groundwater Contamination 

The City of Corona is close to build out with little opportunity for major changes to land 
use planning. Nonetheless, the Department of Water and Power can communicate closely with 
City planners on the vulnerability of the groundwater resource and protection measures for risk 
assessment. In the City’s General Plan, adopted in March 2004, the City established a goal and 
related policies to manage urban runoff for protection of groundwater. Policies address the proper 
handling, storage, application, and disposal of pesticides, insecticides, and similar substances. 
Policies also address stormwater management and reuse and BMPs from construction.    

6.3. Evaluation of Management Strategies  

Several of the identified groundwater management strategies were evaluated with the 
groundwater flow model constructed as part of this GWMP. The evaluation and results are 



 AB3030  Todd Engineers 
Groundwater Management Plan Page 87 AKM Consulting Engineers 

 

discussed in the following sections. Details on model construction, calibration, and setup for 
application of the management strategies are provided in Appendix C. Figures C-11 through C-14 
summarize changes in water levels in the target wells associated with the baseline evaluation and 
management strategies as described in the sections below. 

6.3.1. Baseline Evaluation 

To provide a baseline against which to measure groundwater management strategies, a 
baseline model run was developed that accounts for a total demand at build out of about 51,631 
AFY. As previously discussed, the City has a tentative target for obtaining one-half of the 
demand from the groundwater subbasins, or a total pumping amount of 25,816 AFY. The 
Coldwater Subbasin appears capable of providing at least 3,500 AFY (equal to the City’s 2007 
pumping). Pumping in Bedford Subbasin could potentially provide another 600 AFY, leaving a 
demand of about 21,700 AFY from the Temescal Subbasin. Additional details of the baseline 
scenario are provided in Appendix C.  

Modeling indicates that baseline pumping results in average water level declines of about 
30 to 50 feet in the main portions of the Channel Aquifer over the simulation period. These 
declines would result in dewatering of more than 50 percent of the aquifer thickness in some 
wells, substantially decreasing well capacity.  

The decline also represents a substantial loss of groundwater in storage in the unconfined 
aquifer. A summary of the average water budget components under baseline conditions is 
provided in Table 6-2.   

Table 6-2 
Baseline Evaluation Water Balance (AFY) 

 
INFLOWS Ave.  

Deep Percolation from Precipitation 1,689
Infiltration of Runoff in Detention Basins 479
Recharge from Wastewater Discharge 8,504
Subsurface Inflow Subtotal 5,163

 - Arlington Gap 4,182 
 - Temescal Wash (Temescal Canyon) 113 
 - Bedrock in Watershed 816 
 - Norco 52 

Return Flows Subtotal 2,542
TOTAL INFLOWS (AFY) 18,377

   
OUTFLOWS  

Groundwater Pumping 21,722
Subsurface Outflow to Santa Ana River 5,481

TOTAL  OUTFLOWS (AFY) 27,203
Change in Storage -8,826
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Values above represent average conditions over a 15-year model simulation period. The complete 
baseline simulation is summarized in Table C-3 in Appendix C. The groundwater basin water 
budget shown above indicates that under hydrologic conditions similar to the Study Period, an 
average decline in groundwater storage of about -8,826 AFY would be expected (subtract 
outflows of 27,203 AFY from inflows of 18,377 AFY). According to this analysis, pumping 
under the baseline scenario is unsustainable without additional management strategies to increase 
basin yield or reduce groundwater production.  

6.3.2. Scenario 1 - Pumping Redistribution 

To evaluate the impact of redistributing pumping within the Channel Aquifer, two new 
downgradient wells were simulated in this model run. The new wells were positioned to 
potentially intercept subbasin outflow to the Prado Management Area and were assigned a 
pumping amount of 2,500 AFY for each well. The baseline pumping total was maintained and 
pumping amounts were systematically decreased in current production wells to account for the 
added production in the new wells.  

The water budget from this model run is summarized in Table 6-3. As shown in the table, 
the outflows are similar to the baseline simulation, but inflows have decreased (compare 18,377 
AFY in Table 6-2 to 18,122 AFY in Table 6-3). As such, the average storage decline of -9,095 
AFY is slightly worse than under baseline conditions due to the slight decrease in inflow from 
Arlington Gap. This occurred because decreased pumping in upgradient wells resulted in rising 
water levels and decreasing gradients across the gap. In addition, the new pumping was not 
sufficient to decrease basin outflow, which resulted in almost the same average outflow total as 
simulated under baseline conditions (compare outflows in Table 6-3 to Table 6-2). Annual results 
from the Scenario 1 simulation are provided in Appendix C in Table C-4. 
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Table 6-3 
Scenario 1 

Pumping Redistribution Water Balance (AFY) 
 

INFLOWS   
Deep Percolation from Precipitation 1,689
Infiltration of Runoff in Detention Basins 479
Recharge from Wastewater Discharge 8,504
Subsurface Inflow Subtotal 4,908

 - Arlington Gap 3,901 
 - Temescal Wash (Temescal Canyon) 113 
 - Bedrock in Watershed 842 
 - Norco 52 

Return Flows Subtotal 2,542
TOTAL INFLOWS (AFY) 18,122

   
OUTFLOWS  

Groundwater Pumping 21,742
Subsurface Outflow to Santa Ana River 5,475

TOTAL  OUTFLOWS (AFY) 27,217
Change in Storage (AFY) -9,095

 

Although the decline in storage was greater, Scenario 1 was successful at increasing 
water levels in most target wells from baseline conditions (see Figures C-11 through C-14 in 
Appendix C). By the end of the 15-year simulation period, water levels had risen an average of 
about 10 feet in key wells. This is expected, given that most of the calibration targets are active 
pumping wells and any decrease in pumping will result in a rise in water levels. Nonetheless, this 
simulation suggests the water levels can be maintained on a short-term basis through 
redistributions in pumping.  

Several additional model simulations were conducted with additional downgradient 
pumping wells to capture basin outflow to the Prado Management Area. Results of these runs are 
not included in the GWMP, but indicated that substantial increases in pumping just upgradient of 
the Prado Management Area were not capable of capturing large percentages of the outflow. It is 
not clear whether boundary conditions limit the model’s ability to simulate the capture of outflow 
or whether most of the outflow is not occurring near the area of simulated wells. Additional 
analyses will be required to further evaluate the optimal location and number of wells for 
decreasing outflow and increasing basin yield.  

6.3.3. Scenarios 2 and 3 - Enhanced Recharge at Detention Basins 

As previously discussed, pilot testing conducted by the City at the Oak Avenue and Main 
Street detention basins noted high infiltration rates and indicated that up to about 6,500 AFY 
could be recharged with construction of spreading basins within each larger detention basin 
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(about 5,000 AFY in Oak Avenue Basin and about 1,500 AFY in Main Street Basin). The source 
of the recharge water would most likely be a combination of recycled water and stormwater. 
Imported water could also be used if available. Since current draft regulations regarding the 
recharge of recycled water call for dilution with another source, a combination of source waters 
will likely be needed. Actual implementation of this strategy would require coordination with 
regulatory agencies, including RCFCWCD, monitoring, and in-basin cleanup. 

For simulation in the groundwater model, it is assumed that one-half of the recharge 
water is from water available only during the wet season. Recycled water is recharged year-round 
in the simulation. Recharge at the two basins was simulated separately for evaluation. Baseline 
pumping was used. Wastewater discharge to percolation ponds was slightly decreased reflecting 
the use of recycled water. Details of the simulations are provided in Appendix C. 

The results of the model water budgets are summarized in Tables 6-4 and 6-5 for the Oak 
Avenue Detention Basin and Main Street Detention Basin recharge scenarios, respectively. Both 
scenarios show less groundwater storage declines than baseline scenarios because of the increase 
in inflows, equivalent to the amount of recharge assigned to each scenario. Because a larger 
volume of water was recharged at Oak Avenue, that scenario shows the most improvement. 
Declines in groundwater storage were -4,309 AFY and -6,562 AFY for Oak Avenue and Main 
Street basin recharge, respectively. This compares to the average decline in groundwater storage 
of -8,826 AFY under baseline conditions. Annual results for the two simulations are provided in 
Appendix C on Tables C-5 and C-6. 

In general, water levels did not respond significantly to the smaller amount of recharge in 
the Main Street Detention Basin over a 15-year simulation period. Water levels rose about 16 feet 
on the alluvial fan in response to the larger recharge amounts in the Oak Avenue Detention Basin. 
In addition, water levels also rose several feet in the Channel Aquifer under this scenario.  Water 
level hydrographs in target wells are provided in Appendix C.   
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Table 6-4 
Scenario 2 

Recharge at Oak Avenue Basin Water Balance (AFY) 
 

INFLOWS   
Deep Percolation from Precipitation 1,689
Infiltration of Runoff in Detention Basins 5,246

 - Oak Street 5,006 
 - Main Street 240 

Recharge from Wastewater Discharge 8,214
Subsurface Inflow Subtotal 5,199

 - Arlington Gap 4,192 
 - Temescal Wash (Temescal Canyon) 113 
 - Bedrock in Watershed 842 
 - Norco 52 

Return Flows Subtotal 2,542
TOTAL INFLOWS (AFY) 22,890

   
OUTFLOWS  

Groundwater Pumping 21,718
Subsurface Outflow to Santa Ana River 5,481

TOTAL  OUTFLOWS (AFY) 27,199
Change in Storage (AFY) -4,309

 
Table 6-5 

Scenario 3 
Recharge at Main Street Basin Water Balance (AFY) 

 
INFLOWS   

Deep Percolation from Precipitation 1,689
Infiltration of Runoff in Detention Basins 1,743

 - Oak Street 240 
 - Main Street 1,502 

Recharge from Wastewater Discharge 9,507
Subsurface Inflow Subtotal 5,161

 - Arlington Gap 4,154 
 - Temescal Wash (Temescal Canyon) 113 
 - Bedrock in Watershed 842 
 - Norco 52 

Return Flows Subtotal 2,542
TOTAL INFLOWS (AFY) 20,642

   
OUTFLOWS  

Groundwater Pumping 21,722
Subsurface Outflow to Santa Ana River 5,481

TOTAL  OUTFLOWS (AFY) 27,204
Change in Storage (AFY) -6,562
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6.3.4. Scenarios 4a and 4b - Upgradient Injection Wells in Channel Aquifer  

Currently, 5 MGD to 10 MGD could be dedicated to a recharge well project during the 
wet season (2,762 AF to 5,524 AF over six months).  Assuming an injection well capacity of 
about 1,000 gpm, approximately four wells to seven wells would be needed for the recharge of 
recycled water. As such, two scenarios were evaluated in the groundwater model: four wells 
recharging 2,762 AFY and seven wells recharging 5,524 AFY (with recharge occurring over a six 
month period). Wastewater discharge is also decreased to reflect the treatment of additional 
wastewater for recycled water production. To provide benefits to downgradient wells, the 
preliminary location selected for the injection wells was the most upgradient position in the 
Channel Aquifer, near Arlington Gap. Additional details on the simulation of the injection wells 
are provided in Appendix C.  

The results of the scenarios are summarized by the model water budgets presented in 
Tables 6-6 and 6-7. (Annual results are provided in Appendix C on Tables C-7 and C-8). In both 
cases, the average subbasin inflows are higher than estimated for baseline conditions, reflecting 
the increased recharge. As shown in the tables, total inflows are estimated at 20,987 AFY and 
21,068 AFY for the injection well scenarios compared to average inflows of 18,377 AFY for the 
baseline scenario. However, the increase in inflows was not equivalent to the amount of recharge 
added because of decreases in other inflow totals including less subsurface inflow at Arlington 
Gap. The locations of the injection wells create water level rises near the gap and block a certain 
portion of the inflow. Additional evaluation is necessary to optimize the location of the injection 
wells. Nonetheless, the storage decline associated with these two scenarios is less than under 
baseline conditions. Water level hydrographs showing the change in water levels at the end of the 
15-year simulation period for both injection well scenarios (Scenarios 4a and 4b) are provided in 
Figures C-11 through C-14 in Appendix C.  
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Table 6-6 
Scenario 4a 

Recharge near Arlington Gap (4 wells) Water Balance (AFY) 
 

INFLOWS   
Deep Percolation from Precipitation 1,689 
Infiltration of Runoff in Detention Basins 479 
Recharge from Wastewater Discharge 9,390 
Subsurface Inflow Subtotal 4,125 

 - Arlington Gap 3,131 
 - Temescal Wash (Temescal Canyon) 113 
 - Bedrock in Watershed 833 
 - Norco 48 

Return Flows Subtotal 2,542 
Recharge Wells at Arlington 2,762 

TOTAL INFLOWS (AFY) 20,987 
    

OUTFLOWS   
Groundwater Pumping 21,717 
Subsurface Outflow to Santa Ana River 5,481 

TOTAL  OUTFLOWS (AFY) 27,199 
Change in Storage (AFY) -6,212 

 
Table 6-7 

Scenario 4b 
Recharge near Arlington Gap (7 wells) Water Balance (AFY) 

 
INFLOWS   

Deep Percolation from Precipitation 1,689 
Infiltration of Runoff in Detention Basins 479 
Recharge from Wastewater Discharge 7,988 
Subsurface Inflow Subtotal 2,846 

 - Arlington Gap 1,839 
 - Temescal Wash (Temescal Canyon) 113 
 - Bedrock in Watershed 842 
 - Norco 52 

Return Flows Subtotal 2,542 
Recharge Wells 5,524 

TOTAL INFLOWS (AFY) 21,068 
    

OUTFLOWS   
Groundwater Pumping 21,715 
Subsurface Outflow to Santa Ana River 5,481 

TOTAL  OUTFLOWS (AFY) 27,195 
Change in Storage (AFY) -6,127 
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In addition to improving changes in groundwater storage, these two recharge scenarios 
also benefit water levels throughout the Channel Aquifer. Water levels rose more than 25 feet in 
some upgradient areas near the injection wells. As expected, water levels rose more in upgradient 
wells, but even some downgradient wells recorded water level rises of about 8 feet over baseline 
conditions (Figures C-11 through C-14, Appendix C).  

In summary, the management strategy of recharge wells improved water levels and water 
budgets, but decreased Arlington Gap inflow. Recharge wells offer the best potential for direct 
and immediate recharge to the Channel Aquifer, but additional evaluation will be necessary to 
determine optimal locations and number of wells.   

6.3.5. Recycled Water Recharge 

As described in the management strategies above, enhanced recharge will be needed for 
management of the groundwater subbasins. Given recent uncertainties in the reliability of SWP 
and other sources of imported water, recycled water may be the City’s most reliable supplemental 
supply for groundwater recharge. To ensure that groundwater quality is not adversely impacted 
from the recharge of recycled water, a preliminary review of 2007 recycled water quality data 
was conducted. Prior to implementation, recycled water recharge projects will be further 
evaluated to ensure compliance with recharge regulations and permit requirements.  

Water quality data from the 2007 monitoring program was compared against the primary 
and secondary MCLs for regulated compounds relevant in draft recycled water recharge 
regulations (California DPH, 2007). Because the City is not currently recharging recycled water, 
not all of the regulated constituents have been analyzed to date. In particular, radionuclides and 
an expanded list of organic chemicals will be analyzed as recycled water recharge is further 
evaluated. Additional unregulated constituents may also require analysis. 

A review of the 2007 monitoring data demonstrates that all but one constituent (TDS) 
analyzed in the City’s recycled water already meet relevant regulatory standards. The recycled 
water TDS concentration of 650 mg/L does not meet the secondary recommended MCL of 500 
mg/L, but is significantly below the maximum permitted of 1,000 mg/L. Because the City’s 
wastewater is a blend of groundwater and imported water (with lower TDS), the concentration of 
TDS in wastewater is generally lower than in groundwater, resulting in a benefit to the subbasin. 
DPH regulations allow recharge of TDS concentrations higher than 500 mg/L under certain 
conditions. Final permitted levels will be determined as the project moves forward. 

Only one regulated organic compound, chloroform, has been detected in the City’s 
recycled water. This chemical is typically formed as a disinfection byproduct after chlorination 
has been used to ensure extinction of microbial pathogens. The compound was detected at only a 
trace value and is more than two orders of magnitude below the MCL. Given the data reviewed to 
date, the recharge of recycled water is not anticipated to adversely impact groundwater quality.     
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6.4. Recommended Management Strategies 

As indicated in the evaluations above, no single strategy will achieve BMOs. A 
combination of strategies will be required, especially those supporting enhanced recharge and in-
lieu pumping. Without management strategies, the groundwater subbasins will not be sustainable 
at the pumping rates identified as being needed at build out. Management strategies will be 
conducted in concert with continued water conservation strategies to manage demand.  
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7. Implementation Plan 

In development of an implementation plan for the management strategies identified, 
issues such as funding opportunities, budgeting, and need are considered. Several of these 
programs are ongoing and are required for continued operation of the water supply. In addition, 
several of the strategies rely on the implementation of other strategies. Information on the 
prioritization of projects and the implementation are provided below.  

7.1. Prioritization of Strategies 

Given the results of the water balance and the need for increased groundwater 
development, the highest priority for groundwater management are strategies that provide for 
enhanced recharge (or in-lieu pumping) in the groundwater basin. The best use for imported 
water at this time seems to be direct use, especially if the availability allows for an offset in 
pumping. The most reliable supply for recharge is likely to be recycled water. However, for the 
expanded use of recycled water, additional conveyance and infrastructure improvements are 
required, namely, Strategies 14 and 15 (Interconnect Recycled Water Zone 3 to Zone 2 and 
Interconnect Recycled Water Zone 4 to Zone 3).  

7.2. Implementation Plan and Schedule 

Capital improvement projects and corresponding implementation schedule are 
summarized in Table 7-1. These projects, designated C-1, C-2, etc., correspond directly to the 
strategies described in Chapter 6 (C denotes a capital improvement project). The remaining 
management strategies not listed in Table 7-1 include Strategy 19 (Use of Recycled Water as In-
Lieu Pumping), 23 (Coordination with Riverside DEH), and 24 (Coordination with RWQCB). 
The coordination efforts will begin immediately and build on current relationships with the 
agencies. Strategy 25 (Water Conservation and Demand Management) is ongoing and will 
continue as a coordinated effort with the City’s Water Conservation Coordinator.  The use of 
recycled water as in-lieu pumping (Strategy 19) is also ongoing and will be expanded as 
additional markets are identified.  
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Table 7-1
Implementation Plan and Schedule 

 

Project 
Number 

Project Description 
Annual 

Water Yield 
(AF) 

Project 
Cost 

Year 

C-1 New Water Wells 1,935 $1,500,000/
well 

On-going 

C-2 Replacement Water Wells 1,935 $1,500,000/ 
well 

On-going 

C-3 Rincon Groundwater Treatment Project 5,600 $15,000,000 2015 

C-4 Wellhead Treatment for Wells 6, 7, and 17 4,800 $10,000,000 2012 

C-5 El Sobrante Groundwater Treatment Project 5,600 $20,000,000 2020 

C-6 Groundwater Treatment Program 3,800 $3,000,000 2011 

C-7 Groundwater Blending Program 1,800 $600,000 2010 

C-8 
Improvement of Groundwater 
Quantity/Quality Monitoring Program 

0 $50,000 2010 

C-9 
Coldwater Subbasin Enhanced Recharge 
Project 

2,000 $100,000 2011 

C-10 
Recharge Basins within Oak Avenue 
Detention Basin 

5,000 $2,300,000 2010 

C-11 
Recharge Basins within Main Street 
Detention Basin 

1,500 $690,000 2012 

C-12 Upgradient Injection Wells 4,800 $5,000,000 2009 

C-13 Recycled Water Injection Wells 4,500 $4,600,000 2011 

C-14 
Recycled Water Zone 3 to Zone 2 
Interconnect 

1,800 $4,800,000 2009 

C-15 
Recycled Water Zone 4 to Zone 3 
Interconnect 

3,000 $2,400,000 2009 

C-16 WWTP2 Upgrade to Tertiary 3,300 $9,500,000 2010 

C-17 WWTP1A Upgrade to Tertiary 1,100 $2,100,000 2012 

C-18 
Lee Lake Water District Recharge to 
Bedford Subbasin 

80 $500,000 2010 

C-20 
Purchase of Metropolitan Water District In-
Lieu Water 

Unknown Unknown 
As 

Available 

C-21 
Pipeline to Convey Metropolitan Water 
District In-Lieu Water to Border Avenue 
Recycled Water Reservoir 

Unknown Unknown 
As 

Available 

C-22 
Lincoln and Cota Street Percolation Ponds 
Maintenance Program 

1,000 
$100,000/ 
every 3-5 

years 
On-going 
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7.3. Annual Re-evaluation of Management Performance 

The implementation of groundwater management strategies and the performance of 
management activities will be reviewed on an annual basis. A close assessment of the basin 
response to operational changes and pumping re-distribution among existing wells will provide 
additional information on management. Ongoing improvements to the monitoring network will 
also allow for a more detailed evaluation of groundwater levels, quality, and storage. 
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Appendix A 
Public Notice and Outreach 
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RESOLUTION NO. 2006- 074

RESOLUTION OF THE CITY COUNCIL OF THE CITY OF
CORONA , CALIFORNIA, APPROVING A NOTICE OF
INTENTION FOR THE CITY OF CORONA DEPARTMENT
OF WATER & POWER TO DRAFT A GROUNDWATER
MANAGEMENT PLAN

WHEREAS, adoption of a Groundwater Management Plan is in furtherance of
and consistent with the City's Water Master Plan as adopted by the City Council; and

WHEREAS, Section 10753 of the California Water Code permits the adoption
and implementation of groundwater management plans to encourage authorized local agencies to
manage groundwater resources within their services areas; and

WHEREAS, the City of Corona Department of Water & Power (CDWP) is an
authorized local agency and may, . therefore, adopt and implement such a Groundwater
Management Plan; and

WHEREAS, a Public Notice of Intention was published in a newspaper of
general circulation on June 6, 2006, and on June 13, 2006, announcing the City's intention to
consider the adoption of a resolution of intention to draft a Groundwater Management Plan in
accordance with the California Water Code Section 10753 .2 and California Government Code
Section 6066; and

WHEREAS, a public hearing was held on June 21, 2006, to discuss the adoption
and implementation of a Groundwater Management Plan in accordance with California Water
Code Section 10753.2; and

WHEREAS , the City Council believes the groundwater can best be managed, as
in the past, by CDWP in coordination with owners of properties overlying the groundwater
basin; and

WHEREAS, the City Council believes the adoption of a Groundwater
Management Plan will be in the best interest of the city's property owners and water users and
can help meet the projected long-term water needs of the City.

NOW, THEREFORE , BE IT RESOLVED by the City Council of the City of
Corona, California, as follows:



Section 1 : It is the intention of CDWP to draft a Groundwater Management Plan
in accordance with Section 10753.4 of the California Water Code, and CDWP's consultant is
hereby authorized and directed to draft such plan.

Section 2: This Resolution shall be deemed a resolution of intention in
accordance with California Water Code Section 10753.2.

Section 3 : The CDWP is authorized and directed to publish this resolution of
intention to draft a Groundwater Management Plan in accordance with the provisions of
California Water Code Section 10753.3 and to provide interested persons with a copy of this
Resolution upon written request.

Section 4 : The City Council hereby authorizes the CDWP General Manager to
execute all documents and take any other action necessary or advisable to carry out the purpose
of this Resolution.

Section 5: After the Groundwater Management Plan has been prepared, CDWP
will conduct a second public hearing in accordance with California Water Code Section 10753.5,
et se__lc.. to determine whether to adopt the plan.

ADOPTED this 21st day of June 2006.

Mayor of the City of Gorona,'California

ATTEST:

City Clerk of the CiGf`Corona, California
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CERTIFICATION

I, VICTORIA J. WASKO, City Clerk of the City of Corona, California, do hereby

certify that the foregoing Resolution was passed and adopted by the City Council of the City of

Corona, California, at a regular adjourned meeting held on the 21st day of June 2006, by the

following vote of the Council:

AYES: MILLER, MONTANEZ, NOLAN, SPIEGEL, TALBERT

NOES: NONE

ABSENT: NONE

ABSTAINED: NONE

IN WITNESS WHEREOF, I have hereunto set my hand and affixed the official

seal of the City of Corona , California, this 21st day of June 2006.

City Clerk of the City o orona, California

(SEAL)
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PRESS RELEASE

June 5, 2008 
For Immediate Release 
Contact:  Matthew Bates, Utility Engineer, (951) 279-3692 

Corona Groundwater Management Plan 

As part of the City’s on-going efforts to efficiently manage its finite water resources, the 
Corona Department of Water and Power contracted with AKM Consulting Engineers and 
Todd Engineering in January 2006 to prepare an Assembly Bill 3030 compliant 
Groundwater Management Plan (GWMP).  The Plan recommends approaches the City can 
utilize to increase the efficient usage of its groundwater to ensure its availability in the 
future.

AKM Consulting Engineers and Todd Engineering recently completed the Plan and the 
Department of Water and Power will recommend its adoption at the City Council meeting 
on June 18th, 2008 at 7:00 p.m. in Council Chambers. 

If you have any questions or require additional information regarding the Plan, please 
contact Matthew Bates, Utility Engineer at (951) 279-3692.

#####

(951) 279-3692 730 Corporation Yard Way           Corona, California  92880 

DEPARTMENT OF WATER & POWER 
“Protecting Public Health” 
General Manager’s Office 



Stakeholder Organization Title Address City State Zip Code

County of Orange Ms. Angela Burrell Public Information Officer PO Box 4048 Santa Ana CA 92702-4048
Riverside County Flood Control District Mr. Steve Stump Chief of Operations and Maintenance 1995 Market Street Riverside CA 92501
City of Norco Mr. Bill Thompson Director of Public Works 2870 Clark Avenue Norco CA 92860
Dept. of Environmental Health Mr. Damien Meins Deputy Director 4080 Lemon Street, 9th Floor Riverside CA 92501
City of Riverside, Planning Division Ms. Diane Jenkins 3900 Main St., 4th Floor Riverside CA 92501
Santa Ana Watershed Project Authority Mr. Eldon Horst 11615 Sterling Avenue Riverside CA 92503
Santa Ana Region Mr. Gerard Thibeault Regional Water Quality Control Board 3737 Main Street, Ste. 500 Riverside CA 92501
Riverside County Waste Management Dept. Mr. Hans Kernkamp General Manager 14310 Frederick Street Moreno Valley CA 92553
Lee Lake Water District Mr. Jeff Pape General Manager 22646 Temescal Canyon Road Corona CA 92883
Western Municipal Water District Mr. John Rossi General Manager PO Box 5286 Riverside CA 92508
Chandler’s Sand & Gravel & Temescal Mining LLC Mr. John Robertson Vice President & General Manager PO Box 295 Lomita CA 90717
Municipal Water District of Orange County Ms. Karen Warren Assistant to the General Manager PO Box 20895 Fountain Valley CA 92728
Chino Basin Water master Mr. Kenneth Manning CEO 9641 San Bernardino Road Rancho Cucamonga CA 91730
Orange County Resources & Development Mgmt Dept. Mr. Nadeem H. Majaj, P.E. Manager, Flood Control Division PO Box 4048 Santa Ana CA 92702-4048
Mission Clay Products Mr. Owen Garret PO Box 549 Corona CA 92878
Elsinore Valley Municipal Water District Mr. Ron Young General Manager 31315 Chaney Street Lake Elsinore CA 92530
City of Riverside, Planning Division Mr. Craig Aaron 3900 Main Street Riverside CA 92522
Santa Ana Watershed Project Authority Mr. Mark Norton 11615 Sterling Avenue Riverside CA 92503
Western Municipal Water District Mr. Jeff Sims PO Box 5286 Riverside CA 92517

Contact

Table A-1
List of Potential Stakeholders

City of Corona Groundwater Management Plan
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Appendix B – Monitoring Program and Protocols 

B-1 Introduction 

One of the groundwater management strategies (Strategy 8) presented in this GWMP is 
an improved groundwater monitoring program capable of characterizing groundwater conditions 
in the subbasins of interest and tracking future changes in water levels, water quality, and 
groundwater storage. This appendix documents the City’s current monitoring program and makes 
recommendations for improvements going forward.  

B-2 Background 

The City has monitored water quality in production wells in the Temescal, Coldwater, 
and Bedford subbasins to ensure a high quality supply and to comply with regulations over time. 
Since 1998, the City has conducted a more formal monitoring program including water level 
measurements in about 23 production wells and maintaining these data in a water level database. 
Data on water levels in City production wells dating back to 1994 have been provided to a 
consultant for the Santa Ana River Watermaster (Watermaster Support Services). This firm 
provided these data in a publicly-available database to Todd Engineers in support of this project. 
Those data have been combined with other water level data and entered into the City’s Data 
Management System (DMS) constructed for this GWMP. Although the City water level data 
were noted as being measured either during pumping or non-pumping (static) conditions, some 
static measurements have been overly influenced by well drawdowns and indicate that the well 
had not completely recovered when levels were recorded. In addition, some of the noted pumping 
water levels appear to correlate more closely to static water levels in other wells. In addition, 
surveyed reference elevations are not always recorded for a well. 

Over the last two years, the City expanded the water level monitoring program to include 
wells that are not currently pumping (or pump on a limited basis). These wells are a combination 
of inactive irrigation wells, inactive or periodically-used production wells, and dedicated 
monitoring wells installed by the City. These data are less influenced by pumping and are more 
representative of overall subbasin conditions. In connection with this GWMP, the City wishes to 
document and formalize the monitoring program and consider additional improvements to the 
program over time.  

B-3 Objectives of Monitoring Program 

Objectives of the monitoring program include the following: 

• characterize water levels and water quality in various aquifers across the subbasins 
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• monitor areas of concern to continue to address specific problems 

• evaluate the performance of groundwater management activities 

• track changes in groundwater levels, quality, and storage over time.  

The spatial distribution of the monitoring points should focus on key areas based on specific 
subbasin hydrogeologic conditions. In addition, the program should maintain an element of 
random locations to allow for the identification of unanticipated changes within the system. To 
achieve these objectives, protocols of the monitoring program including the locations, 
measurements, equipment, frequencies, and constituents to be monitored are reviewed below. 
This program is evaluated with respect to the hydrogeologic conditions described in Chapter 3 of 
the GWMP and recommendations are made for program improvements.  

B-4 Current Groundwater Monitoring Program 

The City maintains a groundwater monitoring program consisting of about 39 wells, 21 
of which are active production wells owned and operated by the City for drinking water supply. 
The remaining 18 wells are a combination of inactive production wells and wells installed 
specifically for monitoring groundwater conditions. For the purposes of this discussion, the 18 
wells are referred to as monitoring wells and the 21 wells in the City’s system are referred to as 
City production wells. The selection of monitoring locations has generally been based on the 
following criteria: 

• Availability of unused wells owned by others 

• Easy access to wells  

• Ability to physically access the well with a sounder or sampling pump/bailer 

• Well screens across aquifer of interest 

• Well location monitors specific activity of interest (e.g., installed for a pilot test for 
enhanced recharge) 

• Network spatially distributed throughout the subbasins of interest. 

Wells included in the monitoring program are shown on Figure B-1 with the City’s active 
production wells identified separately. For the purposes of this discussion, the wells in the 
monitoring program that are not wells in the City’s active production water system are referred to 
as monitoring wells. Well data and monitoring components are summarized in Table B-1.  

B-4.1. Water Levels 

As shown on Figure B-1, the 18 monitoring wells are located in about eight separate 
locations with more than one well at four locations. Clusters of four monitoring wells are located 
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near City production Well 11, Oak Avenue Detention Basin, and Main Street Detention Basin. 
Two wells are located in the eastern arm at Arlington Gap.  

The monitoring and production wells in the water level monitoring program are well 
distributed across Temescal Subbasin and cover most key areas (Figure B-1). Nine of the 
monitoring wells track water levels in or near the Channel Aquifer along with most of the 
production wells. Two inactive production wells owned by Home Gardens County Water District 
allow the City to share water level data. These are key wells located near the Arlington Gap and 
provide data for the assessment of groundwater storage and the subbasin water balance. In 
addition, shallow monitoring wells have been drilled in the Oak Avenue and Main Street 
detention basins in the upland portion of the alluvial fan in Temescal Subbasin. 

Water levels at the downgradient extent of Bedford Subbasin are monitored by the 
irrigation well at Dos Lagos. No dedicated monitoring wells are currently located in the 
Coldwater Subbasin, but the City is making attempts to locate a former state monitoring well to 
track water levels there. Currently, water levels in the Coldwater Subbasin are available from City 
production wells.  

Water levels are measured at each of the 18 monitoring wells on a monthly basis. The 
City uses an electric sounding probe for measuring depth to water in most of the wells. For the 
Home Gardens Well 5, data are available from a transducer pressure gauge. Depth-to-water 
measurements are made by City personnel on an established field monitoring form. Also recorded 
are the status of the well (pumping or not), the date, and the initials of the field person.    

B-4.2. Water Quality 

Groundwater quality monitoring has occurred at the City’s active production wells, 
providing extensive water quality data in the Channel Aquifer. To date, no formal water quality 
monitoring program has been established at the monitoring wells, primarily because of an 
inability to pump some of the wells. The high concentration of water quality monitoring in the 
Channel Aquifer is appropriate given the unconfined nature of the aquifer and the City’s reliance 
on the aquifer for its drinking water supply.  

More than 7,400 records of water quality analyses from 1948 through 2004 were 
compiled for 25 City wells (including historical data from now-abandoned wells) and entered into 
the GWMP DMS. Currently, groundwater sampling occurs in all active production wells (Table 
B-1).  

The laboratory analyses of groundwater samples include constituents set forth in Title 22 
of the California Code of Regulations in compliance with federal standards and state regulations. 
These constituents allow for testing of both inorganic and organic chemicals of concern in the 
subbasins. These data are summarized in Consumer Confidence Reports provided to City water 
users.   
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B-4.3. Groundwater Storage 

Changes in groundwater storage as estimated in this GWMP were based primarily on an 
assessment of individual water balance inflows and outflows. The resulting change in storage was 
compared to changes in water levels in production wells for reasonableness. In the future, this 
assessment can be improved by comparing the water balance results to water level contour maps 
that depict change in groundwater storage over the entire subbasin based on data from monitoring 
wells. This assessment removes the near-wellbore effects of pumping from the analysis of 
changes in water levels over time. The current monitoring program is not sufficient to conduct 
such a detailed assessment, but the addition of dedicated non-pumping wells to the program is a 
step in the right direction. Increased monitoring at non-pumping wells, including City wells that 
have been turned off sufficiently long for water level recovery, will also improve the City’s 
ability to track changes in groundwater storage over time.  

B-5 Surface Water Monitoring Program 

Releases to Temescal Wash are monitored by various dischargers through NPDES permit 
requirements. One active stream gage in the City is monitored by local agencies (11072100, 
Figure 7 in the GWMP figures). Streamflow data are generally unavailable on Temescal Wash as 
it enters and exits Bedford Subbasin and as it enters Temescal Subbasin. Improved gaging in 
these areas could assist in developing a water balance for Bedford Subbasin and improving the 
water balance analysis in Temescal Subbasin. 

As Temescal Wash enters the Prado Management Area, a surface water sampling station 
is maintained by Orange County Water District. Other stream gage data are available from 
additional flows into the management area to account for surface outflow at Prado Dam. 
Additional streamflow measurements by the City in this area seems unnecessary at this time.  

Pool elevation data from the Prado Management Area allow for the assessment of  rising 
groundwater that is considered subsurface outflow from the Temescal Subbasin water balance. 
More detailed data likely exist for this area than were compiled for the GWMP. Additional data 
compiled from this area could allow for a more detailed assessment of basin outflow than 
estimated from the groundwater flow model in this analysis. The City is in the process of 
assessing outflow conditions in connection with a hydrogeologic characterization for their 
wastewater percolation ponds. Data from this study should be incorporated into the DMS for 
future assessments of subbasin outflow.  

B-6 Land Subsidence Monitoring 

Excessive groundwater pumping in certain aquifer systems can cause subsurface 
compaction, resulting in subsidence of the overlying land surface. Land subsidence resulting from 
overdraft conditions has been documented throughout the state including the Santa Clara Valley 
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and Central Valley of California. The most susceptible systems contain sufficient thickness of 
semiconsolidated silt and clay layers (aquitards) that can result in a vast one-time release of 
“water of compaction” (Galloway, et al., 1999). As this water is permanently released from the 
structure of the fine-grained units, the layers collapse, impacting overlying units and reducing the 
storage capacity of the aquifer system.   

Land subsidence in the form of ground fissuring has been identified in the adjacent Chino 
Groundwater Basin since the 1970s. The susceptible area is located about 2.5 miles north of the 
Prado Management Area (WE, 2006). An extensometer and other monitoring techniques have 
been employed to track land subsidence in this area.  

To our knowledge, neither land subsidence nor ground fissuring have been identified as 
issues in the Temescal, Bedford, or Coldwater subbasins. The absence of thick, fine-grained 
aquitards in these areas suggest that land subsidence should not be a concern. The Channel 
Aquifer contains very little fine-grained sediments as confirmed by lithologic logs and the few 
geophysical logs in the subbasin. Fine-grained units are likely more predominant in the distal 
portions of the Temescal Subbasin alluvial fan, south and southwest of the City’s current 
production wells. If the City develops groundwater on the Temescal Subbasin alluvial fan, the 
potential for land subsidence should be considered. In the Coldwater Subbasin, production wells 
are located in the proximal and mid-fan portions of a large alluvial fan characterized by coarse-
grained sediments. Gravel mining down to 300 feet confirms the nature of these aquifers.  

In consideration of these conditions, land subsidence monitoring does not appear to be an 
issue for the City and is not recommended for expansion of the monitoring program at this time. 
The City will investigate any reports of ground fissures and consider ground surface monitoring if 
land subsidence is identified as a potential concern in the future.  

B-7 Recommendations for Monitoring Program Improvements  

The City will continue to make improvements to their monitoring program as 
groundwater management strategies are implemented over the next two years. Ongoing efforts 
include the exploration and identification of additional wells for possible inclusion into the 
program. In particular, certain non-pumping wells are being researched in the Coldwater 
Subbasin for increased monitoring there.  

B-7.1. Improvements in Spatial Distribution  

The monitoring program should be sufficient to characterize water levels and quality 
throughout the subbasins and focus on key areas where data collection could prove most 
beneficial. In addition, the program should be scoped to include an element of random spacing to 
allow for detections of unanticipated changes.  One strategy is to target key areas of subbasin 
inflows and outflows as identified by the subbasin water balance analysis. For the Temescal 
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Subbasin, inflows are evaluated by the wells in Arlington Gap and in the upland detention basins. 
Outflow areas are monitored by the wells at Butterfield Park and Corona High School. Additional 
inflow monitoring would be beneficial in the area where Temescal Wash enters the basin (south 
of Magnolia Avenue near All American Way) and the area with inflow from Norco (north of City 
production Well 26). Additional outflow monitoring could be accomplished with an additional 
well west of the City percolation ponds (in the vicinity of the Rincon Groundwater Treatment 
Project included in this GWMP as Strategy 3). With regard to the random element of spatial 
distribution, additional wells are needed on the slope of the alluvial fan to the south of current 
production wells. 

In the Coldwater Subbasin, only production wells are currently available for monitoring. 
Since most of the production occurs in the southern half of the subbasin, it would be optimal to 
secure a monitoring point both in the south near production and in the north away from the wells 
to evaluate groundwater storage changes in the subbasin. A well just west of the Glen Ivy fault 
near Coldwater Wash would be most beneficial for also evaluating subsurface outflow across the 
fault plane. With respect to Bedford Subbasin, no wells currently exist in the southern portion of 
the subbasin and additional monitoring there would allow for better understanding of the subbasin 
groundwater system. 

It would be helpful to add monitoring wells to the water quality monitoring program as 
analyses are currently conducted only in production wells. Extraction wells pull in large volumes 
of groundwater from a large area, which can mix and dilute specific chemicals of concern. 
Additional understanding of groundwater quality away from pumping wells would add significant 
value to the data collection efforts.  

These improvements can be accomplished by securing access to existing wells or 
installation of new monitoring wells. If new wells are constructed, the diameter should be 
sufficiently large to allow for both groundwater level and quality monitoring.  

B-7.2. Expanded List of Constituents for Analysis 

For water quality monitoring, the list of constituents should be responsive to how the data 
are to be applied. For continued characterization of inorganic water chemistry and assistance with 
determining the source direction for groundwater types, the monitoring program should contain a 
full suite of cations and anions and a cation/anion balance. This analysis allows for the 
designation of water types and fingerprinting of groundwater in various parts of the basin. In 
addition, the analysis is cost effective and adds very little to the cost of monitoring already 
conducted by the City.   

Because of the large number of underground storage tanks over the shallow and 
unconfined Channel Aquifer, additional constituents should be added to the monitoring program 
to ensure no impacts from leaking tanks. In particular, total petroleum hydrocarbons, benzene, 
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toluene, ethylbenzene, xylenes, and methyl-tertiary butyl ether (MTBE) should be included. 
These analyses should be conducted on all wells for several sampling events to ensure no current 
impacts. After initial sampling, specific wells could be targeted for continued monitoring of these 
constituents.  

B-7.3. Monitoring Frequency 

A review of hydrographs indicates that water levels change seasonally and are most 
responsive to changes in groundwater pumping. In order to continue to characterize water level 
changes with monthly pumping patterns, water level monitoring should be conducted on a 
monthly basis.  

Ambient groundwater quality is not expected to vary on a monthly basis and is less 
susceptible to seasonal changes. As such, annual to semi-annual monitoring seems sufficient for 
the groundwater quality monitoring program. Exceptions to this include areas where groundwater 
contamination has been identified as a threat to groundwater quality. These areas should be 
monitored more frequently to better understand the potential impacts as contaminants migrate 
downgradient. This increased frequency in monitoring will likely be conducted by the site 
responsible for the groundwater quality impact and may not result in increased monitoring by the 
City. However, the City should periodically acquire and review the monitoring data for 
incorporation into their DMS. Water quality monitoring at the active production wells will 
continue at the frequencies required for compliance with state regulations for drinking water 
supply.  

B-7.4. Quality Assurance/Quality Control Measures 

To ensure that data are properly collected and analyzed, a quality assurance/quality 
control (QA/QC) plan should be implemented for the monitoring program. This program would 
provide details on the equipment and sampling procedures for ensuring reliable data. For 
example, the City should continue and improve the use of monitoring data collection forms for 
both water levels and water quality. Key details from these forms such as sampling date, time, 
location, and conditions should be extracted from the forms and input into the City DMS. All 
water quality sampling should use clean, new containers specific to the constituent to be 
analyzed. Specific QA/QC samples should be taken (approximately one QA/QC sample per every 
ten monitoring samples) and all samples should be properly preserved in the field. Water quality 
sampling should follow standard QA/QC procedures specific to the constituents analyzed. All 
sampling events should contain a strict chain of custody procedure with proper chain of custody 
forms completed in the field. State-certified laboratories should be used for analyses. Data should 
be requested in both paper and electronic format from the laboratories to facilitate updating the 
DMS and minimize data-entry errors.   
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B-7.5. Summary of Recommendations 

Recommendations for monitoring program improvements are summarized below.  

• Continue to locate and add wells to the monitoring program with an emphasis on 
obtaining detailed construction data for any wells added to the program  

• Increase locations in key inflow and outflow areas to improve the ability to 
depict changes in groundwater storage 

• Add wells in any un-monitored areas of the subbasin to include a random 
component to the monitoring program 

• Expand water quality sampling to monitoring wells 

• Analyze water quality samples for a full suite of inorganic constituents to allow 
for fingerprinting of water types throughout the subbasins 

• Conduct analyses for a full suite of inorganic chemicals to allow for geochemical 
plotting techniques for analysis  

• Add petroleum hydrocarbon constituent including MTBE to ensure that leaking 
underground storage tanks have not impacted water quality 

• Monitor water levels monthly and water quality annually to semi-annually for 
improved understanding of changes in groundwater conditions 

• Implement a QA/QC program to ensure data reliability 

• Re-evaluate the monitoring programs on an annual basis to determine if 
additional monitoring points are required or if duplicative data collection efforts 
can be eliminated.  

The monitoring program will evolve over time and be modified for performance 
monitoring of specific management strategies as implemented. The program should be 
periodically evaluated to optimize the data collection efforts and achieve monitoring objectives. 

 



State Well Number Well Owner Well Name Well No. Date Well GSE Ref. Elev. Total Top Bottom Water Water Groundwater
Drilled Use ft, msl ft, msl Depth ft ft Levels Quality Storage

MONITORING WELLS  
T04S/R07W-10 City of Corona Oak Street Channel 1 OMW-1 10/29/2003 Monitoring 1023 1026 65 35 65 X X
T04S/R07W-10 City of Corona Oak Street Channel 2 OMW-2 10/14/2003 Monitoring 1024 1026 1070 100 200 X X
T04S/R07W-10 City of Corona Oak Street Channel 3 OMW-3 10/30/2003 Monitoring 1020 1022 70 40 70 X X
T04S/R07W-10 City of Corona Oak Street Channel 4 OMW-4 10/16/2003 Monitoring 1020 1022 200 100 200 X X
T04S/R07W-13 City of Corona Main Street Channel 1 MMW-1 10/247/03 Monitoring 1249 1252 420 20 400 X X
T04S/R07W-13 City of Corona Main Street Channel 2 MMW-2 10/22/2003 Monitoring 1244 1246 500 20 400 X X
T04S/R07W-13 City of Corona Main Street Channel 3 MMW-3 10/21/2003 Monitoring 1248 1250 260 20 260 X X
T04S/R07W-13 City of Corona Main Street Channel 4 MMW-4 10/22/2003 Monitoring 1237 1240 400 20 400 X X
T04S/R06W-16 Canyon Properties Dos Lagos Golf Course IW-1 Standby Irrigation 799 X X
T03S/R06W-28M2 Home Gardens County Water District Home Gardens 1 HG-1 1/1/1927 Production 666 668 165 X X
T03S/R06W-28M Home Gardens County Water District Home Gardens 5 HG-5 5/10/1988 Production 666 669 500 330 495 X X
T03S/R07W-35 Joy Street Water Company Corona High Parking Lot CHS-1 Inactive Irrigation 730 X X
T03S/R07W-27 City of Corona Well 11 Gate West 11MW-1 Monitoring 645 X X
T03S/R07W-27 City of Corona Well 11 Gate South 11MW-2 Monitoring 645 X X
T03S/R07W-27 City of Corona Well 11 Gate East 11MW-3 Monitoring 645 X X
T03S/R07W-27 City of Corona Well 11 Gate North 11MW-4 Monitoring 645 X X
T03S/R07W-22 City of Corona Butterfield Park BP-1 Standby Irrigation 597 X X
T03S/R06W-30N City of Corona City Park CP-1 Standby Irrigation 657 140 X X
PRODUCTION WELLS
T05S/R06W-03K01 City of Corona Well No. 3 3 1/26/1935 Active Production 1141 543 100 530 X X X
T03S/R06W-30N03S City of Corona Well No. 7A 7A 6/16/2002 Active Production 688 250 125 230 X X X
T03S/R07W-25J02S City of Corona Well No. 8A 8A 6/6/2002 Active Production 641 210 100 190 X X X
T03S/R07W-25M03S City of Corona Well No. 9A 9A 8/21/2002 Active Production 657 250 113 230 X X X
T03S/R07W-27G01 City of Corona Well No. 11 11 11/20/1953 Active Production 660 126 234 X X X
T03S/R07W-27F02 City of Corona Well No. 12A 12A 10/19/2000 Active Production 665 320 180 320 X X X
T03S/R06W-31K01 City of Corona Well No. 13 13 1952 Active Production 728 152 260 X X X
T03S/R07W-35C01 City of Corona Well No. 14 14 11/27/1936 Active Production 753 515 200 250 X X X
T03S/R07W-26G01 City of Corona Well No. 15 15 4/13/1946 Active Production 633 220 108 204 X X X
T03S/R07W-27A01 City of Corona Well No. 16 16 11/12/1980 Inactive Production 662 775 415 755 X X X
T03S/R06W-30N03S City of Corona Well No. 17A 17A 5/24/2002 Active Production 653 210 100 188 X X X
T03S/R07W-25L01 City of Corona Well No. 19 19 5/11/1990 Active Production 615 100 210 X X X
T05S/R06W-11D01S City of Corona Well No. 20 20 10/02/1998 Active Production 1140 600 200 580 X X X
T05S/R06W-03J05S City of Corona Well No. 21 21 5/221998 Active Production 1120 600 200 580 X X X
T03S/R07W-26J03S City of Corona Well No. 22 22 12/20/1998 Active Production 672 410 150 390 X X X
T03S/R07W-25L02S City of Corona Well No. 23 23 10/21/1998 Active Production 640 560 180 540 X X X
T03S/R07W-25K02S City of Corona Well No. 24 24 11/18/1998 Active Production 633 450 200 450 X X X
T03S/R07W-25E02S City of Corona Well No. 25 25 2/13/1999 Active Production 645 210 90 190 X X X
T03S/R07W-25C03S City of Corona Well No. 26 26 3/12/1999 Active Production 570 448 90 446 X X X
T04S/R07W-01A01S City of Corona Well No. 27 27 4/28/1980 Active Production 954 545 288 530 X X X
T03S/R07W-26K S City of Corona Well No. 28 28 8/20/2003 Active Production 610 190 105 165 X X X

Groundwater Monitoring DataScreen Depth

Table B-1
City of Corona Monitoring Well Program
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Appendix C - Model Development 

A numerical model was developed to assess and quantify the impacts of the management 
strategies in the Temescal Subbasin described in the Groundwater Management Plan (GWMP), 
Chapter 6. The model was constructed using data from 1990 through 2004. This Study Period 
was selected based on hydrologic conditions and climate, as discussed in Chapter 2. Calibration 
involved testing and changing model variables to better match observed water levels and 
estimated water budgets. The calibrated model was then used as a foundation for simulating 
future conditions. The future conditions included the expected buildout pumping, wastewater 
recharge, and return flows in the model, while repeating previously observed hydrologic 
conditions (i.e. recharge). This future baseline model was used to compare management scenarios 
for the Temescal Subbasin. 

The groundwater system of the Temescal Subbasin was simulated using the finite 
difference numerical model, MODFLOW (McDonald and Harbaugh, 1983). Groundwater Vistas 
4 was used as a pre and post processor. The model simulated the conceptual model and the water 
balance described in detail in GWMP Chapter 3. 

C-1. Model Area 

The numerical model area for layers 1 and 2 are shown on Figure C-1. The model differs 
slightly from the DWR defined basin (shown in yellow) due to several factors including 
adjustment of the area based on bedrock outcrops and possible groundwater divides. Specifically, 
the western and northwestern model area was moved slightly eastward to the contact of bedrock 
and the more permeable alluvial materials. The groundwater divide identified in Chapter 3 was 
used as the south model boundary. The Norco area was not included in the model area due to lack 
of available data. The contribution from the Norco area is simulated as a boundary condition. The 
model gird was rotated 30 degrees to align with the typical groundwater flow direction in the 
Channel Aquifer. The grid is made up of 4,470 active cells, each 500 feet by 500 feet. The active 
area and no-flow cells in the model are shown in Figure C-1. The transient part of the model 
simulates 1990 through 2004 with monthly stress periods. 

C-2. Layers 

The numerical model of the Temescal Subbasin is divided into two layers, as shown in 
Figure C-1. The base of layer 2, the bottom of the model, is defined by the underlying bedrock. 
The top of layer 1, the top of the model, is defined by the ground surface elevation from the 
USGS digital elevation model (DEM) files. The depth of layer 1 was set at the approximate base 
of the Channel Aquifer, estimated at 450 feet above mean sea level (msl).  
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C-3. Steady State Condition 

The model begins with a steady state stress period. The steady state period assures that 
the initial heads in the model are internally consistent and mathematically sound. The steady state 
period is roughly based on 1989, a year characterized by little to no change in storage. The initial 
heads for the steady state condition are based on actual water level data from the late 1980s and 
early 1990s (Figure C-2). The contours were transformed into a continuous surface using GIS.  

C-4. Boundary Conditions 

A numerical model seeks to simulate a small portion of a larger system. To represent the 
interaction of Temescal Subbasin with the larger systems, boundaries were simulated using 
constant head, general head, and specified flux cells. In most cases, only limited data were 
available to document the inflow or outflow from these boundaries. The locations and types of 
boundaries selected are shown on Figure C-3. Changes made to these boundaries during 
calibration are discussed in the calibration section. 

C-4.1.  Specified Flux 

Subsurface inflow from bedrock was simulated as specified flux along the western (Santa 
Ana Mountains) and eastern boundaries of the model. Estimates for total flow were derived from 
recharge calculations used in the water balance, Chapter 3, and adjusted during calibration. As the 
lag time between precipitation and recharge to the basin is uncertain, a steady state flux, constant 
over time, was used to simulate inflow. Inflow from the Santa Ana Mountains and the eastern 
bedrock outcrops was estimated at 721 AFY and 62 AFY respectively.  

Inflow from the Norco area of the basin was also simulated as a steady state specified 
flux. Due to the low permeability in the area, the flow from Norco is expected to be small. 
However, the lack of recent water level data in the area made calculations uncertain. A simple 
flux calculation using Darcy's equation was used to estimate flow at 52 AFY, an amount held 
constant in the model. 

Temescal Creek overlies the Temescal Subbasin in some reaches. The creek is in bedrock 
in the south, enters the subbasin west of Arlington Gap, and then flows in a concrete-lined 
channel to the Prado Management Area. The creek’s contribution to groundwater recharge is 
limited to a small area north of Temescal Canyon as described in Chapter 3. Recharge here is 
estimated at 113 AFY; as such, this amount is simulated in the model as a specified flux. The 
monthly distribution ranges from 5 AF/month to 15 AF/month, lower in the summer months and 
higher during the rainy winter months. 
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C-4.2. Constant Head 

The inflow or outflow from Arlington Gap was simulated using 14 constant head cells 
located on the eastern boundary of the model. The level of the constant head for each month was 
selected using water levels from Home Gardens Wells 3, 4 and Todd_0180 Well (data from 
SAWPA). Water level measurements from these three wells were infrequent and collected at 
various times over the Study Period. The water levels from these three wells were combined to 
compile a complete record of water levels for the constant head boundary. The head at the 
constant head cells were varied monthly based on available data.  

The model-simulated flow across this boundary was compared to flow estimates 
calculated using Darcy's equation as discussed in Chapter 3. Based on Darcy’s equation, the flow 
into the basin through Arlington Gap was estimated as a steady annual average of 4,800 AFY. 
Using a range of gradients calculated from water levels in nearby wells over the entire period of 
record, the inflow was estimated to range between 2,225 AFY and 4,880 AFY over the Study 
Period. 

C-4.3. General Head Boundary 

The inflow or outflow from the basin through Prado Dam was simulated as a general 
head boundary, located along the northwestern boundary of the model. Interaction between the 
Santa Ana River and the Temescal Subbasin was assumed to be a no–flow boundary. The 
conductance of the general head boundary was adjusted during calibration. The water level of the 
general head boundary was derived from the elevation of the reservoir behind Prado Dam. These 
elevation data are available from 1999 to the present from the California Data Exchange Center. 
The average monthly elevation of the reservoir was used for the study period. During calibration 
the elevation was increased by five feet to better match water level measurements and outflow 
estimates. The model simulates annual outflow that varied from 3,944 AFY to 4,123 AFY.  

C-5. Recharge 

Recharge in the model simulated deep percolation from precipitation, irrigation return 
flows, wastewater, and stormwater. Areal recharge was based on the analysis prepared for the 
water balance in Chapter 3, simplified to include 15 zones of recharge representing different soils, 
land use, and percolation rates. The area of the zones varied over time as land use in the basin 
changed; the zones for the last year of the model are shown in Figure C-4. The return flows 
associated with each land use type were added to the rate of deep percolation. Recharge from 
return flows and deep percolation ranged from 902 AFY in 1996 to 14,269 AFY in 1993. 
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Wastewater was simulated by three cells in the northern part of the basin, shown in 
purple in Figure C-4. Annual wastewater totals were estimated in Chapter 3 using available data 
and population estimates from the City. As seasonal or monthly variation information was not 
available, an annual distribution was derived from the available water use data. It was assumed 
that months with higher water use (groundwater pumping and imported water) also indicated 
months with higher wastewater discharge. As such, wastewater percolation is expected to peak in 
the summer months June through August. The average monthly rate of wastewater recharge was 
based on the monthly urban water use distribution (Table C-1). The annual wastewater recharge 
ranged from 3,650 AFY to 9,474 AFY over the Study Period.  

Two stormwater detention ponds located along Main Street and Oak Avenue are sources 
of increased recharge during winter months. The ponds capture excess runoff from the Santa Ana 
Mountains and detain this water until it can slowly be released to the stormwater system. The 
ponds are simulated by two recharge cells in the model, shown in light green on Figure C-4. As 
discussed in Chapter 3, the average annual inflow to the basin from these ponds was 
approximately 480 AFY. This volume was divided equally between the two ponds during the 
rainy winter months November through March. 

C-6. Pumping 

Twenty eight wells were active in the Temescal Subbasin between 1990 and 2004. 
Pumping in these wells was simulated in the model using the well package with monthly stress 
periods. Annual pumping data were available for all wells and monthly pumping amounts were 
available for some wells. To account for wells or time periods for which monthly pumping data 
were not available, estimates were derived by using an annual distribution based on use type 
(Table C-1). The urban monthly pumping distribution was based on the observed annual 
distribution of pumping wells with monthly data. For agricultural pumping, a monthly 
distribution was developed using the distribution of evapotranspiration less monthly precipitation 
over the year. Pumping occurred only in layer 1 in the model. The active wells are shown in 
Figure C-3 (flux pumping); total pumping ranged from 7,294 AFY to 20,112 AFY. 
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Table C-1 

Monthly Pumping Distribution 

Month Urban Agriculture 

January 3% 0% 

February 3% 0% 

March 5% 6% 

April 7% 10% 

May 7% 13% 

June 10% 14% 

July 17% 15% 

August 17% 15% 

September 15% 11% 

October 7% 7% 

November 5% 5% 

December 3% 2% 

C-7. Aquifer Parameters 

Hydraulic conductivity (K) was first estimated in the model and then adjusted through 
calibration. A total of nine zones of K values were originally defined. After calibration, the zones 
were simplified to three zones in layer 1 and two zones in layer 2. The layer 1 zones represented 
the Channel Aquifer, Norco area, and Alluvial Fan with K values of 125 feet/day, 20 feet/day, 
and 0.5 feet/day respectively. The layer 2 zones included the area directly below the channel and 
the deeper Alluvial Fan with K values of 60 feet/day and 0.5 feet/day respectively. These zones 
are shown in Figure C-5. The assumed ratio of horizontal conductivity to vertical conductivity 
was 10 to 1. A specific yield of 0.2 was selected for Channel Aquifer and 0.1 was used for all 
other areas. 

C-8. Calibration 

The conceptual model and water balance discussed in Chapter 3 was simulated as a 
numerical model. Variables including the volume of bedrock inflow, conductance and elevation 
of the Prado Dam boundary, hydraulic conductivity, and location of the channel sediments were 
adjusted to match water levels observed in target wells and the conceptual understanding of the 
water budget. 
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C-8.1. Targets 

Eight wells were selected as calibration targets, based on available water level 
measurements over the Study Period and spatial distribution. Target wells are listed below and 
shown on Figure C-6. The City’s water level monitoring over the Study Period occurred solely in 
the City’s pumping municipal wells and it is uncertain if these data reflect pumping water levels 
or static water levels. While pumping wells generally are not included as model targets, a lack of 
any other consistent or reliable water level data prevented the addition of other targets. No wells 
with consistent water levels were available in the Alluvial Fan; however limited data were 
available near the stormwater ponds from Corona Well 27 in 2003. These data indicated water 
levels near 850 feet msl. Since very little production has occurred during the Study Period in this 
area, water levels in this area were assumed to be relatively stable. As such, a hypothetical target 
with constant water levels of 850 feet msl was developed to aid in calibration.  

Table C-2 

Targets Used in Model Calibration 

TODD ID Agency Name Local Name 
TODD_0347 City of Corona 27 
TODD_0191 Home Gardens 3 
TODD_0257 City of Corona 13 
TODD_0738 City of Corona 8 
TODD_0743 City of Corona 19 
TODD_0783 City of Corona 15 
TODD_0839 City of Corona 11 
TODD_0923 City of Corona 14 

The simulated and observed water levels for each target are shown on Figures C-7 and C-
8. Water level contours at the end of the model simulation, December 2004, are shown on Figure 
C-9. Generally, simulated water levels showed a reasonable fit to the elevation and trend of 
observed water levels. Simulated water levels in wells located in the main part of the Channel 
Aquifer (Corona Wells 8, 11, 15, and 19) match the elevation and trends of the observed water 
levels. Simulated water levels on average are slightly higher than observed (by less than five feet). 
The observed water levels may be reflecting pumping water levels and not static water levels in 
the area. Simulated water levels in the target located on the edge of the northern portion of the 
channel, Corona Well 14, were similar to observed water levels.  

Simulated water levels in the target located on the southern edge of the channel, Corona 
Well 13, are slightly lower than observed (about 10 feet). However, the simulated water levels 
match the overall trend of the observed water levels. Corona Well 13 is located near the outflow 
of Temescal Wash, an area of observed high water levels. This area is likely to be significantly 
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more heterogeneous than modeled. However, detailed geologic information was not available to 
refine this area of the model. 

Home Gardens Well 3 was included as a target, however, its close proximity to the 
constant head cells simulating Arlington Gap controlled the simulated water levels. The well was 
left as a target to check on the specified head of the boundary, rather than as an indication of 
model fit.  

The final target was based on limited data from Corona Well 27. Data from this well 
were available only from March to October 2003. A constant water level of 850 feet msl over the 
entire time period was used to check the model fit in the area. The target showed a difference of 
about 13 feet between the simulated and estimated water levels. This difference is due, in part, to 
the constant water level estimated from limited data. The simulated water levels showed variation 
over the study period including a decline near the end of the time period. 

A comparison of observed to simulated water levels is shown on Figure C-10. Ideally, 
simulated and observed water levels would fall along the 1:1 trend line on the chart. Overall, the 
observed water levels show more variability than the simulated water levels. This variability is 
most likely caused by pumping in or near the target wells. This local effect of pumping on the 
water levels is not simulated in the model. Simulated water levels tend to be lower than observed 
in higher elevations and higher than observed in lower elevations. This relationship could be the 
result of the channel sediments simulated as one hydraulic conductivity zone. Specifically, the 
model does not simulate the complex geology and the thinning of the channel along the edges. 
Again, many of the wells used as targets are production wells, so measured water levels may 
reflect a pumping water level rather than a static water level. The target on the alluvial fan was 
not included on this chart as the observed targets were estimated and not based on actual 
measurements. 

C-8.2. Budget 

In addition to targets, the overall water budget was evaluated during calibration. The 
simulated budget, derived from the “reach report” output in Groundwater Vistas, was compared 
to the conceptual water balance described in Chapter 3. The conductance of the Prado Dam 
outflow and the hydraulic conductivity of the channel sediments were adjusted to better match the 
conceptual water balance as well as water levels. 

C-9. Sensitivity Analysis  

During calibration, the model response to changes of each variable was evaluated 
seperately to determine its relative sensitivity. As described below, the model results were 
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determined to be sensitive to 1) estimated conductivity and location of the Channel Aquifer, 2) 
hydraulic conductivity of the Alluvial Fan materials, and 3) the general head boundary at Prado 
Dam. The location and hydraulic conductivity of the channel sediments (particularly the southern 
extent of the channel) was found to control local and regional water level elevations. Hydraulic 
conductivity for the channel sediments were adjusted from 200 feet per day to 100 feet per day. 
Using a K value of 200 feet/day resulted in water levels that were consistently 10 to 20 feet 
higher than those simulated with a K value of 125 feet/day. Water levels in the model, 
specifically at selected targets, were sensitive to the southern extent of the channel sediments. The 
location of the high K zone was adjusted to better fit the observed data. While the southern extent 
of the channel differs slightly from the original geologic interpretation, the width and depth of the 
channel is uncertain. The model-simulated location of the channel is consistent with the overall 
geologic understanding of its formation. 

Water levels in the Alluvial Fan were very sensitive to the hydraulic conductivity of the 
area. Various K values were simulated in the area ranging from 0.5 feet/day to 50 feet/day. Using 
high K values resulted in lower water levels at the hypothetical well in the Alluvial Fan area (567 
feet msl using 10 feet/day, compared with 837 feet msl using 0.5 feet/day). Higher K in the 
alluvial fan resulted in slightly lower water levels in the channel area, a decrease of 3 feet when 
the K value was adjusted from 0.5 feet/day to 10 feet/day. 

Because Prado Dam is the primary outflow of groundwater from the basin (aside from 
pumping), the volume of outflow was sensitive to the conductance of the general head cells 
representing Prado Dam. A higher boundary conductance increased the outflow and decreased 
water levels in the channel. The conductance was adjusted during calibration to obtain a good 
match with water levels and the expected outflow from Prado, on the order of thousands of AFY. 
Conductance was adjusted over a range of 1,000 feet/day to 200,000 feet/day.  

Less sensitive variables included the seasonal variation of water levels at Arlington Gap, 
hydraulic conductivity of the area north of the channel, inflow from bedrock on the eastern edge 
of the model, and inflow from Temescal Wash. 

C-10. Model Limitations 

The limited availability and accuracy of data in the Temescal Subbasin constrains the 
ability to develop detailed conceptual and numerical models. Overall, the numerical model is a 
good simulation of the conceptual model, but both the conceptual and numerical model can be 
improved with additional data and understanding of the basin. Possible improvements include 
consistent static water level monitoring across the entire subbasin, more information on geology 
and faulting along the western edge of the model, frequent monitoring at the boundaries 
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(Arlington Gap, Prado Dam, Chino, Norco), and detailed information on the inflow from the 
stormwater basins. 

The model was designed to simulate the basin on a regional scale and should not be used 
to examine local issues such as well drawdown or solute transport. The model can be used to 
compare and relatively quantify management alternatives on a regional scale. 

C-11. Management Scenario Application 

C-11.1. Baseline 

The numerical model calibrated to the 15-year Study Period, 1990-2004 was used as the 
foundation for a baseline model that simulates future conditions at build out. The 15-year future 
simulation repeats the hydraulic conditions observed over the Study Period, including the rate of 
recharge. Land use from 2004 was used to develop recharge zones in the baseline model to better 
simulate a developed urban area and the amount of return flows and deep percolation from 
precipitation. 

Boundary conditions were also adjusted to simulate expected future conditions. The 
water levels from Home Gardens Well 3 from 1990 to 2004 were repeated over the 15-year 
simulation to represent the range of observed conditions at that Arlington Gap boundary. The 
future water levels at this boundary are uncertain as groundwater management on the Arlington 
side of the boundary has a large influence on the water levels and therefore flow into the basin. 
The height of the Prado Reservoir was also repeated over the 15-year period, and the boundary 
conductance was held constant. 

Expected pumping at buildout, 21,726 AFY, was used for each year of the baseline 
model. (Rounding of model output resulted in numbers of 21,722 AFY to 21, 725 AFY being 
displayed in report tables). The increase in pumping over 2004 amounts was distributed among 
wells based on the 2004 pumping distribution (with small changes to prevent simulated dry cells 
in the model). Pumping from Wells 25 and 9 were decreased slightly and pumping in Well 17 
was increased slightly.  Estimated wastewater recharge at buildout is expected to be about 16,350 
AFY, based on population projections in the City’s General Plan (2003) and the Water Master 
Plan (AKM, April 2005). Current irrigation demand for recycled water is approximately 5,600 
AFY. In addition, an outflow to Prado Dam of approximately 2,240 AFY (adjusted for water 
quality) is required. Subtracting these two demands from total wastewater leaves a total of about 
8,510 AFY, an amount repeated over the baseline model to represent levels of recharge at the 
percolation ponds. (Again, rounding of model output numbers resulted in the small variation of 
numbers included in report tables). Other recharge components such as bedrock inflow and 
Temescal Wash inflow remained constant.  
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The baseline model was used to simulate management scenarios. Changes made to the 
model for each scenario are discussed below. 

C-11.2. Scenario 1: Pumping Redistribution 

This scenario redistributed pumping in the aquifer. Two new wells were added in the 
northwestern part of the channel, near Prado Management Area. These wells were simulated as 
pumping 2,500 AFY each and the remaining 16,742 AFY of buildout pumping was distributed 
among the existing wells based on the same proportion as used in the baseline model. Aside from 
the well package, no other changes were made to the baseline numerical model for Scenario 1.  

C-11.3. Scenario 2: Additional Recharge at Oak Detention Basin 

This scenario examined additional recharge in the Oak Avenue Detention Basin and a 
slight reduction in wastewater recharge. The Oak Avenue Detention Basin recharge (simulated in 
the recharge package) was increased to 5,000 AFY.  Wastewater flows, also simulated in the 
recharge package, were decreased to 8,250 AFY to reflect the use of recycled water for one-half 
of the enhanced recharge water. The distribution of monthly wastewater recharge was maintained. 
No changes were made to the well package (including bedrock inflows or pumping). 

C-11.4. Scenario 3: Additional Recharge at Main Street Detention 
Basin 

This scenario, similar to scenario 2, examined additional recharge in the Main Street 
Detention Basin and an increase in wastewater recharge. The Main Street Detention Basin 
recharge was increased to 1,500 AFY.  Since recharge with recycled water was not as high in this 
scenario, wastewater flows were increased from Scenario 2. In addition, it was assumed that the 
outflow to Prado Management Area could be maintained through subsurface outflow and 
wastewater recharge was increased to the current permit amount of 9,520 AFY recharge at the 
percolation ponds, using the same monthly distribution (rounding results in an average of 9,507 
AFY). No changes were made to the well package (including bedrock inflows or pumping). 

C-11.5. Scenario 4a: Recharge wells near Arlington Gap (4 wells) 

This scenario examined the addition of recharge wells near Arlington Gap. It was 
determined that approximately 5 mgd of recycled water could be dedicated to recharge wells 
during the non-irrigation season. Four wells, recharging a total of 2,762 AFY (5 mgd over six 
months of recharge), were simulated near the eastern boundary of the model. Wastewater 
recharge at the percolation ponds were increased from baseline to 9,369 AFY, while maintaining 
the same monthly distribution. Extraction pumping remained the same as baseline. 
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C-11.6. Scenario 4b: Recharge wells near Arlington Gap (7 wells) 

This scenario is similar to scenario 4a; however a total of seven recharge wells were used 
to recharge near the Arlington Gap. The amount of recharge was 5,524 AFY (10 mgd over six 
months). In this scenario wastewater recharge at the ponds were decreased to an average of 7,988 
AFY, assuming that a portion of that water would be dedicated to recharge. Extraction pumping 
remained the same as baseline. 

C-11.7. Results 

Chapter 6 includes discussion of these management scenarios that were simulated using 
the numerical model. The water levels and budgets of each scenario were compared to the 
baseline model and the effectiveness of each management scenario is discussed. Tables with 
water budgets on an average basis for each management scenario are provided in Chapter 6. The 
complete water budgets for the baseline model and the five scenarios are provided here in Tables 
C-3 through C-8. Water levels for the baseline evaluation and the five scenarios at the eight 
targets are shown in Figures C-11 through C-14.  

 



Water Year  Year 1 Year 2 Year 3 Year 4 Year 5 Year 6 Year 7 Year 8 Year 9 Year 10 Year 11 Year 12 Year 13 Year 14 Year 15 Ave.
INFLOWS

Deep Percolation from Precipitation 0 0 384 13,937 0 1,343 0 0 3,500 15 13 1,460 3,151 617 909 1,689
Infiltration of Runoff in Detention Basins 482 478 478 478 482 478 478 478 482 478 478 478 482 478 478 479
Recharge from Wastewater Discharge 8,511 8,502 8,502 8,502 8,511 8,502 8,502 8,502 8,511 8,502 8,502 8,502 8,511 8,502 8,502 8,504
Subsurface Inflow Subtotal 6,601 6,356 5,191 4,212 4,603 5,407 5,948 5,417 5,492 5,662 5,219 4,635 3,756 4,302 4,648 5,163

 - Arlington Gap 5,618 5,375 4,211 3,232 3,620 4,427 4,968 4,437 4,509 4,681 4,239 3,655 2,773 3,322 3,668 4,182

 - Temescal Wash (Temescal Canyon) 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113

 - Bedrock in Watershed 817 815 815 815 817 815 815 815 817 815 815 815 817 815 815 816

 - Norco 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52

Return Flows Subtotal 2,404 2,760 2,760 2,760 2,040 2,760 933 2,389 2,760 2,760 2,760 2,760 2,760 2,760 2,760 2,542
TOTAL INFLOWS (AFY) 17,997 18,096 17,316 29,889 15,636 18,491 15,862 16,786 20,744 17,417 16,973 17,835 18,659 16,659 17,297 18,377

OUTFLOWS
Groundwater Pumping 21,725 21,722 21,722 21,722 21,725 21,722 21,722 21,722 21,725 21,722 21,722 21,722 21,725 21,722 21,722 21,722
Subsurface Outflow to Santa Ana River 6,472 6,011 5,732 5,604 5,512 5,436 5,382 5,337 5,313 5,284 5,255 5,231 5,231 5,215 5,195 5,481

TOTAL  OUTFLOWS (AFY) 28,196 27,733 27,454 27,325 27,236 27,157 27,104 27,059 27,037 27,005 26,976 26,953 26,956 26,936 26,917 27,203

CHANGE IN STORAGE (AF) -8,826

Table C-3
Baseline Simulation



Water Year  Year 1 Year 2 Year 3 Year 4 Year 5 Year 6 Year 7 Year 8 Year 9 Year 10 Year 11 Year 12 Year 13 Year 14 Year 15 Ave.
INFLOWS

Deep Percolation from Precipitation 0 0 384 13,937 0 1,343 0 0 3,500 15 13 1,460 3,151 617 909 1,689
Infiltration of Runoff in Detention Basins 482 478 478 478 482 478 478 478 482 478 478 478 482 478 478 479
Recharge from Wastewater Discharge 8,511 8,502 8,502 8,502 8,511 8,502 8,502 8,502 8,511 8,502 8,502 8,502 8,511 8,502 8,502 8,504
Subsurface Inflow Subtotal 6,586 6,276 5,051 4,018 4,379 5,159 5,676 5,128 5,182 5,341 4,890 4,292 3,407 3,950 4,287 4,908

 - Arlington Gap 5,576 5,269 4,044 3,012 3,369 4,152 4,670 4,121 4,172 4,334 3,884 3,286 2,397 2,943 3,281 3,901

 - Temescal Wash (Temescal Canyon) 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113

 - Bedrock in Watershed 844 841 841 841 844 841 841 841 844 841 841 841 844 841 841 842

 - Norco 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52

Return Flows Subtotal 2,404 2,760 2,760 2,760 2,040 2,760 933 2,389 2,760 2,760 2,760 2,760 2,760 2,760 2,760 2,542
TOTAL INFLOWS (AFY) 17,982 18,016 17,175 29,695 15,411 18,242 15,590 16,497 20,434 17,096 16,643 17,493 18,310 16,307 16,937 18,122

OUTFLOWS
Groundwater Pumping 21,749 21,740 21,740 21,740 21,749 21,740 21,740 21,740 21,749 21,740 21,740 21,740 21,749 21,740 21,740 21,742
Subsurface Outflow to Santa Ana River 6,472 6,011 5,732 5,604 5,512 5,436 5,381 5,336 5,310 5,282 5,249 5,225 5,222 5,196 5,158 5,475

TOTAL  OUTFLOWS (AFY) 28,221 27,751 27,472 27,343 27,261 27,175 27,120 27,076 27,059 27,021 26,989 26,965 26,971 26,935 26,898 27,217

CHANGE IN STORAGE (AF) -9,095

Table C-4
Scenario 1: Pumping Redistribution



Water Year  Year 1 Year 2 Year 3 Year 4 Year 5 Year 6 Year 7 Year 8 Year 9 Year 10 Year 11 Year 12 Year 13 Year 14 Year 15 Ave.
INFLOWS

Deep Percolation from Precipitation 0 0 384 13,937 0 1,343 0 0 3,500 15 13 1,460 3,151 617 909 1,689
Infiltration of Runoff in Detention Basins 5,265 5,240 5,240 5,240 5,265 5,240 5,240 5,240 5,265 5,240 5,240 5,240 5,265 5,240 5,240 5,246

 - Oak Street 5,023 5,000 5,000 5,000 5,023 5,000 5,000 5,000 5,023 5,000 5,000 5,000 5,023 5,000 5,000 5,006

 - Main Street 241 240 240 240 241 240 240 240 241 240 240 240 241 240 240 240

Recharge from Wastewater Discharge 8,252 7,768 8,244 8,244 8,252 8,244 8,244 8,244 8,252 8,244 8,244 8,244 8,252 8,244 8,244 8,214
Subsurface Inflow Subtotal 6,627 6,385 5,223 4,246 4,639 5,444 5,983 5,454 5,531 5,702 5,257 4,674 3,794 4,340 4,687 5,199

 - Arlington Gap 5,618 5,378 4,216 3,239 3,629 4,437 4,976 4,448 4,521 4,696 4,251 3,668 2,784 3,334 3,680 4,192

 - Temescal Wash (Temescal Canyon) 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113

 - Bedrock in Watershed 844 841 841 841 844 841 841 841 844 841 841 841 844 841 841 842

 - Norco 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52

Return Flows Subtotal 2,404 2,760 2,760 2,760 2,040 2,760 933 2,389 2,760 2,760 2,760 2,760 2,760 2,760 2,760 2,542
TOTAL INFLOWS (AFY) 22,548 22,153 21,850 34,425 20,196 23,030 20,399 21,327 25,307 21,960 21,513 22,378 23,222 21,200 21,839 22,890

OUTFLOWS
Groundwater Pumping 21,725 21,722 21,722 21,722 21,725 21,722 21,722 21,722 21,725 21,722 21,722 21,722 21,725 21,722 21,658 21,718
Subsurface Outflow to Santa Ana River 6,472 6,011 5,732 5,604 5,512 5,436 5,382 5,337 5,313 5,284 5,255 5,231 5,231 5,215 5,195 5,481

TOTAL  OUTFLOWS (AFY) 28,196 27,733 27,454 27,325 27,236 27,157 27,104 27,059 27,037 27,005 26,976 26,953 26,956 26,936 26,853 27,199

CHANGE IN STORAGE (AF) -4,309

Table C-5
Scenario 2: Enhanced Recharge at Oak Avenue Basin



Water Year  Year 1 Year 2 Year 3 Year 4 Year 5 Year 6 Year 7 Year 8 Year 9 Year 10 Year 11 Year 12 Year 13 Year 14 Year 15 Ave.
INFLOWS

Deep Percolation from Precipitation 0 0 384 13,937 0 1,343 0 0 3,500 15 13 1,460 3,151 617 909 1,689
Infiltration of Runoff in Detention Basins 1,749 1,740 1,740 1,740 1,749 1,740 1,740 1,740 1,749 1,740 1,740 1,740 1,749 1,740 1,740 1,743

 - Oak Street 241 240 240 240 241 240 240 240 241 240 240 240 241 240 240 240

 - Main Street 1,507 1,500 1,500 1,500 1,507 1,500 1,500 1,500 1,507 1,500 1,500 1,500 1,507 1,500 1,500 1,502

Recharge from Wastewater Discharge 9,515 9,505 9,505 9,505 9,515 9,505 9,505 9,505 9,515 9,505 9,505 9,505 9,515 9,505 9,505 9,507
Subsurface Inflow Subtotal 6,627 6,379 5,208 4,222 4,607 5,407 5,939 5,410 5,481 5,651 5,210 4,619 3,740 4,284 4,629 5,161

 - Arlington Gap 5,618 5,373 4,201 3,216 3,597 4,401 4,932 4,404 4,471 4,645 4,204 3,613 2,731 3,278 3,622 4,154

 - Temescal Wash (Temescal Canyon) 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113

 - Bedrock in Watershed 844 841 841 841 844 841 841 841 844 841 841 841 844 841 841 842

 - Norco 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52

Return Flows Subtotal 2,404 2,760 2,760 2,760 2,040 2,760 933 2,389 2,760 2,760 2,760 2,760 2,760 2,760 2,760 2,542
TOTAL INFLOWS (AFY) 20,295 20,384 19,597 32,164 17,910 20,756 18,117 19,044 23,004 19,671 19,228 20,085 20,915 18,906 19,543 20,642

OUTFLOWS
Groundwater Pumping 21,725 21,722 21,722 21,722 21,725 21,722 21,722 21,722 21,725 21,722 21,722 21,722 21,725 21,722 21,722 21,722
Subsurface Outflow to Santa Ana River 6,472 6,011 5,732 5,604 5,512 5,436 5,382 5,337 5,313 5,292 5,255 5,231 5,232 5,215 5,196 5,481

TOTAL  OUTFLOWS (AFY) 28,196 27,733 27,454 27,325 27,236 27,157 27,104 27,059 27,037 27,013 26,976 26,953 26,957 26,937 26,917 27,204

CHANGE IN STORAGE (AF) -6,562

Table C-6
Scenario 3: Enhanced Recharge at Main St Basin



Water Year  Year 1 Year 2 Year 3 Year 4 Year 5 Year 6 Year 7 Year 8 Year 9 Year 10 Year 11 Year 12 Year 13 Year 14 Year 15 Ave.
INFLOWS

Deep Percolation from Precipitation 0 0 384 13,937 0 1,343 0 0 3,500 15 13 1,460 3,151 617 909 1,689
Infiltration of Runoff in Detention Basins 482 478 478 478 482 478 478 478 482 478 478 478 482 478 478 479
Recharge from Wastewater Discharge 9,397 9,388 9,388 9,388 9,397 9,388 9,388 9,388 9,397 9,388 9,388 9,388 9,397 9,388 9,388 9,390
Subsurface Inflow Subtotal 6,136 5,547 4,252 3,190 3,561 4,338 4,853 4,302 4,352 4,519 4,074 3,486 2,608 3,157 3,497 4,125

 - Arlington Gap 5,140 4,554 3,259 2,197 2,564 3,345 3,860 3,309 3,355 3,526 3,081 2,492 1,611 2,163 2,504 3,131

 - Temescal Wash (Temescal Canyon) 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113

 - Bedrock in Watershed 835 832 832 832 835 832 832 832 835 832 832 832 835 832 832 833

 - Norco 48 48 48 48 48 48 48 48 48 48 48 48 48 48 48 48

Return Flows Subtotal 2,404 2,760 2,760 2,760 2,040 2,760 933 2,389 2,760 2,760 2,760 2,760 2,760 2,760 2,760 2,542
Recharge Wells at Arlington 2,762 2,762 2,762 2,762 2,762 2,762 2,762 2,762 2,762 2,762 2,762 2,762 2,762 2,762 2,762 2,762

TOTAL INFLOWS (AFY) 21,181 20,935 20,024 32,515 18,241 21,069 18,415 19,319 23,252 19,922 19,475 20,334 21,160 19,162 19,795 20,987

OUTFLOWS
Groundwater Pumping 21,705 21,722 21,722 21,722 21,705 21,722 21,722 21,722 21,705 21,722 21,722 21,722 21,705 21,722 21,722 21,717
Subsurface Outflow to Santa Ana River 6,472 6,011 5,732 5,604 5,512 5,436 5,382 5,337 5,313 5,292 5,255 5,231 5,232 5,215 5,196 5,481

TOTAL  OUTFLOWS (AFY) 28,177 27,733 27,454 27,325 27,217 27,157 27,104 27,059 27,018 27,013 26,977 26,953 26,937 26,937 26,917 27,199

CHANGE IN STORAGE (AF) -6,212

Table C-7
Scenario 4a: Arlington Gap Recharge (4 Wells) 



Water Year  Year 1 Year 2 Year 3 Year 4 Year 5 Year 6 Year 7 Year 8 Year 9 Year 10 Year 11 Year 12 Year 13 Year 14 Year 15 Ave.
INFLOWS

Deep Percolation from Precipitation 0 0 384 13,937 0 1,343 0 0 3,500 15 13 1,460 3,151 617 909 1,689
Infiltration of Runoff in Detention Basins 482 478 478 478 482 478 478 478 482 478 478 478 482 478 478 479
Recharge from Wastewater Discharge 7,994 7,986 7,986 7,986 7,994 7,986 7,986 7,986 7,994 7,986 7,986 7,986 7,994 7,986 7,986 7,988
Subsurface Inflow Subtotal 5,381 4,407 3,010 1,904 2,253 3,016 3,521 2,960 2,990 3,167 2,721 2,132 1,264 1,816 2,148 2,846

 - Arlington Gap 4,371 3,400 2,004 897 1,244 2,009 2,514 1,954 1,981 2,160 1,714 1,126 254 809 1,142 1,839

 - Temescal Wash (Temescal Canyon) 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113 113

 - Bedrock in Watershed 844 841 841 841 844 841 841 841 844 841 841 841 844 841 841 842

 - Norco 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52 52

Return Flows Subtotal 2,404 2,760 2,760 2,760 2,040 2,760 933 2,389 2,760 2,760 2,760 2,760 2,760 2,760 2,760 2,542
Recharge Wells 5,524 5,524 5,524 5,524 5,524 5,524 5,524 5,524 5,524 5,524 5,524 5,524 5,524 5,524 5,524 5,524

TOTAL INFLOWS (AFY) 21,785 21,155 20,143 32,589 18,293 21,107 18,443 19,338 23,250 19,930 19,482 20,341 21,175 19,181 19,806 21,068

OUTFLOWS
Groundwater Pumping 21,690 21,723 21,723 21,723 21,690 21,723 21,723 21,723 21,690 21,723 21,723 21,723 21,690 21,723 21,723 21,715
Subsurface Outflow to Santa Ana River 6,472 6,011 5,732 5,604 5,512 5,436 5,382 5,337 5,313 5,284 5,255 5,231 5,231 5,215 5,195 5,481

TOTAL  OUTFLOWS (AFY) 28,162 27,735 27,456 27,327 27,202 27,159 27,106 27,061 27,003 27,007 26,978 26,955 26,922 26,938 26,919 27,195

CHANGE IN STORAGE (AF) -6,127

Table C-8
Scenario 4b: Recharge Wells at Arlington Gap (7 Wells)
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1. Introduction 

 Lee Lake Water District (District) provides water and wastewater services to residents in 
the Temescal Valley south of the City of Corona. Tertiary treated wastewater from the Lee 
Lake Water Reclamation Facility (WRF) is currently being recycled for landscape irrigation 
and other non-potable uses. Excess recycled water is discharged to nearby Temescal Wash in 
compliance with regulatory requirements.  The District is considering recharging the recycled 
water into the underlying groundwater basin, locally referred to as the Bedford Subbasin. 

To evaluate the feasibility of the project, the District retained Todd Engineers to conduct 
a study of the Bedford Subbasin hydrogeology and evaluate potential recharge options. The 
location of the Bedford Subbasin and adjacent groundwater basins and subbasins are shown 
on Figure 1.  

In a parallel effort, the District is coordinating with the City of Corona in the preparation 
of a Groundwater Management Plan (GWMP). The GWMP evaluates three groundwater 
subbasins within the City’s water service area and recommends strategies for active 
groundwater basin management.  The District’s recharge project has been included in the 
GWMP as a potential management strategy. Three groundwater subbasins – Temescal, 
Coldwater, and Bedford subbasins – are included in the GWMP (Figure 1). Plan adoption is 
scheduled for June 2008.  

The City and the District are also cooperating on the environmental review of the GWMP 
in compliance with the California Environmental Quality Act (CEQA). This process involves 
the preparation of a Programmatic Environmental Impact Report (PEIR). The District’s 
recharge project for Bedford Subbasin is included in this review.  

This technical memorandum summarizes the analyses and results of the hydrogeologic 
study and provides support for the GWMP, the PEIR, and the implementation of the District 
project.  

1.1. Background 

 Lee Lake Water District was formed in 1965 to provide water and wastewater services to 
a growing population in the Temescal Valley area between Corona and Lake Elsinore 
(LLWD, 2008). The District currently serves about 4,400 residential and commercial 
customers within an approximate 10 square mile service area as shown on Figure 2. The City 
of Corona water service area is located primarily to the northwest, but overlaps a small 
portion of the District in the Bedford and Coldwater subbasins (Figure 2). Elsinore Valley 
Municipal Water District (EVMWD) is located south of the District, but also provides some 
water supply to portions of the Bedford Subbasin (Figure 2). Lee Lake Water District imports 
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their water supply from Western Municipal Water District (WMWD) through the 
Metropolitan Water District State Water Project (SWP) system. The water is treated at the 
Mills Filtration Plan in Riverside and conveyed to the District through the Mills Pipeline.  

 The District also operates several groundwater wells in the subbasin and has historically 
used groundwater to supplement water supply. Although the wells have only produced a few 
acre feet per year (AFY) over the last several years, the District maintains these wells for 
anticipated future production. The District’s project evaluated herein will enhance recharge in 
the subbasin to support increased future demand.  

 The District’s wastewater services consist of three wastewater treatment plants: 
Butterfield Estates, California Meadows, and the District’s Water Reclamation Facility 
(WRF). The WRF is located in the northern portion of the subbasin and provides tertiary 
treatment to reclaim the wastewater for reuse including landscape and golf course irrigation. 
Most of the demand for the recycled water occurs during the summer months. Recycled water 
that exceeds demand is discharged to nearby Temescal Wash.  Currently, approximately 
700,000 gallons per day (gpd) are discharged in compliance with NPDES Permit No. 
8000100, administered by the California Regional Water Quality Control Board, Santa Ana 
Region (Water Board). The District’s permits allow the expansion of their WRF to a full 
build-out capacity of 1,570,000 gpd. 

1.2. Goals and Objectives 

 The goal of this evaluation is to identify feasible alternatives for recharge of tertiary 
treated wastewater into the Bedford Subbasin. The evaluation considered project feasibility 
on a technical and regulatory basis. Project objectives include the identification of recharge 
options involving various locations within the subbasin and various recharge methods (e.g., 
recharge basins or injection wells).   

 To meet these goals and objectives, Todd Engineers evaluated the hydrogeology of the 
Bedford Subbasin, assessed the technical feasibility of subbasin recharge, selected areas 
judged favorable for a recharge project, and identified potential regulatory constraints. 
Analyses and results of the study are summarized in this technical memorandum.   
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2. Hydrogeologic Setting 

The hydrogeologic setting provides the framework for evaluation of the recharge project. 
This section summarizes groundwater conditions in the subbasin and presents specific analyses 
conducted for the project. 

2.1. Study Area 

The Study Area includes the Bedford Subbasin, covering approximately 6.5 square miles 
(4,133 acres) of the central Temescal Valley in western Riverside County. The Bedford Subbasin 
is a relatively small subdivision of the larger Elsinore Groundwater Basin (Figure 1). The 
Bedford and Coldwater subbasins form the northern portion of the Elsinore Groundwater Basin 
northwest of a bedrock constriction along Temescal Wash (Figure 1). According to current basin 
nomenclature used by the California Department of Water Resources (DWR), the Elsinore 
Groundwater Basin is not formally divided into subbasins (DWR, 2003). The Bedford and 
Coldwater subbasin nomenclature originates from former DWR basin boundaries in historical 
documents (DWR, 1959). Since the hydrogeologic conditions, including the bedrock constriction, 
clearly allow the subbasins to be evaluated separately from the remaining Elsinore Groundwater 
Basin to the southeast, the nomenclature is preserved in this analysis. Subbasins and contributing 
watershed areas, as digitized using Geographic Information System (GIS) software, are shown on 
Figure 1 and summarized on the table below.  

Table 2-1 
Groundwater Basins and Watersheds 

 
DWR Groundwater Basin* 
(Basin No.) 

Subbasin** Area 
(acres) 

Contributing 
Watershed (acres) 

Elsinore (8-4) Bedford  4,133 11,858 

Coldwater  2,176 9,525 

Elsinore 19,391 Not evaluated 

*DWR, 2004. 
**Bedford and Coldwater Subbasins defined and digitized for this project 
 

2.1.1. Subbasin Boundaries 

The Bedford Subbasin is defined by hydrologic and hydrogeologic boundaries. The 
eastern and southern boundaries are the approximate intersection of alluvial deposits with 
bedrock outcrops of the El Sobrante de San Jacinto hills (Figure 1). The Coldwater Subbasin lies 
to the west, separated from the Bedford Subbasin by the North Glen Ivy fault. The fault trace and 
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the subbasin boundary shown on Figure 1 were recently modified from previous historical 
documents for the City of Corona’s GWMP project. Revisions were based on recent geologic 
maps from the U.S. Geological Survey (USGS, 2004). On the northwest, the subbasin boundary 
is defined by the contact between alluvial sediments and the outcropping bedrock of the Santa 
Ana Mountains. The northern boundary of the Bedford Subbasin is generally defined by the 
southern edge of Bedford Canyon where the subbasin connects with the Temescal Subbasin of the 
larger Upper Santa Ana Valley Groundwater Basin (Figure 1).  

The subbasin floor is characterized by a narrow sloping valley interrupted by bedrock 
outcrops and surrounded by uplands. Ground surface elevations range from above 1,300 feet 
above mean sea level (msl) in the southwest to about 800 feet msl at the northern subbasin 
boundary near the base of  Bedford Canyon. Average ground surface elevations are about 1,000 
feet over most of the subbasin. The nature of the land surface can be seen on the aerial 
photograph on Figure 3. The main drainageway is Temescal Wash (also locally referred to as 
Temescal Creek), which flows from south to north across the subbasin.  Average annual rainfall 
on the basin is about 13 inches per year (OCS, 2007).  

2.1.2. Land Use 

The Bedford Subbasin has a rich history as an agricultural area supporting numerous 
crops including citrus. Through the 1950s and 1960s, almost all of the water use in the subbasin 
was for agriculture (DWR, 1965). At that time, water supply was a mix of local groundwater, 
local surface water and imported surface water. In 1954, Western Municipal Water District was 
annexed to Metropolitan Water District and began providing imported water from the Colorado 
River (stored at Lake Mathews) to the Temescal Valley (DWR, 1959). In recent years, the I-15 
corridor of the Temescal Valley has experienced significant growth. Residential development can 
be seen on Figure 3 and is especially prevalent west of I-15. Residential communities such as the 
Retreat, Wildrose Ranch, California Meadows and others have been developed in the area, 
bringing additional landscaping and golf courses to the subbasin.  The community of Dos Lagos 
has been developed east of I-15 in the northern portion of the subbasin. Commercial and light 
industrial development occurs along the east side of I-15 in the northern half of the subbasin. 
Large portions of the southern subbasin east of I-15 remain relatively undeveloped (Figure 3). 

In the adjacent Coldwater Subbasin, residential development has occurred primarily in 
the northern half of the subbasin. The southern half of the Coldwater Subbasin is dominated by 
active and inactive sand and gravel mining operations (Figure 3). Both the District and EVMWD 
provide potable and non-potable water supply for Bedford and Coldwater subbasins.   

2.1.3. Subbasin Hydrology 

As shown on Figure 3, Temescal Wash is the main surface water drainage for both 
Coldwater and Bedford subbasins. The Santa Ana Region Water Board Basin Plan lists beneficial 
uses for the creek as groundwater recharge, water contact recreation, non-contact water recreation, 
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warm water fish habitat, industrial service supply, and agricultural supply. Notwithstanding these 
designated uses, the creek is typically dry throughout most of the subbasin during the summer. 
The creek is tributary to the Santa Ana River and joins the main river channel at the Prado 
Management Area near Prado Dam (Figure 1). 

Temescal Creek receives surface water runoff from contributing watersheds to the east 
and west (Figure 1). Although the eastern watersheds are slightly larger in area (approximately 
11,858 acres) than the western watersheds (9,525 acres), runoff is generally lower. This is due to 
the lower elevations and lower average annual rainfall of about 13 to 16 inches per year (OCS, 
2007; Environmental Solutions, 1994). This amount compares to an average annual rainfall of 
about 18 to more than 25 inches per year in the higher elevations west of Coldwater Subbasin. 
North of the Bedford Subbasin, the creek is fed by surface runoff from Bedford Canyon and 
rising groundwater in Temescal Canyon (Figure 1). North of Temescal Canyon, the creek flows 
into lined channels of the City of Corona’s stormwater system and receives stormwater runoff 
from most of the Temescal Subbasin.  

Surface water inflows into Bedford Subbasin along Temescal Wash are the result of 
runoff from surrounding areas. South of Bedford Subbasin, flows along the creek are diverted and 
bermed to create a small area of impounded surface water, locally known as Corona Lake (Figure 
1). Historically, releases from this lake supplemented other agricultural water supplies. Currently, 
EVMWD provides non-potable supply to Coldwater and Bedford subbasins through releases 
from this impoundment, contributing to surface water inflows during summer months. 
Historically, overflow from Lake Elsinore (located about six miles south of Bedford Subbasin) 
provided surface water to the creek. However, increased water use in the vicinity halted surface 
water outflow from the lake in the early 1900s (DWR, 1959; MWH, 2003). With the exception of 
some upstream releases of recycled water to Temescal Creek there are no significant surface or 
subsurface inflows to the Bedford Subbasin from the Elsinore Subbasin to the south (MWH, 2003) 
(Figure 1).  

2.2. Geology and Faulting 

The Study Area is located within one of the structural blocks of the Peninsular Ranges of 
Southern California. The groundwater basins in this area occur in a linear low-lying block, 
referred to as the Elsinore-Temecula trough, between the Santa Ana Mountains on the west and 
the Perris Plain on the east (Norris and Webb, 1990). The trough extends from Corona to the 
southeast some 30 miles and was formed along an extensive northwest-southeast trending fault 
zone including the Elsinore, Chino, and related faults. The Elsinore and Chino fault zones bound 
the subbasins on the west and trend along the mountain front.   
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2.2.1. Geologic Units 

Figure 4 presents a detailed geologic map illustrating the large number of units in the 
subbasin as mapped by USGS (2004). The oldest rocks in the Study Area crop out along the 
eastern edge or the Bedford subbasin. These uplands are composed principally of Mesozoic-age 
metasedimentary and volcanic rocks including the Estelle Mountain Volcanics (Mzu and Kvem, 
respectively, on Figure 4). There are also outcrops of Mesozoic metamorphic rocks including the 
Bedford Canyon Formation to the west of the subbasins in the Santa Ana Mountains (Jbc on 
Figure 4). Younger sedimentary units of Tertiary age crop out along the mountain front and in the 
subbasins. In northern Bedford Subbasin, a variety of Tertiary sedimentary units crop out 
including the Paleocene Silverado (Tsi), Miocene Vaqueros (Tvs), and Miocene Topanga (Tt) 
formations (Figure 4). Erosion of these units has filled in the trough over time resulting in 
quaternary-age alluvial fan, channel, and other alluvial deposits, making up the permeable 
portions of the Bedford and Coldwater groundwater subbasins. 

The main surficial deposits on the floor of Bedford Subbasin include younger and older 
alluvial fans (Qvofg, Qofg, and Qy on Figure 4) deposited from the erosion of Bedford Canyon 
Formation and granitic rocks to the west. These units prograde across the basin to the northeast 
and are truncated by channel deposits along Temescal Wash (Qyag).  

For analysis of the District’s recharge project, similar alluvial and bedrock geologic units 
have been combined on Figure 5 to show the areal extent of relative high and low permeability 
units. The bedrock units, shown by the gray color, group together all of the consolidated units in 
the subbasin for a better understanding of low permeability areas to avoid for the recharge project. 
Alluvial deposits shown in the various shades of green illustrate the surface area of alluvial fans, 
valley fill, and channel deposits where more permeable sediments occur.  

2.2.2. Depth to Bedrock 

Although the geologic map shows alluvial sediments covering most of the surface of the 
Bedford Subbasin, the frequency of bedrock outcrops and shallow depth of many wells are good 
indications that sediments are likely very thin in some areas. For this reason a bedrock surface 
was interpolated for the subbasin. Depths to bedrock were noted from water well driller’s logs 
obtained from the Department of Water Resources. The locations of these wells were 
approximately plotted using GIS software. The locations of these wells are shown on Figure 6. 
These data were combined with locations of known bedrock outcrops from the 2004 USGS 
geology map to create an approximate depth to bedrock surface. Figure 7 shows a colored raster 
and contours of the depth to bedrock surface. The bedrock surface map shows that sediments 
throughout most of the Bedford Subbasin are between 100 and 200 feet thick. Bedrock outcrops 
in the northern and south-central potion of the subbasin result in relatively thin and discontinuous 
pockets of alluvial sediments.  However, there is an area in the western central portion of the 
subbasin where alluvial thickness is between 300 and 400 feet.  
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2.3. Subbasin Aquifers 

The primary aquifer within the Bedford Subbasin is unconfined consisting of alluvial fan 
gravels prograding across valley fill sediments and interfingering with channel deposits 
associated with Temescal Wash. Although the alluvial aquifer is composed of material from 
multiple depositional environments, it is considered to be one continuous aquifer due to its high 
permeability and the prograding / interfingering nature of the deposits.  

The bedrock in the subbasin does have some limited aquifer capacity, and there are some 
domestic wells that are completed in these bedrock aquifers. Bedrock aquifers in the area are 
primarily recharged from the alluvial aquifers. For the purpose of this study, the bedrock aquifers 
were not considered to be targets for recycled water recharge due to their limited capacity to store 
and transmit water. 

2.3.1. Aquifer Geometry 

The Bedford Subbasin alluvial aquifer is controlled by surface topography and the 
underlying erosional bedrock surface. The resulting aquifer is an elongated northwest southeast 
structure that is deepest in the middle, shallows to the north and east, is bounded by faults on the 
west, and is dotted by areas of no thickness where bedrock crops out. The aquifer generally slopes 
down to the northwest where it thins dramatically and is virtually nonexistent at the northern end 
of the subbasin. 

The approximate latitudinal geometry of the alluvial fan deposits in the Coldwater and 
Bedford subbasins are shown on Figure 8. The cross section shows generalized subbasin 
geometry from west to east across the Coldwater/Bedford subbasin boundary at the North Glen 
Ivy fault. Rather than representative of a specific location, the cross section is a schematic profile 
illustrating the nature and maximum thickness of the alluvial fan aquifers and the relationship 
with the Temescal Wash deposits.  Alluvial sediments are more than 800 feet thick in the 
Coldwater Subbasin and up to 500 feet thick in the Bedford Subbasin, with the thickest section 
occurring near the subbasin boundary and fault zone (Figure 8). 

Water levels are lower in the western Coldwater Subbasin as a result of pumping by the 
City of Corona and others in the subbasin (Figure 8). The discontinuity indicated by water levels 
across the Glen Ivy fault reflects the commonly held view that groundwater is impeded by low 
permeability clay along the fault zone. This discontinuity has been observed in water levels on 
opposite sides of the fault by others (MWH, 2004)These and other data indicate that outflow from 
the Coldwater Subbasin into the Bedford Subbasin only occurs during times of high water levels 
(MWH, 2004).  

2.3.2. Aquifer Parameters 

Aquifer parameters for the alluvial aquifer in the Bedford Subbasin are not available 
throughout most of the subbasin. However, a 72-hour constant rate pumping test was performed 
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on a District well, Well 1A, in February 2003 by Foothill Engine & Pump Company. 
Groundwater levels in Well 1A, and nearby Wells 3 and 4, were monitored during the test and 
recorded on field forms by the pumping contractor. The locations of the District wells are shown 
on Figure 6. No aquifer parameter analysis appears to have been conducted for these data. 
Therefore, data from this test were made available for analysis by the District as part of this 
project. Test data from the three wells were plotted on a semi-log graph of drawdown versus time. 
The graph of these data and the resulting straight line portions are shown on Figure 9. Straight 
line portions of the data were identified on this graph in order to apply the Cooper-Jacobs straight 
line approximation for the calculation of transmissivity (T) and storage coefficient (S) as shown 
by the following equations:  

    
∆

   and     .  

 Where  T = transmissivity 
S = storage coefficient 
Q = pumping rate 

  ∆s = drawdown for one log cycle  
  t0 = time when drawdown equals zero 
  r = radius of observation point from pumping well 
 

Data from Well 3 appeared to be the most representative of stabilized aquifer conditions 
and were less affected by the sporadic breaks in drawdown that were present in the data from 
Well 1A. Using these data, the calculated aquifer transmissivity is 144,000 gallons per day per 
foot (gpd/ft), equivalent to 19,250 square feet per day (ft2/day). Storage coefficients were 
calculated for the straight lines from Wells 3 and 4 at 0.10 and 0.15, respectively. These values 
represent an effective porosity of the alluvial aquifer of 10 percent from Well 3 and 15 percent 
from Well 4. Well logs for District Wells 1A, 3, and 4 were not available for this analysis. 
However, nearby domestic well logs indicate a total saturated aquifer thickness of about 77 feet. 
Using this value for the saturated aquifer thickness (b), a hydraulic conductivity (K) of 250 feet 
per day (ft/day) was calculated for the aquifer using    / . Because this represents the only 
K value available in the basin, it is unknown whether the data are representative. As such, a 
slightly lower K value of 200 ft/day is used for further analysis of the alluvial aquifer. 

2.4. Groundwater Use and Wells 

Groundwater has been used as an irrigation water supply in the Bedford Subbasin for at 
least 80 years. Published data on wells in the Temescal Valley indicate that at least eleven wells 
had been drilled for irrigation supply in the Bedford Subbasin (or just downgradient of the 
boundary) by 1957 (DWR, 1959). One shallow well was reported to have been in place since 
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1912. Driller reports obtained from DWR indicate that more than 100 wells have been drilled in 
the subbasin.  

2.4.1. Subbasin Production 

Groundwater pumping data are available from a private firm, Watermaster Support 
Services (WMSS), which compiles well and pumping data for the Temescal Valley subbasins and 
other basins in the Santa Ana River watershed. Data from 1947 through 2006 were obtained from 
WMSS and reviewed for this project. During this period, approximately 22 wells have extracted 
groundwater in the subbasin. These data include three irrigation wells that pump just outside of 
the subbasin at the mouth of Bedford Canyon (referred to as the EVWMD Flagler wells). 
Production from the Flagler wells is included in this analysis because they pump immediately 
downgradient of the subbasin and extract groundwater, in part, migrating out of the subbasin.  

Annual groundwater production is shown on the top graph on Figure 10. As shown on the 
graph, Bedford Subbasin production has generally decreased over the last 60 years. From 1947 
through 1965, annual production averaged 2,900 AFY. Groundwater pumping increased from 
1966 through 1971, averaging about 4,000 AFY with a peak in 1966 of 4,658 AFY. Through the 
1970s and into the early 1990s, average production declined to about 2,500 AFY. Since 2000, 
production has declined to about 1,000 AFY and averaged only 245 AFY in 2005-2006.  

Several water companies were formed in the subbasin before 1950 to provide irrigation 
water for subbasin agriculture (DWR, 1959). These companies secured surface and groundwater 
supplies and operated several groundwater wells in the subbasin. When the District was formed in 
1965, two existing production wells were acquired to supplement the District’s imported water 
supply. Production from these two wells by the District and previous well owners are summarized 
on the graph on the bottom of Figure 10.  As shown on the graph, production from the District 
wells has also declined over time. From 1947 through 1970, production averaged about 676 AFY, 
accounting for about 20 percent of the documented subbasin pumping. From 1972 through 1995, 
average production declined by more than one half to 274 AFY (about 10 percent of subbasin 
production). Over the last 10 years, production has declined to less than 20 AFY and the wells are 
not currently used for potable water supply.  

2.4.2. Domestic Wells 

Although there is very little documented domestic groundwater extraction from the 
subbasin, private wells used for domestic water supply likely exist in the basin. DWR driller’s 
logs indicate that some wells were previously permitted for domestic supply as well as irrigation. 
The number of active wells is not known. The drilling of domestic wells (and other wells) 
requires a permit to be filed with Riverside County Division of Environmental Health (DEH). 
The County maintains these well permits in their records and compiles information into a 
database as internal resources allow. Communication with the County revealed that their 
databases does not currently allow for geographic filtering of well information and therefore 
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accessing the data for Bedford Subbasin wells would require considerable effort on the part of 
County staff. Unfortunately, due to current staffing levels, the County cannot accommodate this 
type of search in a timely manner. As such, permit data were not reviewed for this project.  

2.5. Groundwater Occurrence and Flow 

Groundwater occurrence in the unconfined aquifer of the Bedford Subbasin is controlled 
by recharge and outflow. The primary source of recharge to the alluvial aquifer is runoff from the 
watershed to the east and percolation of precipitation. Additional runoff enters the basin and the 
aquifer from the west, but this must first travel through the Coldwater Subbasin, where most of 
the water infiltrates. Some additional recharge also occurs as a result of subsurface inflow from 
the alluvial aquifer in the Coldwater Subbasin. However, this recharge source is limited by 
groundwater pumping in Coldwater Subbasin and impedance across the Glen Ivy fault. Very little, 
if any, groundwater enters the subbasin from Lake Elsinore due to its limited releases. 
Groundwater flow in the subbasin is generally easterly toward Temescal Wash and then 
northwesterly following surface water drainage. 

2.5.1. Water Levels and Depth to Water 

Very few wells in the Bedford Subbasin provide a sufficient water level record to analyze 
long term trends. However, there are scattered wells throughout the subbasin with original static 
water levels from water well driller’s logs. These water levels were recorded at the time of 
installation of the wells shown on Figure 6. Since these wells have been constructed over a period 
of approximately 50 years spanning various hydrologic conditions, it can be reasonably assumed 
that they collectively approximate average static water levels. Contours of the depth to 
groundwater, as shown on Figure 11, were created using these data. In addition, there are a 
number of wells near the northeast outflow of the subbasin that allow for an analysis of water 
levels at that location (Figure 6). As shown on Figure 11, groundwater is deepest in the western 
portion of the subbasin (up to about 100 feet deep). Shallower groundwater occurs in the eastern 
subbasin near Temescal Wash. The exact groundwater-surface water interaction along the wash 
has not been documented, but groundwater likely provides baseflow to the creek in shallow 
bedrock areas and the creek likely recharges groundwater where water levels are deeper. As 
Temescal Wash exits the subbasin in the northeast, groundwater discharge likely occurs. 

One former well, operated by the City of Corona (Well 4), is located about 950 feet north 
of the northeast corner of Bedford Subbasin at the mouth of Bedford Canyon. Wells pumping in 
this area receive recharge from runoff in adjacent Bedford Canyon (Temescal Subbasin) as well 
as surface and subsurface outflow from Bedford Subbasin (Figure 1). As such, water levels in this 
area are indicative of the total groundwater and surface water discharge where Temescal Wash 
temporarily leaves the subbasins. A hydrograph from this Bedford Canyon well is shown below. 
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The ground surface elevation at this well is reported to be about 791 feet msl indicating 
that water levels are within 10 feet of the ground surface during times of high water levels. This is 
to be expected given the downgradient location of the well and its position near rising 
groundwater that enters Temescal Canyon as surface water in the wash. Downstream ground 
surface elevations are around 780 feet, similar to water levels in the well. It appears that this 
elevation is acting similar to a drain, and likely indicates the level at which the groundwater basin 
is discharging to Temescal Wash. Given the shallow groundwater, this location would not be 
applicable to a District recharge project; nonetheless the hydrograph provides a record for long-
term water levels at the downgradient extent of the subbasin. 

As shown on the hydrograph, water levels have fluctuated only about 60 feet over the last 
40 years. Water levels have been recorded as high as 782 feet, but have remained above about 
770 feet for most of the period of record. Water levels dropped to around 720 feet during the 
relatively dry cycle from 1987 to 1995. According to a DWR study (1980), groundwater levels in 
the Bedford Subbasin fluctuate considerably during the year as a result of seasonal pumping and 
considerable recovery of water levels during the rainy season. This observation indicates that 
infiltration of recycled water at the surface can readily recharge the alluvial aquifers. 

2.5.2. Groundwater Flow 

Most of the subsurface flow in the Bedford Subbasin parallels surface water flow to the 
northwest along Temescal Wash. However, flow is easterly in the western portion of the subbasin, 
generally following surface topography. In the northern portion of the subbasin, groundwater 
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flow becomes more complex as a result of refraction around low permeability bedrock. 
Throughout the subbasin, groundwater flow is generally controlled by surface topography.  

2.5.3. Groundwater Quality 

Groundwater quality data for the Bedford Subbasin alluvial aquifer at this time are 
limited to samples collected from District Well 1A in February 2003 and in Well 4 in August 
2007. A complete list of analytical parameters and the concentrations at which they were detected 
is presented in the following table. 

Table 2-2 
Groundwater Quality Data 

District Wells 1A & 4 
 

Well Well 1A Well 4 
Sample Date 2/5/2003 8/20/2007 

pH mg/L -- 7.1 

Calcium mg/L -- 110 

Magnesium mg/L -- 23 

Nitrate 
as N mg/L -- 1.2 

Nitrite  
as N mg/L -- < 0.1 

Ammonia mg/L -- 0.43 

Sulfide mg/L < 0.10 -- 

Total 
Hardness mg/L -- 370 

Total 
Dissolved 

Solids 
mg/L -- 690 

Total 
Suspended

Solids 
mg/L < 5 -- 

Chlorine 
Residual mg/L < 0.10 -- 

Oil & 
Grease mg/L < 5 -- 

 

As shown by the values for total dissolved solids (TDS), groundwater contains a 
relatively high mineral content in the subbasin. The TDS value of 690 mg/L exceeds the 
secondary maximum contaminant level (MCL) of 500 mg/L. This MCL is not based on health 
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risk, but rather aesthetic values such as odor or taste. The value of total hardness of 370 mg/L 
indicates a water classified as very hard (Todd and Mays, 2005), which can result in scale 
deposition in pipes and other inconveniences. Preliminary review of these data indicates that 
recycled water may be of higher quality for some constituents than ambient groundwater. 
Recycled water quality data are reviewed in the following section. 

Feasibility Study - LLWD 13 Todd Engineers 



 

3. Considerations for Groundwater Recharge 

The District’s recharge project was evaluated in the context of the hydrogeologic setting 
of the subbasin and District objectives. Based on this analysis, potential recharge locations and 
methods were selected. This section describes the evaluation and provides project parameters, 
methods of analysis, assumptions, regulatory considerations, and results.  

3.1. Recharge Water Parameters 

Based on communication with the District and a review of current permit requirements 
and data, the following parameters and data have been incorporated into the analysis.  

3.1.1. Quantity Available for Recharge 

In compliance with the current NPDES permit, the District can discharge up to 1,570,000 
gpd of recycled water to Temescal Creek. The District is currently discharging about 700,000 gpd 
during non-irrigation months. The recycled water demand is much larger in summer months and 
discharge to the creek is significantly reduced during that time. The WRF is capable of reclaiming 
up to about 1,570,000 gpd, but demand for recycled water is also expected to rise (LLWD, 2008). 
For the purposes of this preliminary analysis, we assume that a current continuous flow of 
700,000 gpd is available for recharge on a six-month basis. This amount is equivalent to a 
continuous recharge rate of 486 gpm. The recharge method and location selected for the District’s 
project needs to accommodate this rate and amount. Additional recycled water will likely be 
available in the future although the exact amount is unknown. Even though the analysis is based 
on 700,000 gpd, the potential for increasing this amount is also considered.  

3.1.2. Recycled Water Quality 

The WRF produces tertiary-treated wastewater derived from imported SWP water. This 
water source is considered to be higher quality than local groundwater for many parameters. 
According to a 2006 report to consumers, the imported water contains an average TDS of 200 
mg/L (LLWD, 2006) compared to a groundwater supply of about 690 mg/L. Although mineral 
content is concentrated in the wastewater, elevating the TDS, the recycled water is expected to be 
equal to or better than ambient groundwater quality.  

Water quality data from the WRF are available in connection with the District’s 
monitoring program. These data were provided by the District and reviewed for application to the 
recharge project. Table 3-1 presents a summary of recycled water data with a focus on the 
parameters relevant to recycled water recharge regulations (Section 60320.030 in DPH, 2007). 
The table is presented on the following pages and described in the text following the table.  
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Recycled Water Analytical Results Average Concentrations 2002 - 2007

ANALYTE
(Italics  - required for recharge project by DPH)

Average Result
(bold underline - exceeds MCL 

or Secondary MCL)

Number of 
Detections

Number of 
Non-Detect 

Results (ND)

Maximum 
Contaminant 

Level
(MCL)

Secondary MCL Units

Aluminum Not Analyzed -- -- 1 0.2 mg/L
Antimony ND 0 1 0.006 mg/L

Arsenic 0.011 1 6 0.05 mg/L
Asbestos Not Analyzed -- -- 7 MFL

Barium ND 0 7 1 mg/L
Beryllium ND 0 1 0.004 mg/L
Cadmium ND 0 7 0.005 mg/L

Calcium 29 62 1 -- mg/L
Chloride 149 63 1 -- 250 mg/L

Chromium (Total) ND 0 7 0.05 mg/L
Chromium (Hexavalent) ND 0 13 0.05 mg/L

Copper 0.0305 4 62 1.3 1 mg/L
Cyanide ND 0 7 0.15 mg/L
Fluoride Not Analyzed -- -- 2 mg/L

Iron 0.09 2 5 -- 0.3 mg/L
Lead ND 0 7 0.015 mg/L

Magnesium 12 62 1 -- mg/L
Manganese 0.019 6 1 -- 0.05 mg/L

Mercury ND 0 18 0.002 mg/L

Table 3-1

y g
Nickel ND 0 1 0.1 mg/L

Nitrate as N 3.5 249 10 10 mg/L
Nitrite as N 0.96 84 176 1 mg/L

Nitrogen (as Ammonia) 4.5 148 114 -- 1.5 mg/L
Total Nitrogen (ammonia, nitrate, & nitrite) 9.0 Calculation Calculation * mg/L

Inorganic Nitrogen 6.4 252 8 -- mg/L
Biochemical Oxygen Demand 10 49 213 -- mg/L

Perchlorate Not Analyzed -- -- 0.006 mg/L
Selenium 0.0043 46 21 0.05 mg/L

Silver ND 0 17 -- 0.1 mg/L
Sodium 128 63 1 -- mg/L
Sulfate 96 62 2 -- 250 mg/L

Thallium ND 0 1 0.002 mg/L
Bicarbonate Not Analyzed -- -- -- mg/L

Carbonate Not Analyzed -- -- -- mg/L
Alkalinity Not Analyzed -- -- -- mg/L

Total Hardness 122 63 1 -- mg/L
Zinc 0.054 7 0 -- 5.0 mg/L

pH 7.3 59 0 -- Standard Units
Foaming Agents (MBAS) Not Analyzed -- -- -- 0.5 mg/L

Turbidity Not Analyzed -- -- -- 5.0 NTU
Total Dissolved Solids 554 66 0 -- 500** mg/L
Total Suspended Solids 14 14 248 -- mg/L

Total Coliform 2.8 5 20 -- MPN/100mL
Total Organic Carbon Not Analyzed 16*** mg/L

Lee Lake Water District Recharge Feasibility
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Recycled Water Analytical Results Average Concentrations 2002 - 2007

ANALYTE
(Italics  - required for recharge project by DPH)

Average Result
(bold underline - exceeds MCL 

or Secondary MCL)

Number of 
Detections

Number of 
Non-Detect 

Results (ND)

Maximum 
Contaminant 

Level
(MCL)

Secondary MCL Units

Table 3-1

Radium-226 Not Analyzed -- -- pCi/L
Radium-228 Not Analyzed -- -- pCi/L

Gross Alpha Not Analyzed -- -- 15 pCi/L
Uranium Not Analyzed -- -- 20 pCi/L

Beta / photon emitters Not Analyzed -- -- 4 millirem/year
Strontium-90 Not Analyzed -- -- 8 pCi/L

Tritium Not Analyzed -- -- 20,000                 pCi/L
1,1,1-Trichloroethane ND 0 3 0.200 mg/L

1,1,2,2-Tetrachloroethane ND 0 3 0.001 mg/L
1,1,2-Trichloro-1,2,2-Trifluoroethane Not Analyzed -- -- 1.2 mg/L

1,1,2-Trichloroethane ND 0 3 0.005 mg/L
1,1-Dichloroethane ND 0 3 0.005 mg/L

1,1-Dichloroethylene ND 0 3 0.006 mg/L
1,2,4-Trichlorobenzene ND 0 3 0.005 mg/L

1,2-Dichlorobenzene ND 0 6 0.6 mg/L
1,2-Dichloroethane ND 0 3 0.0005 mg/L

1,2-Dichloropropane ND 0 3 0.005 mg/L
1,3-Dichloropropene Not Analyzed -- -- 0.0005 mg/L

cis-1,3-Dichloropropene ND 0 3 -- mg/L

5 (combined)

cis 1,3 Dichloropropene ND 0 3 mg/L
trans-1,3-Dichloropropene ND 0 3 -- mg/L

1,4-Dichlorobenzene ND 0 6 0.005 mg/L
2,3,7,8-TCDD Not Analyzed -- -- 0.00000003 mg/L

2,4,5-TP Not Analyzed -- -- 0.05 mg/L
2,4-D Not Analyzed -- -- 0.07 mg/L

Alachlor Not Analyzed -- -- 0.002 mg/L
Atrazine Not Analyzed -- -- 0.001 mg/L

Bentazon Not Analyzed -- -- 0.018 mg/L
Benzene ND 0 3 0.001 mg/L

Benzo(a)pyrene ND 0 3 0.0002 mg/L
Bromodichloromethane 0.03 0 3 0.08 mg/L

Carbofuran Not Analyzed -- -- 0.018 mg/L
Carbon Tetrachloride ND 0 3 0.0005 mg/L

Chlordane ND 0 3 0.0001 mg/L
Chloroform 0.009 0 3 0.08 mg/L

cis-1,2-Dichloroethylene Not Analyzed -- -- 0.006 mg/L
Dalapon Not Analyzed -- -- 0.2 mg/L

Di(2-ethylhexyl)adipate Not Analyzed -- -- 0.4 mg/L
Di(2-ethylhexyl)phthalate ND 0 3 0.004 mg/L

Dibromochloropropane Not Analyzed -- -- 0.0002 mg/L
Dichloromethane ND 0 3 0.005 mg/L

Dinoseb Not Analyzed -- -- 0.007 mg/L
Diquat Not Analyzed -- -- 0.02 mg/L

Endothal Not Analyzed -- -- 0.1 mg/L
Endrin ND 0 6 0.002 mg/L

Ethylbenzene ND 0 3 0.3 mg/L
Ethylene Dibromide Not Analyzed -- -- 0.00005 mg/L

Glyphosate Not Analyzed -- -- 0.7 mg/L
Heptachlor ND 0 6 0.00001 mg/L

Heptachlor Epoxide ND 0 6 0.00001 mg/L
Hexachlorobenzene ND 0 3 0.001 mg/L

Hexachlorocylopentadiene ND 0 3 0.05 mg/L

Lee Lake Water District Recharge Feasibility
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Recycled Water Analytical Results Average Concentrations 2002 - 2007

ANALYTE
(Italics  - required for recharge project by DPH)

Average Result
(bold underline - exceeds MCL 

or Secondary MCL)

Number of 
Detections

Number of 
Non-Detect 

Results (ND)

Maximum 
Contaminant 

Level
(MCL)

Secondary MCL Units

Table 3-1

Lindane ND 0 6 0.0002 mg/L
Methoxychlor ND 0 3 0.03 mg/L

Methyl-tert-butyl ether (MTBE) ND 0 3 0.013 0.005 mg/L
Molinate Not Analyzed -- -- 0.02 mg/L

Monochlorobenzene ND 0 3 0.07 mg/L
Oxamyl Not Analyzed -- -- 0.05 mg/L

Pentachlorophenol ND 0 3 0.001 mg/L
Picloram Not Analyzed -- -- 0.5 mg/L

Polychlorinated Biphenyls Not Analyzed -- -- 0.0005 mg/L
Simazine Not Analyzed -- -- 0.004 mg/L

Styrene Not Analyzed -- -- 0.1 mg/L
Tetrachloroethylene ND 0 3 0.005 mg/L

Thiobencarb Not Analyzed -- -- 0.07 0.001 mg/L
Toluene 0.007 1 2 0.15 mg/L

Toxaphene ND 0 6 0.003 mg/L
trans-1,2-Dichloroethylene ND 0 3 0.01 mg/L

Trichloroethene ND 0 3 0.005 mg/L
Trichlorofluoromethane ND 0 3 0.5 mg/L

Vinyl Chloride ND 0 3 0.0005 mg/LVinyl Chloride ND 0 3 0.0005 mg/L
Xylenes ND 0 3 1.750 mg/L

*See recycled water regulations for limits on total nitrogen and disinfection byproducts
**For TDS, regulations allow upper exceedances of 1,000 mg/L and short-term exceedances of 1,500 mg/L
*** Regulatory requirements for TOC may be lower than MCL
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Table 3-1 presents concentrations of metals and other inorganic constituents and physical 
parameters in the first grouping of analytes. These data are followed by radionuclides that are 
required for monitoring of recycled water recharge. The last group of analytes contains organic 
chemicals. Also included on the table are primary and secondary maximum contaminant levels 
(MCLs) pertinent to regulations for recharge of recycled water (DPH, 2007). Concentrations 
listed in the column of Average Result are average concentrations of detections from 2002 
through 2007 and do not consider samples when the concentration was not detected above 
reporting detection limits (Table 3-1). 

As shown on Table 3-1, the District’s recycled water appears to meet regulatory 
requirements for constituents analyzed to date. The average TDS is about 555 mg/L, slightly 
larger than the secondary MCL of 500 mg/L. However, this is lower than the TDS concentration 
detected in the limited groundwater data presented above. As noted at the bottom of the table, 
TDS concentrations above 500 mg/L may be recharged and short-term concentrations of up to 
1,500 mg/L may be allowed. 

Regulations require control of total nitrogen compounds in recharge water. Total nitrogen 
as defined by the regulations is the sum of nitrogen in ammonia, nitrite, nitrate and other organic 
nitrogen-containing compounds. Total nitrogen is calculated on Table 3-1 and averages 8.8 mg/L. 
Total nitrogen may be limited to as low as 5 mg/L for a recharge project. If the 5 mg/L objective 
is exceeded, additional groundwater monitoring and/ or blending will likely be required to 
demonstrate that groundwater quality has not been adversely impacted. Regulations allow for 
alternative concentration limits to be proposed for a recycled water recharge permit (DPH, 2007). 
Nitrate, one of the nitrogen compounds of particular concern, meets primary standards as shown 
on Table 3-1. Concentrations of nitrate (as N) in recycled water average 3.4 mg/L from more than 
261 samples analyzed. This value is well below the MCL of 10 mg/L.  

Radionuclide data are currently unavailable for the WRF water. The seven parameters 
listed on Table 3-1 summarize the regulated analytes. 

Organic chemicals regulated for recycled water recharge are listed on Table 3-1 
beginning on the second page of the table. Almost all of these chemical have been analyzed in 
recycled water in at least one sampling event since 2002. Most of the data were developed during 
two sampling events in 2005 (winter and summer) and one event in January 2007. For those 
sampling events, there have been no detections of any organic chemical that did not meet water 
quality standards for regulated compounds. Two organic chemicals detected are classified as 
trihalomethanes (THMs), a group of chemicals formed when chlorine is used to control microbial 
contaminants in water (referred to collectively as disinfection byproducts). Analyses of THMs 
include chloroform, bromodichloromethane, dibromochloromethane, and bromoform. Of these 
chemicals, chloroform and bromodichloromethane have been detected in recycled water samples. 
Chloroform has been detected in three samples at 0.0026 mg/L, 0.008 mg/L, and 0.015 mg/L. All 
detections meet water quality standards and were significantly lower than the MCL of 0.080 
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mg/L. Bromodichloromethane has also been detected in three samples at concentrations of 0.009 
mg/L, 0.002 mg/L, and 0.0063 mg/L, all at least one order of magnitude below the MCL of 0.080 
mg/L.  Only one other organic contaminant, toluene, has been detected in effluent samples. The 
concentration of that detection (0.007 mg/L) was about two orders of magnitude lower than the 
MCL of 0.15 mg/L.   

As shown on the table, radionuclides and several inorganic and organic constituents have 
not yet been analyzed in District recycled water because they are not required for current 
monitoring. The table contains a more complete list of constituents to allow the District to review 
additional constituents to be analyzed for the recharge project if implemented. In addition to the 
constituents and parameters provided on Table 3-1, total organic carbon must meet stringent 
regulatory requirements. DPH will also require initial testing and monitoring for specific non-
regulated compounds.  

3.2. Hydrogeologic Considerations 

Hydrogeologic conditions within the groundwater subbasin are important to the 
performance of a successful recharge project. The vadose zone above the water table must be 
sufficiently permeable to percolate the recharge water and there must be sufficient storage to 
accommodate the water during the recharge period. Aquifers must be sufficiently permeable to 
transmit the recharge water downgradient toward the basin discharge point or extraction wells.  
During an evaluation of recharge sites in the Lucerne Valley, USGS developed a general list of 
criteria for site selection. Although the list is specific to large spreading basins, the criteria are 
applicable to many recharge sites and methods. These criteria are listed below: 

1. The infiltration rate of the spreading grounds must be high enough to accept the 
anticipated rate of recharge.  

2. The storage capacity of the groundwater basin must be adequate to accommodate the 
anticipated volume of recharge. 

3. The transmissivity of the water-bearing material must be sufficient to transmit the water 
at an acceptable rate away from the recharge site toward the area of extraction. 

4. An adequate supply of water must be available for recharge, and it must be close enough 
to the area of need to meet economic criteria. 

5. The spreading grounds should be upgradient of the withdrawal areas or be so situated 
with respect to withdrawal areas that water moves as directly as possible from one area to 
the other. 

6. Faults and other hydrogeologic barriers should not impede the movement of recharge 
water. 

7. The recharge water should be compared geochemically with ambient groundwater to 
minimize mineral precipitation and clogging of the aquifer with consequent reduction in 
rates of recharge.  
 
For application to the District’s recharge project, criteria 1-3 above are considered the 

most critical for project success. Data relevant to the infiltration potential, storage capacity, and 
transmissivity were discussed in the hydrogeologic setting. Although site-specific tests have not 
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yet been conducted to determine infiltration rates, surface alluvial sediments are judged generally 
adequate for sufficient infiltration. Soil mapping conducted by the U.S. Natural Resources 
Conservation Service (NRCS) indicates permeable soils over the entire subbasin except in areas 
where bedrock crops out (NRCS, 2006). The transmissivity of the aquifers, as indicated by the 
aquifer test at District Well 1A, indicates sufficient permeability for downgradient transport of 
recharge water away from the recharge site and toward extraction wells. The exact storage 
capacity of the groundwater basin is currently unknown. Most of the storage is in the alluvial 
sediments that have infilled the basin around areas of shallow bedrock. The surface area of the 
subbasin is approximately 4,133 acres, but includes areas of bedrock and negligible groundwater 
storage. Using reasonable assumptions of two-thirds of the surface area (2,769 acres), an average 
depth to water of 50 feet, and an S value of 0.15, available subbasin storage is estimated to be 
about 20,000 AF. Storage estimates are judged adequate for the relatively small volume of 
recharge considered for this project, approximately 400 AFY of current discharge and 900 AFY 
at full permitted plant capacity assuming six months of continuous recharge. In addition, both the 
District and others have indicated an interest in additional extraction in the subbasin, making 
enhanced recharge a critical component of groundwater management.   

Criterion 4 addresses the availability of source water for the project. WRF capacity and 
water quality data indicate that a reasonable amount of recycled water of sufficient quality is 
available. In addition, the current and planned conveyance system for recycled water anticipates 
increased demand throughout most of the subbasin. As such, sites within the central and northern 
Bedford Subbasin are considered sufficiently close to the recycled water conveyance system for 
the purposes of this feasibility study. If the project moves forward, final site selection will 
consider distance to conveyance and costs.  

With regard to criterion 5, the upgradient (southern) portion of the subbasin was 
considered to be higher priority and was targeted for site selection. This criterion was balanced 
with the need for more favorable aquifer conditions than exist in the most upgradient portion of 
the subbasin where bedrock crops out, aquifers are thin, and the water table is shallow.  

Criterion 6 notes the need to understand subbasin hydrogeology and potential barriers to 
groundwater flow. Geologic faults, such as the Glen Ivy fault on the western subbasin boundary, 
have been observed to impede groundwater flow in the area. Additional faults impacting 
groundwater flow have not been identified within the central and northeastern portions of the 
Bedford Subbasin. As such, specific faults are not considered to limit project site selection. 
Bedrock outcrops of the Bedford Subbasin are also considered to be hydrogeologic barriers, 
where low permeability rock impedes and diverts groundwater flow. Recent mapping in the area 
by USGS provided guidance on more favorable areas based on surface geology. For this project, 
Todd Engineers also constructed a detailed map on the depth to bedrock across the subbasin 
based on existing data (Figure 7). This map was used to identify more favorable areas away from 
shallow bedrock.  
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The final criterion in the previous list, criterion 7, addresses the compatibility of the 
recharge water and ambient groundwater to ensure long-term infiltration can be sustained without 
well or aquifer damage. This compatibility issue is typically evaluated using geochemical models, 
such as the USGS-developed model PHREEQC (Parkhurst and Appelo, 1999). Data are currently 
insufficient to conduct geochemical modeling. Site-specific data will need to be collected for this 
evaluation after a project site is selected.   

3.2.1. Potential Recharge Methods 

To replenish the unconfined alluvial aquifer, recycled water can be applied in one of 
several ways: at the surface using infiltration basins, directly into the aquifer using injection wells, 
or into the subsurface above the water table using vadose zone wells. Each of these recharge 
methods are illustrated by the schematic diagram on Figure 12. For surface basins, water 
infiltrates the basin floor and percolates through the vadose zone to the underlying water table 
(Figure 12). If clay layers are present in the vadose zone, or if sufficient land for recharge basins 
is unavailable, vadose zone wells can provide a space-efficient pathway for project water to reach 
the water table. If clay layers are prevalent, especially if they represent confining layers in the 
aquifer system, injection wells can be used to access aquifers more directly for recharge. Either of 
these methods, or a combination of methods, could potentially be applied to the District’s 
recharge project. The applicability of each method to the District’s project is discussed below.  

3.2.1.1. Surface Basins 

The use of surface recharge basins involves conveyance of recycled water to a shallow 
excavated basin or series of basins where water would pond and infiltrate to underlying 
groundwater. Recharge basins have been used for conjunctive use and enhanced recharge projects 
for almost a century in areas of Riverside and San Bernardino counties. Since the alluvial aquifers 
of the Bedford Subbasin are considered to be unconfined, surface recharge would likely be 
capable of replenishment of subbasin aquifers. The size of the basin depends on the amount of 
water to be recharged and infiltration rates. 

The infiltration rate varies with vadose zone permeability, depth to water, water quality, 
and other factors. Infiltration rates tend to decrease over time due to physical and/or biological 
clogging of the basin floor. Maintenance often involves drying and re-working the shallow 
subsurface. Physical clogging is anticipated to be less with recycled water, given the low amount 
of suspended solids. To maximize infiltration rates, relatively shallow basins are preferred 
(Bouwer, 2002).  

Using a typical infiltration rate of about two feet per day (ft/day), a one-acre area is 
calculated to be capable of recharging about 450 gpm, a rate similar to that required for the 
District project. However, to allow for basin edge effects, maintenance, and other project needs, a 
minimum area of two acres should be considered.  
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Surface recharge basins provide the following project benefits: 

• Relatively simple to construct and maintain 

• Ability to spread recharge water over a large area, minimizing water levels 
impacts 

• Water quality benefits by filtration through the vadose zone 

• Ability to rehabilitate shallow clogging problems 

Several disadvantages are associated with surface recharge basins compared to other recharge 
methods including: 

• Larger land requirements 

• Relatively large environmental footprint 

• Potential security and liability issues 

3.2.1.2. Vadose Zone Wells 

If sufficient land is unavailable for the construction of relatively large surface basins, 
vadose zone wells can be used. These wells, also referred to as dry wells, consist of an engineered 
casing/screen/gravel pack assembly installed in a shallow boring above the water table. Vadose 
zone wells can also be used to by-pass shallow clay layers that may impede or divert percolating 
recharge water (Figure 12). The amount of clay in the vadose zone throughout the Bedford 
Subbasin is unknown, but is predicted to be relatively low. Thus, this may not be an important 
advantage for the District’s project. Nonetheless, wells are relatively inexpensive to construct and 
use, especially for the amounts of water to be recharged in this project. Vadose zone wells can be 
constructed in a developed area and need relatively small areas for installation and operation. In 
addition, they can be constructed on several separate parcels, if needed, allowing for a series of 
smaller projects rather than one larger recharge project. If infiltration rates are relatively high, 
only a few vadose zone wells would likely be needed to accommodate the District’s project. 

One major disadvantage is the inability to rehabilitate wells should they become clogged 
or ineffective. The entrainment of air is often cited for problems with decreasing infiltration rates. 
However, it is relatively easy to abandon and replace wells as needed. 

3.2.1.3. Injection Wells 

For more direct recharge into the aquifer, injection wells can be used. These wells are 
constructed similar to production wells, but are configured for injection. Wells are effective in 
areas of relatively shallow water tables or for confined aquifers. Because well clogging typically 
decreases injection rates over time, wells need to be pumped periodically for maintenance, a 
process referred to as backflushing.  The frequency of required backflushing varies from project 
to project, but is assumed to be required on a bi-weekly or monthly basis. Pumping for 
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backflushing is typically conducted at twice the injection rate.  As such, a dedicated pump is 
usually installed in the injection well with a flow control valve that allows for both injection and 
pumping to occur in the same wellbore.  

Injection wells cost more to install than vadose zone wells and are often associated with 
significant maintenance costs.  Land requirements are typically smaller than for surface recharge 
basins, but larger than for vadose zone wells since pumping and backflushing operations must be 
accommodated. However, they can serve as an effective method of recharge.  

3.2.1.4. Recharge Methods for District Project 

As discussed above, any of the three methods could be applicable for recycled water 
recharge in the Bedford Subbasin. For a conceptual cost comparison, a recharge basin may be the 
less expensive alternative if land costs are not considered. The process of constructing a shallow 
basin is relatively straightforward and fewer inaccessible project components are developed. 
However, because of the larger land requirement, this method could also easily be the most 
expensive method depending on land costs. Injection wells would be relatively shallow for this 
project and would not likely be cost prohibitive. However, the clogging issues and backflushing 
requirements add significantly to project risk. Existing wells would not be good candidates for 
use as injection wells, given the lack of construction information, well seals, and the desire by the 
District to pump wells for water supply in the future. Recharge regulations require a minimum 
distance from drinking water wells. Vadose zone wells are likely the least expensive recharge 
option when land costs are considered. Since injection capacity is relatively low for vadose zone 
wells compared to recharge basins, numerous wells are often required to support a recharge 
project. However, for the small volume of recharge water associated with this project, this 
alternative seems slightly more favorable. Because all methods appear feasible, none are 
eliminated for the purposes of this study. Detailed costs can be generated when a specific site and 
data are available, and a method can be selected at that time. 

3.2.2. Selection of Favorable Areas 

For the purpose of this feasibility study, three favorable areas were chosen as potential 
recharge sites. A variety of factors were analyzed in order to select these favorable areas 
including: 

• Depth to bedrock / alluvial thickness 
• Depth to groundwater 
• Land Use 
• Soil / vadose zone lithology and permeability 
• Distance to aquifer boundaries 
• Ease of obtaining land 
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As a result of this analysis, the basin was subdivided into five priority zones, with 
Priority 1 being the most favorable and Priority 5 the least. The distribution of the zones is 
presented on Figure 13. The areas indicated as Priority 1 were chosen as the most suitable 
locations for potential recharge facilities. Areas at and near outcrops of bedrock are rated the 
lowest priority as shown by the gray areas of the subbasin on Figure 13. The southern segment of 
the subbasin is rated relatively low (Priority 4), even though alluvial deposits and depth to 
groundwater may present favorable conditions. This low rating is due to the concern that recharge 
water would be discharged to Temescal Wash as the creek crosses an area of very thin sediments 
to the north, removing the project water from the groundwater basin without adding to subbasin 
yield. Areas designated Priority 3 were judged too close to the creek and areas of shallow 
groundwater and land use considerations. Priority areas 2 were so-designated based on land use 
and, to some extent, less certainty in hydrogeology. Priority areas 1 were carried forward for 
further evaluation.    

The District currently produces up to 700,000 gallons per day (gpd) of recycled water for 
potential recharge, an amount equivalent to 2.15 AF/day. The District is permitted to produce 
1,570,000 gpd (4.82 AF/day) of recycled water at full build-out. Assuming a conservative 
recharge rate of 2 ft/day (only one percent of the measured hydraulic conductivity of the aquifer), 
a recharge basin with a minimum of 1.07 acre infiltration area (wetted area within a recharge 
basin) would be sufficient to recharge  the current quantity of WFR water. For full build-out, a 
recharge basin with a minimum of 2.41 acres of infiltration area would be required. These 
parameters are used to evaluate project impacts to subbasin water levels as described below. 

3.2.3. Groundwater Mounding Estimates 

Potential recharge basins were plotted in each of the Priority 1 areas as shown on Figure 
14. The depth to bedrock and depth to groundwater were interpolated for each of these three 
locations from the bedrock and groundwater surfaces on Figures 7 and 11. At Site 1 the 
interpolated depth to bedrock is 165 feet and the depth to groundwater is 40 feet, giving an 
approximate aquifer thickness of 120 feet. At Sites 2 and 3 the interpolated depth to bedrock is 
370 feet and the depth to groundwater is 75 feet, giving an approximate aquifer thickness of 295 
feet. The red area shown on the figure at Sites 1 and 3 covers approximately five acres, which is 
about the size necessary for the berms and other structures associated with a recharge basin with a 
one- to two-acre infiltration area. The blue area in the center of each of the three basins is just 
over one acre and represents the potential minimum size of the necessary infiltration area.  

For a surface recharge project, water levels rise beneath the recharge area creating a 
groundwater mound. The height and extent of this mound varies over time with hydraulic 
properties of the aquifer and the amount of water being recharged. The development of a 
groundwater mound beneath the Study Area was evaluated using an analytical equation 
developed by Hantush (1967). The Hantush equation estimates the height of the groundwater 
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recharge mound as a function of time and distance from the recharge area. The Hantush equation 
assumes that the underlying aquifer is unconfined, homogeneous, isotropic, and effectively 
infinite in areal extent. The analysis does not account for travel time and lateral flow of recharge 
water through the unsaturated zone, a sloping groundwater table, aquifer boundaries such as 
surface water bodies, bedrock, or faults, or aquifer stresses, such as pumping. 

The Hantush equation was solved using the mounding function for a circular recharge 
area in Aqtesolv P ( s: ro 4.0 Hydrosolve, Inc., 2006), the equation for which follow

,     2⁄   1 /  

where, 

  = Height of the mound above initial height of water table with respect to  ,

  =  Height of mound above aquifer base 
  distance from center of recharge area over time  

  =  Volume of recharge water expressed as wπR2, where w is the vertical 
infiltration rate from a circular recharge area of radius, R 

  =  Initial height of water table above aquifer base 

  =  o tal hydra vityH rizon ulic conducti  of the aquifer 
Theis well function for nonleaky aquifers 

  =  /4 R, where /  and 0.5 0   , where  = Storativity, 
or specific yield of the unsaturated zone,  = time since start of recharge, and   

 = constant of linearization 

  =  

The decay of the recharge mound can also be estimated in Aqtesolv Pro using the law of 
superposition:     , , , where  is the time elapsed since recharge 
stops. Recharge mound contours generated by Aqtesolv Pro were exported as shapefiles and 
projected in the project GIS. 

As shown in the Hantush equation, the development of the recharge mound is largely 
dependent on the vertical infiltration rate ( ), storativity ( ) of the unsaturated zone, and the 
horizontal hydraulic conductivity ( ) and thickness of the saturated zone. Based on pumping 
test data, a  of 200 feet/day, and  of 0.10 and a conservative  of 2 feet/day were applied in 
the Hantush equation and analyzed for a continuous recharge of six months.  

Based on these site-specific input data and the current recycled water production rate of 
2.15 AF/day, the calculated maximum height of the recharge mound is estimated to be 2.9 feet at 
Site 1 and 1.7 feet at Sites 2 and 3 after six months of recharge. At Site 1 the mound dissipates to 
0.5 feet high within 4,700 feet of the infiltration basin, while at Sites 2 and 3 the mound is 0.5 feet 
high at 3,200 feet from the respective infiltration basins. Calculated groundwater recharge mound 
contours are presented for each of the three sites in Figure 14. The recharge mounds shown on 
Figure 14 were calculated for recharge basins with approximately 1 acre of infiltration area. 
However, these recharge mounds would also be representative for appropriately designed vadose 
zone wells. 
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For the full build-out recycled water production rate of 4.82 AF/day and recharge basins 
with approximately 2.5 acres of infiltration area, the calculated maximum height of the recharge 
mound is estimated to be 6.0 feet at Site 1 and 3.3 feet at Sites 2 and 3 after six months of 
recharge. At Site 1 the mound dissipates to 0.5 feet high within 8,400 feet (1.6 miles) of the basin, 
while at Sites 2 and 3 the mound is 0.5 feet high at 7,400 feet (1.4 miles) from the infiltration 
basin.  

The Hantush equation method used to estimate groundwater mounding in response to 
recharge does not account for changes in the geometry of the mound as a result of boundary 
effects from faults, surface water bodies, or bedrock. However, it appears that the relative size of 
the mounds at the sites evaluated is small enough that recharge could be accommodated at any of 
the three locations evaluated above. Further, a larger amount of recycled water could also be 
accommodated for recharge if additional water is available in the future.  

3.3. Regulatory Requirements 

The California Department of Public Health (DPH), formerly referred to as the 
Department of Health Services (DHS), has developed draft regulations for the use of recycled 
water for groundwater recharge (DPH, 2007). Draft regulations are provided in Title 22, 
California Code of Regulations, Division 4 Environmental Health, Chapter 3, Recycling Criteria, 
Articles 1-7, Sections 60301-60323, and endnotes. These regulations provide guidance for siting, 
operating, and monitoring a recharge project using recycled water. Application of key regulations 
to the District’s proposed recharge project is summarized below. This discussion is not a 
comprehensive review of all regulations, but rather identifies preliminary requirements that could 
impact how the project is implemented.   

3.3.1. Distance from Extraction Wells 

To ensure the control of potential pathogenic microorganisms, regulations require a 
specific residence time in the aquifer prior to the extraction of recharged water. Required 
residence times are six months for a surface recharge project (i.e., spreading basin) and twelve 
months for a direct injection project (i.e., injection wells). To accomplish this residence time, 
DPH has considered vadose zone transport and conservative groundwater flow rates to establish a 
minimum distance between recharge and any drinking water well. Current required distances are 
500 feet and 2,000 feet for surface recharge and direct injection, respectively (DPH, 2007). This 
requirement has been recently reviewed by DPH and will likely be modified to a required 
distance of 500 feet from a drinking water well for both surface recharge and injection. Although 
there is no documented current extraction of groundwater for municipal supply in the Bedford 
Subbasin, there may be active domestic wells with undocumented extractions as indicated by 
DWR driller’s logs and communications with the District. Riverside County requires well permits 
for domestic wells and maintains records on those wells. However, due to limited resources, data 
have not been organized and are not accessible at this time. If the project moves forward, a 
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canvas of active domestic wells will be required within 500 feet and possibly up to 2,000 feet of 
the selected recharge area. 

3.3.2. Diluent Water 

As a redundant safety measure for public protection, DPH requires that recycled water 
recharge projects secure an alternative water source to mix with recycled water for dilution of any 
undocumented occurrence of constituents of concern. This additional water source, referred to in 
the regulations as diluent water, must also meet all water quality requirements stipulated for 
recycled recharge water and must be capable of being monitored to demonstrate water quality. 
The mix of diluent water and recycled water varies depending, in part, on the recharge method. 
For example, recycled water can account for up to 50 percent of the total recharge water for 
injection wells but only 20 percent of the total recharge water for surface recharge. This 
difference reflects the assumed higher level of recycled water treatment for an injection project. If 
recycled water quality meets regulatory objectives, the same proportion of recycled water can be 
used for either surface recharge or injection.  

The diluent water does not have to be mixed with the recycled water prior to recharge and 
can be accounted for on a three or five-year average, depending on project operation. Diluent 
water sources can include stormwater (if collected for recharge and monitored), groundwater, or 
other surface water source. Recharge of diluent water does not have to be accomplished at the 
same recharge site, but must be shown to mix with recycled water in the aquifer prior to reaching 
extraction wells. Diluent water requirements can be reduced or eliminated after a period of 
monitoring has demonstrated the performance of the project. A meeting with DPH regulators will 
assist with the determination of diluent water requirements for the District’s recharge project.   

3.3.3. Water Quality Requirements 

The recharge water must meet numerous numerical and qualitative water quality 
objectives to be approved for recharge into a groundwater basin that has been designated a source 
of drinking water supply. At a minimum, the recharge water must be treated to meet the definition 
of disinfected tertiary recycled water, as defined in Sections 60301.23.  

In general, recharge water must meet Title 22 drinking water standards and other 
requirements for unregulated compounds. Most of the required levels are provided in regulatory 
tables in Title 22, Chapter 15 including Tables 64431-A (inorganic chemicals), Table 
64442/64443 (radionuclides) and Table 64444-A (organic chemicals) (DPH, 2008). Action levels 
(AL) for lead (0.015 mg/L) and copper (1.3 mg/L) and secondary maximum contaminant levels 
(MCLs) for certain constituents and characteristics must also be met. Specific requirements for 
nitrogen compounds vary depending on the location of compliance monitoring. If levels in the 
recharge water average 5 mg/L with a maximum of 10 mg/L, then concentrations are considered 
sufficiently low to protect water quality without additional mixing with diluent water or sampling 
in the vadose zone.   
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Recycled water data were provided by the District for a preliminary review of water 
quality as described previously and presented on Table 3-1. A preliminary review of available 
data does not indicate non-compliance with recharge regulations. For several constituents, 
including TDS and total hardness, recycled water quality is better quality than ambient 
groundwater. For constituents listed on Table 3-1 that have not yet been analyzed, additional 
laboratory analyses will be required to ensure sufficient water quality for recharge. In addition, 
regulatory agencies may identify additional water quality constituents that will be considered in a 
recharge permit, including unregulated compounds.    

3.3.4. Monitoring 

Compliance monitoring consists of analyses of recharge water, water in the vadose zone 
or groundwater mound, and/or downgradient groundwater, depending on the constituent being 
analyzed and the quality of the source water. For example, if certain stringent requirements can 
be met in the source water prior to recharge, the need to monitor water quality in the vadose zone 
can be eliminated.   In general, upgradient and downgradient monitoring wells will be required to 
demonstrate the performance of the project.  

3.3.5. Other Requirements 

There are a number of other requirements that the wastewater management agency (i.e., 
the District) must meet for a groundwater recharge reuse project including a pollutant source 
control program, identification of alternative water supplies, a public notification program, and 
compliance with the details in a project-specific permit. The District should involve early 
communication with regulators to ensure that the application of regulations to the District’s 
project is well understood.  
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4. Benefits for Groundwater Management 

In order to manage the shared groundwater resource of the Bedford Subbasin and provide 
for planned growth associated with build out, management strategies will be required. The 
District is cooperating with neighboring agencies including the City of Corona and EVMWD in 
management of the Bedford Subbasin. Recharge of recycled water appears to be a viable strategy 
to increase subbasin yield without adverse impacts to groundwater quality.     

4.1. Subbasin Yield 

In the current draft of the City of Corona’s GWMP, the City plans to increase production 
immediately downgradient of the Bedford Subbasin. The District also has the option to use 
additional groundwater for augmentation of water supplies through existing or new Bedford 
Subbasin wells. The nearby Coldwater and Temescal subbasins have experienced declining water 
levels. Enhanced recharge through the District’s proposed project could raise groundwater levels 
and provide additional yield for increased groundwater extraction. As shown on Figure 10, the 
addition of 400 AFY to basin resources is not insignificant given historical levels of subbasin 
production. This amount represents about 15 percent of the average groundwater production total 
in the subbasin over time.  If additional recycled water is available in the future, basin pumping 
above historical levels may be supported.  

4.2. Groundwater Quality 

Because the source of the recycled water contains significantly less dissolved minerals 
than ambient groundwater, the quality of the recycled water has the potential to improve local 
groundwater quality for certain constituents. As previously mentioned, TDS and total hardness 
are lower in recycled water. Mixing in the aquifer would dilute recycled water with groundwater 
and potential long-term benefits would require additional analysis. Also, additional water quality 
analyses are required for a full evaluation of impacts to groundwater quality. Nonetheless, based 
on existing data, the District’s recharge project is not expected to adversely impact groundwater 
quality and could improve local quality in some areas.  

4.3. Surface Water  

Removing the current discharge of recycled water from Temescal Wash will reduce 
surface water flows in the short term. However, most of the discharge occurs during the wet 
season when runoff contributes significantly to flows and additional flows are not likely needed 
to support beneficial uses. By allowing the recycled water to migrate in the subsurface toward 
surface water discharge at the subbasin boundary, more surface water discharge could potentially 
be available during dry conditions.  
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In addition, several of the constituents in recycled water including selenium have been 
problematic on occasion for creek discharge. Moving the recycled water to groundwater recharge 
would eliminate this condition. By allowing the recycled water to receive filtration benefits from 
aquifer materials, water quality of the recharge water would potentially improve in the subsurface 
and contribute higher quality water when rising to baseflow at the edge of the subbasin.  

The analysis suggests that the basin could accommodate additional recharge from 
recycled water than amounts analyzed in this memorandum. If more recycled water is recharged 
than is extracted from production wells, surface water flows would be increased as groundwater 
rises into Temescal Canyon and exits the subbasin. 

These benefits will require further analysis and will be reviewed in the environmental 
analysis for the City’s GWMP. However, at a minimum, no adverse impacts to surface water are 
expected.  
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5. Conclusions and Recommendations 

Based on the Feasibility Study presented in this document, the following conclusions can 
be made about the District’s proposed recharge project: 

• Bedford Subbasin hydrogeology is complicated by complex geology with 
relatively thin alluvial aquifers interrupted by bedrock outcrops. 

• Alluvial aquifers are sufficiently thick in some areas to support an enhanced 
recharge project based on bedrock mapping. 

• Aquifer testing in one District well indicates that subbasin aquifers have 
sufficient permeability and storage to support the District’s project. 

• Groundwater occurs at depths ranging from 100 feet to about 10 feet across the 
subbasin and is deepest in the west and shallowest near Temescal Wash.  

• Groundwater is sufficiently deep in several areas to provide available storage for 
the District’s recharge project. 

• Groundwater quality data are limited, but one analysis indicates very hard water 
(total hardness of 370 mg/L) with a relatively high mineral content (TDS of 690 
mg/L). 

• Assuming a conservative infiltration rate of 2 ft/day, WRF recharge would 
require a minimum infiltration area of 1 acre for the current maximum discharge 
and 2.5 acres for full build-out.  

• An analysis of groundwater mounding indicates that the anticipated water level 
rise in the vicinity of the proposed recharge sites is estimated to be between 1.7 
and 2.9 feet (dependant on the location) for the current maximum WRF output of 
2.15 AF/day. It appears that there is adequate unsaturated area in the proposed 
recharge locations to accommodate this quantity of groundwater. 

• Further analysis of groundwater mounding for the increased capacity at full 
build-out (4.82 AF/day) indicates that the water level rise in the vicinity of the 
proposed recharge sites is estimated to be between 3.3 and 6.0 feet (dependant on 
the location). It appears that there is adequate unsaturated area in the proposed 
recharge locations to accommodate this quantity of groundwater. 

• A comparison of recycled water quality data with regulatory requirements did not 
identify any significant water quality issues for the District’s project. Additional 
water quality analyses will be required to demonstrate regulatory compliance if 
the project is implemented. 
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• The District’s project provides management benefits to subbasin yield and, 
potentially, groundwater and surface water quality.  

• Based on the results in this study, the District’s proposed recharge project 
appears feasible and could involve a variety of recharge methods, depending on 
final project location. 

• The analysis was based on limited data and significant data gaps exist. 
Recommendations to address these data gaps are provided below. 

 

For continued assessment and implementation of the District’s project, the following 
recommendations are provided: 

• Include the recycled recharge project in the City of Corona’s GWMP and support 
GWMP adoption. 

• Participate in the environmental review process planned for the City’s GWMP. 

• Explore options for securing land in the areas designated most favorable for 
recharge and consider additional infrastructure required for conveyance of 
recycled water. 

• Conduct an exploratory meeting with regulatory agencies regarding project 
objectives and permit requirements. 

• Conduct  site-specific evaluations and investigations to determine potential 
injection rates and aquifer response to recharge. 

• Continue and expand recycled water quality testing to include constituents 
identified on Table 3-1 as well as additional constituents indicated by regulators 
in preliminary meetings. 
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Corona
Department of Water and Power

Consumer Confidence Report

2010
For the year 2009

“Protecting Public Health”



once again, I am pleased to report that the City of Corona’s 
Department of Water and Power consistently provided high 

quality drinking water that has met or surpassed the standards 
set by State and Federal Law. Providing clean and safe drinking 
water to our customers is of the utmost importance. As our 
customer, you are entitled to know where your water comes from 
and what it contains. 

This Consumer Confidence Report was created to provide customers 
with important information about the quality of their drinking water. 
As a requirement of the California Department of Public Health (CDPH), 

all of our customers will receive a copy of this report which contains a 
summary about the various sources of water we use and its quality in 
comparison to CDPH’s standards.

The Department of Water and Power successfully produces quality 
water by blending different water sources to produce the highest 
quality of water possible. It is our mission to “Protect Public Health” and 
provide you with the highest quality product and service. We are always 
looking for new, better and more efficient ways to increase the quality 
and reliability of our water supply.

This report is a reflection upon our ability to meet health standards. 
Although informative, it is not your only means of obtaining information 
with regard to the water we deliver. I encourage you to contact me 
if you should have questions regarding this report or require more 
detailed information.

It is our commitment to you that we will always provide you with the 
best that we can offer.

Jonathan Daly 
DWP General Manager 
951-736-2477

Message from the General Manager

It is our mission to “Protect Public 
Health” and provide you with the highest 

quality product and service. We are 
always looking for new, better and more 
efficient ways to increase the quality and 

reliability of our water supply.



Informed Customers

Last year, as in years past, your tap water met all United States 
Environmental Protection Agency (USEPA) and State drinking 

water health standards. The City of Corona safeguards its water 
supplies and we are proud to report that our system has not 
violated a maximum contaminant level. 

This report is a snapshot of the water quality in 2009. Included 
are details about where your water comes from, what it contains, 
and how it compares to the State’s standard. We are committed 
to providing you with information because informed customers 
are our best allies. 

Corona’s Water Sources
In 2009, Corona residents and businesses used approximately 14 billion 
gallons of drinking water. Fifty-six percent of that water was pumped 
from groundwater wells owned and operated by the City of Corona. 
Another 34% came from the Colorado River by way of Lake Mathews.  
The final 10% is State Project water from Northern California, by way of the 
California Aqueduct.

Water Treatment
The water from the Colorado River requires treatment to remove and 
inactivate harmful organisms. This process is accomplished using the  
City’s two surface water treatment facilities; Sierra Del Oro and 
Lester Water Treatment Plants. These facilities incorporate the use of  
coagulants in conjunction with multimedia filtration and disinfection. In 
independent laboratory testing, 100% of the samples taken in 2009 were 
free of harmful organisms.

About half of the groundwater pumped in Corona is sent to a state-of-the-
art reverse osmosis membrane treatment facility, the Temescal Desalter. This 
facility incorporates nitrate and Total Dissolved Solids (TDS) removal and also 
provides disinfection. This valuable treated water is later used at most of our 
blending facilities to lower the other groundwater sources’ nitrate and TDS 
levels, ensuring a safe reliable source of drinking water to your tap.

The City disinfects the distribution system with mono chloramines (a ratio 
of chlorine and ammonia). This allows us to achieve a long lasting residual 
and reduce the production of disinfection by-products.

Blending
In 2009, the City put a state-of-the-art blending and pumping facility, known 
as the Garretson Blend Station, online. This facility blends most of the additional 
water not treated at the Temescal Desalter into a two-million gallon reservoir, 
providing another layer of protection to the drinking water system.

www.discovercorona.com 3



You will notice in the tables of detected contaminants that the groundwater 
exceeds the primary standard for copper, nitrate, and perchlorate. The 
unregulated contaminant boron exceeded the notification level. The City 
of Corona is required by law to report the highest level detected in the 
SOURCES of water and then the AVERAGE concentration delivered to 
your tap. The averages are much lower because the City of Corona blends 
water from several sources to meet water quality standards and an ever 
increasing demand. The blending stations are continuously monitored and 
routinely sampled to ensure that the water delivered to your tap meets all 
health standards with a safety margin of more than 10%. 

Unregulated contaminant monitoring helps the USEPA and CDPH 
determine where certain contaminants occur and whether the 
contaminants need to be regulated.

For more information about fluoridation, oral health, and current issues visit: 
www.cdph.ca.gov/certlic/drinkingwater/pages/fluoridation.aspx.

recycled Water
Most people take it for granted that there will always be enough water.  Every 
time we turn on the tap or a sprinkler, water flows without interruption.   
The reality for California is that there is not enough water for everyone.  The 
State and our own region are dealing with a growing population, stricter 
environmental constraints on how water is used and periodic droughts that 
will curtail unlimited use of our water supplies.

To save drinking water 
sources for other uses, 
the City of Corona has 
constructed an extensive 
recycled water distribution 
system. It produces high 
quality recycled water 
that has been filtered and 
disinfected by the City’s own 
water reclamation facilities 
and is used for landscaping 
and irrigation. It allows the 
City to save current potable 
(drinking) water supplies for 
homes and businesses.

In the past year, the City of Corona has made substantial progress with 
its recycled water project, which began serving recycled water to 
customers in the summer of 2006. We currently have 188 connections 
using approximately four-million gallons per day with many new sites in 
the process of being converted.  This amount also includes the gallons per 
day used at the City’s water reclamation facilities for landscaping, washing, 
cleaning, and general utility use.
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The City of Corona’s infrastructure for the recycled water system consists of 
approximately 29 miles of pipeline, three storage reservoirs, and three pump 
stations. Recycled water has its own system of pipelines that is completely 
separate from drinking water lines. These pipelines are painted purple to 
easily distinguish them from potable water systems.

The recycled water system produced 1,389 million gallons of recycled water 
in 2009.  Soon, most parks and schools in Corona will be using this source 
of water to irrigate all landscape areas.   During 2009, five schools, four 
parks, 21 Landscape Maintenance Districts, eight agricultural customers, 
and three industrial customers were converted to recycled water. In 
addition, the street sweeping contractor for the City is now using recycled 
water. These new conversions are using an additional 164 million gallons 
of recycled water per year. In June of 2009, the City of Corona connected 
the first dual plumbed building to recycled water. It will be using recycled 
water for toilet and urinal flushing as well as drain 
trap priming. This site will also use recycled water 
for landscape irrigation. These efforts have and 
will continue to significantly reduce the use of 
potable water.

Conservation – The Time is now
Water is essential to all life on this planet. Water 
provides the backbone to the California economy, 
keeps families healthy and provides for our 

excellent quality of life. Water is one of our most valuable resources, but it is 
in limited supply. The planet contains only 3% of water suitable for drinking 
and two-thirds of this is stored in ice caps and glaciers. It is essential that we 
all do our part to ensure the availability of this vital resource for the future.

Corona receives water from three main sources: groundwater, the State Water 
Project (SWP), and the Colorado River. The two imported water sources, SWP 
and Colorado River, are affected by many issues that the state of California is 
struggling to deal with. California’s water crisis in turn affects Corona’s water 
supply. Restrictions and limitations on the supply of imported water drive 
costs up for this scarce resource and jeopardize reliability.

Approximately 10% of Corona’s water comes from the SWP. This water is 
transported to Southern California from the Delta in Northern California 
through the California State Aqueduct. The State has experienced a 

drought for the past three years. Many major 
reservoirs have been at historic lows. Recent rains 
have helped improve conditions, however issues 
affecting the Delta will not be resolved easily or 
in the near future. In addition to the drought, a 
2008 court decision restricted pumping from the 
Delta in Northern California to help protect the 
endangered Delta Smelt. The Delta Smelt is a small 
fish that is believed to play an important role in 
the health of the Delta. Other restrictions have also 
been enacted to protect the Chinook Salmon. As a 
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result of these factors, allocations of water from the SWP have been reduced 
dramatically – agencies were only allocated 40% of the water they requested 
in 2009.

The Colorado River supplies approximately 34% of Corona’s water. Water 
from the Colorado River is being distributed to California along with six other 
states and Mexico, and comes to Corona via Lake Mathews. California has 
traditionally taken its share of allocated water plus 50% of declared surpluses 
for many years. However, increased population growth in the six other states 
has all but eliminated the surplus. In addition, the Colorado River is in the 
midst of a nine year drought, further reducing supplies.

The City’s largest water source is groundwater, which is nearly 56% of 
the total water supply. Groundwater is pumped up from the natural 
underground aquifer through a well system and sent to a water treatment 
plant for distribution. The City owns and operates a state-of-the-art reverse 
osmosis water treatment system that filters out groundwater impurities. 
Groundwater is replenished by rain water. Without significant rainfall 
to increase our groundwater levels, this resource will become scarce as 
pumping levels exceed water returned by rainfall.

These three water sources are blended to bring high quality, clean 
drinking water to your home or business. Continued conservation efforts 
are needed, however, due to the issues that affect the State’s water supply. 
The Corona Department of Water and Power is here to help customers 
conserve our valuable resource with programs that include free landscape 

audits, free water conservation devices and rebates towards the purchase 
of water efficient appliances. To view more information on these and other 
programs offered through the Corona Department of Water and Power, 
please visit our website at www.discovercorona.com or contact one of our 
Water Resource Technicians at 951-736-2234 or by e-mail at StopTheDrop@
discovercorona.com.

2009 Comprehensive Water Package
In November 2009, in an extraordinary session, the California Legislature 
passed the Delta Water Package, a comprehensive legislative package on 
water policy. The package was subsequently signed into law by Governor 
Arnold Schwarzenegger. The package includes four policy bills, all with 



the commitment to the co-equal goals of water supply reliability and 
ecosystem restoration, and a $11.14 billion bond, referred to as the Safe, 
Clean and Reliable Drinking Water Supply Act of 2010.

The four bills tackle California’s water issues on several fronts. These 
include establishing a Delta Governance/Delta Plan to address the health 
of the Sacramento Delta, which southern Californians rely on for their 
drinking water, changes to groundwater monitoring policies, mandated 
statewide water conservation targets, and changes to water diversion and 
use funding. As part of the package of bills, Senate Bill No. 7 requires all 
urban water agencies to reduce statewide per capita water consumption 
20% by 2020. There is also an interim target of 10% that must be met by  
December 31, 2015.

The statewide per capita water use reduction target of 20% by 2020 is 
an important goal that we all must work towards achieving. The Corona 
Department of Water and Power has many conservation programs 
available for customers to help save water and meet this goal. Contact our 
Water Resources Team at 951-736-2234 or e-mail them at StopTheDrop@
discovercorona.com for more information.

Drought ordinance – Stage 2 in Effect
In January 2009, the Corona City Council adopted Ordinance No. 2962 
(the “Drought Ordinance”) to help reduce the quantity of water used 
and provide rules and regulations on the use of water. This action was in 

direct response to the Governor of California’s proclamation of statewide 
drought conditions on June 4, 2008. Conditions have worsened due to the 
continuing drought and recent court decisions restricting the amount of 
water from the Delta region. 

Corona entered Stage 2 of the Drought Ordinance on July 31, 2009. Stage 2 
means that there is a “Minimum Water Shortage.” Everyone needs to reduce 
water consumption by 10%. In Stage 2, the following rules are in effect:

• No watering is permitted between the hours of 10 a.m. and 8 p.m.
• Allowing water to runoff property is prohibited.
• Leaks and broken sprinklers must be fixed in a timely manner.
• Using water to wash down hard surfaces, such as sidewalks, driveways, 

parking areas, tennis courts, patios or other covered areas, is prohibited.
• Sprinklers are limited to 20 minute run times per station.
• Odd numbered addresses can water only on Saturday, Monday  

and Wednesday.
• Even numbered addresses can only water on Sunday, Tuesday and Thursday.
• Watering on Fridays is prohibited; however a government agency may 

water three days per week of the agency’s choosing, but only between 
the hours of 8 p.m. and 10 a.m.

• Washing vehicles is permitted with a hand-held bucket and automatic 
shut-off hose nozzle.

• Food establishments are prohibited from providing drinking water to 
patrons unless requested.
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Tiered rates and Water Budgets
In 2009, the City of Corona Department of Water and Power 
introduced its new Tiered Rate and Water Budget program. The goal 
of this new program is to promote efficient water use and resource 
conservation, and to provide fair rates. It helps provide an equitable way to 
share resources by giving each customer a budget based on their unique 
characteristics. All Department of Water and Power customers receive a 
water budget under the new program.

Residential customers receive a water budget that has two components: 
an indoor budget and an outdoor budget. The indoor budget provides 
60 gallons per person per day in the billing cycle, based on the number 
of people in the home. The default indoor budget for a single family 

home is four people per household, and two people for each unit 
in a multi-family residence. The outdoor budget is based on daily 
weather data and the amount of irrigated area. The outdoor budget 
will decrease during cooler months and increase in warmer summer 
months, because it is using weather data to determine how much 

water needs to be applied.

Commercial and industrial accounts receive a budget based on a three-
year rolling average. For accounts that have not been established for more 
than a year, the budget would equal actual use in the first year. Landscapes 
with a designated meter receive an outdoor budget based on irrigable 
area and weather data, just like residential accounts.

The Corona Department of Water and Power has a variance program to make 
changes to the water budget if the number of people in the residence is 
greater than the default budget or if the irrigable area estimate is not correct. 
Forms are available online at www.discovercorona.com, at City Hall, or can 
be mailed to you by calling 951-736-2407. Water conservation programs are 
also available to help customers stay within their water budget. Call our Water 
Resources Team at 951-736-2234 for more information.

Did you know? 

• There are 748 gallons of water in one unit of water
• One acre-foot of water equals 325,829 gallons or 435.6 units
• One acre-foot of water can supply two typical families with water for a 

whole year
• A leaky toilet can waste between 30 to 500 gallons of water per day

Tiered Rate 
Water Budgets 
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Street Banner Program
In an effort to raise awareness about the Drought 
Ordinance and the need to conserve water, the City of 
Corona Department of Water and Power began a street 
banner program. Since the beginning of the program in 
2009, 224 banners have been installed throughout the 
City on street light poles.

The street banners in this program include messages 
about activities for Stage 2 of Corona’s Drought 
Ordinance, including:
• No watering between 10 a.m. and 8 p.m.
• Repair all water leaks and sprinklers
• No washing down driveways and sidewalks
• Water should not run off your property

Weather-Based Irrigation Controller Pilot Program
The City of Corona Department of Water and Power received a grant in the 
amount of $30,000 from the Bureau of Reclamation to fund a pilot program 
to install 37 Weather-Based Irrigation Controllers, or WBICs, at residences in 
Corona. WBICs use daily weather data, soil information and sprinkler type 
to efficiently apply water to landscaping. In the first six months since the 
controllers have been installed, the pilot program has resulted in a savings 
of 15.7 acre-feet of water. 

Turf removal Projects
In 2009, the City of Corona Department of Water and Power removed 
37,410 square feet of turf at nine of its water and water reclamation 
facilities throughout the City. Removing turf, especially in areas where turf 
is not being used, such as in parkways and narrow pathways, makes sense 
and is a great way to save water. The water-hungry turf was replaced with 
1,475 water-friendly, native California plants. Over-head spray irrigation 
was converted to more efficient bubbler systems.

By utilizing efficient irrigation and water-friendly plants at these nine 
facilities, the Department estimates it will save 5.7 acre-feet of water each 
year. That equates to 1,857,225 gallons of potable water saved each year. 
The turf removal projects not only illustrate how beautiful water-friendly 
plants can be but also underscore the Department’s commitment to the 
efficient use of water. 
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Did you know that what goes down your drain 
may end up in the natural water course?
While water reclamation treatment removes most pollutants, even trace 
amounts of some substances may be harmful to the environment. The best 
solution is to prevent pollution from going down the drain in the first place.

w Dispose of unwanted medicine properly…
no Drugs Down the Drain!
For years, it was recommended to flush unwanted medicine down 
the drain to protect children and pets from accessing it, and to ensure 
against illegal recovery of controlled substances. Today, there are better 
options. The City of Corona Department of Water and Power and the 

Police Department are working together to protect our environment 
from the harmful effects of improperly discarded unused medications. 
For your convenience, a pharmaceutical disposal bin has been placed 
at the Corona Police Department lobby located at 730 Corporation Yard 
Way. For more information, please call 951-736-2330.

w Keep drains free of cooking fats, oils and grease.
When flushed down the drain, cooking fats, oils and grease, or “FOG”, 
can block sewer lines, causing raw sewage to back up into your home or 
into neighborhood streets and storm drains. Overflows can pose health 
and environmental hazards. Keep your sewer lines FOG-free by scraping 
cooking fats into the garbage or into your food scrap recycling bin, where 
available – not down the drain.

General Water Quality Information
The sources of drinking water (both tap and bottled water) include rivers, 
lakes, streams, ponds, reservoirs, springs, and wells. As water travels over the 
surface of the land or through the ground, it dissolves naturally-occurring 
minerals and, in some cases, radioactive material, and can pick up substances 
resulting from the presence of animals or from human activity.

Contaminants that may be present in source water include:
• Microbial contaminants, such as viruses and bacteria, that may come 

from sewage treatment plants, septic systems, agricultural livestock 
operations, and wildlife.
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• Inorganic contaminants, such as salts and metals, that can be naturally-
occurring or result from urban stormwater runoff, industrial or domestic 
wastewater discharges, oil and gas production, mining or farming.

• Pesticides and herbicides, which may come from a variety of sources such 
as agriculture, urban stormwater runoff, and residential uses.

• Organic chemical contaminants, including synthetic and volatile organic 
chemicals that are by-products of industrial processes and petroleum 
production, and can also come from gas stations, urban stormwater 
runoff, agricultural application and septic systems.

• Radioactive contaminants, which can be naturally-occurring or be the 
result of oil and gas production and mining activities.

In order to ensure that tap water is safe to drink, the USEPA and the 
California Department of Public Health prescribe regulations that limit 
the amount of certain contaminants in water provided by public water 
systems. Department regulations also establish limits for contaminants in 
bottled water that provide the same protection for public health.

Drinking water, including bottled water, may reasonably be expected  
to contain at least small amounts of some contaminants. The presence  
of contaminants does not necessarily indicate that water poses a health 
risk. More information about contaminants and potential health effects 
can be obtained by calling the USEPa’s Safe Drinking Water Hotline 
at 800-426-4791.

Some people may be more vulnerable to contaminants in drinking water 
than the general population. Immuno-compromised persons such as 
persons with cancer undergoing chemotherapy, persons who have 
undergone organ transplants, people with HIV/AIDS or other immune 
system disorders, some elderly, and infants can be particularly at risk 
from infections. These people should seek advice about their drinking 
water from their health care providers. USEPA/Center for Disease Control 
(CDC) guidelines on appropriate means to lessen the risk of infection by 
Cryptosporidium and other microbial contaminants are available from the 
Safe Drinking Water Hotline at 800-426-4791.

nitrates
Nitrate in drinking water at levels above 45 parts per million (mg/L) is a 
health risk for infants of less than six months of age. Such nitrate levels 
in drinking water can interfere with the capacity of the infant’s blood to 
carry oxygen, resulting in a serious illness; symptoms include shortness of 
breath and blueness of the skin. Nitrate levels above 45 parts per million 
(mg/L) may also affect the ability of the blood to carry oxygen in other 
individuals, such as pregnant women and those with certain specific 
enzyme deficiencies. If you are caring for an infant, or are pregnant, you 
should ask advice from your health care provider.
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Lead and Copper rule Monitoring
The California Department of Public Health, the USEPA, and the City of 
Corona Department of Water and Power are concerned about lead and 
copper in your drinking water.

In 2008, we completed one round 
of lead and copper sampling in 
compliance with the California Safe 
Drinking Water Act. We are pleased 
to report these results did not exceed 
the 90th percentile action levels of 1.3 
parts per million (ppm) for copper and 
15 parts per billion (ppb) for lead. The 
result was 0.1 ppm for copper and 2.1 
ppb for lead. We are continuing to monitor for lead and copper to further 
our commitment to the protection of public health.

Lead
If present, elevated levels of lead can cause serious health problems, 
especially for pregnant women and young children.  Lead in drinking 
water is primarily from materials and components associated with service 
lines and home plumbing.  The Corona Department of Water and Power is 
responsible for providing high quality drinking water, but cannot control 
the variety of materials used in plumbing components.  When your water 

has been sitting for several hours, you can minimize the potential for 
lead exposure by flushing your tap for 30 seconds to 2 minutes before 
using water for drinking or cooking.  If you are concerned about lead 
in your water, you may wish to have your water tested.  Information 
on lead in drinking water, testing methods, and steps you can take to 
minimize exposure is available from the Safe Drinking Water Hotline or at  
http://www.epa.gov/safewater/lead.

UCMr2
In 2007, EPA revised the Unregulated Contaminant Monitoring Rule to 
establish a new set of unregulated contaminants. The City of Corona 
Department of Water and Power collected data from December 2008 
to November 2009. Minimum reporting levels are as stipulated in the 
Federal UCMR 2. List 1 – Assessment Monitoring consists of 10 chemical 
contaminants for which standard analytical methods were used. List 2 
– Screening Survey consists of 15 contaminants for which new analytical 
methods were used. All analyses were conducted by contract laboratories. 

Source Water assessment 
The Drinking Water Source Assessment and Protection Plan was last 
updated July 2008. This information is available through the City of Corona 
City Clerk’s office, or by using the online Public Records Request form at 
www.discovercorona.com.
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ParaMETEr Units State
MCL

PHG
(MCLG)

State
DLr

range
average

State
Project
Water

Colorado  
river 
Water

Major Sources in Drinking 
Water

Combined Filter
Effluent Turbidity (a)

NTU
%

0.3
95(a) NA – Metropolitan Water District

Henry J. Mills Water Treatment Plant
Highest 0.18 –

Soil runoff
% < 0.3 100% –

Combined Filter
Effluent Turbidity (a)

NTU
%

0.3
95 (a) NA – City of Corona, Lester & Sierra Del Oro

Water Treatment Plants

Highest – 0.07
Soil runoff

% < 0.3 – 100%

MICroBIoLoGICaL ConTaMInanTS

ParaMETEr Units State
MCL

PHG
(MCLG)

State
DLr

range
average

Ground 
Water

Colorado  
river 
Water

Major Sources in Drinking 
Water

Total Coliform
Bacteria (b)

% 5.0 (b) (0) –
Combined Distribution System: 0-1.3 Range 0.0-0.2 – Naturally present in  

the environmentCombined Distribution System: 0.4 Average 0 –

Fecal Coliform and
E. coli ( c)

(c) (c) (0) –
Distribution System Wide fecal coliform positive samples = 0 – –

Human and animal fecal waste
Distribution System Wide E.coli positive samples = 0 – –

Turbidity (a) TT NA –
Distribution System Wide: ND-2.2 Range – –

Soil runoff
Distribution System Wide: 0.1 Average – –

Heterotrophic  
Plate Count 

CFU/
mL TT NA –

Distribution System Wide: ND-250 Range TT – Naturally present in  
the environmentDistribution System Wide: 2 Average TT –

Primary Standards – Mandatory Health-related Standards 
CLarITY

Key to Abbreviations
aL ..........................Regulatory Action Level 
DLr ......................Detection Limit for Purposes of Reporting
MCL .....................Maximum Contaminant Level 
PHG .....................Public Health Goal
MCLG. .................Maximum Contaminant Level Goal 
MrDL .................Maximum Residual Disinfectant Level 

MrDLG ..............  Maximum Residual Disinfectant 
Level Goal 

MFL ......................Million fibers per liter 
na .........................Not Applicable 
nC .........................Not Collected 
nD .........................Not Detected, ND is considered “0” 
nL ..........................Regulatory Notification Level
nS..........................No Standard 

umho/cm ........Micromho per centimeter 
nTU......................Nephelometric Turbidity Units 
pCi/L ...................PicoCuries per liter 
ppm .....................  Parts per million or milligrams per 

liter (mg/L) 
ppb ......................  Parts per billion or micrograms per 

liter (μg/L) 
ppt ........................Parts per trillion or nanograms per liter 

ppq ......................  Parts per quadrillion or
picograms per liter 

GPM.....................Gallons per minute 
MG ........................Million Gallons 
TT ..........................Treatment Technique
μS/cm .................  MicroSiemen per centimeter
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raDIoaCTIVE ConTaMInanTS [Groundwater analyzed every four years for four consecutive quarters]

ParaMETEr Units State
MCL

PHG
(MCLG)

State
DLr

range
average

Ground
Water

State
Project
Water

Colorado 
river 
Water

Major Sources in Drinking Water

Gross alpha
Particle activity   

(d) (h)
pCi/L 15 (0) 3

High 16.2 5.5 9.4

Erosion of natural depositsLow 1.2 ND 4.2

Average 6.1 ND 5.7

Uranium pCi/L 20 0.43 1

High 1.6 2.8 3.8

Erosion of natural depositsLow 1.4 1.5 3.2

Average 1.5 2.1 3.5

Extended Abbreviations
Maximum Contaminant Level (MCL): The highest level of 
a contaminant that is allowed in drinking water. Primary MCLs 
are set as close to the PHGs (or MCLGs) as is economically and 
technologically feasible. Secondary MCLs are set to protect the 
odor, taste and appearance of drinking water. 

Maximum Contaminant Level Goal (MCLG): The level 
of a contaminant in drinking water below which there is no 
known or expected risk to health. MCLGs are set by the U.S. 
Environmental Protection Agency. 

Public Health Goal (PHG): The level of a contaminant in 
drinking water below which there is no known or expected 
risk to health. PHGs are set by the California Environmental 
Protection Agency. 

Primary Drinking Water Standard (PDWS): MCLs and 
MRDLs for contaminants that affect health along with 
their monitoring and reporting requirements, and water  
treatment requirements.

Maximum residual Disinfectant Level (MrDL): The 
highest level of a disinfectant allowed in drinking water. 
There is convincing evidence that addition of a disinfectant is 
necessary for control of microbial contaminants. 

Maximum residual Disinfectant Level Goal (MrDLG): 
The level of a drinking water disinfectant below which there 
is no known or expected risk to health. MRDLGs do not 
reflect the benefits of the use of disinfectants to control 
microbial contaminants. 

regulatory action Level: The concentration of a 
contaminant which, if exceeded, triggers treatment or other 
requirements that a water system must follow. 

Treatment Technique (TT): A required process intended to 
reduce the level of a contaminant in drinking water. 
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InorGanIC ConTaMInanTS

ParaMETEr Units State
MCL

PHG
(MCLG)

State
DLr

range
average

Ground
Water

State
Project
Water

Colorado 
river 
Water

Major Sources in Drinking Water

arsenic ppb 10 0.004 2

High 3.9 3.4 3.1
Erosion of natural deposits; runoff from orchards; 

glass and electronics production wastesLow ND ND 2.3

Average 0.32 2.6 2.6

Barium ppm 1 2 0.1

High 0.14 ND 0.15
Discharges of oil drilling wastes and from metal 

refineries; erosion of natural depositsLow ND ND 0.14

Average 0.02 ND 0.14

Chromium ppb 50 (100) 10

High 13 ND ND
Discharge from steel and pulp mills and chrome 

plating; erosion of natural depositsLow ND ND ND

Average 6.3 ND ND

Copper (d) ppm AL = 1.3 0.3 0.05

High 7.1 ND ND Internal corrosion of household plumbing  
systems; erosion of natural deposits; leaching 

from wood preservatives
Low ND ND ND

Average 0.6 ND ND

Fluoride ppm 2 1 0.1

High 1.5 0.9 0.4 Erosion of natural deposits; water additive  
that promotes strong teeth; discharge from 

fertilizer and aluminum factories
Low 0.2 0.5 0.3

Average 0.4 0.7 0.3

Water is one of our most valuable resources, but is in limited supply. The planet 
contains only 3% of water suitable for drinking and two-thirds of this is stored in 

ice caps and glaciers.
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InorGanIC ConTaMInanTS, continued

ParaMETEr Units State
MCL

PHG
(MCLG)

State
DLr

range
average

Ground
Water

State
Project
Water

Colorado 
river 
Water

Major Sources in Drinking Water

nitrate (d) (f) ppm 45
(as NO3)

45
(as NO3) 2

High 110 3.6 1.8
Runoff and leaching from fertilizer use;  
leaching from septic tanks and sewage;  

erosion of natural deposits
Low ND ND ND

Average 36.2 2.7 0.09

nitrite ppm 1 (as
nitrogen)

1 (as
nitrogen) 0.4

High 0.11 ND ND
Runoff and leaching from fertilizer use;  
leaching from septic tanks and sewage;  

erosion of natural deposits
Low ND ND ND

Average ND ND ND

Perchlorate (d) ppb 6 6 4

High 14 ND 1.5 Perchlorate is an inorganic chemical used in solid 
rocket propellant, fireworks, explosives, flares, 

matches, and a variety of industries. It usually gets 
into drinking water as a result of environmental 
contamination from historic aerospace or other 
industrial operations that used or use, store, or 

dispose of perchlorate and its salts

Low ND ND 1.0

Average 3.4 ND 1.4

Selenium ppb 50 (50) 5

High 8.7 ND ND Discharges from petroleum, glass, and metal 
refineries; erosion of natural deposits; discharge 
from mines and chemical manufacturers; runoff 

from livestock lots (feed additive)

Low ND ND ND

Average 1.2 ND ND

It is essential that we all do our part to ensure the availability 
of this vital resource for the future.
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SYnTHETIC orGanIC ConTaMInanTS including Pesticides/PCBs

ParaMETEr Units State
MCL

PHG
(MCLG)

State
DLr

range
average

Ground
Water

State
Project
Water

Colorado 
river 
Water

Major Sources in Drinking Water

Dibromochloro-
propane (DBCP)

ppt 200 1.7 10

High 41 ND ND Banned nematocide that may still be  
present in soils due to runoff/leaching from 
former use on soybeans, cotton, vineyards, 

tomatoes, and tree fruit

Low ND ND ND

Average 2 ND ND

VoLaTILE orGanIC ConTaMInanTS

ParaMETEr Units State
MCL

PHG
(MCLG)

State
DLr

range
average

Ground
Water

State
Project
Water

Colorado 
river 
Water

Major Sources in Drinking Water

1,2-Dichloropropane ppb 5 0.5 0.5

High 4.4 ND ND
Discharge from industrial chemical factories; 

primary component of some fumigantsLow ND ND ND

Average 0.18 ND ND

Tetrachloroethylene
(PCE)

ppb 5 0.06 0.5

High 0.95 ND ND
Discharge from factories, dry cleaners and  

auto shops (metal degreaser)Low ND ND ND

Average 0.09 ND ND

Trichloroethylene
(TCE)

ppb 5 1.7 0.5

High 2.8 ND ND
Discharge from metal degreasing sites  

and other factoriesLow ND ND ND

Average 1.1 ND ND
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Secondary Standards – aesthetic Standards

ParaMETEr Units State
MCL

PHG
(MCLG)

State
DLr

range
average

Ground
Water

State
Project
Water

Colorado 
river 
Water

Major Sources in Drinking Water

Chloride mg/L 500 NA NA

High 220 99 100
Runoff/leaching from natural deposits;  

seawater influence
Low 26 67 90

Average 134 85 97

Color Units 15 NA NA

High 3 2 4

Naturally-occurring organic materialsLow ND 1 2

Average 0.13 2 3

Copper mg/l 1 0.17 0.05

High 0.007 ND ND
Internal corrosion of household plumbing  

systems; erosion of natural deposits; leaching 
from wood preservatives

Low 0.005 ND ND

Average 0.001 ND ND

Foaming agents
(MBaS)

ug/L 500 NA NA

High 60 ND 60

Municipal and industrial waste dischargesLow ND ND 60

Average 3 ND 60

Manganese (d) (e) ug/L 50 NL=500 20

High 950 ND ND

Leaching from natural depositsLow ND ND ND

Average 233 ND ND

Specific
Conductance (d)

µS/
cm 1600 NA NA

High 1800 670 1100
Substances that form ions when in water;  

seawater influenceLow 680 460 1000

Average 1254 590 1000
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ParaMETEr Units

State or
Federal

MCL
[MrDL]

PHG
(MCLG)

[MrDLG]

State
DLr

 
range

average

Treatment Plant Effluent

Major Sources in Drinking WaterDistribution  
System

State 
Project 
Water

n- 
nitrosodiethylamine 

(nDEa)
ppb NA NA 0.005

Range ND-0.085 ND
By-product of drinking water  

chloramination; industrial processesAverage 0.0012 ND

n- 
nitrosodimethylamine 

(nDMa)
ppb NA NA 0.002

Range ND-0.021 ND - 0.01
By-product of drinking water  

chloramination; industrial processesAverage 0.00006 0.004

SEConDarY STanDarDS – Aesthetic Standards, continued

ParaMETEr Units State
MCL

PHG
(MCLG)

State
DLr

range
average

Ground
Water

State
Project
Water

Colorado 
river 
Water

Major Sources in Drinking Water

Sulfate mg/L 500 NA 0.5

High 340 77 260
Runoff/leaching from natural deposits;  

industrial wastesLow 130 32 250

Average 207 68 260

Total Dissolved
Solids (d)

mg/L 1000 NA NA

High 1200 380 660

Runoff/leaching from natural depositsLow 450 250 630

Average 774 330 660

Turbidity Units 5 NA NA

High 0.44 0.08 1.7

Soil runoffLow ND 0.05 0.25

Average 0.02 0.06 0.94

FEDEraL UnrEGULaTED ConTaMInanTS MonITorInG rULE (UCMr2) – List 2 - Screening Survey
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DISInFECTIon BY-ProDUCTS, DISInFECTanT rESIDUaLS, anD DISInFECTIon BY-ProDUCT PrECUrSorS FEDEraL rULE

ParaMETEr UnIT  State 
MCL

PHG 
(MCLG) 

[MrDLG]

State 
DLr

Low 
High 
avg

Dist. System Wide  
City raa

Major Sources in 
Drinking Water Health Effects Language

Total  
Trihalomethanes 

TTHM
ppb 80 N/A 1

Range ND-38.3
By-product of 
drinking water 

disinfection

Some people who use water containing triha-
lomethanes in excess of the MCL over many 
years may experience liver problems, kidney, 
or central nervous system problems, and may 

have an increased risk of getting cancer

Highest 
RAA 16.6

Halocetic acids  ppb 60 N/A 1

Range ND-25
By-product of 
drinking water 

disinfection

Some people who drink water containing 
halocetic acids in excess of the MCL over 
many years may have an increased risk of 

getting cancer
Highest 

RAA 13.6

(Mills - Wr-24 
Conn.) Bromate 

(d) (g)
ppb 10 0.1 5

Range 3.9-12 By-product of 
drinking water 

disinfection

Some people who drink water containing 
bromate in excess of the MCL over many years 
may have an increased risk of getting cancer

Highest 
RAA 8

Total Chlorine 
residual

ppm [MRDLG 4
as Cl2]

[MRDLG 4
as Cl2] N/A

Range ND-2.9

Drinking water 
disinfectant added 

for treatment

Some people who use water containing 
chlorine well in excess of the MRDL could 

experience irritating effects to their eyes and 
nose.  Some people who drink water con-

taining chlorine well in excess of the MRDL 
could experience stomach discomfort

Highest 
RAA 1.46

Control of DBP 
Precursors (ToC)

ppm TT N/A 0.3

Low 2.1-2.5

Various natural and 
man made sources

Total organic carbon (TOC) has no health ef-
fects. However, total organic carbon provides 

a medium for the formation of disinfection 
byproducts. These byproducts include 

trihalomethanes (THMs) and haloacetic acids 
(HAAs). Drinking water containing these 

byproducts in excess of the MCL may lead 
to adverse health effects, liver or kidney 

problems, or nervous system effects, and 
may lead to an increased risk of cancer

Avg 2.3
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UnrEGULaTED CHEMICaLS rEQUIrInG MonITorInG (STaTE anD FEDEraL)

ParaMETEr Units State
MCL

PHG
(MCLG)

State
DLr

range
average

Ground 
Water

State
Project
Water

Colorado 
river 
Water

Boron ppb NL=1,000 NA 100
Range 350-4500 110-180 120-140

Average 1000 150 130

Chromium VI ppb NA NA 1
Range ND-2 0.05-0.46 ND-0.03

Average ND 0.35 ND

Vanadium ppb NL=50 NA 3
Range ND-12 5.7-6.8 ND

Average 6.9 6.3 ND

oTHEr ParaMETErS THaT MUST BE InCLUDED In THE CCr

Sodium ppm NA NA NA
Range 43-150 54-82 97-100

Average 96.6 73 100

Hardness ppm NA NA NA
Range 210-620 87-130 300-310

Average 392 120 310

alkalinity ppm NA NA NA
Range 43-180 69-95 130-140

Average 103 83 130

Calcium ppm NA NA NA
Range 67-160 17-30 73-76

Average 110.7 26 75

Magnesium ppm NA NA NA
Range  11-60 9.0-15 29-30

Average 28.1 12 30

pH pH
Units NA NA NA

Range 5.5-7.9 8.3-8.5 8.1-8.4

Average 7.3 8.4 8.2

Bicarbonate ppm NS NA –
Range 130-390 – –

Average 256 – –

Potassium ppm NA NA NA
Range 1.4-11 2.4-3.5 5.0-5.2

Average 4.1 2.9 5.1



FooTnoTES 
(a)  The turbidity level of the filtered water shall be less than or equal to 0.3 NTU 

in 95% of the measurements taken each month and shall not exceed 1.0 NTU 
at any time. Turbidity is a measure of the cloudiness of the water. We monitor 
it because it is a good indicator of the effectiveness of our filtration system. 
The monthly average and range of turbidity are listed in the Secondary Stan-
dards section.

(b)  Total coliform MCLs: No more than 5.0% of the monthly samples may  
be total coliform positive. Compliance is based on the combined distribu-
tion system sampling from all the filtration plants. A total of 1,584 samples 
were collected in 2009 and seven tested positive for total coliform. The MCL  
was not violated.

(c)  Fecal coliform / E.coli MCLs: The occurrence of 2 consecutive total coliform 
positive samples, one of which contains fecal coliform/E. coli, constitutes an 
acute MCL violation. The MCL was not violated in 2009.

(d)  This constituent was detected at high levels exceeding the MCL at the high-
lighted source. Please note that this water is blended with water from other 
sources to provide you with the highest quality drinking water.

(e)  The high concentration of Manganese is from a single groundwater well 
of many that the City utilizes. Thus, the flow weighted average was used 
as a better representation of the Manganese concentration in the overall  
water supply.

(f )  State MCL is 45 mg/L as nitrate, which is the equivalent to 10 mg/L as N.
(g)  Bromate levels reported are from the Metropolitan Water District’s (MWD) 

Mills Filtration Plant. Corona Water Plants do not ozonate water. Mills Water 
is blended with other sources. MWD Bromate compliance began in October 
2003 and the values are based on weekly samples.

(h)  Data collected from four consecutive quarters of monitoring in 2008.

Espanol: Este informe contiene informacíon muy 
importante sobre su agua de beber. Tradúzcalo ó 
hable con alguien que lo entienda bien.
If you are interested in participating in decisions that affect the 
quality and supply of the water in the City of Corona, or for general 
information about this report and questions related to water quality, 
please call 951-736-2236.

Regular City Council meetings are held on the first and third Wednesday of 
every month.

22 Consumer Confidence Report 2010 (for year 2009)
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Frequently asked Questions
I am installing a new dishwasher and/or water softener. How hard is 
my water?
Hardness is dissolved calcium and magnesium which may cause a deposit 
on fixtures and dishes. Our average hardness is 392 ppm or 22.9 grains per 
gallon, hard to very hard. Our water can change depending on the water 
demand and the season.

When I turn on my kitchen or bathroom faucet, the water comes out 
white. What is wrong? 
Dissolved air in the water causes a milky appearance. When you open your 
faucet to pour a glass of water, the pressure is relieved and this allows the 
air to form bubbles that rise to the top of the glass. It will clear within a 
minute, beginning at the bottom of the glass.

I was told to flush my water heater and I don’t know how to do it.  
Can you help?
We have general instructions for flushing your water heater. To obtain a 
copy please call 951-736-2234 and we will be happy to mail, fax or e-mail 
them to you.

Why is there water flowing from fire hydrants into the street?
The Corona Department of Water and Power is focused on water 
conservation to secure this precious resource for the future. Water flushing 
is a best management practice that helps to maintain water quality in the 
entire water distribution system, therefore protecting all of the water within 
the system. The flushing is also part of the hydrant maintenance program. 
This program includes exercising the hydrant valve to ensure that there 
is sufficient fire flow protection. Most fire hydrant laterals sit idle all year 
long without water flowing through them, which can lead to stagnant 
water and water quality issues. Therefore, the Corona Department of Water 
and Power has developed a routine hydrant flushing and maintenance 
program as part of our ongoing water quality assurance program. Please 
call 951-736-2234 for more information.

Where can I get information on how to conserve water?

Call us! The best way to get information on water conservation for your 
home or business is to call our office and talk to our Water Resources 
Team. Please call us at 951-736-2234. Our website also has a lot of good 
conservation tips and rebate information to help you conserve water. 
Please visit www.discovercorona.com for more information or e-mail 
StopTheDrop@discovercorona.com. 
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APPENDIX F 
ORDINANCES AND RESOLUTIONS 

 
 
 

 
 
 
 
 
 
 
 
 
This Appendix includes the following ordinances and resolutions of the City of Corona 
related to water conservation: 
 
 Ordinance 2962 – Water Conservation Rules and Regulations 
 Ordinance 2996 – Modification of Watering Restrictions 
 Ordinance 3025 – Tiered Water Rates 
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ORDINANCE NO. 2962 

AN ORDINANCE OF THE CITY OF CORONA, 
CALIFORNIA, PRESCRIBING WATER CONSERVATION 
RULES AND REGULATIONS, AMENDING CHAPTER 
13.26 (WATER CONSERVATION) AND SECTION 1.08.021 
OF THE CORONA MUNICIPAL CODE 

  

WHEREAS, California Constitution article X, section 2 and California Water 
Code section 100 provide that because of conditions prevailing in the state of California (the 
“State”), it is the declared policy of the State that the general welfare requires that the water 
resources of the State shall be put to beneficial use to the fullest extent of which they are capable, 
the waste or unreasonable use of water shall be prevented, and the conservation of such waters is 
to be exercised with a view to the reasonable and beneficial use thereof in the interest of the 
people and the public welfare; and  

WHEREAS, pursuant to California Water Code section 106, it is the declared 
policy of the State that the use of water for domestic use is the highest use of water and that the 
next highest use is for irrigation; and  

WHEREAS, pursuant to California Water Code section 375, the City of Corona 
(the “City”) is authorized to adopt and enforce a water conservation program to reduce the 
quantity of water used by persons within its jurisdiction for the purpose of conserving the water 
supplies of the City; and  

WHEREAS, on June 4, 2008, the Governor of the State proclaimed a condition 
of statewide drought and strongly encouraged local agencies to take aggressive, immediate 
action to reduce water consumption locally and regionally for the remainder of 2008 and prepare 
for potentially worsening conditions in 2009; and  

WHEREAS, because of the prevailing conditions in the State, the current 
statewide drought, and the declared policy of the State, the City hereby finds and determines that 
it is necessary and appropriate for the City to adopt, implement, and enforce a water conservation 
program to reduce the quantity of water used by consumers within the City to ensure that there is 
sufficient water for human consumption, sanitation, and fire protection; and 

WHEREAS, pursuant to California Water Code section 350 the City Council is 
authorized to declare a water shortage emergency to prevail within its jurisdiction when it finds 
and determines that the City will not be able to or cannot satisfy the ordinary demands and 
requirements of water consumers without depleting the water supply of the City to the extent that 
there would be insufficient water for human consumption, sanitation, and fire protection, and as 
more fully set forth in this chapter; and  
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WHEREAS, in the event the City determines that it is necessary to declare that a 
water shortage emergency exists, the City will be authorized pursuant to this chapter to 
implement certain drought response measures and a water conservation and regulatory program 
to regulate water consumption activities within the City and ensure that the water delivered in the 
City is put to beneficial use for the greatest public benefit, with particular regard to domestic use, 
including human consumption, sanitation, and fire protection, and that the waste or unreasonable 
use of water is prevented; and  

WHEREAS, the City is authorized to prescribe and define by ordinance 
restrictions, prohibitions, and exclusions for the use of water during a threatened or existing 
water shortage and adopt and enforce a water conservation and regulatory program to: (i) 
prohibit the wastage of City water or the use of City water during such period; (ii) prohibit use of 
water during such periods for specific uses which the City may from time to time find 
nonessential; and (iii) reduce and restrict the quantity of water used by those persons within the 
City for the purpose of conserving the water supplies of the City; and  

WHEREAS, the City hereby finds and determines that pursuant to the provisions 
of title 13, chapter 13.26 of the City of Corona Municipal Code, as hereby amended, the City 
shall: (i) implement water conservation and drought response measures; (i) regulate the water 
consumption activities of persons within the City for the purposes of conserving and protecting 
the City’s water supplies, reducing the quantity of water consumed, and deterring and preventing 
the waste or unreasonable use or unreasonable method of use of valuable water resources; and 
(ii) establish and collect regulatory fees and impose fines and penalties as set forth herein to 
accomplish these purposes and recover the costs of the City’s water conservation and regulatory 
program; and  

WHEREAS, the City Council hereby finds and determines that it is desirable to 
codify the rules and regulations governing its actions, and the actions of persons using and 
consuming water within the City, particularly during declared water shortages and water 
shortage emergencies, to protect the general welfare and the City’s water supplies, and to reduce 
water consumption in accordance with the declared policies and laws of the State. 

NOW, THEREFORE, THE CITY COUNCIL OF THE CITY OF CORONA, 

CALIFORNIA, DOES ORDAIN AS FOLLOWS: 

Section 1.  The City hereby finds and determines that the above recitals are true 
and correct and incorporated herein. 

Section 2.  Chapter 13.26 of the Corona Municipal Code is hereby amended in its 
entirety to read as follows: 
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Section 13.26.010  Findings and intent.   

(A) The City Council finds and determines that because of the prevailing 
conditions in the State, and the declared policy of the State, it is necessary and appropriate for 
the city to adopt, implement, and enforce a water conservation program to reduce the quantity of 
water used by persons within the city to ensure that there is sufficient water for human 
consumption, sanitation, and fire protection.  The City Council further finds and determines that 
during periods of drought, water shortages, and water shortage emergencies the general welfare 
requires that the city maximize the beneficial use of its available water resources to the extent 
that it is capable, and that the waste or unreasonable use, or unreasonable method of use of water 
shall be prevented and the conservation of water is to be extended with the view to the 
reasonable and beneficial use thereof in the interests of the people of the city and for the public 
health, safety, and welfare.   

(B) This chapter establishes water conservation and drought response 
measures and regulations to be implemented during declared water conservation stages. 

(C) This chapter establishes five stages of water conservation and drought 
response measures to be implemented by the city, with increasing restrictions on water use in 
response to decreasing water supplies and worsening drought conditions. 

  Section 13.26.020  Purpose and scope. 

       (A)     The purposes of the water conservation provisions of this chapter 13.26 are 
to: 

             (1)     protect the health, safety, and welfare of the citizens and property 
owners of the city; 

             (2)     assure the maximum beneficial use of city water supplies; and 

             (3)     attempt to provide sufficient water supplies to meet the basic needs 
of human consumption, sanitation, and fire protection. 

       (B)      This chapter 13.26 is not intended to repeal, abrogate, annul, impair or in 
any way interfere with the free use of property by covenant, deed, or other private agreement or 
with restrictive covenants running with the land to which the city provides water services. 

(C) The provisions of this chapter 13.26 shall apply to all persons within the 
city and all property served by the city wherever situated.   

(D) Nothing in this chapter 13.26 is intended to affect or limit the ability of the 
city to respond to an emergency, including an emergency that affects the ability of the city to 
supply water. 
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Section 13.26.030  Definitions.  For the purposes of this chapter 13.26, the 
following words, terms, and phrases shall have the following meanings: 

(A) “Appellant” means the person appealing a decision of the approving 
authority, General Manager, or other designated city official for relief from the requirements of 
this chapter 13.26. 

(B) “Approving authority” means the General Manager or his or her designee, 
charged with approving or denying written applications for relief. 

(C) “Base year consumption amount” means the total amount of water 
delivered to the property of each customer in the prior fiscal year, as determined by the city. 

(D) “Conservation offset” means the implementation of proven conservation 
techniques which, when installed, will result in a reduction equal to demand of the proposed use. 

  (E) "Enforcement officer" means any individual employed or otherwise 
charged by the city to inspect or enforce codes, ordinances, mandates, regulations, resolutions, 
rules or other laws adopted by the City Council or other regulatory bodies.  
 
  (F) “General Manager” means the General Manager of the Department of 
Water & Power or his or her authorized designee. 
 
  (G) “Person” means any natural person, firm, joint venture, joint stock 
company, partnership, public or private association, club, company, corporation, business trust, 
organization, public or private agency, government agency or institution, school district, college, 
university, any other user of water provided by the city, or the manager, lessee, agent, servant, 
officer or employee of any of them or any other entity which is recognized by law as the subject 
of rights or duties. 
   
  (H) “Potable water” means water which conforms to federal, state, and local 
standards for human consumption. 

(I) “Property owner” or “owner” means the record owner of real property as 
shown on the most recently issued equalized assessment roll. 

(J) “Recycled water” means water which, as a result of treatment of waste, is 
suitable for a direct beneficial use or a controlled use that would not otherwise occur and is 
therefore considered a valuable resource. 

(K) “Recycled water distribution system” means a piping system intended for 
the delivery of recycled water exclusively and which is separate from any potable water 
distribution system. 
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(L) “Relief” means excuse from compliance with the regulations and 
restrictions on water use contained in this chapter 13.26. 

(M) "Responsible person" shall mean a natural person or legal entity who 
causes, maintains or allows a violation(s) of the city code to occur or continue by action or 
failure to act.  A responsible person includes, but is not limited to, the owner, tenant, co-tenant, 
lessee, sub-lessee or other person with any right to possession of the property where a city code 
violation that is related to the use or condition of property occurs, the on-site manager who 
normally works daily at the site when the business is open and is responsible for the activities at 
such premises, and the owner, majority stockholders, corporate officers, trustees and general 
partners of a legal entity. There may be more than one responsible person for a violation. 

(N) “State” means the state of California. 

(O) “Water customer” or “customer” means a person who, according to the 
city’s records, receives water service to a parcel of property. 

(P) “Water shortage emergency” means a condition existing within the city in 
which the ordinary water demands and requirements of persons within the city cannot be 
satisfied without depleting the water supply of the city to the extent that there would be 
insufficient water for human consumption, sanitation, and fire protection.  A water shortage 
emergency includes both an immediate emergency, in which the city is unable to meet current 
water needs of persons within the city, as well as a threatened water shortage, in which the city 
determines that its supply cannot meet an increased future demand.   

(Q) “Watering Window” means a period of time established by the city within 
a particular water conservation stage regarding allowed water usage for outdoor irrigation. 

Section 13.26.040  Water Conservation and unreasonable uses of water.   

(A) It is unlawful at any time for any person to make, cause, or use or permit 
the use of water from the city for residential, commercial, industrial, agricultural, governmental, 
or any other purpose in a manner contrary to any provision of this chapter 13.26, or in an amount 
in excess of that use permitted by the water conservation stages which are in effect pursuant to 
this chapter 13.26 or by action taken by the City Council in accordance with this chapter 13.26.  
The water conservation and drought response measures set forth in this Section 13.26.040 shall 
be in effect at all times. 

(B) It is unlawful at any time for any person to waste water or to use it 
unreasonably. Unreasonable uses of water shall include, but are not limited to, the following 
practices: 
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   (1) allowing water to leave a person’s property by drainage onto 
adjacent properties or public or private roadways or streets due to excessive irrigation and/or 
uncorrected leaks; 
   (2) failing to repair a water leak; and 
 
   (3) using water to wash down sidewalks, driveways, parking areas, 
tennis courts, patios or other paved areas, except to alleviate immediate safety or sanitation 
hazards.   

(C) A water conservation stage shall be determined in accordance with the 
provisions of this chapter 13.26.  A water conservation stage shall remain in full force and effect 
until otherwise determined or discontinued by resolution of the City Council declaring that 
existing water supply conditions and the supply of water available for distribution within the 
city’s service area has been replenished or augmented. 

(D) The city may declare a water shortage emergency during any water 
conservation stage.  

(E) During Water Conservation Stage 1, the water conservation and drought 
response measures of Water Conservation Stage 2 are voluntary and will be enforced through 
local and regional public education and awareness measures by the city. 

(F) During Water Conservation Stages 2 through 5, the water conservation 
and drought response measures are mandatory and violations are subject to criminal, civil, and 
administrative penalties and remedies as specified in this chapter 13.26 and State law. 

  Section 13.26.050  Water Conservation Stage 1. – Normal Water Supply. 
 
  Water Conservation Stage 1 is also referred to as a “Normal Water Supply” and 
applies during periods when the city is able to meet all of the water demands of its customers. 
Water Conservation Stage 1 is in effect at all times unless the City Council otherwise declares 
that another water conservation stage is in effect pursuant to this chapter 13.26.  Water is a 
limited natural resource and must be used efficiently and economically to meet the health and 
safety needs of the community.  All normal water efficiency programs and water conservation 
regulations of the city, including the city’s landscape design guidelines for commercial and 
industrial developments as may be adopted from time to time, will be in full force and effect 
during Water Conservation Stage 1.   
 
  Section 13.26.060  Water Conservation Stage 2. – Minimum Water Shortage. 
 
  (A) Water Conservation Stage 2 is also referred to as a “Minimum Water 
Shortage” and applies during periods when a reasonable probability exists that the city will not 
be able to meet all of the water demands of its customers.  Water Conservation Stage 2 may be 
caused by, but is not limited to, any or all of the following circumstances or events:  
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   (1) a regional water supply shortage exists and a regional public outreach 
campaign is being implemented asking or requiring all persons to reduce water use;  
 
   (2) groundwater wells are inoperable or unusable (such as by power 
outages, mechanical failure, or contamination);  
 
   (3)  alternative water supplies are limited or unavailable; and  
 
   (4) groundwater levels or groundwater quality is approaching levels which 
may require augmentation of the groundwater basin or other actions necessary to protect the 
groundwater basin as prescribed by the California Department of Water Resources, the 
Department of Public Health, the State or Regional Water Quality Control Board, Riverside 
County, or some other regulatory body.   
 
  (B) The objective of the measures undertaken in Water Conservation Stage 2 
is to reduce water system consumption within the city by ten to fifteen percent as determined and 
recommended by the General Manager.   
 
  (C) Except as otherwise provided in this Section 13.26.060, all water 
conservation and drought response measures of Water Conservation Stage 1 shall be in full force 
and effect during Water Conservation Stage 2.  Upon declaration of a Water Conservation Stage 
2 by the City Council, implementation by the city and publication of notice, the following water 
conservation and drought response measures shall apply: 
 
   (1) The city shall determine the base year consumption amount.  
Water customers shall reduce their water consumption by ten to fifteen percent, as determined 
and recommended by the General Manager, from the base year consumption amount for the 
duration of Water Conservation Stage 2.  Provided, however, the base year consumption amount 
for any subsequent fiscal year shall be determined by the city as appropriate in the event that the 
city is required to continue the Water Conservation Stage 2 for more than twelve months.  
  
   (2) Lawns and/or ground covers may be watered and landscaping may 
be irrigated, including construction meter irrigation, for a maximum of twenty minutes per day 
only during the following designated watering windows and designated days:  
 
    (a) lawns and/or ground cover may be watered and landscaping 
may be irrigated for properties with odd number street addresses, parks, and the public right-of-
ways, only on Saturdays, Mondays, and Wednesdays between the hours of 8:00 p.m. and 10:00 
a.m.;  
     
    (b) lawns and/or ground cover may be watered and landscaping 
may be irrigated for properties with even number street addresses only on Sundays, Tuesdays, 
and Thursdays between the hours of 8:00 p.m. and 10:00 a.m.; and 
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    (c) watering lawns and/or ground cover and irrigating 
landscaping is prohibited on Fridays and on any day of the week outside of the designated 
watering windows set forth in Section 13.26.060(C)(2)(a) and (b) hereof. 
    
   (3) All irrigation timers shall be adjusted to comply with the 
provisions of Section 13.26.060(C)(2) hereof. 
 
   (4) Notwithstanding the provisions of Section 13.26.060(C)(2), the use 
of recycled water to irrigate fruit trees, lawns and ground covers, and ornamental trees and 
shrubs is permitted on any day and at any time.  Recycled water shall not be permitted to run into 
city streets or the city storm water conveyance system. 
 
   (5) All open hoses shall be equipped with automatic, positive, shut-off 
nozzles. 
 
   (6) All swimming pools, spas, ponds, and fountains shall be equipped 
with re-circulating pumps. 
 
   (7) All plumbing leaks, improperly adjusted sprinklers, or other water 
conduits/fixtures that require repair or adjustment shall be corrected to the satisfaction of the 
city. 
 
   (8) No person shall use water to wash down sidewalks, driveways, 
parking areas, tennis courts, patios, or other paved or hard surface areas, except to alleviate 
immediate fire or sanitation hazards. 
 
   (9) No person shall allow water to leave his or her property by 
drainage onto adjacent properties or public or private roadways or streets due to excessive 
irrigation and/or uncorrected leaks. 
 
   (10) The washing of automobiles, trucks, trailers, boats, airplanes and 
other types of mobile equipment, is permitted at any time with a hand-held bucket or a hand-held 
hose equipped with an automatic, positive, shut-off nozzle for quick rinses.  Washing may be 
done at any time on the immediate premises of a commercial car wash or commercial service 
station, or by a mobile car wash or on-site car wash using high pressure washing equipment.   
 
   (11) Use of water from fire hydrants shall be limited to fire fighting, 
related activities, or other activities necessary to maintain the health, safety, and welfare of the 
public. 
 
   (12)  All restaurants are prohibited from serving water to their patrons 
except when specifically requested by the patrons. 
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   (13) Construction operations receiving water from a construction meter 
or water truck shall not use water unnecessarily for any purpose other than those required by 
regulatory agencies. Construction projects requiring watering for new landscaping materials shall 
adhere to the designated irrigation requirements set forth in Section 13.26.060(C)(2) hereof. 
 
   Section 13.26.070  Water Conservation Stage 3. - Moderate Water Shortage. 
 
  (A) Water Conservation Stage 3 is also referred to as a “Moderate Water 
Shortage” and applies during periods when the city will not be able to meet all of the water 
demands of its customers.  Water Conservation Stage 3 may be caused by, but is not limited to, 
any or all of the following circumstances or events:  
   
   (1) a regional or statewide water supply shortage exists and a regional 
public outreach campaign is being implemented asking or requiring all persons to reduce water 
use;  
 
   (2) groundwater wells are inoperable or unusable (such as by power 
outages, mechanical failure, or contamination);  
 
   (3) alternative water supplies are limited or unavailable; and  
 
   (4) groundwater levels or groundwater quality is approaching levels which 
may require augmentation of the groundwater basin or other actions necessary to protect the 
groundwater basin as prescribed by the California Department of Water Resources, the 
Department of Public Health, the State or Regional Water Quality Control Board, Riverside 
County, or some other regulatory body.   
 
  (B) The objective of the measures undertaken in Water Conservation Stage 3 
is to reduce water system consumption within the city by sixteen to twenty percent as determined 
and recommended by the General Manager.   
 
  (C) Except as otherwise provided in this Section 13.26.070, all water 
conservation and drought response measures of Water Conservation Stages 1 and 2 shall be in 
full force and effect during Water Conservation Stage 3.  Upon declaration of a Water 
Conservation Stage 3 by the City Council, implementation by the city and publication of notice, 
the following water conservation and drought response measures shall apply: 
 
   (1) Water customers shall reduce their water consumption by sixteen 
to twenty percent, as determined and recommended by the General Manager, from the base year 
consumption amount for the duration of Water Conservation Stage 3.  Provided, however, the 
base year consumption amount for any subsequent fiscal year shall be determined by the city as 
appropriate in the event that the city is required to continue the Water Conservation Stage 3 for 
more than twelve months. 
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   (2) Lawns and/or ground cover may be watered and landscaping may 
be irrigated, including construction meter irrigation, for a maximum of twenty minutes per day 
only during the following designated watering windows and designated days:  
 
    (a) lawns and/or ground cover may be watered and landscaping 
may be irrigated for properties with odd number street addresses, parks, and public right-of-
ways, only on Saturdays and Wednesdays between the hours of 8:00 p.m. and 10:00 a.m.;  
     
    (b) lawns and/or ground cover may be watered and landscaping 
may be irrigated for properties with even number street addresses only on Sundays and 
Thursdays between the hours of 8:00 p.m. and 10:00 a.m.; and 
 
    (c) watering lawns and/or ground cover and irrigating 
landscaping is prohibited on Mondays, Tuesdays and Fridays and on any day of the week outside 
of the designated water windows set forth in Section 12.26.070(C)(2)(a) and (b) hereof. 
 
   (3) Notwithstanding the provisions of Section 13.26.070(C)(2) hereof, 
the use of recycled water to irrigate fruit trees, lawns and ground covers, and ornamental trees 
and shrubs is permitted on any day and at any time.  Recycled water shall not be permitted to run 
into city streets or the city storm water conveyance system. 
    
   (4) Irrigation timers shall be adjusted to comply with the provisions of 
Section 13.26.070(C)(2) hereof. 
 
   (5) The washing of automobiles, trucks, trailers, boats, airplanes and 
other types of mobile equipment is permitted only during the hours of 9:00 a.m. to 6:00 p.m. on 
Saturdays, Sundays, and Mondays with a hand-held bucket or a hand-held hose equipped with an 
automatic, positive, shut-off nozzle for quick rinses. Washing is permitted at any time on the 
immediate premises of a commercial car wash. The use of water by all types of commercial car 
washes not using partially reclaimed or recycled water shall be reduced in volume by an amount 
determined by the City Council. Further, such washings are exempt from these regulations where 
the health, safety, and welfare of the public is contingent upon frequent vehicle cleanings, such 
as garbage trucks and vehicles used to transport food and perishables. 
 
   (6) The overfilling of swimming pools and spas is prohibited. The 
filling or refilling of ponds, streams, and artificial lakes is prohibited. 
 
   (7) The operation of any ornamental fountain or similar structure is 
prohibited except for short periods of time to prevent damage. 
 
   (8) The number of new construction meters shall not exceed the 
number of currently authorized meters removed from service. A new meter shall be issued only 
when an old meter is returned.  Construction projects requiring water from a construction meter 
or a water truck shall not use water unnecessarily for any purposes other than those required by 
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regulatory agencies.  Construction projects requiring water for new landscapes shall adhere to the 
designated days and watering windows as set forth in Section 13.26.070(C)(2) hereof. Further, 
construction projects necessary to maintain the health, safety, and welfare of the public, as 
determined by the city, are exempt from these regulations. 
 
   Section 13.26.080  Water Conservation Stage 4. – Severe Water Shortage. 
 
  (A) Water Conservation Stage 4 is also referred to as a “Severe Water 
Shortage” and applies during periods when the city will not be able to meet all of the water 
demands of its customers.  Water Conservation Stage 4 may be caused by, but is not limited to, 
any or all of the following circumstances or events:  
   
   (1) a regional or statewide water supply shortage exists and a regional 
public outreach campaign is being implemented asking or requiring persons to reduce water use;  
 
   (2) groundwater wells are inoperable or unusable (such as by power 
outages, mechanical failure, or contamination);  
 
   (3) alternative water supplies are limited or unavailable;  
 
   (4) groundwater levels or groundwater quality is approaching levels which 
may require augmentation of the groundwater basin or other actions necessary to protect the 
groundwater basin as prescribed by the California Department of Water Resources, California 
Department of Public Health, the Regional Water Quality Control Board, Riverside County, or 
some other regulatory body; and  
 
   (5) a major failure of any supply or distribution facility, whether 
temporary or permanent, occurs in the water distribution system of the State, the Metropolitan 
Water District of Southern California, the Western Municipal Water District, or city water 
facilities.   
 
  (B) The objective of the measures undertaken in Water Conservation Stage 4 
is to reduce water consumption within the city by twenty-one to forty percent as determined and 
recommended by the General Manager.    
 
  (C) Except as otherwise provided in this Section 13.26.080, all water 
conservation and drought response measures of Water Conservation Stages 1, 2, and 3 shall be in 
full force and effect during Water Conservation Stage 4.  Upon declaration of a Water 
Conservation Stage 4 by the City Council, implementation by the city and publication of notice, 
the following water conservation and drought response measures shall apply: 
 
   (1) Water customers shall reduce their water consumption by twenty 
to forty percent from the base year consumption amount for the duration of the Water 
Conservation Stage 4.  Provided, however, the base year consumption amount for subsequent 
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fiscal years shall be determined by the city as appropriate in the event that the city is required to 
continue the Water Conservation Stage 4 for more than twelve months. 
 
   (2) Irrigation of landscaping shall be limited to supporting minimal 
survival of trees and shrubs.  Landscaping may be irrigated, including construction meter 
irrigation, for a maximum of twenty minutes per day only during the following designated 
watering windows and designated day:  
 
    (a) properties with odd number street addresses, parks, and 
public right of ways may irrigate landscaping only on Saturdays between the hours of 8:00 p.m. 
and 10:00 a.m.;  
     
    (b) properties with even number street addresses may irrigate 
landscaping and pastures only on Sundays between the hours of 8:00 p.m. and 10:00 a.m.; and 
 
    (c) irrigating landscaping is prohibited on Mondays, Tuesdays, 
Wednesdays, Thursdays, and Fridays and outside the designated watering windows set forth in 
Section 13.26.080(C)(2)(a) and (b). 
 
   (3) Notwithstanding the provisions of Section 13.26.080(C) hereof, the 
use of recycled water to irrigate fruit trees, lawns and ground covers, and ornamental trees and 
shrubs is permitted on any day and at any time.  Recycled water shall not be permitted to run into 
city streets or the city storm water conveyance system.  
 
   (4) All outdoor watering and irrigation of lawns and ground covers is 
prohibited with the exception of plant materials classified and determined by the City Manager to 
be rare, exceptionally valuable, or essential to the well being of the public at large or rare 
animals, and for which relief has been otherwise granted pursuant to Section 13.26.150.   
 
   (5) The washing of automobiles, trucks, trailers, boats, airplanes and 
other types of mobile equipment is prohibited. Washing is permitted at any time on the 
immediate premises of a commercial car wash. Commercial car washes shall only use partially 
reclaimed or recycled water for washing automobiles, trucks, trailers, boats, airplanes and other 
types of mobile equipment. Further, such washings are exempt from these regulations where the 
health, safety and welfare of the public is contingent upon frequent vehicle cleanings, such as 
garbage trucks and vehicles used to transport food and perishables. 
 
   (6) The filling, refilling, or adding of water to swimming pools, spas, 
ponds, streams, and artificial lakes is prohibited. 
 
   (7) The operation of any ornamental fountain, pond, or similar 
structure is prohibited except for short periods of time to prevent damage. 
 
   (8) The use of water for cooling mists is prohibited. 



 
 

13

    
   (9) The use of water for commercial, manufacturing, or processing 
purposes shall be reduced in volume by an amount determined by the City Council and/or as 
recommended by the General Manager.  
 
   (10) No new construction meters will be issued. Construction water 
shall not be used for earth work, road construction purposes, dust control, compaction, or 
trenching jetting. Construction projects necessary to maintaining the health, safety, and welfare 
of the public, as determined by the city, are exempt from these regulations.  
 
   (11) Provided the City Council has declared a water shortage 
emergency pursuant to California Water Code sections 350 et seq., except as to property for 
which a building permit has been heretofore issued, no new building permit(s) shall be provided, 
except in the following circumstances: 
 
    (a) for projects necessary to protect the public’s health, safety, 
and welfare, as determined by the city; 
 
    (b) when using recycled water; 
 
    (c) when the recipient of the building permit can demonstrate 
that no net increase in water use will occur; or 
 
    (d) where the recipient of the building permit provides a 
conservation offset.  A conservation offset may be effected by paying a fee established by the 
city in an amount necessary to cover the cost of implementing conservation techniques or 
acquiring alternative water sources.  The fee will be based on the conservation offset required for 
an equivalent dwelling unit. Such fee shall apply to residential as well as commercial and 
industrial buildings, and may be adjusted from time to time as determined by the city. 
 
  Section 13.26.090  Water Conservation Stage 5. – Critical Water Shortage. 
 
  (A) Water Conservation Stage 5 is also referred to as a “Critical Water 
Shortage” and applies during periods when the city will not be able to meet all of the water 
demands of its customers.  Water Conservation Stage 5 may be caused by, but is not limited to, 
any or all of the following circumstances or events:  
 
   (1) a regional or statewide water supply shortage exists and a regional 
public outreach campaign is being implemented asking or requiring all persons to reduce water 
use;  
 
   (2) groundwater wells are inoperable or unusable (such as by power 
outages, mechanical failure, or contamination);  
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   (3) alternative water supplies are limited or unavailable;  
 
   (4) groundwater levels or groundwater quality is approaching levels 
which may require augmentation of the groundwater basin or other actions necessary to protect 
the groundwater basin as prescribed by the California Department of Water Resources, 
California Department of Public Health, Regional Water Quality Control Board, Riverside 
County, or some other regulatory body; and  
 
   (5) a major failure of any supply or distribution facility, whether 
temporary or permanent, occurs in the water distribution system of the State, the Metropolitan 
Water District of Southern California, the Western Municipal Water District, or city water 
facilities and the city cannot meet all of the water demands of its customers.   
 
  (B) The objective of the measures undertaken in Water Conservation Stage 5 
is to reduce water consumption by forty percent or more as determined and recommended by the 
General Manager.   
 
  (C) Except as otherwise provided in this Section 13.26.090, all water 
conservation and drought response measures of Water Conservation Stages 1, 2, 3, and 4 shall be 
in full force and effect during Water Conservation Stage 5.  Upon declaration of a Water 
Conservation Stage 5 by the City Council, implementation by the city and publication of notice, 
the following water conservation and drought response measures shall apply: 
 
   (1) Water customers shall reduce their water consumption by forty-one 
percent or more from the base year consumption amount for the duration of Water Conservation 
Stage 5.  Provided, however, the base year consumption amount for subsequent fiscal years shall 
be determined by the city as appropriate in the event that the city is required to continue the 
Water Conservation Stage 5 for more than twelve months. 
 
   (2) All outdoor watering and irrigation of lawns and ground cover, and 
landscaping is prohibited, with the exception of the use of recycled water to irrigate fruit trees, 
lawns and ground covers, and ornamental trees and shrubs, which is permitted on any day and at 
any time.  Recycled water shall not be permitted to run into city streets or the city storm water 
conveyance system. 
 
   (3) Provided the City Council has declared a water shortage 
emergency pursuant to California Water Code sections 350 et seq., the city shall not allow any 
new connections to the water system during Water Conservation Stage 5. 
    
  Section 13.26.100  Mandatory Conservation Phase Implementation. 
 
  (A) The General Manager, or his or her designee, shall monitor the projected 
supply and demand for water by its customers on a daily basis during periods of a water shortage 
or drought and shall recommend to the City Council the extent of the conservation required 
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through the implementation and/or termination of particular water conservation stages to 
prudently plan and supply water to its customers. Thereafter, the City Council may order the 
implementation or termination of the appropriate water conservation stage.  
 
  (B) The declaration of any stage beyond Water Conservation Stage 1 shall be 
made by the recommendation of the General Manager and resolution of the City Council.  
Within ten (10) days of the adoption of the resolution declaring the applicable Water 
Conservation Stage, the city shall make a public announcement of the applicable Water 
Conservation Stage, which shall be published a minimum of one (1) time for three (3) 
consecutive days in a daily newspaper of general circulation. Such declaration and notice shall 
provide the extent, terms, and conditions respecting the use and consumption of water in 
accordance with the applicable water conservation stage as provided in this chapter 13.26.  Upon 
such declaration and publication of such notice, due and proper notice shall be deemed to have 
been given each and every person supplied water within the city.  The water conservation stage 
designated shall become effective immediately upon announcement.   
 
  (C) The declaration of a water shortage emergency during any water 
conservation stage shall be made in accordance with California Water Code sections 350 et seq. 
 
  Section 13.26.110  Violations and remedies. 
 
  (A) It shall be unlawful for any person to willfully violate the provisions of 
this chapter 13.26. A violation of any of these provisions shall be a misdemeanor subject to 
imprisonment in the county jail for not more than thirty days or by fine not to exceed $1,000, or 
by both, as provided in California Water Code section 377.  
 
  (B) In addition to any remedies or enforcement measures provided by State 
law or in this chapter 13.26, any violation of this chapter 13.26 is subject to the provisions of 
chapters 1.08 and 1.09 of the Corona Municipal code. 
 
  (C) In addition to any other remedies provided in this Code or available under 
applicable law, the city can alternatively seek injunctive relief in the Superior Court or take 
enforcement action, including discontinuing or appropriately limiting water service to any 
customer, for violations of this chapter 13.26.  
   
  Section 13.26.120  Notices and additional enforcement measures.  
 
  (A) In addition to or in conjunction with the notice of violation provided 
pursuant to the provisions of chapter 1.08, for a first violation of any provision of this chapter 
13.26, within two weeks of the violation: 
     
   (1) the city may send an enforcement officer or provide written notice 
to the property owner, customer, occupant, or responsible person of the property where the 
violation occurred to advise such person of:  
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    (a) the water conservation stage then in effect and the 
provisions of this chapter 13.26 relating thereto;  
 
    (b) water conservation and drought response measures that are 
required and may be implemented pursuant to this chapter 13.26;  
 
    (c) possible consequences and actions which may be taken by 
the city for future violations of this chapter 13.26, including discontinuance of water service;  
 
    (d) penalties that may be imposed for the specific violation and 
any future violations of this chapter 13.26; and  
 
   (2) if the General Manager or his or her designee deems it to be 
appropriate, the city may order the installation of a flow-restricting device on the service line for 
any person who violates any term or provision of this chapter 13.26. 
 
  (B) In addition to or in conjunction with the notice of violation provided 
pursuant to the provisions of chapter 1.08, for a second or any subsequent violation of this 
chapter 13.26, within two weeks of the violation: 
 
   (1) the city may send an enforcement officer or provide written notice 
to the property where the violation occurred to notify the property owner, customer, occupant of 
the property, or responsible person where the violation occurred to advise such person of:  
 
    (a) the water conservation stage then in effect and the 
provisions of this chapter 13.26 relating thereto;  
 
    (b) the water conservation and drought response measures that 
are required and may be implemented by such person; and  
 
    (c) possible consequences, which may occur in the event of 
any future violations of this chapter 13.26;  
 
   (2) if the General Manager or his or her designee deems it to be 
appropriate, the city may order the installation of a flow-restricting device on the service line for 
any person who violates any term or provision of this chapter 13.26; and 
 
   (3) if the General Manager or his or her designee deems it to be 
appropriate, the city may discontinue water service at the location where the violation occurred.  
 
  (C)   The city may, after one written notice of violation, order that a special 
meter reading or readings be made in order to ascertain whether wasteful or unreasonable use of 
water is occurring.   
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  (D) All moneys collected under this Section 13.26.140 shall be deposited in a 
special account of the city and shall be made available for enforcement of this chapter 13.26. 
 
  (E) The city may, at its option, elect to petition the Superior Court to confirm 
any order establishing administrative penalties and enter judgment in conformity therewith in 
accordance with the provisions of Sections 1285 to 1287.6, inclusive, of the California Code of 
Civil Procedure. 
   

Section 13.26.130  Civil actions. 
 
  (A)     In addition to any other remedies provided in the Code, any violation of 
this chapter 13.26 may be enforced by civil action brought by the city. 
 
  (B)     In any such action, the city may seek, and the court may grant, as 
appropriate, any or all of the following remedies: 
 
             (1)     a temporary and/or permanent injunction; 
 
             (2)  assessment of the violator for the costs of any investigation, which led 
to the establishment of the violation, and for the reasonable costs of preparing and bringing legal 
action under this Section 13.26.130; 
 
             (3)     any other costs incurred in enforcing the provisions of this chapter 
13.26; and 
 
   (4) any other action the city deems appropriate to protect the general 
welfare and the City’s water supplies, and to reduce water consumption in accordance with this 
chapter 13.26 and the declared policies and laws of the State. 
 
  (c) Assessments under this subsection shall be paid to the city to be used 
exclusively for costs associated with implementing or enforcing the water conservation and 
regulatory provisions of this chapter 13.26. 
 
  Section 13.26.140  Recovery of costs.  
 
  (A) The General Manager or his or her designee shall serve an invoice for 
costs upon the person or responsible person who is subject to a notice of violation, a cease and 
desist order, or an administrative compliance order. An invoice for costs shall be immediately 
due and payable to the City. If any person or responsible person fails to either pay the invoice for 
costs or appeal successfully the invoice for costs in accordance with this chapter 13.26, then the 
City may institute collection proceedings. The invoice for costs may include reasonable 
attorneys’ fees. 
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  (B) The city shall impose any other penalties or regulatory fees, as fixed from 
time to time by resolution of the City Council, for a violation or enforcement of this chapter 
13.26. 
 
  (C) In addition to the costs which may be recovered pursuant to Section 
1.08.022 of the Code, and in order to recover the costs of the water conservation regulatory 
program set forth in this chapter 13.26, the City Council may, from time to time, fix and impose 
by resolution fees and charges.  The fees and charges may include, but are not limited to, fees 
and charges for: 
    
   (1) any visits of a water conservation specialist, enforcement officer, 
or other city staff for time incurred for meter reading, follow-up visits, or the installation or 
removal of a flow-restricting device; 
 
   (2) monitoring, inspection, and surveillance procedures pertaining to 
enforcement of this chapter 13.26; 
 
   (3) enforcing compliance with any term or provision of this chapter 
13.26;  
 
   (4) reinitiating service at a property where service has been 
discontinued pursuant to this chapter 13.26;  
 
   (5) processing any fees necessary to carry out the provisions of this 
chapter 13.26; and  
 
   (6) any other necessary and appropriate fees and charges to recover the 
cost of providing the city’s water conservation regulatory program. 
 
  Section 13.26.150  Relief from compliance. 
 
  Consideration of written applications for relief from compliance (“relief”) 
regarding the regulations and restrictions on water use set forth in this chapter 13.26 may be 
made by the city. 
 
  (A) Written applications for relief shall be accepted, and may be granted or 
denied, by the approving authority at his or her sole discretion.  The application shall be in a 
form prescribed by the city and shall be accompanied by a non-refundable processing fee in an 
amount as determined by resolution of the City Council for the purpose of defraying the costs 
incidental to the review proceedings related thereto. 
 
  (B) The grounds for granting or conditionally granting an application for relief 
are: 
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   (1)  a customer has reduced water usage to the minimum feasible level 
but cannot reduce usage by the amount required by then-current mandatory water conservation 
stage declared pursuant to this chapter due to the number of people in the household or medical 
necessity, where “reduced water usage to the minimum feasible level” shall mean that the 
customer has installed xeriscaping or other low-water landscaping (or has ceased watering other 
types of landscaping), high efficiency water-using appliances, water-efficient toilets, water-
saving faucet devices, and low-flow shower heads, and is complying in all other respects with 
the requirements of this chapter; or 
 

(2) due to unique circumstances other than those described in 
subsection (1) above, a specific requirement of this chapter 13.26 would result in undue hardship 
to a person using city water or to property upon which city water is used, that is disproportionate 
to the impacts to other city water users generally or to similar property or classes of water users; 
or 
 
   (3) failure to grant a relief would adversely affect the health, 
sanitation, fire protection, or safety of the applicant or the public. 
 
  (C) The application for a relief shall be accompanied, as appropriate, with 
photographs, maps, drawings, and other information substantiating the applicant’s request, 
including a statement of the applicant.  Provided, however, the city may request such other 
additional information as it deems appropriate in order to process and/or review the application 
for relief. 
 
  (D) An application for a relief shall be denied unless the approving authority 
finds, based on the information provided in the application, supporting documentation, or such 
other additional information as may be requested, and on water use information for the property 
as shown by the records of the city, all of the following: 
 
   (1) That the relief does not constitute a grant of special privilege 
inconsistent with the limitations upon other city customers. 
 
   (2) That because of special circumstances applicable to the property or 
its use, comprising any of the circumstances set forth in subsection (B) of this section, the strict 
application of this chapter 13.26 would have a disproportionate impact on (a) the property or use 
that exceeds customers generally, or (b) the applicant’s health that exceeds customers generally. 
 
   (3) That the authorization of such relief will not be of substantial 
detriment to adjacent properties, and will not materially affect the ability of the city to effectuate 
the purposes of this chapter 13.26 and will not be detrimental to the public interest. 
 
   (4) That the condition or situation of (a) the subject property or the 
intended use of the property for which the relief is sought is not common, recurrent, or general in 
nature, or (b) the applicant’s health or safety is not common, recurrent, or general in nature. 
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  (E) The denial or grant of a relief shall be acted upon within fifteen (15) 
business days of the submittal of the complete application, including any photographs, maps, 
drawings, and other information substantiating the applicant’s request and the statement of the 
applicant.  The application may be approved, conditionally approved, or denied, subject to 
subsection (G) of this section.  The decision of the approving authority shall be prepared in 
writing, include terms and conditions, if any, set forth findings in support of the decision, and be 
promptly sent to the applicant. 
 
  (F) The denial of a request for a relief may be appealed in writing to the City 
Manager.  An appeal shall be made in accordance with the following procedures: 

   (1) The appellant shall complete and submit in writing a form 
provided by the city for such purpose and shall state in such form the grounds for his or her 
appeal. The form shall be accompanied by a non-refundable processing fee in an amount as 
determined by resolution of the City Council for the purpose of defraying the costs incidental to 
the proceedings.  All appeals shall be submitted to the City Clerk within thirty (30) calendar days 
of the date of the notice of the denial of the request for a relief. 

   (2) The City Manager, or his or her designee, shall review the appeal 
and any related information provided, and, if necessary, cause an investigation and report to be 
made concerning the request for a relief.  The City Manager, or his or her designee, shall have 
fifteen (15) calendar days from the submission of the appeal to render a decision on whether to 
grant or deny the appeal and mail notice thereof to the appellant. The decision shall be prepared 
in writing, include terms and conditions, if any, and set forth findings in support of the decision. 

   (3) The decision of the City Manager, or his or her designee, may be 
appealed by the appellant to the City Council.  Such appeal must be submitted in writing on the 
appropriate city form and filed with the City Clerk within fifteen (15) calendar days of the date 
of decision of the City Manager, or his or her designee.  The form shall be accompanied by a 
non-refundable processing fee in an amount as determined by resolution of the City Council for 
the purpose of defraying the costs incidental to the proceedings.  The City Council shall conduct 
a hearing on such appeal at its next regularly scheduled City Council meeting; provided, 
however, the City Council shall have received the notice of appeal at least fifteen (15) calendar 
days prior to such meeting.  If the appeal is not submitted within at least fifteen (15) calendar 
days prior to a regularly scheduled City Council meeting, then the hearing shall be held at the 
following regularly scheduled City Council meeting.  A notice of the hearing shall be mailed to 
the appellant at least ten (10) calendar days before the date fixed for the hearing.  The City 
Council shall review the appeal de novo.  The determination of the City Council shall be 
conclusive.  Notice of the determination by the City Council shall be mailed to the appellant 
within ten (10) calendar days of such determination, indicate whether the appeal has been 
granted in whole or in part, set forth the terms and conditions of the relief, if any, granted to the 
appellant, and set forth findings in support of the decision.   If the appeal is denied in its entirety, 
the appellant shall comply with all terms and conditions of this chapter 13.26 and the applicable 
water conservation stage then in effect.   
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   (4) Until the conclusion of the appeal process, all provisions and 
decisions under appeal shall remain in full force and effect until the conclusion of the appeal 
process. 

  (G)  Any grant of a request for relief shall be conditioned upon the continued 
existence of the facts and circumstances which formed the grounds for granting relief, as 
provided in this section.  The approving authority may revoke any grant of relief if such facts and 
circumstances are determined no longer to exist. 
   

Section 13.26.160  Water Conservation Programs. 

  (A) Subject to available funds, the City Manager, or his or her designee, is 
authorized to develop, promote, and administer water conservation programs to encourage and 
assist persons in conserving water.  The water conservation programs may include, but are not 
limited to, the following: 

   (1) installing, or providing rebate programs for the installation of, 
water saving devices and irrigation systems in the landscaped areas of residential, commercial, 
industrial, and public property and public rights-of-way; 

   (2) replacing landscaping and turf with drought tolerant plant material 
and water efficient landscaping;  

   (3) developing educational programs to promote water conservation; 
and 

   (4) converting, where financially and technically feasible, potable 
water  distribution systems to recycled water distribution systems for landscaped areas of 
residential, commercial, industrial, and public property and public rights-of way. 

  (B) The City Manager shall prepare and implement policies and procedures 
governing any water conservation program established pursuant to this Section 13.26.160.   

  (C) The City Manager is authorized to enter into agreements relating to such 
water conservation programs, provided such agreements are approved as to form by the City 
Attorney. 

  (D) The expenditure of funds for any water conservation program shall be 
subject to the provisions of Chapter 3.08, as applicable, and any other provisions of the 
Municipal Code restricting the expenditure of city funds. 
    
  Section 13.26.170  Conflicting Provisions. 
 
  If provisions of this chapter 13.26 are in conflict with each other, other provisions 
of the Code, any other resolution or ordinance of the city, or any State law or regulation, the 
more restrictive provisions shall apply. 
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CUWCC BMP 01 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=01&Year=&year_offset=2&cycle=05-06[9/30/2010 2:48:05 PM]

You are viewing
coverage for:

BMP 01
05-06

YRs
DN - UP

BMPs
DN - UP

       

BMP 01 Coverage: Water Survey Programs for
Single-Family and Multi-Family Residential
Customers
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed

Agency indicated "at least as effective as" implementation during report period? No

A Reporting Unit (RU) must meet three conditions to satisfy strict compliance for
BMP 1.

Condition 1: Adopt survey targeting and marketing strategy on time 

Condition 2: Offer surveys to 20% of SF accounts and 20% of MF units during report period 

Condition 3: Be on track to survey 15% of SF accounts and 15% of MF units within 10 years of
implementation start date.

Test for Condition 1

City of Corona, Water Utilities Department to Implement
Targeting/Marketing Program by:

1999  

 Single-
Family

Multi-
Family

Year City of Corona, Water Utilities Department Reported
Implementing Targeting/Marketing Program: 1998 1998

City of Corona, Water Utilities Department Met
Targeting/Marketing Coverage Requirement: YES YES

Test for Condition 2

 Single-
Family

Multi-
Family

Survey Program to Start
by: 1998 Residential Survey

Offers (%) 0.69% 0.19% 

Reporting Period: 05-
06 Survey Offers > 20% NO NO

Test for Condition 3

 Completed
Residential

Surveys

   Single
Family

Multi-
Family

Total Completed Surveys 1999 - 2006: 405 85

Credit for Surveys Completed Prior to Implementation of
Reporting Database 129 16

http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#MOU_exhibit1
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=01&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=01&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp01p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?445726
http://bmp.cuwcc.org/bmp/?445726
http://bmp.cuwcc.org/bmp/?445726
http://bmp.cuwcc.org/bmp/directories/contact.lasso?7585413
http://bmp.cuwcc.org/bmp/directories/contact.lasso?7585413
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?6128830
http://bmp.cuwcc.org/bmp/reviewhome.lasso?6128830
http://bmp.cuwcc.org/bmp/summaries/index.lasso?5466554
http://bmp.cuwcc.org/bmp/summaries/index.lasso?5466554
http://bmp.cuwcc.org/bmp/print/printindex.lasso?385805


CUWCC BMP 01 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=01&Year=&year_offset=2&cycle=05-06[9/30/2010 2:48:05 PM]

Total + Credit 534 101

Residential Accounts in Base Year 25,048 11,874

City of Corona, Water Utilities Department Survey Coverage as
% of Base Year Residential Accounts 2.13% 0.85% 

Coverage Requirement by Year 8 of Implementation per
Exhibit 1 9.60% 9.60% 

City of Corona, Water Utilities Department on Schedule to
Meet 10-Year Coverage Requirement NO NO

BMP 01 COVERAGE STATUS SUMMARY:
Water supplier is not currently on track to meet the coverage
requirements for this BMP.

    
 



CUWCC BMP 02 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=02&Year=&year_offset=2&cycle=05-06[9/30/2010 2:48:20 PM]

You are viewing
coverage for:

BMP 02
05-06

YRs
DN - UP

BMPs
DN - UP

       

BMP 02 Coverage: Residential Plumbing Retrofit
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation
during report period?

No

An agency must meet one of three conditions to satisfy strict compliance for BMP
2.

Condition 1: The agency has demonstrated that 75% of SF accounts and 75% of MF units constructed
prior  to 1992 are fitted with low-flow showerheads. 

Condition 2: An enforceable ordinance requiring the replacement of high-flow showerheads and other water
use fixtures with their low-flow counterparts is in place for the agency's service area. 

Condition 3: The agency has distributed or directly installed low-flow showerheads and other low-flow
plumbing devices to not less than 10% of single-family accounts and 10% of multi-family units constructed
prior  to 1992 during the reporting period.

Test for Condition 1

 Single-Family Multi-Family

Report  Year Report
Period

Reported
Saturation

Saturation >
75%? Reported Saturation Saturation > 75%?

1999 99-00 5.31% NO 10.14% NO

2000 99-00 6.90% NO 12.54% NO

2001 01-02 8.89% NO 15.21% NO

2002 01-02 10.75% NO 18.42% NO

2003 03-04 11.28% NO 21.09% NO

2004 03-04 11.55% NO 23.76% NO

2005 05-06 25.00% NO 48.60% NO

2006 05-06 30.00% NO 59.00% NO

2007 07-08 45.00% NO 65.00% NO

2008 07-08 60.00% NO 75.00% NO

Test for Condition 2

Report  Year Report
Period

City of Corona, Water Utilities Department has ordinance
requiring showerhead retrofit?

1999 99-00 NO

2000 99-00 NO

2001 01-02 NO

2002 01-02 NO

2003 03-04 NO

2004 03-04 NO

2005 05-06 NO

http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#BMP02
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=02&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=02&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp02p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?4367514
http://bmp.cuwcc.org/bmp/?4367514
http://bmp.cuwcc.org/bmp/?4367514
http://bmp.cuwcc.org/bmp/directories/contact.lasso?1457975
http://bmp.cuwcc.org/bmp/directories/contact.lasso?1457975
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4326763
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4326763
http://bmp.cuwcc.org/bmp/summaries/index.lasso?1894729
http://bmp.cuwcc.org/bmp/summaries/index.lasso?1894729
http://bmp.cuwcc.org/bmp/print/printindex.lasso?7599965


CUWCC BMP 02 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=02&Year=&year_offset=2&cycle=05-06[9/30/2010 2:48:20 PM]

2006 05-06 NO

2007 07-08 NO

2008 07-08 NO

Test for Condition 3

Reporting Period:    05-06

1992 SF
Accounts

Num. Showerheads Distributed to
SF Accounts  Single-Family

Coverage Ratio
SF Coverage Ratio

> 10%

18,837 578  3.1% NO
1992 MF
Accounts

Num. Showerheads Distributed to
MF Accounts  Multi-Family

Coverage Ratio
MF Coverage Ratio

> 10%

9,360 500  5.3% NO

BMP 2 COVERAGE STATUS SUMMARY:
Water supplier is not currently on track to meet the coverage
requirements for this BMP.

    
 



CUWCC BMP 03 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=03&Year=&year_offset=2&cycle=05-06[9/30/2010 2:48:37 PM]

You are viewing
coverage for:

BMP 03
05-06

YRs
DN - UP

BMPs
DN - UP

       

BMP 03 Coverage: System Water Audits, Leak
Detection and Repair
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation during
report period?

No

An agency must meet one of two conditions to be in compliance with BMP 3:

Condition 1: Perform a prescreening audit. If the result is equal to or greater than 0.9 nothing more needs
be done. 

Condition 2: Perform a prescreening audit. If the result is less than 0.9, perform a full audit in accordance
with AWWA's Manual of Water Supply Practices, Water Audits, and Leak Detection.

Test for Conditions 1 and 2

Report
Year

Report
Period

Pre-Screen
Completed

Pre-Screen
Result

Full  Audit
Indicated

Full  Audit
Completed

1999 99-00 YES 89.6% YES YES

2000 99-00 YES 82.9% YES YES

2001 01-02 YES 93.4% NO YES

2002 01-02 YES 93.5% NO YES

2003 03-04 YES 98.0% NO YES

2004 03-04 YES 94.7% NO YES

2005 05-06 YES 92.6% NO YES

2006 05-06 YES 94.0% NO YES

2007 07-08 YES 86.1% YES YES

2008 07-08 YES 87.9% YES YES

BMP 3 COVERAGE STATUS SUMMARY:
Water supplier has met the coverage requirements for this BMP.

    
 

http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#BMP03
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=03&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=03&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp03p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?6899271
http://bmp.cuwcc.org/bmp/?6899271
http://bmp.cuwcc.org/bmp/?6899271
http://bmp.cuwcc.org/bmp/directories/contact.lasso?2239884
http://bmp.cuwcc.org/bmp/directories/contact.lasso?2239884
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?1119261
http://bmp.cuwcc.org/bmp/reviewhome.lasso?1119261
http://bmp.cuwcc.org/bmp/summaries/index.lasso?3391345
http://bmp.cuwcc.org/bmp/summaries/index.lasso?3391345
http://bmp.cuwcc.org/bmp/print/printindex.lasso?378839


CUWCC BMP 04 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=04&Year=&year_offset=2&cycle=05-06[9/30/2010 2:48:50 PM]

You are viewing
coverage for:

BMP 04
05-06

YRs
DN - UP

BMPs
DN - UP

       

BMP 04 Coverage: Metering with Commodity
Rates for all New Connections and Retrofit of
Existing
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation during report period? No

For agencies signing the MOU prior to December 31, 1997:
100% of existing unmetered accounts to be metered and billed by volume of use
by July 1, 2009.

For agencies signing the MOU after December 31, 1997:
- 100% of existing unmetered accounts to be metered and billed by volume of use
by July 1, 2012 OR within six years of signing the MOU (whichever date is later).
- All retrofits must be completed no later than one year prior to the requirements of
state law (January 1, 2025).

Test for Compliance

Total Meter Retrofits Reported through 2006 0

No. of Unmetered Accounts in Base Year 0

Meter Retrofit Coverage as % of Base Year Unmetered Accounts 0.0%

Coverage Requirement by Year 8 of Implementation per Exhibit 1 64.0%

Reporting Unit on Schedule to meet Coverage Requirement YES

BMP 4 COVERAGE STATUS SUMMARY:
Water supplier has met the coverage requirements for this BMP.

    
 

http://bmp.cuwcc.org/bmp/bmps/FINAL%20BMP%20FORMS%20REVISED/directories/mou/MOUex1.html#BMP04
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=04&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=04&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp04p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?7383579
http://bmp.cuwcc.org/bmp/?7383579
http://bmp.cuwcc.org/bmp/?7383579
http://bmp.cuwcc.org/bmp/directories/contact.lasso?7964850
http://bmp.cuwcc.org/bmp/directories/contact.lasso?7964850
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?129695
http://bmp.cuwcc.org/bmp/reviewhome.lasso?129695
http://bmp.cuwcc.org/bmp/summaries/index.lasso?2948892
http://bmp.cuwcc.org/bmp/summaries/index.lasso?2948892
http://bmp.cuwcc.org/bmp/print/printindex.lasso?9643226


CUWCC BMP 05 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=05&Year=&year_offset=2&cycle=05-06[9/30/2010 2:49:07 PM]

You are viewing
coverage for:

BMP 05
05-06

YRs
DN - UP

BMPs
DN - UP

       

BMP 05 Coverage: Large Landscape
Conservation Programs and Incentives
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation during
report period?

No

An agency must meet three conditions to comply with BMP 5.

Condition 1: Develop water budgets for 90% of its dedicated landscape meter accounts within four years of
the date implementation is to start. 

Condition 2: (a) Offer landscape surveys to at least 20% of its CII accounts with mixed use meters each
report cycle and be on track to survey at least 15% of its CII accounts with mixed use meters within 10
years of the date implementation is to start OR (b) Implement a dedicated landscape meter retrofit program
for CII accounts with mixed use meters or assign landscape budgets to mixed use meters. 

Condition 3: Implement and maintain customer incentive program(s) for irrigation equipment retrofits.

Test for Condition 1

Year Report
Period

BMP 5
Implementation

Year

No. of
Irrigation Meter

Accounts

No. of Irrigation
Accounts with

Budgets

Budget
Coverage Ratio

90% Coverage Met by
Year 4

1999 99-
00  545   NA 

2000 99-
00 1 545   NA 

2001 01-
02 2 579   NA 

2002 01-
02 3 561   NA 

2003 03-
04 4 1,009   NO 

2004 03-
04 5 1,047   NO 

2005 05-
06 6 1,058   NO 

2006 05-
06 7 1,100   NO 

2007 07-
08 8 1,080   NO 

2008 07-
08 9 1,029   NO 

Test for Condition 2a (survey offers)

Select Reporting Period:  05-06

http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#BMP05
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=05&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=05&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp05p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?7858159
http://bmp.cuwcc.org/bmp/?7858159
http://bmp.cuwcc.org/bmp/?7858159
http://bmp.cuwcc.org/bmp/directories/contact.lasso?9644106
http://bmp.cuwcc.org/bmp/directories/contact.lasso?9644106
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4122324
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4122324
http://bmp.cuwcc.org/bmp/summaries/index.lasso?3513806
http://bmp.cuwcc.org/bmp/summaries/index.lasso?3513806
http://bmp.cuwcc.org/bmp/print/printindex.lasso?3165305


CUWCC BMP 05 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=05&Year=&year_offset=2&cycle=05-06[9/30/2010 2:49:07 PM]

Large Landscape Survey Offers as % of Mixed
Use Meter CII Accounts 0.2%

Survey Offers Equal or Exceed 20% Coverage
Requirement NO

Test for Condition 2a (surveys completed)

Total Completed Landscape Surveys Reported
through 05-06 110

Credit for Surveys Completed Prior to
Implementation of Reporting Database 110

Total + Credit 220

CII Accounts in Base Year 170

RU Survey Coverage as a % of Base Year CII
Accounts 129.4%

Coverage Requirement by Year of Implementation
per Exhibit 1 7.9%

RU on Schedule to Meet 10 Year Coverage
Requirement YES

Test for Condition 2b (mixed use budget or meter retrofit program)

Report  Year Report  Period BMP 5 Implementation Year
Agency has

mix-use budget
program

No. of mixed-use
budgets

1999 99-00  NO  

2000 99-00 1 NO  

2001 01-02 2 NO  

2002 01-02 3 NO  

2003 03-04 4 NO  

2004 03-04 5 NO  

2005 05-06 6 NO  

2006 05-06 7 NO  

2007 07-08 8 NO  

2008 07-08 9 NO  

Report  Year Report  Period BMP 4 Implementation Year
No. of mixed

use CII
accounts

No. of mixed use CII
accounts fitted with

irrig. meters

1999 99-00  3,243  

2000 99-00 2 3,243  

2001 01-02 3 3,414  

2002 01-02 4 3,570  

2003 03-04 5 1,996 30

2004 03-04 6 1,996 45

2005 05-06 7   

2006 05-06 8   

2007 07-08 9  165

2008 07-08 10  180



CUWCC BMP 05 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=05&Year=&year_offset=2&cycle=05-06[9/30/2010 2:49:07 PM]

Test for Condition 3

Report  Year Report  Period
BMP 5

Implementation
Year

RU offers
financial

incentives?
No. of Loans Total Amt. Loans

1999 99-00  YES   

2000 99-00 1 YES   

2001 01-02 2 YES   

2002 01-02 3 YES   

2003 03-04 4 NO   

2004 03-04 5 NO   

2005 05-06 6 YES   

2006 05-06 7 YES   

2007 07-08 8 NO   

2008 07-08 9 NO   

Report  Year Report  Period No. of Grants Total Amt.
Grants No. of rebates Total Amt. Rebates

1999 99-00     

2000 99-00 3 $ 1,500   

2001 01-02 3 $ 1,500   

2002 01-02 3 $ 1,500   

2003 03-04     

2004 03-04     

2005 05-06     

2006 05-06     

2007 07-08     

2008 07-08     

BMP 5 COVERAGE STATUS SUMMARY:
Water supplier has met the coverage requirements for this BMP.

    
 



CUWCC BMP 06 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=06&Year=&year_offset=2&cycle=05-06[9/30/2010 2:49:24 PM]

You are viewing
coverage for:

BMP 06
05-06

YRs
DN - UP

BMPs
DN - UP

       

BMP 06 Coverage: High-Efficiency Washing
Machine Rebate Programs
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation during report period? No

An agency must meet two conditions to comply with BMP 6.

Condition 1: Offer a cost-effective financial incentive to customers for the purchase of high-efficiency
washers with water factors of 9.5 or less. 

Condition 2: Meet Coverage Goal (CG=Total Dwelling Units x 0.0768) by July 1, 2008. Agencies signing the
MOU after July 1, 2003, shall have a prorated Coverage Goal, based on implementation period of less than
4.0 years. 

Test for Condition 1

Agency offers rebates for residential high-efficiency washers with water
factors of 9.5 or less:  YES

Test for Condition 2

Coverage Goal:  3,486

Total Coverage Points Awarded 
(incl. past credit):

 4,769

% of Coverage Goal:
 136.79%

BMP 06 COVERAGE STATUS SUMMARY:
Water supplier has met the coverage requirements for this BMP.

    
 

http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=06&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=06&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp06p_revised.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?5893767
http://bmp.cuwcc.org/bmp/?5893767
http://bmp.cuwcc.org/bmp/?5893767
http://bmp.cuwcc.org/bmp/directories/contact.lasso?8067484
http://bmp.cuwcc.org/bmp/directories/contact.lasso?8067484
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4925004
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4925004
http://bmp.cuwcc.org/bmp/summaries/index.lasso?5570490
http://bmp.cuwcc.org/bmp/summaries/index.lasso?5570490
http://bmp.cuwcc.org/bmp/print/printindex.lasso?8007185


CUWCC BMP 07 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=07&Year=&year_offset=2&cycle=05-06[9/30/2010 2:49:39 PM]

You are viewing
coverage for:

BMP 07
05-06

YRs
DN - UP

BMPs
DN - UP

       

BMP 07 Coverage: Public Information Programs
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation during report
period?

No

An agency must meet one condition to comply with BMP 7.

Condition 1: Implement and maintain a public information program consistent with BMP 7's definition.

Test for Condition 1

Year Report  Period BMP 7 Implementation Year RU Has Public Information
Program?

1999 99-00 1 YES

2000 99-00 2 YES

2001 01-02 3 YES

2002 01-02 4 YES

2003 03-04 5 YES

2004 03-04 6 YES

2005 05-06 7 YES

2006 05-06 8 YES

2007 07-08 9 YES

2008 07-08 10 YES

BMP 7 COVERAGE STATUS SUMMARY:
Water supplier has met the coverage requirements for this BMP.

    
 

http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#BMP07
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=07&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=07&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp07p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?8918019
http://bmp.cuwcc.org/bmp/?8918019
http://bmp.cuwcc.org/bmp/?8918019
http://bmp.cuwcc.org/bmp/directories/contact.lasso?5261333
http://bmp.cuwcc.org/bmp/directories/contact.lasso?5261333
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?6351062
http://bmp.cuwcc.org/bmp/reviewhome.lasso?6351062
http://bmp.cuwcc.org/bmp/summaries/index.lasso?6177444
http://bmp.cuwcc.org/bmp/summaries/index.lasso?6177444
http://bmp.cuwcc.org/bmp/print/printindex.lasso?4451996


CUWCC BMP 08 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=08&Year=&year_offset=2&cycle=05-06[9/30/2010 2:49:55 PM]

You are viewing
coverage for:
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05-06

YRs
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DN - UP

       

BMP 08 Coverage: School Education Programs
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation during report
period?

No

An agency must meet one condition to comply with BMP 8.

Condition 1: Implement and maintain a school education program consistent with BMP 8's definition.

Test for Condition 1

Year Report  Period BMP 8 Implementation Year RU Has School Education
Program?

1999 99-00 1 YES

2000 99-00 2 YES

2001 01-02 3 YES

2002 01-02 4 YES

2003 03-04 5 YES

2004 03-04 6 YES

2005 05-06 7 YES

2006 05-06 8 YES

2007 07-08 9 YES

2008 07-08 10 YES

BMP 8 COVERAGE STATUS SUMMARY:
Water supplier has met the coverage requirements for this BMP.

    
 

http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#BMP08
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=08&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=08&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp08p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?3226486
http://bmp.cuwcc.org/bmp/?3226486
http://bmp.cuwcc.org/bmp/?3226486
http://bmp.cuwcc.org/bmp/directories/contact.lasso?3990044
http://bmp.cuwcc.org/bmp/directories/contact.lasso?3990044
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?3388791
http://bmp.cuwcc.org/bmp/reviewhome.lasso?3388791
http://bmp.cuwcc.org/bmp/summaries/index.lasso?8732543
http://bmp.cuwcc.org/bmp/summaries/index.lasso?8732543
http://bmp.cuwcc.org/bmp/print/printindex.lasso?8140096


CUWCC BMP 09 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=09&Year=&year_offset=2&cycle=05-06[9/30/2010 2:50:22 PM]

You are viewing
coverage for:

BMP 09
05-06

YRs
DN - UP

BMPs
DN - UP

       

BMP 09 Coverage: Conservation Programs for CII
Accounts
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation during report
period?

No

An agency must meet two conditions to comply with BMP 9.

Condition 1: Agency has identified and ranked by use commercial, industrial, and institutional  accounts. 

Condition 2(a): Agency is on track to survey 10% of commercial accounts, 10% of industrial  accounts, and
10% of institutional  accounts within 10 years of date implementation to commence. 
OR 
Condition 2(b): Agency is on track to reduce CII water use by an amount equal to 10% of baseline use
within 10 years of date implementation to commence. 
OR 
Condition 2(c): Agency is on track to meet the combined target as described in Exhibit  1 BMP 9
documentation.

Test for Condition 1

Ranked Commercial Use YES

Ranked Industrial Use YES

Ranked Institutional Use YES

Test for Condition 2a

 Commercial Industrial Institutional

Total Completed Surveys Reported
through 2006    

Credit for Surveys Completed Prior to
Implementation of Reporting Databases    

Total + Credit    

CII Accounts in Base Year 2,289 517 315

RU Survey Coverage as % of Base Year
CII Accounts    

Coverage Requirement by Year 7 of
Implementation per Exhibit 1 5.3% 5.3% 5.3%

RU on Schedule to Meet 10 Year
Coverage Requirement NO NO NO

Test for Condition 2b

Year
Performance

Target Savings
(AF/yr)

Performance
Target Savings

Coverage

Performance Target
Savings Coverage

Requirement

Coverage
Requirement

Met

http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#BMP09
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=09&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=09&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp09p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?5416652
http://bmp.cuwcc.org/bmp/?5416652
http://bmp.cuwcc.org/bmp/?5416652
http://bmp.cuwcc.org/bmp/directories/contact.lasso?6131368
http://bmp.cuwcc.org/bmp/directories/contact.lasso?6131368
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?7152914
http://bmp.cuwcc.org/bmp/reviewhome.lasso?7152914
http://bmp.cuwcc.org/bmp/summaries/index.lasso?9423069
http://bmp.cuwcc.org/bmp/summaries/index.lasso?9423069
http://bmp.cuwcc.org/bmp/print/printindex.lasso?9720741


CUWCC BMP 09 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=09&Year=&year_offset=2&cycle=05-06[9/30/2010 2:50:22 PM]

1999   0.5% NO

2000   1.0% NO

2001   1.7% NO

2002   2.4% NO

2003   3.3% NO

2004 16 0.3% 4.2% NO

2005 17 0.3% 5.3% NO

2006 17 0.3% 6.4% NO

2007 18 0.3% 7.7% NO

2008 18 0.4% 9.0% NO

Test for Condition 2c

Total BMP 9 Surveys + Credit  

BMP 9 Survey Coverage  

BMP 9 Performance Target Coverage 0.4%

BMP 9 Survey + Performance Target Coverage 0.4%

Combined Coverage Equals or Exceeds Coverage
Requirement? NO

BMP 9 COVERAGE STATUS SUMMARY:
Water supplier is not currently on track to meet the coverage
requirements for this BMP.

    
 



CUWCC BMP 11 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=11&Year=&year_offset=2&cycle=05-06[9/30/2010 2:50:36 PM]

You are viewing
coverage for:

BMP 11
05-06

YRs
DN - UP

BMPs
DN - UP

       

BMP 11 Coverage: Conservation Pricing
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage
Requirement

  

Agency indicated "at least as effective as" implementation during
report period?

No

Per June 13, 2007 revision, an agency must meet one condition to comply with
BMP 11.

Condition 1: Agency shall maintain rate structure consistent with BMP 11's definition of conservation pricing.
If agency provides retail sewer service, agency shall maintain rate structure for sewer service consistent
with definition of conservation pricing for sewer service in Part II, Section in A. 

Water Service
- Agencies signing the MOU prior  to June 13, 2007, implementation shall commence no later than July 1,
2007.
- Agencies signing the MOU after June 13, 2007, implementation shall commence no later than July 1 of
the year following the year the Agency signed the MOU. 

Sewer Service
- Agencies signing the MOU prior  to December 31, 1997, implementation shall commence no later than July
1, 1998.
- Agencies signing the MOU or becoming subject to the MOU after December 31, 1997, implementation
shall commence no later than July 1 of the first year following the year the agency signed or became
subject to the MOU.

Test for Condition 1

Agency is Fully Metered YES

Agency Employed Conserving WATER Rate Structure NO

Agency Provides Sewer Service

Agency Employed Conserving SEWER Rate Structure NO

BMP 11 WATER COVERAGE STATUS SUMMARY:
Water supplier is not currently on track to meet the coverage
requirements for this BMP.

BMP 11 SEWER COVERAGE STATUS SUMMARY:
    

 

file:///N|/Beth%27s%20My%20Documents/BMP%20Reporting%20and%20Implementation/2007-08%20BMP%20Reporting%20Cycle/BMP%20Work%202007-2008/FINAL%20BMP%20FORMS%20REVISED/Summaries/Public/directories/mou/MOUex1.html#BMP11
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=11&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=11&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp11p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?5957759
http://bmp.cuwcc.org/bmp/?5957759
http://bmp.cuwcc.org/bmp/?5957759
http://bmp.cuwcc.org/bmp/directories/contact.lasso?7115956
http://bmp.cuwcc.org/bmp/directories/contact.lasso?7115956
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?508590
http://bmp.cuwcc.org/bmp/reviewhome.lasso?508590
http://bmp.cuwcc.org/bmp/summaries/index.lasso?7925325
http://bmp.cuwcc.org/bmp/summaries/index.lasso?7925325
http://bmp.cuwcc.org/bmp/print/printindex.lasso?9314618


CUWCC BMP 12 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=12&Year=&year_offset=2&cycle=05-06[9/30/2010 2:50:52 PM]

You are viewing
coverage for:

BMP 12
05-06

YRs
DN - UP

BMPs
DN - UP

       

BMP 12 Coverage: Conservation Coordinator
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation during report
period?

No

Agency shall staff and maintain the position of conservation coordinator and
provide support staff as necessary.

Test for Compliance

Report  Year Report  Period Conservation Coordinator Position Staffed? Total Staff on Team (incl.  CC)

1999 99-00 YES 2

2000 99-00 YES 2

2001 01-02 YES 2

2002 01-02 YES 2

2003 03-04 YES 2

2004 03-04 YES 2

2005 05-06 YES 2

2006 05-06 YES 2

2007 07-08 YES 2

2008 07-08 YES 2

BMP 12 COVERAGE STATUS SUMMARY:
Water supplier has met the coverage requirements for this BMP.

    
 

http://bmp.cuwcc.org/bmp/help/BMP12_help.htm#BMP12_A
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=12&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=12&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp12p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?6912389
http://bmp.cuwcc.org/bmp/?6912389
http://bmp.cuwcc.org/bmp/?6912389
http://bmp.cuwcc.org/bmp/directories/contact.lasso?8956871
http://bmp.cuwcc.org/bmp/directories/contact.lasso?8956871
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?6693095
http://bmp.cuwcc.org/bmp/reviewhome.lasso?6693095
http://bmp.cuwcc.org/bmp/summaries/index.lasso?8151856
http://bmp.cuwcc.org/bmp/summaries/index.lasso?8151856
http://bmp.cuwcc.org/bmp/print/printindex.lasso?3008520


CUWCC BMP 13 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=13&Year=&year_offset=2&cycle=05-06[9/30/2010 2:51:07 PM]
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BMP 13 Coverage: Water Waste Prohibition
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation during report
period?

No

An agency must meet one condition to comply with BMP 13.

Implementation methods shall be enacting and enforcing measures prohibiting gutter flooding, single pass
cooling systems in new connections, non-recirculating systems in all  new conveyer car wash and
commercial laundry systems, and non-recycling decorative water fountains.

Test for Condition 1

Agency or service area prohibits:

Year Gutter 
Flooding

Single-Pass
Cooling
Systems

Single-Pass
Car Wash

Single-
Pass

Laundry

Single-Pass
Fountains Other

RU has ordinance that
meets coverage

requirement

1999 YES YES YES YES NO NO NO

2000 YES YES YES YES NO NO NO

2001 YES YES YES YES NO NO NO

2002 YES YES YES YES YES NO YES

2003 YES YES YES YES YES NO YES

2004 YES YES YES YES YES NO YES

2005 YES YES YES YES YES NO YES

2006 YES YES YES YES YES NO YES

2007 YES YES YES YES YES NO YES

2008 YES YES YES YES YES NO YES

BMP 13 COVERAGE STATUS SUMMARY:
Water supplier has met the coverage requirements for this BMP.

    
 

http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#BMP13
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=13&year_offset=4&cycle=03-04
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=13&year_offset=0&cycle=07-08
http://bmp.cuwcc.org/bmp/print/cover_bmp13p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?2651584
http://bmp.cuwcc.org/bmp/?2651584
http://bmp.cuwcc.org/bmp/?2651584
http://bmp.cuwcc.org/bmp/directories/contact.lasso?3205470
http://bmp.cuwcc.org/bmp/directories/contact.lasso?3205470
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?6921306
http://bmp.cuwcc.org/bmp/reviewhome.lasso?6921306
http://bmp.cuwcc.org/bmp/summaries/index.lasso?1753973
http://bmp.cuwcc.org/bmp/summaries/index.lasso?1753973
http://bmp.cuwcc.org/bmp/print/printindex.lasso?3347933
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BMP 14 Coverage: Residential ULFT
Replacement Programs
Reporting Unit: 
City of Corona, Water Utilities Department

MOU Exhibit 1 Coverage Requirement

A Reporting Unit (RU) must meet one of the following conditions to be in
compliance with BMP 14.

Condition 1: Retrofit-on-resale (ROR) ordinance in effect in service area.

Condition 2: Water savings from toilet replacement programs equal to 90% of Exhibit  6 coverage
requirement. 
An agency with an exemption for BMP 14 is not required to meet one of the above conditions. This report
treats an agency with missing base year data required to compute the Exhibit  6 coverage requirement as
out of compliance with BMP 14.

 

Coverage
Year

BMP 14
Data

Submitted

Exemption
Filed

ALAEA
Selected

ROR
Ordinance
in Effect

Exhibit 6
Coverage

Req'mt
(AF)

Program
Water Savings*

(AF)

1999 YES NO NO NO 56.33 262.72     

2000 YES NO NO NO 161.64 432.61     

2001 YES NO NO NO 309.35 623.32     

2002 YES NO NO NO 493.52 840.92     

2003 YES NO NO NO 708.90 1085.18     

2004 YES NO NO NO 950.73 1353.75     

2005 YES NO NO NO 1214.80 1635.52     

2006 YES NO NO NO 1497.34 1947.96     

2007 YES NO NO NO 1795.01 2264.97     

2008 YES NO NO NO 2104.80 2570.70     

*NOTE: Program water savings listed are net of the plumbing code. Savings are
cumulative (not annual) between 1991 and the given year. Residential ULFT count
data from unsubmitted forms are NOT included in the calculation.

BMP 14 COVERAGE STATUS SUMMARY as of 2009:
Water supplier has met the coverage requirements for this BMP.

    
 

http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#BMP14
http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/print/cover_bmp14_summary_p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?8343521
http://bmp.cuwcc.org/bmp/?8343521
http://bmp.cuwcc.org/bmp/?8343521
http://bmp.cuwcc.org/bmp/directories/contact.lasso?8913577
http://bmp.cuwcc.org/bmp/directories/contact.lasso?8913577
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4017513
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4017513
http://bmp.cuwcc.org/bmp/summaries/index.lasso?2079841
http://bmp.cuwcc.org/bmp/summaries/index.lasso?2079841
http://bmp.cuwcc.org/bmp/print/printindex.lasso?8007598


CUWCC BMP 14 Coverage Requirement Status
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BMP 14 Coverage: Residential ULFT
Replacement Programs
Reporting Unit: 
City of Corona, Water Utilities Department

BMP 14 Coverage Calculation Detail:
Retrofit on Resale (ROR) Ordinance 
Water Savings

 Single
Family

Multi-
Family

1992 Housing Stock 18837 9360

Average rate of natural replacement (% of remaining stock) .04 .04

Average rate of housing demolition (% of remining stock) .005 .005

Estimated Housing Units with 3.5+ gpf Toilets in 1997 15375.18 7639.84

Average resale rate .0575 .0433

Average persons per unit 4 3

Average toilets per unit 2 1

Average savings per home (gpd; from Exhibit 6) 41.9 47.2

Single Family Housing Units
Coverage

Year
Unretrofitted

Houses
Houses

Sold
Houses
Unsold

Sold and
Retrofitted

Sold and
Already

Retrofitted

Unsold
and

Retrofitted

Gross
ROR

Savings
(AFY)

Nat'l
Replacement
Only Savings

(AFY)

Net ROR
Savings
(AFY)

1999 13918.78 879.65 14418.65 879.65  576.75 230.80 191.17 39.63

2000 12600.34 875.25 14346.56 796.33 78.93 522.11 292.67 218.74 73.93

2001 11406.79 870.88 14274.83 720.90 149.98 472.66 348.68 245.22 103.46

2002 10326.29 866.52 14203.45 652.61 213.91 427.89 399.38 270.64 128.74

2003 9348.14 862.19 14132.44 590.79 271.40 387.35 445.28 295.05 150.23

2004 8462.65 857.88 14061.77 534.83 323.05 350.66 486.84 318.49 168.35

2005 7661.03 853.59 13991.46 484.17 369.42 317.45 524.45 340.99 183.46

2006 6935.35 849.32 13921.51 438.31 411.02 287.38 558.51 362.60 195.90

2007 6278.40 845.08 13851.90 396.79 448.29 260.16 589.34 383.36 205.98

2008 5683.69 840.85 13782.64 359.20 481.65 235.51 617.25 403.28 213.97

Multi Family Housing Units
Coverage

Year
Unretrofitted

Houses
Houses

Sold
Houses
Unsold

Sold and
Retrofitted

Sold and
Already

Retrofitted

Unsold
and

Retrofitted

Gross
ROR

Savings
(AFY)

Nat'l
Replacement
Only Savings

(AFY)

Net ROR
Savings
(AFY)

1999 7019.79 329.15 7272.49 329.15  290.90 123.71 107.01 16.70

2000 6450.06 327.51 7236.13 302.44 25.07 267.29 153.83 122.44 31.39

2001 5926.58 325.87 7199.95 277.89 47.98 245.60 181.50 137.26 44.24

2002 5445.57 324.24 7163.95 255.34 68.90 225.66 206.93 151.49 55.44

2003 5003.61 322.62 7128.13 234.61 88.00 207.35 230.29 165.15 65.14

2004 4597.52 321.00 7092.49 215.57 105.43 190.52 251.76 178.27 73.49

2005 4224.38 319.40 7057.03 198.08 121.32 175.06 271.48 190.87 80.61

http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/print/cover_bmp14_summary_p.lasso?Year=&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?7239301
http://bmp.cuwcc.org/bmp/?7239301
http://bmp.cuwcc.org/bmp/?7239301
http://bmp.cuwcc.org/bmp/directories/contact.lasso?3686556
http://bmp.cuwcc.org/bmp/directories/contact.lasso?3686556
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?2701191
http://bmp.cuwcc.org/bmp/reviewhome.lasso?2701191
http://bmp.cuwcc.org/bmp/summaries/index.lasso?4659998
http://bmp.cuwcc.org/bmp/summaries/index.lasso?4659998
http://bmp.cuwcc.org/bmp/print/printindex.lasso?8278497
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=14&BMP14_Type=summary&year_offset=2&cycle=05-06


CUWCC BMP 14 Coverage Requirement Status

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=14&BMP14_Type=detail&year_offset=2&cycle=05-06[9/30/2010 2:52:01 PM]

2006 3881.53 317.80 7021.74 182.00 135.80 160.85 289.61 202.97 86.64

2007 3566.50 316.21 6986.63 167.23 148.98 147.80 306.26 214.58 91.68

2008 3277.05 314.63 6951.70 153.66 160.97 135.80 321.56 225.73 95.83
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  Accounts & Water Use  

Reporting Unit Name:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year: 
2007 

2006 Data Reported Difference between Current and Last Year 
(Numbers only)

For Customer Classification Definitions (i.e. Single Family, Multi-Family) 
click HERE.   

 What is the reporting year?  Month Ending   Fiscal  June  

A. Service Area Population Information:   
1. Total service area population

  155700   -.4%  

B. Number of Accounts and Water Deliveries (AF)   

 Type Metered Unmetered Metered Unmetered Metered Unmetered

  No. of Accounts Water 
Deliveries (AF) No. of Accounts Water 

Deliveries (AF)
No. of 

Accounts

Water 
Deliveries 

(AF) 

No. of 
Accounts

Water 
Deliveries 

(AF)

No. of 
Accounts

Water 
Deliveries 

(AF) 

No. of 
Accounts

Water 
Deliveries 

(AF)

1. Single-Family
     34942  23694  0  0  +1.1%  +13.8%  %  %

2. Multi-Family
     1583  729  0  0  +.3%  +299.3%  %  %

3. Commercial
     2015  3808  0  0  +4%  +11.1%  %  %

4. Industrial
     1029  810  0  0  -.5%  +116.2%  %  %

5. Institutional
     577  2665  0  0  -71.8%  -51.1%  %  %

6. Dedicated Irrigation  
     692  7585  0  0  +56.1%  -6.4%  %  %

7. Recycled Water
     3  137  0  0  +1866.7%  +375.2%  %  %

8. Other
     113  323  0  0  -8.8%  +13.6%  %  %

9. Unaccounted NA
 

NA
   2520   0   %   %

 Total 41443 45266 0 0  40954  42271  0  0  +1.2%  +7.1%  %  %

 AF Conversion Calculator: Metered Unmetered Metered Unmetered Metered Unmetered

C. Comments   

 

 

  

    

http://bmp.cuwcc.org/bmp/onetime/showform.lasso?whichform=acctwateruse&Year=2007&ShowMissing=Yes&75942 [4/28/2010 11:53:09 AM]

http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/onetime/showform.lasso?whichform=acctwateruse&Year=2006&showmissing=yes
http://bmp.cuwcc.org/bmp/print/printform.lasso?whichform=acctwateruse&Year=2007
http://bmp.cuwcc.org/bmp/logout.lasso?4915699
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?4403323
http://bmp.cuwcc.org/bmp/directories/contact.lasso?582422
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?2684410
http://bmp.cuwcc.org/bmp/summaries/index.lasso?2776590
http://bmp.cuwcc.org/bmp/print/printindex.lasso?142485
http://bmp.cuwcc.org/bmp/directories/faq.lasso#Accounts_Water_Use
http://bmp.cuwcc.org/bmp/help/customer_class_help.htm
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_A1
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B1
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B2
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B3
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B4
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B5
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B6
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B7
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B7
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B8
http://www.abe.msstate.edu/Tools/Calculator/volume.php
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BMP 01: Water Survey Programs for Single-Family and Multi-
Family Residential Customers  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

2006 Data Reported Difference between 
Current and Last Year 

(Numbers only)
For Customer Classification Definitions (i.e. Single Family, Multi-Family) 
click HERE.   

A. Implementation     
1. Based on your signed MOU date, 03/03/1996, your Agency STRATEGY 
DUE DATE is no later than:

03/03/1998   

2. Has your agency developed and implemented a targeting/ marketing 
strategy for SINGLE-FAMILY residential water use surveys? 

Yes  
No 

  yes  

 a. If YES, when was it implemented?  (Enter 4-digit year mm/dd/yyyy)
   1/1/1998  

3. Has your agency developed and implemented a targeting/ marketing 
strategy for MULTI-FAMILY residential water use surveys?

Yes   
No  

  yes  

 a. If YES, when was it implemented?  (Enter 4-digit year mm/dd/yyyy)
   1/1/1998  

B. Water Survey Data   

Survey Counts
Single 
Family 

Accounts

Multi-
Family 
Units

Single 
Family 

Accounts

Multi-
Family 
Units

Single 
Family 

Accounts

Multi-
Family 
Units

 1. Number of surveys offered:
   101  16  +13.9%  +25%

 2. Number of surveys completed:
   63  4  +19%  +250%

Indoor Survey: SF Accounts MF Units SF 
Accounts MF Units  

3. Check for leaks, including toilets, faucets and meter 
checks

Yes   
No  

Yes   
No  

 yes  yes  

4. Check showerhead flow rates, aerator flow rates, and 
offer to replace or recommend replacement, if necessary

Yes   
No  

Yes   
No  

 yes  yes  

5. Check toilet flow rates and offer to install or recommend 
installation of displacement device or direct customer to 
ULFT replacement program, as neccesary; replace leaking 
toilet flapper, as necessary

Yes   
No  

Yes   
No  

 yes  yes  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=01&Year=2007&ShowMissing=Yes&4061549 (1 of 3) [4/28/2010 11:11:43 AM]

http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=01&Year=2006
http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=01&Year=2008
http://bmp.cuwcc.org/bmp/print/printbmp.lasso?BMP=01&Year=2007
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?425442
http://bmp.cuwcc.org/bmp/directories/contact.lasso?1845768
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?2344562
http://bmp.cuwcc.org/bmp/summaries/index.lasso?737513
http://bmp.cuwcc.org/bmp/print/printindex.lasso?6797302
http://bmp.cuwcc.org/bmp/help/customer_class_help.htm
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_StrategyDueDate
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_MarketingSingleFamily
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_MarketingSingleFamily
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_CheckForLeaks
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_CheckFlowRates
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_CheckToilets


CUWCC BMP

Outdoor Survey: SF 
Accounts MF Units SF 

Accounts MF Units  

6. Check irrigation system and timers Yes   
No  

Yes   
No  

 yes  yes  

7. Review or develop customer irrigation schedule Yes   
No  

Yes   
No  

 yes  yes  

8. Measure landscaped area (Recommended but not 
required for surveys)

Yes   
No  

Yes   
No  

 yes  yes  

9. Measure total irrigable area (Recommended but not 
required for surveys)

Yes   
No  

Yes   
No  

 yes  yes  

10. Which measurement method is typically used 
(Recommended but not required for surveys)

Image-Based   
Measuring Tape   

Odometer Wheel   
Pacing   

Other   
None  

 Odometer Wheel  

11. Were customers provided with information packets that 
included evaluation results and water savings 
recommendations?

Yes   
No  

Yes   
No  

 yes  yes  

12. Have the number of surveys offered and completed, 
survey results, and survey costs been tracked?

Yes   
No  

Yes   
No  

 yes  yes  

a. If yes, in what form are surveys tracked? Database   
Spreadsheet   

Manual Activity   
None  

 spreadsheet  

 b. Describe how your agency tracks this information. CDWP keeps an excel 
spreadsheet of all the 
addresses that are offered 
the audit. Riverside Resource 
Conservation District tracts 
the audits that are performed 
and also provides a final 
report of all activities.  

 

C. "At Least As Effective As"   
1. Is your AGENCY implementing an "at least as effective as" variant of this 
BMP? 

Yes   
No  

  No  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=01&Year=2007&ShowMissing=Yes&4061549 (2 of 3) [4/28/2010 11:11:43 AM]

http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_CheckIrrigationSystem
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_IrrigationSchedule
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_MeasureLandscape
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_IrrigableArea
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_MeasurementMethod
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_CustomerInformationPkg
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_TrackingSurveys
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_TrackingSurveys
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_AtLeastAsEffectiveAs
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 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as." 

  

D. Comments   

   

    
You are viewing:  

BMP 01 2007 

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=01&Year=2007&ShowMissing=Yes&4061549 (3 of 3) [4/28/2010 11:11:43 AM]
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BMP 02: Residential Plumbing Retrofit  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

2006 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Implementation   

1. Is there an enforceable ordinance in effect in your service area requiring 
replacement of high-flow showerheads and other water use fixtures with 
their low-flow counterparts?

Yes   
No  

  no  

a. If YES, list local jurisdictions in your service area and code or ordinance in each: 

 

  

2. Has your agency satisfied the 75% saturation requirement for single-
family housing units?

Yes   
No  

  no  

3. Estimated percent of single-family households with low-flow showerheads:
%   30   +50%

4. Has your agency satisfied the 75% saturation requirement for multi-family 
housing units?

Yes   
No  

  no  

5. Estimated percent of multi-family households with low-flow showerheads:
%   59   +10.2%

 6.a. If YES to 2 OR 4 above, did your survey methodology fully comply with 
the requirements of BMP 2? 

Yes   
No  

  yes  

 6.b. If YES to 2 OR 4 above, please describe how saturation was determined, including the 
dates and results of any survey research.  

 

  

B. Low-Flow Device Distribution Information   
1. Has your agency developed a targeting/ marketing strategy for 
distributing low-flow devices?

Yes   
No  

  yes  

 a. If YES, when did your agency begin implementing this strategy? 
(Use four-digit year, mm/dd/yyyy)    1/1/1998  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=02&Year=2007&showmissing=yes (1 of 3) [4/28/2010 11:12:40 AM]

http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=01&Year=2007&showmissing=yes&259733
http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=02&Year=2006
http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=02&Year=2008
http://bmp.cuwcc.org/bmp/print/printbmp.lasso?BMP=02&Year=2007
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?4586627
http://bmp.cuwcc.org/bmp/directories/contact.lasso?2028304
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?8413679
http://bmp.cuwcc.org/bmp/summaries/index.lasso?3029648
http://bmp.cuwcc.org/bmp/print/printindex.lasso?9752617
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_EnforceableOrdinance
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_EnforceableOrdinance
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_LocalJurisdictions
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_SFHouseholdsWithLFShowerheads
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_MFHouseholdsWithLFShowerheads
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_SFSaturationRequirements
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_MarketingStrategy


CUWCC BMP

 b. Common targeting/ marketing 
methods.

Direct Mail to Owners   
Direct Mail to Residents   

Telemarketing   
Bill Stuffer   

Bill Messages   
Door-to-Door   

PSAs   
Other   

  
Other

 

 c. Describe your targeting/ marketing strategy. CDWP markets its low flow 
device program at community 
events, through our 
education program,at our 
billing front counter, and 
through brochures  

 

Low-Flow Devices Distributed/ Installed SF 
Accounts

MF Units SF 
Accounts

MF Units SF 
Accounts

MF Units

 2. Number of low-flow showerheads distributed:
   420  250  +54.8%  +72%

 3. Number of toilet-displacement devices distributed:
   0  0  %  %

 4. Number of toilet flappers distributed:
   0  0  %  %

 5. Number of faucet aerators distributed:
   654  0  -15.9%  %

6. Does your agency track the distribution and cost of low-flow devices? Yes   
No  

  yes  

 a. If YES, in what format are low-flow devices 
tracked?

Database   
Spreadsheet   

Manual Activity   
None  

 Spreadsheet  

 b. If yes, describe your tracking and distribution system : A spreadsheet is maintained 
to track the amount of 
devices distributed, etc... 

 

C. "At Least As Effective As"   
1. Is your AGENCY implementing an "at least as effective as" variant of this 
BMP? 

Yes   
No  

  No  
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 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as."  

 

  

D. Comments   

 We also distributed approx. 
450 low-flow water hose 
nozzles... 
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BMP 03: System Water Audits, Leak Detection and Repair  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

2006 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Implementation   

1. Does your agency own or operate a water distribution system? Yes  
No 

  yes  

 - IF YOU ANSWERED NO TO #1, YOU ARE DONE WITH THE FORM. 
- IF YOU ANSWERED YES TO #1, PLEASE ANSWER THE FOLLOWING 
QUESTIONS. 

   

2. Has your agency completed a pre-screening system audit for this 
reporting year?

Yes  
No 

  yes  

3. If YES, enter the values (AF/Year) used to calculate verifiable use as a percent of total 
production: Unit Conversion Calculator

  

 a. Determine metered sales (AF)
   39412   +5.1%

 b. Determine other system verifiable uses (AF)
   1.74   +244.8%

 c. Determine total supply into the system (AF)
   41934   +14.8%

 d. Using the numbers above, if (Metered Sales + Other Verifiable 
Uses) / Total Supply is < 0.9 then a full-scale system audit is 
required. (This number will automatically calculate when you Save 
the Session) 

0.86   

4. Does your agency keep necessary data on file to verify the values 
entered in question 3? 

Yes  
No 

  yes  

5. Did your agency complete a full-scale system water audit during this 
report year?

Yes  
No 

  yes  

6. Does your agency maintain in-house records of audit results or the 
completed AWWA M36 audit worksheets for the completed audit which 
could be forwarded to CUWCC?

Yes  
No 

  yes  

7. Does your agency operate a system leak detection program? Yes  
No 

  yes  

 a. If yes, describe the leak detection program: CDWP has a contract w/ 
Hughes Utility Service Group 
to conduct the Leak 
Detection Program. The Cit's 
Operations division 
determines the areas to be 
tested. Hughes completes 
the observations and 
determines if there is a leak. 
A report is then submitted to 
the City.  

 

B. Survey Data   
1. Total number of miles of distribution system line: 

   605   +.2%

2. Number of miles of distribution system line surveyed:
   5.2   0%
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C. "At Least As Effective As"   
1. Is your agency implementing an "at least as effective as" variant of this 
BMP? 

Yes  
No 

  No  

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as."  

  

D. Comments   

 CDWP Leak Detection 
Program also tested 159 
hydrants.  

 

 
 
 
 
 
 
 
The following information is being requested for research purposes in the redesign of 
the BMP03 requirements. Although filling in this information is purely voluntary, 
assembling this data will greatly aid the understanding of member water agency 
distribution systems. This information will not be used to calculate your compliance with 
the present BMP03. Please add comments (e.g. meter testing & budgets) at the end of 
the section.
E. Volumes
 2006 Data Reported

 Estimated Verified Estimated Verified
1. Volume of raw water supplied to the system 

    

2. Volume treated water supplied into the system 
    

3. Volume of water exported from the system
    

4. Volume of billed authorized metered consumption
    

5. Volume of billed authorized un-metered consumption
    

6. Volume of unbilled authorized metered consumption
    

7. Volume of unbilled authorized unmetered consumption
    

F. Infrastructure and Hydraulics
 1. Are system input (source or master meter) volumes metered at the entry to the: Distribution System   

Treatment Facility   
Both   

  

2. How frequently are system input volumes tested and calibrated: 
# months   

  Estimated Verified Estimated Verified
3. Length of mains 

    

4. What % distribution of mains are rigid pipes (metal, ac, concrete)
    

5. Number of service connections
    

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=03&Year=2007&showmissing=yes (2 of 4) [4/28/2010 11:13:41 AM]

http://bmp.cuwcc.org/bmp/help/BMP3_NEW_help.htm#BMP3_C1
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_E1_E2
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_E1_E2
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_E3
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_E4
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_E5
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_E6
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_E7
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_F2
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_F3
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_F4
http://bmp.cuwcc.org/bmp/help/BMP3_VoluntarySection_help.htm#BMP3_F5


CUWCC BMP

6. What % of service connections are rigid pipes (metal)
    

 7. Are residential properties fully metered? Yes   
No  

  

 8. Are non-residential properties fully metered? Yes   
No  

  

  Estimated Verified Estimated Verified
9. Provide an estimate of customer meter under-registration:   

10. Average length of customer service line from the main to the point of the meter:   

11. Average system pressure: 
   

12. Range of system pressures:
From  to  

13. What percentage of the system is fed from gravity feed:   

14. What percentage of the system is fed by pumping and re-pumping: 
   

G. Maintenance Questions
 1. Who is responsible for providing, testing, repairing and replacing customer meters?: Utility  

Customer  

  

 2. Does your agency test, repair and replace your meters on a regular timed schedule? Yes   
No   

  

 a. If yes, does your agency test by meter size or customer category? Meter Size   
Customer Category  

  

 b. If yes to meter size, please provide the frequency of testing by meter size:   

               Less than or equal to 1" #  years   

               1.5" to 2" #  years   

               3" and Larger #  months   

 c. If yes to customer category, provide the frequency of testing by customer category:   

               SF residential #  years   

               MF residential #  years   

               Commercial #  months   

               Industrial & Institutional #  months   

 3. Who is responsible for repairs to the customer lateral or customer service line?: Utility   
Customer   

  

 4. Who is responsible for service line repairs downstream of the customer meter?: Utility   
Customer   

  

 5. Does your agency proactively search for leaks using leak survey techniques or does your utility reactively repair 
leaks which are called in, or both?

Leak Survey Techniques   
Leak Repairs   

Both   
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 6. What is the utility budget breakdown for:   

 Leak Detection
$   

 Leak Repair
$   

 Auditing and Water Loss Evaluation
$   

 Meter Testing
$    

H. Comments  

   

    
You are viewing:  

BMP 03 2007 
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BMP 04: Metering with Commodity Rates for all New Connections and 
Retrofit of Existing 
Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

A. Implementation
1. Does your agency have any unmetered service connections? Yes   

No  

 a. If YES, has your agency completed a meter retrofit plan? Yes   
No  

 b. If YES, number of previously unmetered accounts fitted with meters during report 
year:  

2. Are all new service connections being metered? Yes   
No   

3. Are all new service connections being billed volumetrically with meters? Yes   
No   

4. Has your agency completed and submitted electronically to the Council a written plan, 
policy or program to test, repair and replace meters? 

Yes   
No   

5. Please fill out the following matrix: 

 
Account 

Type 

Number of 
Metered 
Accounts

Number of 
Metered 

Accounts 
Read

Number of 
Metered 

Accounts 
Billed by 
Volume

Billing 
Frequency Per 

Year

Number of 
Volume 

Estimates

 a. Single Family
     

 b. Multi-Family
     

 c. Commercial
     

 d. Industrial
     

 e. Institutional
     

 f. Landscape 
   Irrigation      

B. Feasibility Study 
1. Has your agency conducted a feasibility study to assess the merits of a program to 
provide incentives to switch mixed-use accounts to dedicated landscape meters? 

Yes   
No  

 a. If YES, when was the feasibility study conducted? (mm/dd/yyyy)
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 b. Describe the feasibility study: 

 

2. Number of CII accounts with mixed-use meters:
 

3. Number of CII accounts with mixed-use meters retrofitted with dedicated irrigation meters 
during reporting period.  

C. "At Least As Effective As"
1. Is your agency implementing an "at least as effective as" variant of this BMP? Yes   

No  

 a. If YES, please explain in detail how your implementation of this BMP differs from Exhibit 1 and why you 
consider it to be "at least as effective as." 

D. Comments
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BMP 05: Large Landscape Conservation Programs and 
Incentives  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

2006 Data Reported Difference between Current and 
Last Year (Numbers only)

A. Water Use Budgets   

 1. Number of Dedicated Irrigation Meter Accounts:
   1100   -1.8%

2. Number of Dedicated Irrigation Meter Accounts with Water Budgets:
   0   %

3. Budgeted Use for Irrigation Meter Accounts with Water Budgets (AF) 
during reporting period:    0   %

4. Actual Use for Irrigation Meter Accounts with Water Budgets (AF) during 
reporting period:    0   %

 5. Does your agency provide water use notices to accounts with budgets 
each billing cycle?

Yes   
No  

  no  

B. Landscape Surveys   
1. Has your agency developed a marketing / targeting strategy for 
landscape surveys? 

Yes   
No  

  yes  

 a. If YES, when did your agency begin implementing this strategy? 
(Year must be four digit mm/dd/yyyy)    1/1/1996  

 b. Description of marketing / targeting strategy: 

 

Direct mail letters are sent to customers who 
are identified as high water users 

 

 2. Number of Surveys Offered during reporting period:
   3   +166.7%

 3. Number of Surveys Completed during reporting period:
   3   +166.7%

4. Indicate which of the following Landscape Elements are part of your survey:   

 a. Irrigation System Check Yes   
No  

  yes  

 b. Distribution Uniformity Analysis Yes   
No  

  yes  

 c. Review / Develop Irrigation Schedules Yes   
No  

  yes  

 d. Measure Landscape Area Yes   
No  

  yes  
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 e. Measure Total Irrigable Area Yes   
No  

  yes  

 f. Provide Customer Report / Information Yes   
No  

  yes  

5. Do you track survey offers and results? Yes   
No  

  yes  

  6. Does your agency provide follow-up surveys for previously completed 
surveys?

Yes   
No  

  yes  

a. If YES, describe below:  When an audit is completion the water 
usage is monitored for 3-6 months. There is 
usually a reduction in water usage. If not, 
customers have the option to have another 
survey completed.  

 

C. Other BMP 5 Actions   
1. An agency can provide mixed-use accounts with ETo-based landscape 
budgets in lieu of a large landscape survey program.  
Does your agency provide mixed-use accounts with landscape budgets? 

Yes   
No  

  no  

 2. Number of CII mixed-use accounts with landscape budgets.
   0   %

 Number of CII accounts with mixed-use meters retrofitted with 
dedicated irrigation meters during reporting period. (From BMP 4 
report)

165   

 Total number of change-outs from mixed-use to dedicated irrigation 
meters since Base Year.

420   

 3. Do you offer landscape irrigation training? Yes   
No  

  yes  

4. Does your agency offer financial incentives to improve landscape water 
use efficiency? If YES, provide the following information for the reporting 
period:

Yes   
No  

  yes  

 Type of Financial Incentive: Budget 
(Dollars/ 

Year)

Number 
Awarded 

to 
Customers

Total 
Amount 
Awarded

Budget 
(Dollars/ 

Year)

Number 
Awarded 

to 
Customers

Total 
Amount 
Awarded

Budget 
(Dollars/ 

Year)

Number 
Awarded 

to 
Customers

Total 
Amount 
Awarded

 a. Rebates
    0  0  0  %  %  %

 b. Loans
    0  0  0  %  %  %

 c. Grants
    0  0  0  %  %  %

 5. Do you provide landscape water use efficiency information to new 
customers and customers changing services? 

Yes   
No  

  yes  
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 a. If YES, describe below:  New customers are provided with a move-in 
package that includes information on water-
wise landscaping and irrigation.  

 

 6. Do you have irrigated landscaping at your facilities? Yes   
No  

  yes  

 a. If yes, is it water-efficient? Yes   
No  

  yes  

 b. If yes, does it have dedicated irrigation metering? Yes   
No  

  yes  

7. Do you provide customer notices at the start of the irrigation season? Yes   
No  

  yes  

8. Do you provide customer notices at the end of the irrigation season? Yes   
No  

  yes  

D. "At Least As Effective As"   
1. Is your AGENCY implementing an "at least as effective as" variant of 
this BMP? 

Yes   
No  

  No  

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as." 

  

E. Comments   
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BMP 06: High-Efficiency Washing Machine Rebate Programs 
Reporting Unit:  
City of Corona, Water Utilities 
Department 

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

A. Coverage Goal (Entered in 2005 Report Form) 

     Single    
   Family   

Multi- 
Family

1. Number of residential dwelling units in the agency service area. 32,113 13,281 

2. Coverage Goal = 3,486 Points 

B. Implementation 

1. Does your agency offer rebates for residential high-efficiency washers? Yes   
No  

  Total Value of Financial Incentives  

  

HEW Water Factor

Number 
of 

Financial 
Incentives 

Issued

Retail 
Water 
Agency

Wholesaler/ 
Grants 

(if applicable)

Energy 
Utility 

(if applicable)
TOTAL POINTS 

AWARDED

  2. Greater than 8.5 
but not exceeding 9.5 
(1 point)

 
$

 $  $  $ 0 0 

  3. Greater than 6.0 
but not exceeding 8.5 
(2 points)

 
$

 $  $  $ 0 0 

  4. Less than or equal 
to 6.0 
(3 points)

 
$

 $  $  $ 31,240 852 

  TOTALS: 284 $ 
31,240 $ 0 $ 0 $ 31,240 852

C. Past Credit Points (Entered in 2005 Report Form)

 HEW incentives issued before July 1, 2004 =  
690 Total Points

 Method Two: Agency earns 1 point for each HEW
  

 
Number of 
Financial 

Incentives 
Issued

Total Value of 
Water Agency 

Financial 
Incentives

POINTS 
AWARDED

  4. Total HEWs installed 690 $ 53,375 690 

  PAST CREDIT 
TOTALS: 690 $ 53,375 690 

D. Rebate Program Expenditures 
 1. Average or Estimated Administration and Overhead

$  

 2. Is the financial incentive offered per HEW at least equal to the marginal benefits of the 
water savings per HEW? 

Yes   
No  
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E. "At Least As Effective As"
1. Is your agency implementing an "at least as effective as" variant of this BMP?   Yes   

No  

 a. If YES, please explain in detail how your implementation of this BMP differs from Exhibit 1 and 
why you consider it to be "at least as effective as."  

F. Comments
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BMP 07: Public Information Programs  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

2006 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Implementation

1. How is your public information program implemented?   

 a. Wholesaler implements program (none or minimal retailer 
participation)  
     1. Which wholesaler(s)? 

      

 Wholesaler and retailer both 
participate in program   

 

 b. Wholesaler and retailer both participate in program  
     1. Which wholesaler(s)? 

      

   

 c. Retailer runs program without wholesaler sponsorship   

 d. No public information program being implemented    

 - IF YOU CHECKED "1.a.", YOU ARE FINISHED WITH THIS FORM. 
   Your wholesaler will report on all program activities. 
- If you checked "1.b." or "1.c.", please answer the following questions for 
only YOUR agency's program (do not include wholesaler activities): 

  

  2. Describe the program and how it's organized.  

    

CDWP actively promotes 
conservation programs that 
are offered to single and 
multifamily units as well as 
commercial, industrial and 
institutional customers. 
Additionally, programs are 
promoted at City sponsored 
events, in brochures, at 
landscape classes and in bill 
stuffers.  
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 3. Indicate which and how many of the following activities are included in your public 
information program:

  

 
Public Information Program Activity in 
Retail Service Area Yes/No Number of 

Events Yes/No Number of 
Events  

Number of 
Events

   a. Paid Advertising Yes   
 No   

  yes  5   +40%

 b. Public Service Announcement Yes   
 No   

  yes  3   +33.3%

  c. Bill Inserts / Newsletters / Brochures Yes   
 No   

  yes  5   +20%

  d. Bill showing water usage in comparison to 
previous year's usage

Yes   
 No   

   

 e. Demonstration Gardens Yes   
 No   

  yes  2   0%

  f. Special Events, Media Events Yes   
 No   

  yes  11   +18.2%

 g. Speaker's Bureau Yes   
 No   

  yes  5   +40%

  h. Program to coordinate with other government 
agencies, industry and public interest groups and 
media

Yes   
 No   

  yes   

B. Conservation Information Program Expenditures 
 1. Annual Expenditures (Excluding Staffing)

   2500   

C. "At Least As Effective As"
1. Is your AGENCY implementing an "at least as effective as" variant of 
this BMP?

Yes   
No  

  No  

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as." 

  

D. Comments
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BMP 08: School Education Programs  

Reporting Unit:  
City of Corona, Water Utilities 
Department 

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

2006 Data Reported Difference between Current and Last Year
(Numbers only)

A. Implementation
1. How is your school education program implemented?   

 a. Wholesaler implements program (none or minimal retailer participation)  
     1. Which wholesaler(s)? 

     

 Wholesaler and retailer both participate in program    

 b. Wholesaler and retailer both participate in program  
     1. Which wholesaler(s)? 

     

   

 c. Retailer runs program without wholesaler sponsorship    

 d. No school education program being implemented    

- IF YOU CHECKED "1.a.", YOU ARE FINISHED WITH THIS FORM. 
   Your wholesaler will report on all program activities. 
- If you checked "1.b." or "1.c.", please answer the following questions for only 
YOUR agency's program (do not include wholesaler activities): 

  

 2. Please provide information on your school programs (by grade level): 

   Grade   Are grade- 
appropriate 

materials 
  distributed?  

No. of class 
presentations

No. of 
students 
reached

No. of 
teachers' 

workshops

Are grade- 
appropriate 

materials 
  distributed?  

No. of class 
presentations

No. of 
students 
reached

No. of 
teachers' 

workshops

Are grade- 
appropriate 

materials 
  distributed?  

No. of class 
presentations

No. of 
students 
reached

No. of 
teachers' 

workshops

 Grades K-3rd Yes   
 No   

    yes  74  1482  7   -2.7%  -2.2%  %

 Grades 4th-6th Yes   
 No   

    yes  47  1596  18   +51.1%  +56.3%  %

 Grades 7th-8th Yes   
 No   

    yes  2  76  2   +400%  +178.9%  %

 High School Yes   
 No   

    yes  13  293  3   +30.8%  +38.9%  %

 3. Did your Agency's materials meet state education framework requirements? Yes   
No  

  yes  

 4. When did your Agency begin implementing this program? (Year must be four 
digit mm/dd/yyyy)    01/01/1996  

B. School Education Program Expenditures 
 1. Annual Expenditures (Excluding Staffing)

    

C. "At Least As Effective As"
1. Is your AGENCY implementing an "at least as effective as" variant of this BMP? Yes   

No  
  No  
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 a. If YES, please explain in detail how your implementation of this BMP differs from Exhibit 
1 and why you consider it to be "at least as effective as." 

  

D. Comments
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BMP 09: Conservation Programs for CII Accounts  

Reporting Unit:  
City of Corona, Water 
Utilities Department 

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

2006 Data Reported Difference between Current and Last Year
(Numbers only)

A. Implementation   
1. Has your agency identified and ranked COMMERCIAL customers 
according to use?

Yes   
No  

  yes  

2. Has your agency identified and ranked INDUSTRIAL customers according 
to use? 

Yes   
No  

  yes  

3. Has your agency identified and ranked INSTITUTIONAL customers 
according to use? 

Yes   
No  

  yes  

 Implement ONE or BOTH of the following TWO options: 
• Option A: CII Water Use Survey and Customer Incentives Program 
• Option B: CII Conservation Program Targets 
NOTE: If you choose to implement NEITHER of options A or B, please skip to section D and enter an 
explanation. 

  

Option A: CII Water Use Survey and Customer Incentives Program   
 4. Is your agency operating a CII water use survey and customer incentives 

program for the purpose of complying with BMP 9 under this option? If so, 
please describe activity during reporting period:

Yes   
No  

  yes  

 CII Surveys Commercial 
Accounts 

Industrial 
Accounts 

Institutional 
Accounts 

Commercial 
Accounts 

Industrial 
Accounts 

Institutional Accounts Commercial 
Accounts 

Industrial 
Accounts 

Institutional Accounts 

 a. Number of New 
Surveys Offered     0  0  0  %  %  %

 b. Number of New 
Surveys Completed     0  0  0  %  %  %

 c. Number of Site Follow-
ups of Previous Surveys 
(within 1 yr)

    0  0  0  %  %  %

 d. Number of Phone 
Follow-ups of Previous 
Surveys (within 1 yr)

    0  0  0  %  %  %

CII Survey 
Components

Commercial 
Accounts 

Industrial 
Accounts 

Institutional 
Accounts 

Commercial 
Accounts 

Industrial 
Accounts 

Institutional Accounts  

 e. Site Visit Yes   
No  

Yes   
No  

Yes   
No  

 no  no  no  

 f. Evaluation of all water-
using apparatus and 
processes 

Yes   
No  

Yes   
No  

Yes   
No  

 no  no  no  

 g. Customer report 
identifying recommended 
efficiency measures, 
paybacks and agency 
incentives

Yes   
No  

Yes   
No  

Yes   
No  

 no  no  no  

Agency CII Customer 
Incentives

Budget ($/Year) # Awarded to 
Customers

Total $ Amount 
Awarded

Budget ($/
Year) 

# Awarded 
to 

Customers

Total $ Amount 
Awarded

Budget ($/
Year) 

# Awarded 
to 

Customers

Total $ Amount 
Awarded

 h. Rebates
    77970  195  15000  -46.2%  -87.7%  -41.1%

 i. Loans
    0  0  0  %  %  %

 j. Grants
    0  0  0  %  %  %

 k. Others
    0  0  0  %  %  %

Option B: CII Conservation Program Targets  
 5. Does your agency track CII program interventions and water savings for the 

purpose of complying with BMP 9 under this option?
Yes   
No  

  no  

 6. Does your agency document and maintain records on how savings were 
realized and the method of calculation for estimated savings?

Yes   
No  

  no  
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7. System Calculated annual savings (AF/yr):  
 CII Programs Avg Savings (AF/yr) # Device 

Installations
Annual Savings/ 
Program (AF/yr) 

 # Device Installations  

 a. Ultra Low Flush Toilets .035004 0.14    

 b. Dual Flush Toilets .041748 0.00    

 c. High Efficiency Toilets .041748 0.00    

 d. High-Efficiency Urinals .069086 0.00    

 e. Non-Water Urinals .0921146 1.38    

 f. Commercial Clothes 
Washers (only coin-op; 
not industrial)

.116618 0.00    

 g. Cooling Tower 
Conductivity Controllers 

1.03225 2.06    

 h. Food Steamers .25 0.00    

 i. Ice Machines .834507 0.00    

 j. Pre-Rinse Spray Valves .084701 0.00    

 k. Steam Sterilizer 
Retrofits

1.538 0.00    

 l. X-ray Film Processors 2.57 0.00    

 Total System Calculated Savings: 3.59   
8. Estimated annual savings (AF/year) from agency programs not including the devices listed in 
Option B. 7., above:

  

 CII Programs Annual Savings 
(AF/yr)

CII Programs Annual Savings (AF/yr)  

 a. Site-verified actions taken by agency: 

 

  0  

 b. Non-site-verified actions taken by agency*: 

 

 
x 25%

   

 *Note: Agencies may credit 100% of estimated annual savings of interventions that have been site verified and 25% of 
estimated annual savings of interventions that have not been site verified. (BMP 9 E.4.c.)

 

 TOTAL CII Program Performance Target Savings: 4.59  

B. Conservation Program Expenditures for CII Accounts   

 This Year Next Year  This Year Next Year  This Year Next Year
1. Budgeted Expenditures

    77970  77970   -46.2%  -19.2%

2. Actual Expenditures
    18341    -51.8%  

C. "At Least As Effective As"   
1. Is your agency implementing an "at least as effective as" variant of this 
BMP? 

Yes   
No  

  No  

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as." 

 

    

D. Comments   
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BMP 11: Conservation Pricing 
Reporting Unit:  
City of Corona, Water Utilities 
Department 

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

A. Implementation
Water Service Rate Structure Data by Customer Class

 Select the Rate Structure assigned to the majority of your customers within a specific customer class. 
 
Commodity Charges are based on the amount of water used and result in volumetric revenue. Do 
NOT include: flat fees, monthly service charges, meter charges, minimum usage charges, and other 
revenue that is not dependant on the amount of water the customer consumes. An example of a 
"minimum usage" charge might be: customers are charged at least 6 units per month even if they use 
only 2 units. 

1. Single Family Residential 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

2. Multi-Family Residential 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

3. Commercial

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

4. Industrial 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

5. Institutional / Government 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

6. Dedicated Irrigation (potable) 
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 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

7. Recycled-Reclaimed 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

8. Raw 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

9. Other 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

B. Implementation Options 
Select Either Option 1 or Option 2:

 

1. Option 1: Use Annual Revenue As Reported  
    V/(V+M) >= 70% 
     V = Total annual revenue from volumetric rates 
      M = Total annual revenue from customer meter/service (fixed) charges

 

 

2. Option 2: Use Canadian Water & Wastewater Association 
Rate Design Model 
    V/(V+M) >= V'/(V'+M') 
      V = Total annual revenue from volumetric rates 
      M = Total annual revenue from customer meter/service (fixed) charges 
      V' = The uniform volume rate based on the signatory's long-run incremental cost of service 
      M' = The associated meter charge

 

a. If you selected Option 2, has your agency submitted to the Council a 
completed Canadian Water & Wastewater Association rate design 
model?

Yes    
No  

 b. Value for V' (uniform volume rate based on agency's long-run 
incremental cost of service) as determined by the Canadian Water & 
Wastewater Association rate design model:

 

 c. Value for M' (meter charge associated with V' uniform volume rate) 
as determined by the Canadian Water & Wastewater Association rate 
design model:

 

C. Retail Wastewater (Sewer) Rate Structure Data by Customer Class

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=11&Year=2007&showmissing=yes (2 of 4) [4/28/2010 11:30:22 AM]
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1. Does your agency provide sewer service? (If YES, answer questions 2 - 7 
below, else continue to section D.)

Yes   
No  

 2. Single Family Residential 

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

 3. Multi-Family Residential 

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

 4. Commercial

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

 5. Industrial 

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

 6. Institutional / Government 

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

 7. Recycled-Reclaimed 

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

D. "At Least As Effective As"
1. Is your agency implementing an "at least as effective as" variant of this 
BMP? 

Yes    
No  

 

a. If YES, please explain in detail how your implementation of this BMP differs from Exhibit 1 and 
why you consider it to be "at least as effective as." 

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=11&Year=2007&showmissing=yes (3 of 4) [4/28/2010 11:30:22 AM]
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E. Comments
 

    
You are viewing:  

BMP 11 2007 
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BMP 12: Conservation Coordinator  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

2006 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Implementation   

 1. Does your Agency have a conservation coordinator? Yes   
No  

  yes  

 2. Is a coordinator position supplied by another agency with which you 
cooperate in a regional conservation program ?

Yes   
No  

  no  

 a. Partner agency's name:
   

 3. If your agency supplies the conservation coordinator:   

 a. What percent of this position is dedicated to conservation?
% 80 +6.3% 

 b. Coordinator's Name
 Cordell Chavez  

 c. Coordinator's Title
 Public Affairs Specialist  

 d. Coordinator's Experience and 
Number of Years  2 yrs.  

 e. Date Coordinator's position was created (mm/dd/yyyy) 
 08/01/2000  

 4. Number of conservation staff (FTEs), including Conservation 
Coordinator.  2 0% 

B. Conservation Program Expenditures   
1. Staffing Expenditures (In-house Only)

 158652  

2. BMP Program Implementation Expenditures 
   (Total of all BMPs)  192133  

C. "At Least As Effective As"   
1. Is your agency implementing an "at least as effective as" variant of this 
BMP? 

Yes   
No  

 no  
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 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as." 

  

D. Comments   

   

    
You are viewing:  

BMP 12 2007 
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BMP 13: Water Waste Prohibition  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

2006 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Requirements for Documenting BMP Implementation   

 1. Is a water waste prohibition ordinance in effect in your service area? 
 

Yes   
No  

  yes  

 a. If YES, describe the ordinance: 

 

 

Chapter 13.08 of the Corona 
Municipal Code sets forth 
uniform requirements for all 
persons and private or public 
entities who discharge 
wastewater into the sewage 
system of the city and also 
sets forth procedures for 
complying with requirements 
imposed upon the city by 
other regulatory agencies. 

 

 2. Is a copy of the most current ordinance(s) on file with CUWCC? Yes   
No  

  no  

 a. List local jurisdictions in your service area in the first text box and water waste 
ordinance citations in each jurisdiction in the second text box: 

  

City of 
Corona 

Municipal 
Code 13.08  

 

B. Implementation   
1. Indicate which of the water uses listed below are prohibited by your 
agency or service area. 

    

 a. Gutter flooding Yes   
No  

  yes  

 b. Single-pass cooling systems for new connections Yes   
No  

  yes  
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 c. Non-recirculating systems in all new conveyor or car wash 
systems

Yes   
No  

  yes  

 d. Non-recirculating systems in all new commercial laundry 
systems

Yes   
No  

  yes  

 e. Non-recirculating systems in all new decorative fountains Yes   
No  

  yes  

 f. Other, please name 

 
Yes   
No  

  no  

 2. Describe measures that prohibit water uses listed above: 

 

There is on-going monitoring 
and approved enforcement 
response plan that is 
periodically implemented.  

 

Water Softeners:   

 3. Indicate which of the following measures your agency has supported in 
developing state law:

    

 a. Allow the sale of more efficient, demand-initiated 
regenerating DIR models.

Yes   
No  

  yes  

 b. Develop minimum appliance efficiency standards that:  
  

 i.) Increase the regeneration efficiency 
standard to at least 3,350 grains of hardness 
removed per pound of common salt used. 

Yes   
No  

  yes  

 ii.) Implement an identified maximum number 
of gallons discharged per gallon of soft water 
produced. 

Yes   
No  

  yes  

 c. Allow local agencies, including municipalities and special 
districts, to set more stringent standards and/or to ban on-
site regeneration of water softeners if it is demonstrated and 
found by the agency governing board that there is an 
adverse effect on the reclaimed water or groundwater supply.

Yes   
No  

  yes  

 4. Does your agency include water softener checks in home water audit 
programs? 

Yes   
No  

  yes  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=13&Year=2007&showmissing=yes (2 of 3) [4/28/2010 11:31:04 AM]
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 5. Does your agency include information about DIR and exchange-type 
water softeners in educational efforts to encourage replacement of less 
efficient timer models?

Yes   
No  

  yes  

C. "At Least As Effective As"   
1. Is your AGENCY implementing an "at least as effective as" variant of 
this BMP? 

Yes   
No  

  no  

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as."  

 

  

D. Comments   

   

    
You are viewing:  

BMP 13 2007 
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BMP 14: Residential ULFT Replacement Programs  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2007 

2006 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Implementation   

Number of Non-Efficient Toilets Replaced With 1.6 gpf Toilets During 
Report Year

  

  Single-
Family 

Accounts

Multi-
Family 
Units

Single-
Family 

Accounts

Multi-
Family 
Units

 

1. Does your Agency have program(s) for replacing high-
water-using toilets with ultra-low flush toilets (1.6 gpf)? 

Yes   
No  

Yes   
No  

 yes  yes  

 Replacement Method SF 
Accounts

MF Units SF 
Accounts

MF Units SF 
Accounts

MF Units

2. Rebate
   66  0  -60.6%  %

3. Direct Install
   0  0  %  %

4. CBO Distribution
   1181  186  -54.2%  -79.6%

5. Other
   0  0  %  %

 Total 567 38  1247  186  

Number of Non-Efficient Toilets Replaced With 1.28 gpf High-Efficiency 
Toilets (HETs) During Report Year

  

6. Does your Agency have program(s) for replacing high-
water-using toilets with high-efficiency toilets (1.28 gpf)? 

Yes   
No  

Yes   
No  

 yes  yes  

 Replacement Method SF 
Accounts

MF Units SF 
Accounts

MF Units SF 
Accounts

MF Units

7. Rebate
   0  0  %  %

8. Direct Install
   0  0  %  %

9. CBO Distribution
   0  0  %  %

10. Other
   0  0  %  %

 Total 8 0  0  0  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=14&Year=2007&showmissing=yes (1 of 3) [4/28/2010 11:31:22 AM]
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Number of Non-Efficient Toilets Replaced With 1.2 gpf HETs (Dual-Flush) 
During Report Year

  

11. Does your Agency have program(s) for replacing high-
water-using toilets with dual-flush toilets? 

Yes   
No  

Yes   
No  

   

 Replacement Method SF 
Accounts

MF Units SF 
Accounts

MF Units SF 
Accounts

MF Units

12. Rebate
   0  0  %  %

13. Direct Install
    0  %  %

14. CBO Distribution
   0  0  %  %

15. Other
   0  0  %  %

 Total 0 0  0  0  
16. Describe your agency's ULFT, HET, and/or Dual-Flush Toilet programs for single-family 
residences. 

 

CDWP provides a toilet 
rebate program for homes 
that were built prior to 1992. 
Homes that have not 
participated in the program 
are eligible for a $60 rebate. 
A yearly distribution program 
is also conducted in April or 
May, where toilets are 
distributed to residents for 
$20 & $35 (pending toilet 
size). This program is 
coordinated through a 
contractor with assistance 
from 4 of our local high 
schools.  

 

17. Describe your agency's ULFT, HET, and/or Dual-Flush Toilet programs for multi-family 
residences. 

 

The same programs are 
provided to multi-family 
residences. Additional 
marketing is conducted to 
promote the programs. Also, 
Multi-family residences 
installing 10 or more toilets 
are eligible for free delivery 
and pick up.  

 

18. Is a toilet retrofit on resale ordinance in effect for your service area? Yes   
No  

  no  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=14&Year=2007&showmissing=yes (2 of 3) [4/28/2010 11:31:22 AM]
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19. List local jurisdictions in your service area in the left box and ordinance citations in each 
jurisdiction in the right box: 

  

   

B. Residential ULFT Program Expenditures   
1. Estimated cost per replacement:

$     97     %

C. "At Least As Effective As"   
1. Is your AGENCY implementing an "at least as effective as" variant of this 
BMP? 

Yes   
No  

  no  

 a. If YES, please explain in detail how your implementation of this BMP differs 
from Exhibit 1 and why you consider it to be "at least as effective as." 

 

  

D. Comments   

   

    
You are viewing:  

BMP 14 2007 
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BMP 01 Coverage: Water Survey Programs for Single-Family 
and Multi-Family Residential Customers 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement 
No exemption request filed

Agency indicated "at least as effective as" implementation 
during report period?

No 

A Reporting Unit (RU) must meet three conditions to satisfy strict compliance for 
BMP 1. 
 
Condition 1: Adopt survey targeting and marketing strategy on time  
 
Condition 2: Offer surveys to 20% of SF accounts and 20% of MF units during report period  
 
Condition 3: Be on track to survey 15% of SF accounts and 15% of MF units within 10 years of 
implementation start date. 

Test for Condition 1 

City of Corona, Water Utilities Department to 
Implement Targeting/Marketing Program by: 

1999  

 Single-Family Multi-Family 
Year City of Corona, Water Utilities Department 
Reported Implementing Targeting/Marketing 
Program: 

1998 1998 

City of Corona, Water Utilities Department Met 
Targeting/Marketing Coverage Requirement: YES YES 

Test for Condition 2 

 Single-Family Multi-Family 
Survey Program 
to Start by: 1998 

Residential Survey 
Offers (%) 0.99%  0.49%  

Reporting Period: 07-08 Survey Offers > 20% NO NO 

Test for Condition 3 

 Completed Residential 
Surveys 

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=01&year_offset=&cycle=07-08 (1 of 2) [4/28/2010 10:10:03 AM]
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   Single Family Multi-Family 
Total Completed Surveys 1999 - 2008: 568 119 

Credit for Surveys Completed Prior to 
Implementation of Reporting Database 

129 16 

Total + Credit 697 135 

Residential Accounts in Base Year 25,048 11,874 

City of Corona, Water Utilities Department Survey 
Coverage as % of Base Year Residential Accounts 2.78%  1.14%  

Coverage Requirement by Year 10 of 
Implementation per Exhibit 1 13.50%  13.50%  

City of Corona, Water Utilities Department on 
Schedule to Meet 10-Year Coverage Requirement NO NO 

BMP 01 COVERAGE STATUS SUMMARY: 
Water supplier is not currently on track to meet the coverage 
requirements for this BMP. 

    
 

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=01&year_offset=&cycle=07-08 (2 of 2) [4/28/2010 10:10:03 AM]
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BMP 02 Coverage: Residential Plumbing Retrofit 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
No exemption request filed   
Agency indicated "at least as effective as" implementation during 
report period?

No 

An agency must meet one of three conditions to satisfy strict compliance for BMP 2. 

Condition 1: The agency has demonstrated that 75% of SF accounts and 75% of MF units 
constructed prior to 1992 are fitted with low-flow showerheads.  
 
Condition 2: An enforceable ordinance requiring the replacement of high-flow showerheads and other 
water use fixtures with their low-flow counterparts is in place for the agency's service area.  
 
Condition 3: The agency has distributed or directly installed low-flow showerheads and other low-flow 
plumbing devices to not less than 10% of single-family accounts and 10% of multi-family units 
constructed prior to 1992 during the reporting period. 

Test for Condition 1 

 Single-Family Multi-Family

Report Year Report 
Period

Reported 
Saturation

Saturation > 
75%?

Reported 
Saturation

Saturation > 
75%?

1999 99-00 5.31% NO 10.14% NO

2000 99-00 6.90% NO 12.54% NO

2001 01-02 8.89% NO 15.21% NO

2002 01-02 10.75% NO 18.42% NO

2003 03-04 11.28% NO 21.09% NO

2004 03-04 11.55% NO 23.76% NO

2005 05-06 25.00% NO 48.60% NO

2006 05-06 30.00% NO 59.00% NO

2007 07-08 45.00% NO 65.00% NO

2008 07-08 60.00% NO 75.00% NO

Test for Condition 2 

Report Year 
Report 
Period 

City of Corona, Water Utilities Department has ordinance 
requiring showerhead retrofit? 

1999 99-00 NO
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CUWCC BMP 02 Coverage Requirement Status

2000 99-00 NO

2001 01-02 NO

2002 01-02 NO

2003 03-04 NO

2004 03-04 NO

2005 05-06 NO

2006 05-06 NO

2007 07-08 NO

2008 07-08 NO

Test for Condition 3 

Reporting Period:    07-08 
1992 SF 
Accounts

Num. Showerheads 
Distributed to SF Accounts  Single-Family 

Coverage Ratio
SF Coverage 
Ratio > 10%

18,837 1,350  7.2% NO
1992 MF 
Accounts

Num. Showerheads 
Distributed to MF Accounts  Multi-Family 

Coverage Ratio
MF Coverage 
Ratio > 10%

9,360 1,130  12.1% YES

BMP 2 COVERAGE STATUS SUMMARY: 
Water supplier is not currently on track to meet the coverage 
requirements for this BMP. 
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CUWCC BMP 03 Coverage Requirement Status
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BMP 03 Coverage: System Water Audits, Leak Detection and 
Repair 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
No exemption request filed   
Agency indicated "at least as effective as" implementation 
during report period?

No 

An agency must meet one of two conditions to be in compliance with BMP 3: 

Condition 1: Perform a prescreening audit. If the result is equal to or greater than 0.9 nothing more 
needs be done.  
 
Condition 2: Perform a prescreening audit. If the result is less than 0.9, perform a full audit in 
accordance with AWWA's Manual of Water Supply Practices, Water Audits, and Leak Detection. 

Test for Conditions 1 and 2 

Report Year Report 
Period

Pre-Screen 
Completed

Pre-Screen 
Result

Full Audit 
Indicated

Full Audit 
Completed

1999 99-00 YES 89.6% YES YES

2000 99-00 YES 82.9% YES YES

2001 01-02 YES 93.4% NO YES

2002 01-02 YES 93.5% NO YES

2003 03-04 YES 98.0% NO YES

2004 03-04 YES 94.7% NO YES

2005 05-06 YES 92.6% NO YES

2006 05-06 YES 94.0% NO YES

2007 07-08 YES 86.1% YES YES

2008 07-08 YES 87.9% YES YES

BMP 3 COVERAGE STATUS SUMMARY: 
Water supplier has met the coverage requirements for this BMP. 
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CUWCC BMP 04 Coverage Requirement Status
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BMP 04 Coverage: Metering with Commodity Rates for all 
New Connections and Retrofit of Existing 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
No exemption request filed  

Agency indicated "at least as effective as" implementation during report period? No 

For agencies signing the MOU prior to December 31, 1997: 
100% of existing unmetered accounts to be metered and billed by volume of use by 
July 1, 2009. 
 
For agencies signing the MOU after December 31, 1997: 
- 100% of existing unmetered accounts to be metered and billed by volume of use by 
July 1, 2012 OR within six years of signing the MOU (whichever date is later). 
- All retrofits must be completed no later than one year prior to the requirements of 
state law (January 1, 2025). 

Test for Compliance 

Total Meter Retrofits Reported through 2008 0

No. of Unmetered Accounts in Base Year 0

Meter Retrofit Coverage as % of Base Year Unmetered Accounts 0.0%

Coverage Requirement by Year 10 of Implementation per Exhibit 1 90.0%

Reporting Unit on Schedule to meet Coverage Requirement YES

BMP 4 COVERAGE STATUS SUMMARY: 
Water supplier has met the coverage requirements for this BMP. 
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CUWCC BMP 05 Coverage Requirement Status
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BMP 05 Coverage: Large Landscape Conservation Programs 
and Incentives 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
No exemption request filed   
Agency indicated "at least as effective as" implementation during report 
period?

No 

An agency must meet three conditions to comply with BMP 5. 

Condition 1: Develop water budgets for 90% of its dedicated landscape meter accounts within four 
years of the date implementation is to start.  
 
Condition 2: (a) Offer landscape surveys to at least 20% of its CII accounts with mixed use meters 
each report cycle and be on track to survey at least 15% of its CII accounts with mixed use meters 
within 10 years of the date implementation is to start OR (b) Implement a dedicated landscape meter 
retrofit program for CII accounts with mixed use meters or assign landscape budgets to mixed use 
meters.  
 
Condition 3: Implement and maintain customer incentive program(s) for irrigation equipment retrofits. 

Test for Condition 1 

Year Report 
Period

BMP 5 
Implementation 

Year

No. of Irrigation 
Meter Accounts

No. of 
Irrigation 

Accounts with 
Budgets

Budget 
Coverage 

Ratio

90% 
Coverage 

Met by 
Year 4

1999 99-00  545   NA 

2000 99-00 1 545   NA 

2001 01-02 2 579   NA 

2002 01-02 3 561   NA 

2003 03-04 4 1,009   NO 

2004 03-04 5 1,047   NO 

2005 05-06 6 1,058   NO 

2006 05-06 7 1,100   NO 

2007 07-08 8 1,080   NO 

2008 07-08 9 1,029   NO 

Test for Condition 2a (survey offers) 

Select Reporting Period:  07-08
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CUWCC BMP 05 Coverage Requirement Status

Large Landscape Survey Offers as % of Mixed Use Meter CII 
Accounts 0.7%

Survey Offers Equal or Exceed 20% Coverage Requirement NO

Test for Condition 2a (surveys completed) 

Total Completed Landscape Surveys Reported through 07-08 131 

Credit for Surveys Completed Prior to Implementation of 
Reporting Database 110 

Total + Credit 241 

CII Accounts in Base Year 170 

RU Survey Coverage as a % of Base Year CII Accounts 141.8%

Coverage Requirement by Year of Implementation per 
Exhibit 1 11.5%

RU on Schedule to Meet 10 Year Coverage Requirement YES

Test for Condition 2b (mixed use budget or meter retrofit program) 

Report Year Report Period BMP 5 Implementation Year

Agency has 
mix-use 
budget 
program

No. of 
mixed-use 

budgets

1999 99-00  NO  

2000 99-00 1 NO  

2001 01-02 2 NO  

2002 01-02 3 NO  

2003 03-04 4 NO  

2004 03-04 5 NO  

2005 05-06 6 NO  

2006 05-06 7 NO  

2007 07-08 8 NO  

2008 07-08 9 NO  

Report Year Report Period BMP 4 Implementation Year
No. of 

mixed use 
CII accounts

No. of 
mixed use 

CII 
accounts 
fitted with 

irrig. meters

1999 99-00  3,243  

2000 99-00 2 3,243  

2001 01-02 3 3,414  

2002 01-02 4 3,570  

2003 03-04 5 1,996 30 
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CUWCC BMP 05 Coverage Requirement Status

2004 03-04 6 1,996 45 

2005 05-06 7   

2006 05-06 8   

2007 07-08 9  165 

2008 07-08 10  180 

Test for Condition 3 

Report Year Report Period
BMP 5 

Implementation 
Year

RU offers 
financial 

incentives?

No. of 
Loans

Total Amt. 
Loans

1999 99-00  YES   

2000 99-00 1 YES   

2001 01-02 2 YES   

2002 01-02 3 YES   

2003 03-04 4 NO   

2004 03-04 5 NO   

2005 05-06 6 YES   

2006 05-06 7 YES   

2007 07-08 8 NO   

2008 07-08 9 NO   

Report Year Report Period No. of Grants Total Amt. 
Grants

No. of 
rebates

Total Amt. 
Rebates

1999 99-00     

2000 99-00 3 $ 1,500   

2001 01-02 3 $ 1,500   

2002 01-02 3 $ 1,500   

2003 03-04     

2004 03-04     

2005 05-06     

2006 05-06     

2007 07-08     

2008 07-08     

BMP 5 COVERAGE STATUS SUMMARY: 
Water supplier is not currently on track to meet the coverage 
requirements for this BMP. 
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CUWCC BMP 06 Coverage Requirement Status
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BMP 06 Coverage: High-Efficiency Washing Machine Rebate 
Programs 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
No exemption request filed   
Agency indicated "at least as effective as" implementation during report period? No 

An agency must meet two conditions to comply with BMP 6.

Condition 1: Offer a cost-effective financial incentive to customers for the purchase of high-efficiency 
washers with water factors of 9.5 or less.  
 
Condition 2: Meet Coverage Goal (CG=Total Dwelling Units x 0.0768) by July 1, 2008. Agencies 
signing the MOU after July 1, 2003, shall have a prorated Coverage Goal, based on implementation 
period of less than 4.0 years.  
 

Test for Condition 1 

Agency offers rebates for residential high-efficiency washers with water 
factors of 9.5 or less:  YES

Test for Condition 2 

Coverage Goal:  
 

3,486 

 
Total Coverage Points Awarded  
(incl. past credit):

 

 
 

4,769 

 
 
% of Coverage Goal:

 

 
 

136.79% 

BMP 06 COVERAGE STATUS SUMMARY: 
Water supplier has met the coverage requirements for this BMP. 
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CUWCC BMP 07 Coverage Requirement Status
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BMP 07 Coverage: Public Information Programs 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
No exemption request filed   
Agency indicated "at least as effective as" implementation during report 
period?

No 

An agency must meet one condition to comply with BMP 7.

Condition 1: Implement and maintain a public information program consistent with BMP 7's definition. 

Test for Condition 1 

Year Report Period BMP 7 Implementation Year RU Has Public Information 
Program?

1999 99-00 1 YES

2000 99-00 2 YES

2001 01-02 3 YES

2002 01-02 4 YES

2003 03-04 5 YES

2004 03-04 6 YES

2005 05-06 7 YES

2006 05-06 8 YES

2007 07-08 9 YES

2008 07-08 10 YES

BMP 7 COVERAGE STATUS SUMMARY: 
Water supplier has met the coverage requirements for this BMP. 
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CUWCC BMP 08 Coverage Requirement Status
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BMP 08 Coverage: School Education Programs 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
No exemption request filed   
Agency indicated "at least as effective as" implementation during report 
period?

No 

An agency must meet one condition to comply with BMP 8.

Condition 1: Implement and maintain a school education program consistent with BMP 8's definition. 

Test for Condition 1 

Year Report Period BMP 8 Implementation Year RU Has School Education 
Program?

1999 99-00 1 YES

2000 99-00 2 YES

2001 01-02 3 YES

2002 01-02 4 YES

2003 03-04 5 YES

2004 03-04 6 YES

2005 05-06 7 YES

2006 05-06 8 YES

2007 07-08 9 YES

2008 07-08 10 YES

BMP 8 COVERAGE STATUS SUMMARY: 
Water supplier has met the coverage requirements for this BMP. 
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CUWCC BMP 09 Coverage Requirement Status
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BMP 09 Coverage: Conservation Programs for CII Accounts 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
No exemption request filed   
Agency indicated "at least as effective as" implementation during 
report period?

No 

An agency must meet two conditions to comply with BMP 9. 

Condition 1: Agency has identified and ranked by use commercial, industrial, and institutional 
accounts.  
 
Condition 2(a): Agency is on track to survey 10% of commercial accounts, 10% of industrial accounts, 
and 10% of institutional accounts within 10 years of date implementation to commence.  
OR  
Condition 2(b): Agency is on track to reduce CII water use by an amount equal to 10% of baseline use 
within 10 years of date implementation to commence.  
OR  
Condition 2(c): Agency is on track to meet the combined target as described in Exhibit 1 BMP 9 
documentation.

Test for Condition 1 

Ranked Commercial Use YES

Ranked Industrial Use YES

Ranked Institutional Use YES

Test for Condition 2a 

 Commercial Industrial Institutional

Total Completed Surveys Reported 
through 2008    

Credit for Surveys Completed Prior to 
Implementation of Reporting 
Databases

   

Total + Credit    

CII Accounts in Base Year 2,289 517 315 

RU Survey Coverage as % of Base 
Year CII Accounts    

Coverage Requirement by Year 9 of 
Implementation per Exhibit 1 7.7% 7.7% 7.7%
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CUWCC BMP 09 Coverage Requirement Status

RU on Schedule to Meet 10 Year 
Coverage Requirement NO NO NO

Test for Condition 2b 

Year
Performance 

Target Savings 
(AF/yr)

Performance 
Target Savings 

Coverage

Performance Target 
Savings Coverage 

Requirement

Coverage 
Requirement 

Met

1999   0.5% NO

2000   1.0% NO

2001   1.7% NO

2002   2.4% NO

2003   3.3% NO

2004 16 0.3% 4.2% NO

2005 17 0.3% 5.3% NO

2006 17 0.3% 6.4% NO

2007 18 0.3% 7.7% NO

2008 18 0.4% 9.0% NO

Test for Condition 2c 

Total BMP 9 Surveys + Credit  

BMP 9 Survey Coverage  

BMP 9 Performance Target Coverage 0.4%

BMP 9 Survey + Performance Target Coverage 0.4%

Combined Coverage Equals or Exceeds Coverage 
Requirement? NO

BMP 9 COVERAGE STATUS SUMMARY: 
Water supplier is not currently on track to meet the coverage 
requirements for this BMP. 
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BMP 11 Coverage: Conservation Pricing 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
   
Agency indicated "at least as effective as" 
implementation during report period?

No 

Per June 13, 2007 revision, an agency must meet one condition to comply with 
BMP 11. 
 
Condition 1: Agency shall maintain rate structure consistent with BMP 11's definition of conservation 
pricing. If agency provides retail sewer service, agency shall maintain rate structure for sewer service 
consistent with definition of conservation pricing for sewer service in Part II, Section in A.  
 
Water Service 
- Agencies signing the MOU prior to June 13, 2007, implementation shall commence no later than 
July 1, 2007. 
- Agencies signing the MOU after June 13, 2007, implementation shall commence no later than July 1 
of the year following the year the Agency signed the MOU.  
 
Sewer Service 
- Agencies signing the MOU prior to December 31, 1997, implementation shall commence no later 
than July 1, 1998. 
- Agencies signing the MOU or becoming subject to the MOU after December 31, 1997, 
implementation shall commence no later than July 1 of the first year following the year the agency 
signed or became subject to the MOU. 

Test for Condition 1 

Agency is Fully Metered YES

Agency Employed Conserving WATER 
Rate Structure YES

Agency Provides Sewer Service YES

Agency Employed Conserving SEWER 
Rate Structure NO

BMP 11 WATER COVERAGE STATUS SUMMARY: 
Water supplier has met the coverage requirements for this BMP. 

BMP 11 SEWER COVERAGE STATUS SUMMARY: 
Water supplier is not currently on track to meet the coverage 
requirements for this BMP. 
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BMP 12 Coverage: Conservation Coordinator 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
No exemption request filed   
Agency indicated "at least as effective as" implementation during report period? No 

Agency shall staff and maintain the position of conservation coordinator and provide 
support staff as necessary.

Test for Compliance 

Report Year Report Period Conservation Coordinator Position 
Staffed?

Total Staff on 
Team (incl. CC)

1999 99-00 YES 2

2000 99-00 YES 2

2001 01-02 YES 2

2002 01-02 YES 2

2003 03-04 YES 2

2004 03-04 YES 2

2005 05-06 YES 2

2006 05-06 YES 2

2007 07-08 YES 2

2008 07-08 YES 2

BMP 12 COVERAGE STATUS SUMMARY: 
Water supplier has met the coverage requirements for this BMP. 
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http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=12&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/print/cover_bmp12p.lasso?Year=&year_offset=&cycle=07-08
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?6456097
http://bmp.cuwcc.org/bmp/directories/contact.lasso?151309
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?6543060
http://bmp.cuwcc.org/bmp/summaries/index.lasso?1105589
http://bmp.cuwcc.org/bmp/print/printindex.lasso?540625
http://bmp.cuwcc.org/bmp/help/BMP12_help.htm#BMP12_A
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BMP 13 Coverage: Water Waste Prohibition 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement
No exemption request filed   
Agency indicated "at least as effective as" implementation during report 
period?

No 

An agency must meet one condition to comply with BMP 13.

Implementation methods shall be enacting and enforcing measures prohibiting gutter flooding, single 
pass cooling systems in new connections, non-recirculating systems in all new conveyer car wash 
and commercial laundry systems, and non-recycling decorative water fountains. 

Test for Condition 1 

Agency or service area prohibits:

Year Gutter  
Flooding

Single-Pass 
Cooling 
Systems

Single-
Pass Car 

Wash

Single-Pass 
Laundry

Single-Pass 
Fountains Other

RU has ordinance 
that meets 
coverage 

requirement

1999 YES YES YES YES NO NO NO

2000 YES YES YES YES NO NO NO

2001 YES YES YES YES NO NO NO

2002 YES YES YES YES YES NO YES

2003 YES YES YES YES YES NO YES

2004 YES YES YES YES YES NO YES

2005 YES YES YES YES YES NO YES

2006 YES YES YES YES YES NO YES

2007 YES YES YES YES YES NO YES

2008 YES YES YES YES YES NO YES

BMP 13 COVERAGE STATUS SUMMARY: 
Water supplier has met the coverage requirements for this BMP. 

    
 

http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=13&Year=&year_offset=&cycle=07-08 [4/28/2010 10:16:45 AM]

http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=13&year_offset=2&cycle=05-06
http://bmp.cuwcc.org/bmp/print/cover_bmp13p.lasso?Year=&year_offset=&cycle=07-08
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?5343418
http://bmp.cuwcc.org/bmp/directories/contact.lasso?3977767
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?5481525
http://bmp.cuwcc.org/bmp/summaries/index.lasso?8724018
http://bmp.cuwcc.org/bmp/print/printindex.lasso?9214155
http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#BMP13


CUWCC BMP 14 Coverage Requirement Status

You are viewing 
coverage for: 

BMP 14 
07-08
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DN - UP 

 

 

        

BMP 14 Coverage: Residential ULFT Replacement Programs 
Reporting Unit:  
City of Corona, Water Utilities Department 

MOU Exhibit 1 Coverage Requirement

A Reporting Unit (RU) must meet one of the following conditions to be in compliance 
with BMP 14. 
 
Condition 1: Retrofit-on-resale (ROR) ordinance in effect in service area. 
 
Condition 2: Water savings from toilet replacement programs equal to 90% of Exhibit 6 coverage 
requirement.  
An agency with an exemption for BMP 14 is not required to meet one of the above conditions. This 
report treats an agency with missing base year data required to compute the Exhibit 6 coverage 
requirement as out of compliance with BMP 14. 

  

Coverage 
Year 

BMP 14 
Data 

Submitted 

Exemption 
Filed 

ALAEA 
Selected 

ROR 
Ordinance 
in Effect 

Exhibit 6 
Coverage 

Req'mt 
(AF) 

Program 
Water Savings* 

(AF) 

1999 YES NO NO NO 56.33 262.72     

2000 YES NO NO NO 161.64 432.61     

2001 YES NO NO NO 309.35 623.32     

2002 YES NO NO NO 493.52 840.92     

2003 YES NO NO NO 708.90 1085.18     

2004 YES NO NO NO 950.73 1353.75     

2005 YES NO NO NO 1214.80 1635.52     

2006 YES NO NO NO 1497.34 1947.96     

2007 YES NO NO NO 1795.01 2264.97     

2008 YES NO NO NO 2104.80 2570.70     

*NOTE: Program water savings listed are net of the plumbing code. Savings are 
cumulative (not annual) between 1991 and the given year. Residential ULFT count 
data from unsubmitted forms are NOT included in the calculation.

BMP 14 COVERAGE STATUS SUMMARY as of 2009: 
Water supplier has met the coverage requirements for this BMP. 
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http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/print/cover_bmp14_summary_p.lasso?Year=&year_offset=&cycle=07-08
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?6951336
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http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4688699
http://bmp.cuwcc.org/bmp/summaries/index.lasso?1350908
http://bmp.cuwcc.org/bmp/print/printindex.lasso?7692088
http://bmp.cuwcc.org/bmp/directories/mou/MOUex1.html#BMP14
http://bmp.cuwcc.org/bmp/bmps/coverbmp.lasso?BMP=14&BMP14_Type=detail&year_offset=&cycle=07-08
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  Accounts & Water Use  

Reporting Unit Name:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year: 
2008 

2007 Data Reported Difference between Current and Last Year 
(Numbers only)

For Customer Classification Definitions (i.e. Single Family, Multi-Family) 
click HERE.   

 What is the reporting year?  Month Ending   Fiscal  June  

A. Service Area Population Information:   
1. Total service area population

  155000   +3.2%  

B. Number of Accounts and Water Deliveries (AF)   

 Type Metered Unmetered Metered Unmetered Metered Unmetered

  No. of Accounts Water 
Deliveries (AF) No. of Accounts Water 

Deliveries (AF)
No. of 

Accounts

Water 
Deliveries 

(AF) 

No. of 
Accounts

Water 
Deliveries 

(AF)

No. of 
Accounts

Water 
Deliveries 

(AF) 

No. of 
Accounts

Water 
Deliveries 

(AF)

1. Single-Family
     35332  26952  0  0  -1.5%  -7.8%  %  %

2. Multi-Family
     1587  2911  0  0  +3.7%  -5.7%  %  %

3. Commercial
     2095  4229  0  0  +15.3%  +41.4%  %  %

4. Industrial
     1024  1751  0  0  -1.7%  -11.1%  %  %

5. Institutional
     163  1302  0  0  +9.2%  -22.6%  %  %

6. Dedicated Irrigation  
     1080  7103  0  0  -4.7%  -12.7%  %  %

7. Recycled Water
     59  651  0  0  +106.8%  +208.8%  %  %

8. Other
     103  367  0  0  -15.5%  +90.2%  %  %

9. Unaccounted NA
 

NA
   0   0   %   %

 Total 41303 45048 0 0  41443  45266  0  0  -.3%  -.5%  %  %

 AF Conversion Calculator: Metered Unmetered Metered Unmetered Metered Unmetered

C. Comments   
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http://bmp.cuwcc.org/bmp/onetime/showform.lasso?whichform=acctwateruse&Year=2007&showmissing=yes
http://bmp.cuwcc.org/bmp/print/printform.lasso?whichform=acctwateruse&Year=2008
http://bmp.cuwcc.org/bmp/logout.lasso?2546575
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?2925075
http://bmp.cuwcc.org/bmp/directories/contact.lasso?4043160
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4835225
http://bmp.cuwcc.org/bmp/summaries/index.lasso?1000607
http://bmp.cuwcc.org/bmp/print/printindex.lasso?8249316
http://bmp.cuwcc.org/bmp/directories/faq.lasso#Accounts_Water_Use
http://bmp.cuwcc.org/bmp/help/customer_class_help.htm
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_A1
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B1
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B2
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B3
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B4
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B5
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B6
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B7
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B7
http://bmp.cuwcc.org/bmp/help/accounts_use_help.htm#Accounts_B8
http://www.abe.msstate.edu/Tools/Calculator/volume.php
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BMP 01: Water Survey Programs for Single-Family and Multi-
Family Residential Customers  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

2007 Data Reported Difference between 
Current and Last Year 

(Numbers only)
For Customer Classification Definitions (i.e. Single Family, Multi-Family) 
click HERE.   

A. Implementation     
1. Based on your signed MOU date, 03/03/1996, your Agency STRATEGY 
DUE DATE is no later than:

03/03/1998   

2. Has your agency developed and implemented a targeting/ marketing 
strategy for SINGLE-FAMILY residential water use surveys? 

Yes  
No 

  yes  

 a. If YES, when was it implemented?  (Enter 4-digit year mm/dd/yyyy)
    1/1/1998  

3. Has your agency developed and implemented a targeting/ marketing 
strategy for MULTI-FAMILY residential water use surveys?

Yes   
No  

  yes  

 a. If YES, when was it implemented?  (Enter 4-digit year mm/dd/yyyy)
   1/1/1998  

B. Water Survey Data   

Survey Counts
Single 
Family 

Accounts

Multi-
Family 
Units

Single 
Family 

Accounts

Multi-
Family 
Units

Single 
Family 

Accounts

Multi-
Family 
Units

 1. Number of surveys offered:
   115  20  +14.8%  +90%

 2. Number of surveys completed:
   75  14  +17.3%  +42.9%

Indoor Survey: SF Accounts MF Units SF 
Accounts MF Units  

3. Check for leaks, including toilets, faucets and meter 
checks

Yes   
No  

Yes   
No  

 yes  yes  

4. Check showerhead flow rates, aerator flow rates, and 
offer to replace or recommend replacement, if necessary

Yes   
No  

Yes   
No  

 yes  yes  

5. Check toilet flow rates and offer to install or recommend 
installation of displacement device or direct customer to 
ULFT replacement program, as neccesary; replace leaking 
toilet flapper, as necessary

Yes   
No  

Yes   
No  

 yes  yes  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=01&Year=2008&5130336 (1 of 3) [4/28/2010 11:42:54 AM]
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http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=02&Year=2008
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http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_MarketingSingleFamily
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_MarketingSingleFamily
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_CheckForLeaks
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_CheckFlowRates
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_CheckToilets


CUWCC BMP

Outdoor Survey: SF 
Accounts MF Units SF 

Accounts MF Units  

6. Check irrigation system and timers Yes   
No  

Yes   
No  

 yes  yes  

7. Review or develop customer irrigation schedule Yes   
No  

Yes   
No  

 yes  yes  

8. Measure landscaped area (Recommended but not 
required for surveys)

Yes   
No  

Yes   
No  

 yes  yes  

9. Measure total irrigable area (Recommended but not 
required for surveys)

Yes   
No  

Yes   
No  

 yes  yes  

10. Which measurement method is typically used 
(Recommended but not required for surveys)

Image-Based   
Measuring Tape   

Odometer Wheel   
Pacing   

Other   
None  

 Odometer Wheel  

11. Were customers provided with information packets that 
included evaluation results and water savings 
recommendations?

Yes   
No  

Yes   
No  

 yes  yes  

12. Have the number of surveys offered and completed, 
survey results, and survey costs been tracked?

Yes   
No  

Yes   
No  

 yes  yes  

a. If yes, in what form are surveys tracked? Database   
Spreadsheet   

Manual Activity   
None  

 spreadsheet  

 b. Describe how your agency tracks this information. CDWP keeps an excel 
spreadsheet of all the 
addresses that are offered 
the audit. Riverside Resource 
Conservation District tracts 
the audits that are performed 
and also provides a final 
report of all activities.  

 

C. "At Least As Effective As"   
1. Is your AGENCY implementing an "at least as effective as" variant of this 
BMP? 

Yes   
No  

  No  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=01&Year=2008&5130336 (2 of 3) [4/28/2010 11:42:54 AM]
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http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_TrackingSurveys
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_TrackingSurveys
http://bmp.cuwcc.org/bmp/help/bmp1_help.htm#BMP1_AtLeastAsEffectiveAs


CUWCC BMP

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as." 

  

D. Comments   

   

    
You are viewing:  

BMP 01 2008 
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BMP 02: Residential Plumbing Retrofit  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

2007 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Implementation   

1. Is there an enforceable ordinance in effect in your service area requiring 
replacement of high-flow showerheads and other water use fixtures with 
their low-flow counterparts?

Yes   
No  

  no  

a. If YES, list local jurisdictions in your service area and code or ordinance in each: 

 

  

2. Has your agency satisfied the 75% saturation requirement for single-
family housing units?

Yes   
No  

  no  

3. Estimated percent of single-family households with low-flow showerheads:
%   45   +33.3%

4. Has your agency satisfied the 75% saturation requirement for multi-family 
housing units?

Yes   
No  

  no  

5. Estimated percent of multi-family households with low-flow showerheads:
%   65   +15.4%

 6.a. If YES to 2 OR 4 above, did your survey methodology fully comply with 
the requirements of BMP 2? 

Yes   
No  

  No  

 6.b. If YES to 2 OR 4 above, please describe how saturation was determined, including the 
dates and results of any survey research.  

 

  

B. Low-Flow Device Distribution Information   
1. Has your agency developed a targeting/ marketing strategy for 
distributing low-flow devices?

Yes   
No  

  yes  

 a. If YES, when did your agency begin implementing this strategy? 
(Use four-digit year, mm/dd/yyyy)    1/1/1998  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=02&Year=2008&3345307 (1 of 3) [4/28/2010 11:42:27 AM]
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http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=03&Year=2008
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http://bmp.cuwcc.org/bmp/print/printindex.lasso?5781770
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_EnforceableOrdinance
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_EnforceableOrdinance
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_LocalJurisdictions
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_SFHouseholdsWithLFShowerheads
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_MFHouseholdsWithLFShowerheads
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_SFSaturationRequirements
http://bmp.cuwcc.org/bmp/help/BMP2_help.htm#BMP2_MarketingStrategy


CUWCC BMP

 b. Common targeting/ marketing 
methods.

Direct Mail to Owners   
Direct Mail to Residents   

Telemarketing   
Bill Stuffer   

Bill Messages   
Door-to-Door   

PSAs   
Other   

  
Other

 

 c. Describe your targeting/ marketing strategy. CDWP markets its low flow 
device program at community 
events, through our 
education program,at our 
billing front counter, and 
through brochures  

 

Low-Flow Devices Distributed/ Installed SF 
Accounts

MF Units SF 
Accounts

MF Units SF 
Accounts

MF Units

 2. Number of low-flow showerheads distributed:
   650  430  +7.7%  +62.8%

 3. Number of toilet-displacement devices distributed:
   0  0  %  %

 4. Number of toilet flappers distributed:
   0  0  %  %

 5. Number of faucet aerators distributed:
   550  400  +9.1%  +100%

6. Does your agency track the distribution and cost of low-flow devices? Yes   
No  

  yes  

 a. If YES, in what format are low-flow devices 
tracked?

Database   
Spreadsheet   

Manual Activity   
None  

 Spreadsheet  

 b. If yes, describe your tracking and distribution system : A spreadsheet is maintained 
to track the amount of 
devices distributed, etc...  

 

C. "At Least As Effective As"   
1. Is your AGENCY implementing an "at least as effective as" variant of this 
BMP? 

Yes   
No  

  No  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=02&Year=2008&3345307 (2 of 3) [4/28/2010 11:42:27 AM]
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CUWCC BMP

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as."  

 

  

D. Comments   

 We also distributed approx. 
500 low-flow water hose 
nozzles...  

 

    
You are viewing:  
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BMP 03: System Water Audits, Leak Detection and Repair  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

2007 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Implementation   

1. Does your agency own or operate a water distribution system? Yes  
No 

  yes  

 - IF YOU ANSWERED NO TO #1, YOU ARE DONE WITH THE FORM. 
- IF YOU ANSWERED YES TO #1, PLEASE ANSWER THE FOLLOWING 
QUESTIONS. 

   

2. Has your agency completed a pre-screening system audit for this 
reporting year?

Yes  
No 

  yes  

3. If YES, enter the values (AF/Year) used to calculate verifiable use as a percent of total 
production: Unit Conversion Calculator

  

 a. Determine metered sales (AF)
   41438   -1%

 b. Determine other system verifiable uses (AF)
   6   -25%

 c. Determine total supply into the system (AF)
   48150   -3.1%

 d. Using the numbers above, if (Metered Sales + Other Verifiable 
Uses) / Total Supply is < 0.9 then a full-scale system audit is 
required. (This number will automatically calculate when you Save 
the Session) 

0.88   

4. Does your agency keep necessary data on file to verify the values 
entered in question 3? 

Yes  
No 

  yes  

5. Did your agency complete a full-scale system water audit during this 
report year?

Yes  
No 

  yes  

6. Does your agency maintain in-house records of audit results or the 
completed AWWA M36 audit worksheets for the completed audit which 
could be forwarded to CUWCC?

Yes  
No 

  yes  

7. Does your agency operate a system leak detection program? Yes  
No 

  yes  

 a. If yes, describe the leak detection program: CDWP has a contract w/ 
Hughes Utility Service Group 
to conduct the Leak 
Detection Program. The Cit's 
Operations division 
determines the areas to be 
tested. Hughes completes 
the observations and 
determines if there is a leak. 
A report is then submitted to 
the City.  

 

B. Survey Data   
1. Total number of miles of distribution system line: 

   606   0%

2. Number of miles of distribution system line surveyed:
   5.2   -23.1%
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C. "At Least As Effective As"   
1. Is your agency implementing an "at least as effective as" variant of this 
BMP? 

Yes  
No 

  No  

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as."  

  

D. Comments   

   

 
 
 
 
 
 
 
The following information is being requested for research purposes in the redesign of 
the BMP03 requirements. Although filling in this information is purely voluntary, 
assembling this data will greatly aid the understanding of member water agency 
distribution systems. This information will not be used to calculate your compliance with 
the present BMP03. Please add comments (e.g. meter testing & budgets) at the end of 
the section.
E. Volumes
 2007 Data Reported

 Estimated Verified Estimated Verified
1. Volume of raw water supplied to the system 

    

2. Volume treated water supplied into the system 
    

3. Volume of water exported from the system
    

4. Volume of billed authorized metered consumption
    

5. Volume of billed authorized un-metered consumption
    

6. Volume of unbilled authorized metered consumption
    

7. Volume of unbilled authorized unmetered consumption
    

F. Infrastructure and Hydraulics
 1. Are system input (source or master meter) volumes metered at the entry to the: Distribution System   

Treatment Facility   
Both   

  

2. How frequently are system input volumes tested and calibrated: 
# months   

  Estimated Verified Estimated Verified
3. Length of mains 

    

4. What % distribution of mains are rigid pipes (metal, ac, concrete)
    

5. Number of service connections
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6. What % of service connections are rigid pipes (metal)
    

 7. Are residential properties fully metered? Yes   
No  

  

 8. Are non-residential properties fully metered? Yes   
No  

  

  Estimated Verified Estimated Verified
9. Provide an estimate of customer meter under-registration:   

10. Average length of customer service line from the main to the point of the meter:   

11. Average system pressure: 
   

12. Range of system pressures:
From  to  

13. What percentage of the system is fed from gravity feed:   

14. What percentage of the system is fed by pumping and re-pumping: 
   

G. Maintenance Questions
 1. Who is responsible for providing, testing, repairing and replacing customer meters?: Utility  

Customer  

  

 2. Does your agency test, repair and replace your meters on a regular timed schedule? Yes   
No   

  

 a. If yes, does your agency test by meter size or customer category? Meter Size   
Customer Category  

  

 b. If yes to meter size, please provide the frequency of testing by meter size:   

               Less than or equal to 1" #  years   

               1.5" to 2" #  years   

               3" and Larger #  months   

 c. If yes to customer category, provide the frequency of testing by customer category:   

               SF residential #  years   

               MF residential #  years   

               Commercial #  months   

               Industrial & Institutional #  months   

 3. Who is responsible for repairs to the customer lateral or customer service line?: Utility   
Customer   

  

 4. Who is responsible for service line repairs downstream of the customer meter?: Utility   
Customer   

  

 5. Does your agency proactively search for leaks using leak survey techniques or does your utility reactively repair 
leaks which are called in, or both?

Leak Survey Techniques   
Leak Repairs   

Both   
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 6. What is the utility budget breakdown for:   

 Leak Detection
$   

 Leak Repair
$   

 Auditing and Water Loss Evaluation
$   

 Meter Testing
$    

H. Comments  

   

    
You are viewing:  
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BMP 04: Metering with Commodity Rates for all New Connections and 
Retrofit of Existing 
Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

A. Implementation
1. Does your agency have any unmetered service connections? Yes   

No  

 a. If YES, has your agency completed a meter retrofit plan? Yes   
No  

 b. If YES, number of previously unmetered accounts fitted with meters during report 
year:  

2. Are all new service connections being metered? Yes   
No   

3. Are all new service connections being billed volumetrically with meters? Yes   
No   

4. Has your agency completed and submitted electronically to the Council a written plan, 
policy or program to test, repair and replace meters? 

Yes   
No   

5. Please fill out the following matrix: 

 
Account 

Type 

Number of 
Metered 
Accounts

Number of 
Metered 

Accounts 
Read

Number of 
Metered 

Accounts 
Billed by 
Volume

Billing 
Frequency Per 

Year

Number of 
Volume 

Estimates

 a. Single Family
     

 b. Multi-Family
     

 c. Commercial
     

 d. Industrial
     

 e. Institutional
     

 f. Landscape 
   Irrigation      

B. Feasibility Study 
1. Has your agency conducted a feasibility study to assess the merits of a program to 
provide incentives to switch mixed-use accounts to dedicated landscape meters? 

Yes   
No  

 a. If YES, when was the feasibility study conducted? (mm/dd/yyyy)
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 b. Describe the feasibility study: 

 

2. Number of CII accounts with mixed-use meters:
 

3. Number of CII accounts with mixed-use meters retrofitted with dedicated irrigation meters 
during reporting period.  

C. "At Least As Effective As"
1. Is your agency implementing an "at least as effective as" variant of this BMP? Yes   

No  

 a. If YES, please explain in detail how your implementation of this BMP differs from Exhibit 1 and why you 
consider it to be "at least as effective as." 

D. Comments
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BMP 05: Large Landscape Conservation Programs and 
Incentives  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

2007 Data Reported Difference between Current and 
Last Year (Numbers only)

A. Water Use Budgets   

 1. Number of Dedicated Irrigation Meter Accounts:
   1080   -4.7%

2. Number of Dedicated Irrigation Meter Accounts with Water Budgets:
   0   %

3. Budgeted Use for Irrigation Meter Accounts with Water Budgets (AF) 
during reporting period:    0   %

4. Actual Use for Irrigation Meter Accounts with Water Budgets (AF) during 
reporting period:    0   %

 5. Does your agency provide water use notices to accounts with budgets 
each billing cycle?

Yes   
No  

  no  

B. Landscape Surveys   
1. Has your agency developed a marketing / targeting strategy for 
landscape surveys? 

Yes   
No  

  yes  

 a. If YES, when did your agency begin implementing this strategy? 
(Year must be four digit mm/dd/yyyy)     1/1/1996  

 b. Description of marketing / targeting strategy: 

 

Direct mail letters are sent to customers who 
are identified as high water users  

 

 2. Number of Surveys Offered during reporting period:
   8   +62.5%

 3. Number of Surveys Completed during reporting period:
   8   +62.5%

4. Indicate which of the following Landscape Elements are part of your survey:   

 a. Irrigation System Check Yes   
No  

  yes  

 b. Distribution Uniformity Analysis Yes   
No  

  yes  

 c. Review / Develop Irrigation Schedules Yes   
No  

  yes  

 d. Measure Landscape Area Yes   
No  

  yes  
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 e. Measure Total Irrigable Area Yes   
No  

  yes  

 f. Provide Customer Report / Information Yes   
No  

  yes  

5. Do you track survey offers and results? Yes   
No  

  yes  

  6. Does your agency provide follow-up surveys for previously completed 
surveys?

Yes   
No  

  yes  

a. If YES, describe below:  When an audit is completion the water 
usage is monitored for 3-6 months. There is 
usually a reduction in water usage. If not, 
customers have the option to have another 
survey completed.  

 

C. Other BMP 5 Actions   
1. An agency can provide mixed-use accounts with ETo-based landscape 
budgets in lieu of a large landscape survey program.  
Does your agency provide mixed-use accounts with landscape budgets? 

Yes   
No  

  no  

 2. Number of CII mixed-use accounts with landscape budgets.
   0   %

 Number of CII accounts with mixed-use meters retrofitted with 
dedicated irrigation meters during reporting period. (From BMP 4 
report)

180   

 Total number of change-outs from mixed-use to dedicated irrigation 
meters since Base Year.

420   

 3. Do you offer landscape irrigation training? Yes   
No  

  yes  

4. Does your agency offer financial incentives to improve landscape water 
use efficiency? If YES, provide the following information for the reporting 
period:

Yes   
No  

  No  

 Type of Financial Incentive: Budget 
(Dollars/ 

Year)

Number 
Awarded 

to 
Customers

Total 
Amount 
Awarded

Budget 
(Dollars/ 

Year)

Number 
Awarded 

to 
Customers

Total 
Amount 
Awarded

Budget 
(Dollars/ 

Year)

Number 
Awarded 

to 
Customers

Total 
Amount 
Awarded

 a. Rebates
    0  0  0  %  %  %

 b. Loans
    0  0  0  %  %  %

 c. Grants
    0  0  0  %  %  %

 5. Do you provide landscape water use efficiency information to new 
customers and customers changing services? 

Yes   
No  

  yes  
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 a. If YES, describe below:  New customers are provided with a move-in 
package that includes information on water-
wise landscaping and irrigation.  

 

 6. Do you have irrigated landscaping at your facilities? Yes   
No  

  yes  

 a. If yes, is it water-efficient? Yes   
No  

  yes  

 b. If yes, does it have dedicated irrigation metering? Yes   
No  

  yes  

7. Do you provide customer notices at the start of the irrigation season? Yes   
No  

  yes  

8. Do you provide customer notices at the end of the irrigation season? Yes   
No  

  yes  

D. "At Least As Effective As"   
1. Is your AGENCY implementing an "at least as effective as" variant of 
this BMP? 

Yes   
No  

  No  

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as." 

  

E. Comments   
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BMP 06: High-Efficiency Washing Machine Rebate Programs 
Reporting Unit:  
City of Corona, Water Utilities 
Department 

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

A. Coverage Goal (Entered in 2005 Report Form) 

     Single    
   Family   

Multi- 
Family

1. Number of residential dwelling units in the agency service area. 32,113 13,281 

2. Coverage Goal = 3,486 Points 

B. Implementation 

1. Does your agency offer rebates for residential high-efficiency washers? Yes   
No  

  Total Value of Financial Incentives  

  

HEW Water Factor

Number 
of 

Financial 
Incentives 

Issued

Retail 
Water 
Agency

Wholesaler/ 
Grants 

(if applicable)

Energy 
Utility 

(if applicable)
TOTAL POINTS 

AWARDED

  2. Greater than 8.5 
but not exceeding 9.5 
(1 point)

 
$

 $  $  $ 0 0 

  3. Greater than 6.0 
but not exceeding 8.5 
(2 points)

 
$

 $  $  $ 0 0 

  4. Less than or equal 
to 6.0 
(3 points)

 
$

 $  $  $ 23,760 648 

  TOTALS: 216 $ 
23,760 $ 0 $ 0 $ 23,760 648

C. Past Credit Points (Entered in 2005 Report Form)

 HEW incentives issued before July 1, 2004 =  
690 Total Points

 Method Two: Agency earns 1 point for each HEW
  

 
Number of 
Financial 

Incentives 
Issued

Total Value of 
Water Agency 

Financial 
Incentives

POINTS 
AWARDED

  4. Total HEWs installed 690 $ 53,375 690 

  PAST CREDIT 
TOTALS: 690 $ 53,375 690 

D. Rebate Program Expenditures 
 1. Average or Estimated Administration and Overhead

$  

 2. Is the financial incentive offered per HEW at least equal to the marginal benefits of the 
water savings per HEW? 

Yes   
No  
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E. "At Least As Effective As"
1. Is your agency implementing an "at least as effective as" variant of this BMP?   Yes   

No  

 a. If YES, please explain in detail how your implementation of this BMP differs from Exhibit 1 and 
why you consider it to be "at least as effective as."  

F. Comments
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BMP 07: Public Information Programs  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

2007 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Implementation

1. How is your public information program implemented?   

 a. Wholesaler implements program (none or minimal retailer 
participation)  
     1. Which wholesaler(s)? 

      

 Wholesaler and retailer both 
participate in program   

 

 b. Wholesaler and retailer both participate in program  
     1. Which wholesaler(s)? 

      

   

 c. Retailer runs program without wholesaler sponsorship   

 d. No public information program being implemented    

 - IF YOU CHECKED "1.a.", YOU ARE FINISHED WITH THIS FORM. 
   Your wholesaler will report on all program activities. 
- If you checked "1.b." or "1.c.", please answer the following questions for 
only YOUR agency's program (do not include wholesaler activities): 

  

  2. Describe the program and how it's organized.  

    

CDWP actively promotes 
conservation programs that 
are offered to single and 
multifamily units as well as 
commercial, industrial and 
institutional customers. 
Additionally, programs are 
promoted at City sponsored 
events, in brochures, at 
landscape classes and in bill 
stuffers.  
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 3. Indicate which and how many of the following activities are included in your public 
information program:

  

 
Public Information Program Activity in 
Retail Service Area Yes/No Number of 

Events Yes/No Number of 
Events  

Number of 
Events

   a. Paid Advertising Yes   
 No   

  yes  7   0%

 b. Public Service Announcement Yes   
 No   

  yes  4   0%

  c. Bill Inserts / Newsletters / Brochures Yes   
 No   

  yes  6   0%

  d. Bill showing water usage in comparison to 
previous year's usage

Yes   
 No   

   

 e. Demonstration Gardens Yes   
 No   

  yes  2   0%

  f. Special Events, Media Events Yes   
 No   

  yes  13   -23.1%

 g. Speaker's Bureau Yes   
 No   

  yes  7   -28.6%

  h. Program to coordinate with other government 
agencies, industry and public interest groups and 
media

Yes   
 No   

  yes   

B. Conservation Information Program Expenditures 
 1. Annual Expenditures (Excluding Staffing)

   16077   

C. "At Least As Effective As"
1. Is your AGENCY implementing an "at least as effective as" variant of 
this BMP?

Yes   
No  

  No  

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as." 

  

D. Comments
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BMP 08: School Education Programs  

Reporting Unit:  
City of Corona, Water Utilities 
Department 

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

2007 Data Reported Difference between Current and Last Year
(Numbers only)

A. Implementation
1. How is your school education program implemented?   

 a. Wholesaler implements program (none or minimal retailer participation)  
     1. Which wholesaler(s)? 

     

 Wholesaler and retailer both participate in program    

 b. Wholesaler and retailer both participate in program  
     1. Which wholesaler(s)? 

     

   

 c. Retailer runs program without wholesaler sponsorship    

 d. No school education program being implemented    

- IF YOU CHECKED "1.a.", YOU ARE FINISHED WITH THIS FORM. 
   Your wholesaler will report on all program activities. 
- If you checked "1.b." or "1.c.", please answer the following questions for only 
YOUR agency's program (do not include wholesaler activities): 

  

 2. Please provide information on your school programs (by grade level): 

   Grade   Are grade- 
appropriate 

materials 
  distributed?  

No. of class 
presentations

No. of 
students 
reached

No. of 
teachers' 

workshops

Are grade- 
appropriate 

materials 
  distributed?  

No. of class 
presentations

No. of 
students 
reached

No. of 
teachers' 

workshops

Are grade- 
appropriate 

materials 
  distributed?  

No. of class 
presentations

No. of 
students 
reached

No. of 
teachers' 

workshops

 Grades K-3rd Yes   
 No   

    yes  72  1449  0   -58.3%  -48%  %

 Grades 4th-6th Yes   
 No   

    yes  71  2494  0   -60.6%  -59.4%  %

 Grades 7th-8th Yes   
 No   

    yes  10  212  0   +130%  +159.4%  %

 High School Yes   
 No   

    yes  17  407  0   +5.9%  +119.7%  %

 3. Did your Agency's materials meet state education framework requirements? Yes   
No  

  yes  

 4. When did your Agency begin implementing this program? (Year must be four 
digit mm/dd/yyyy)    01/01/1996  

B. School Education Program Expenditures 
 1. Annual Expenditures (Excluding Staffing)

    

C. "At Least As Effective As"
1. Is your AGENCY implementing an "at least as effective as" variant of this BMP? Yes   

No  
  No  
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 a. If YES, please explain in detail how your implementation of this BMP differs from Exhibit 
1 and why you consider it to be "at least as effective as." 

  

D. Comments
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BMP 09: Conservation Programs for CII Accounts  

Reporting Unit:  
City of Corona, Water 
Utilities Department 

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

2007 Data Reported Difference between Current and Last Year
(Numbers only)

A. Implementation   
1. Has your agency identified and ranked COMMERCIAL customers 
according to use?

Yes   
No  

  yes  

2. Has your agency identified and ranked INDUSTRIAL customers according 
to use? 

Yes   
No  

  yes  

3. Has your agency identified and ranked INSTITUTIONAL customers 
according to use? 

Yes   
No  

  yes  

 Implement ONE or BOTH of the following TWO options: 
• Option A: CII Water Use Survey and Customer Incentives Program 
• Option B: CII Conservation Program Targets 
NOTE: If you choose to implement NEITHER of options A or B, please skip to section D and enter an 
explanation. 

  

Option A: CII Water Use Survey and Customer Incentives Program   
 4. Is your agency operating a CII water use survey and customer incentives 

program for the purpose of complying with BMP 9 under this option? If so, 
please describe activity during reporting period:

Yes   
No  

  yes  

 CII Surveys Commercial 
Accounts 

Industrial 
Accounts 

Institutional 
Accounts 

Commercial 
Accounts 

Industrial 
Accounts 

Institutional Accounts Commercial 
Accounts 

Industrial 
Accounts 

Institutional Accounts 

 a. Number of New 
Surveys Offered     0  0  0  %  %  %

 b. Number of New 
Surveys Completed     0  0  0  %  %  %

 c. Number of Site Follow-
ups of Previous Surveys 
(within 1 yr)

    0  0  0  %  %  %

 d. Number of Phone 
Follow-ups of Previous 
Surveys (within 1 yr)

    0  0  0  %  %  %

CII Survey 
Components

Commercial 
Accounts 

Industrial 
Accounts 

Institutional 
Accounts 

Commercial 
Accounts 

Industrial 
Accounts 

Institutional Accounts  

 e. Site Visit Yes   
No  

Yes   
No  

Yes   
No  

 no  no  no  

 f. Evaluation of all water-
using apparatus and 
processes 

Yes   
No  

Yes   
No  

Yes   
No  

 no  no  no  

 g. Customer report 
identifying recommended 
efficiency measures, 
paybacks and agency 
incentives

Yes   
No  

Yes   
No  

Yes   
No  

 no  no  no  

Agency CII Customer 
Incentives

Budget ($/Year) # Awarded to 
Customers

Total $ Amount 
Awarded

Budget ($/
Year) 

# Awarded 
to 

Customers

Total $ Amount 
Awarded

Budget ($/
Year) 

# Awarded 
to 

Customers

Total $ Amount 
Awarded

 h. Rebates
    41970  24  8840  +50%  +270.8%  +1802.5%

 i. Loans
    0  0  0  %  %  %

 j. Grants
    0  0  0  %  %  %

 k. Others
    0  0  0  %  %  %

Option B: CII Conservation Program Targets  
 5. Does your agency track CII program interventions and water savings for the 

purpose of complying with BMP 9 under this option?
Yes   
No  

  no  

 6. Does your agency document and maintain records on how savings were 
realized and the method of calculation for estimated savings?

Yes   
No  

  no  
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7. System Calculated annual savings (AF/yr):  
 CII Programs Avg Savings (AF/yr) # Device 

Installations
Annual Savings/ 
Program (AF/yr) 

 # Device Installations  

 a. Ultra Low Flush Toilets .035004 0.00    

 b. Dual Flush Toilets .041748 0.04    

 c. High Efficiency Toilets .041748 0.00    

 d. High-Efficiency Urinals .069086 0.00    

 e. Non-Water Urinals .0921146 3.22    

 f. Commercial Clothes 
Washers (only coin-op; 
not industrial)

.116618 0.00    

 g. Cooling Tower 
Conductivity Controllers 

1.03225 0.00    

 h. Food Steamers .25 0.00    

 i. Ice Machines .834507 0.00    

 j. Pre-Rinse Spray Valves .084701 0.00    

 k. Steam Sterilizer 
Retrofits

1.538 0.00    

 l. X-ray Film Processors 2.57 0.00    

 Total System Calculated Savings: 3.27   
8. Estimated annual savings (AF/year) from agency programs not including the devices listed in 
Option B. 7., above:

  

 CII Programs Annual Savings 
(AF/yr)

CII Programs Annual Savings (AF/yr)  

 a. Site-verified actions taken by agency: 

 

  1  

 b. Non-site-verified actions taken by agency*: 

 

 
x 25%

   

 *Note: Agencies may credit 100% of estimated annual savings of interventions that have been site verified and 25% of 
estimated annual savings of interventions that have not been site verified. (BMP 9 E.4.c.)

 

 TOTAL CII Program Performance Target Savings: 5.77  

B. Conservation Program Expenditures for CII Accounts   

 This Year Next Year  This Year Next Year  This Year Next Year
1. Budgeted Expenditures

    41970  62970   0%  -33.3%

2. Actual Expenditures
    8840    +70.2%  

C. "At Least As Effective As"   
1. Is your agency implementing an "at least as effective as" variant of this 
BMP? 

Yes   
No  

  No  

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as." 

 

    

D. Comments   
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Also installed 22 Weather Based Irrigation Controllers, 
which certainly contributes to the overall annual water 
savings... 
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BMP 11: Conservation Pricing 
Reporting Unit:  
City of Corona, Water Utilities 
Department 

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

A. Implementation
Water Service Rate Structure Data by Customer Class

 Select the Rate Structure assigned to the majority of your customers within a specific customer class. 
 
Commodity Charges are based on the amount of water used and result in volumetric revenue. Do 
NOT include: flat fees, monthly service charges, meter charges, minimum usage charges, and other 
revenue that is not dependant on the amount of water the customer consumes. An example of a 
"minimum usage" charge might be: customers are charged at least 6 units per month even if they use 
only 2 units. 

1. Single Family Residential 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

2. Multi-Family Residential 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

3. Commercial

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

4. Industrial 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

5. Institutional / Government 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

6. Dedicated Irrigation (potable) 
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 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

7. Recycled-Reclaimed 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

8. Raw 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

9. Other 

 a. Rate Structure  

 b. Total Revenue from Commodity Charges (Volumetric Rates) $  

 c. Total Revenue from Customer Meter/Service (Fixed) 
Charges $  

B. Implementation Options 
Select Either Option 1 or Option 2:

 

1. Option 1: Use Annual Revenue As Reported  
    V/(V+M) >= 70% 
     V = Total annual revenue from volumetric rates 
      M = Total annual revenue from customer meter/service (fixed) charges

 

 

2. Option 2: Use Canadian Water & Wastewater Association 
Rate Design Model 
    V/(V+M) >= V'/(V'+M') 
      V = Total annual revenue from volumetric rates 
      M = Total annual revenue from customer meter/service (fixed) charges 
      V' = The uniform volume rate based on the signatory's long-run incremental cost of service 
      M' = The associated meter charge

 

a. If you selected Option 2, has your agency submitted to the Council a 
completed Canadian Water & Wastewater Association rate design 
model?

Yes    
No  

 b. Value for V' (uniform volume rate based on agency's long-run 
incremental cost of service) as determined by the Canadian Water & 
Wastewater Association rate design model:

 

 c. Value for M' (meter charge associated with V' uniform volume rate) 
as determined by the Canadian Water & Wastewater Association rate 
design model:

 

C. Retail Wastewater (Sewer) Rate Structure Data by Customer Class
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1. Does your agency provide sewer service? (If YES, answer questions 2 - 7 
below, else continue to section D.)

Yes   
No  

 2. Single Family Residential 

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

 3. Multi-Family Residential 

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

 4. Commercial

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

 5. Industrial 

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

 6. Institutional / Government 

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

 7. Recycled-Reclaimed 

 a. Sewer Rate Structure  

 b. Total Annual Revenue $  

 c. Total Revenue from Commodity Charges 
(Volumetric Rates) $  

D. "At Least As Effective As"
1. Is your agency implementing an "at least as effective as" variant of this 
BMP? 

Yes    
No  

 

a. If YES, please explain in detail how your implementation of this BMP differs from Exhibit 1 and 
why you consider it to be "at least as effective as." 
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E. Comments
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BMP 12: Conservation Coordinator  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

2007 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Implementation   

 1. Does your Agency have a conservation coordinator? Yes   
No  

  yes  

 2. Is a coordinator position supplied by another agency with which you 
cooperate in a regional conservation program ?

Yes   
No  

  no  

 a. Partner agency's name:
   

 3. If your agency supplies the conservation coordinator:   

 a. What percent of this position is dedicated to conservation?
% 85 0% 

 b. Coordinator's Name
 Alison Loukeh  

 c. Coordinator's Title
 

Water Conservation 
Coordinator 

 

 d. Coordinator's Experience and 
Number of Years  4 yrs.  

 e. Date Coordinator's position was created (mm/dd/yyyy) 
 08/01/2000   

 4. Number of conservation staff (FTEs), including Conservation 
Coordinator.  2 0% 

B. Conservation Program Expenditures   
1. Staffing Expenditures (In-house Only)

 170509  

2. BMP Program Implementation Expenditures 
   (Total of all BMPs)  222975  

C. "At Least As Effective As"   
1. Is your agency implementing an "at least as effective as" variant of this 
BMP? 

Yes   
No  

 no  
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http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?8735044
http://bmp.cuwcc.org/bmp/summaries/index.lasso?5730226
http://bmp.cuwcc.org/bmp/print/printindex.lasso?1109882
http://bmp.cuwcc.org/bmp/help/BMP12_NEW_help.htm#BMP12_A
http://bmp.cuwcc.org/bmp/help/BMP12_NEW_help.htm#BMP12_B1
http://bmp.cuwcc.org/bmp/help/BMP12_NEW_help.htm#BMP12_B2
http://bmp.cuwcc.org/bmp/help/BMP12_NEW_help.htm#BMP12_C1
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 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as." 

  

D. Comments   

   

    
You are viewing:  

BMP 12 2008 

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=12&Year=2008&2742529 (2 of 2) [4/28/2010 11:37:26 AM]
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You are viewing: 

BMP 13 2008

 BMPs 
DOWN - 

UP 

 

 YEARS 
DOWN - 

UP 

 

 

 

        

BMP 13: Water Waste Prohibition  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

2007 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Requirements for Documenting BMP Implementation   

 1. Is a water waste prohibition ordinance in effect in your service area? 
 

Yes   
No  

  yes  

 a. If YES, describe the ordinance: 

 

 

Chapter 13.08 of the Corona 
Municipal Code sets forth 
uniform requirements for all 
persons and private or public 
entities who discharge 
wastewater into the sewage 
system of the city and also 
sets forth procedures for 
complying with requirements 
imposed upon the city by 
other regulatory agencies.  

 

 2. Is a copy of the most current ordinance(s) on file with CUWCC? Yes   
No  

  yes  

 a. List local jurisdictions in your service area in the first text box and water waste 
ordinance citations in each jurisdiction in the second text box: 

  

City of 
Corona  

Municipal 
Code 13.08  

 

B. Implementation   
1. Indicate which of the water uses listed below are prohibited by your 
agency or service area. 

    

 a. Gutter flooding Yes   
No  

  yes  

 b. Single-pass cooling systems for new connections Yes   
No  

  yes  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=13&Year=2008&1259162 (1 of 3) [4/28/2010 11:37:02 AM]

http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=13&Year=2007
http://bmp.cuwcc.org/bmp/print/printbmp.lasso?BMP=13&Year=2008
http://bmp.cuwcc.org/bmp/logout.lasso
http://bmp.cuwcc.org/bmp/directories/mouTOC.lasso
http://bmp.cuwcc.org/bmp/?5494228
http://bmp.cuwcc.org/bmp/directories/contact.lasso?625978
http://bmp.cuwcc.org/bmp/directories/faq.lasso
http://bmp.cuwcc.org/bmp/reviewhome.lasso?4899072
http://bmp.cuwcc.org/bmp/summaries/index.lasso?4391677
http://bmp.cuwcc.org/bmp/print/printindex.lasso?9644380
http://bmp.cuwcc.org/bmp/help/BMP13_help.htm#BMP13_A
http://bmp.cuwcc.org/bmp/help/BMP13_help.htm#BMP13_A
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 c. Non-recirculating systems in all new conveyor or car wash 
systems

Yes   
No  

  yes  

 d. Non-recirculating systems in all new commercial laundry 
systems

Yes   
No  

  yes  

 e. Non-recirculating systems in all new decorative fountains Yes   
No  

  yes  

 f. Other, please name 

 
Yes   
No  

  no  

 2. Describe measures that prohibit water uses listed above: 

 

There is on-going monitoring 
and approved enforcement 
response plan that is 
periodically implemented.  

 

Water Softeners:   

 3. Indicate which of the following measures your agency has supported in 
developing state law:

    

 a. Allow the sale of more efficient, demand-initiated 
regenerating DIR models.

Yes   
No  

  yes  

 b. Develop minimum appliance efficiency standards that:  
  

 i.) Increase the regeneration efficiency 
standard to at least 3,350 grains of hardness 
removed per pound of common salt used. 

Yes   
No  

  yes  

 ii.) Implement an identified maximum number 
of gallons discharged per gallon of soft water 
produced. 

Yes   
No  

  yes  

 c. Allow local agencies, including municipalities and special 
districts, to set more stringent standards and/or to ban on-
site regeneration of water softeners if it is demonstrated and 
found by the agency governing board that there is an 
adverse effect on the reclaimed water or groundwater supply.

Yes   
No  

  yes  

 4. Does your agency include water softener checks in home water audit 
programs? 

Yes   
No  

  yes  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=13&Year=2008&1259162 (2 of 3) [4/28/2010 11:37:02 AM]

http://bmp.cuwcc.org/bmp/help/BMP13_help.htm#BMP13_B_Softeners
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 5. Does your agency include information about DIR and exchange-type 
water softeners in educational efforts to encourage replacement of less 
efficient timer models?

Yes   
No  

  yes  

C. "At Least As Effective As"   
1. Is your AGENCY implementing an "at least as effective as" variant of 
this BMP? 

Yes   
No  

  no  

 a. If YES, please explain in detail how your implementation of this BMP differs from 
Exhibit 1 and why you consider it to be "at least as effective as."  

 

  

D. Comments   

   

    
You are viewing:  

BMP 13 2008 

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=13&Year=2008&1259162 (3 of 3) [4/28/2010 11:37:02 AM]
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You are viewing: 

BMP 14 2008

 BMPs 
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UP 
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BMP 14: Residential ULFT Replacement Programs  

Reporting Unit:  
City of Corona, Water Utilities 
Department

Submitted to CUWCC 
04/13/2009 

Year:  
2008 

2007 Data Reported Difference between 
Current and Last Year

(Numbers only)
A. Implementation   

Number of Non-Efficient Toilets Replaced With 1.6 gpf Toilets During 
Report Year

  

  Single-
Family 

Accounts

Multi-
Family 
Units

Single-
Family 

Accounts

Multi-
Family 
Units

 

1. Does your Agency have program(s) for replacing high-
water-using toilets with ultra-low flush toilets (1.6 gpf)? 

Yes   
No  

Yes   
No  

 yes  yes  

 Replacement Method SF 
Accounts

MF Units SF 
Accounts

MF Units SF 
Accounts

MF Units

2. Rebate
   26  0  +42.3%  %

3. Direct Install
   0  0  %  %

4. CBO Distribution
   541  38  %  %

5. Other
   0  0  %  %

 Total 37 0  567  38  

Number of Non-Efficient Toilets Replaced With 1.28 gpf High-Efficiency 
Toilets (HETs) During Report Year

  

6. Does your Agency have program(s) for replacing high-
water-using toilets with high-efficiency toilets (1.28 gpf)? 

Yes   
No  

Yes   
No  

 yes  yes  

 Replacement Method SF 
Accounts

MF Units SF 
Accounts

MF Units SF 
Accounts

MF Units

7. Rebate
   8  0  %  %

8. Direct Install
   0  0  %  %

9. CBO Distribution
   0  0  %  %

10. Other
   0  0  %  %

 Total 13 0  8  0  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=14&Year=2008 (1 of 3) [4/28/2010 11:36:40 AM]

http://www.cuwcc.org/
http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=14&Year=2007
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http://bmp.cuwcc.org/bmp/help/BMP14_NEW_help.htm#BMP14_A6
http://bmp.cuwcc.org/bmp/help/BMP14_NEW_help.htm#BMP14_A7
http://bmp.cuwcc.org/bmp/help/BMP14_NEW_help.htm#BMP14_A8
http://bmp.cuwcc.org/bmp/help/BMP14_NEW_help.htm#BMP14_A9
http://bmp.cuwcc.org/bmp/help/BMP14_NEW_help.htm#BMP14_A10
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Number of Non-Efficient Toilets Replaced With 1.2 gpf HETs (Dual-Flush) 
During Report Year

  

11. Does your Agency have program(s) for replacing high-
water-using toilets with dual-flush toilets? 

Yes   
No  

Yes   
No  

   

 Replacement Method SF 
Accounts

MF Units SF 
Accounts

MF Units SF 
Accounts

MF Units

12. Rebate
   0  0  %  %

13. Direct Install
    0  %  %

14. CBO Distribution
   0  0  %  %

15. Other
   0  0  %  %

 Total 0 0  0  0  
16. Describe your agency's ULFT, HET, and/or Dual-Flush Toilet programs for single-family 
residences. 

 

CDWP provides a toilet 
rebate program for homes 
that were built prior to 1992. 
Homes that have not 
participated in the program 
are eligible for a $60 rebate. 
A yearly distribution program 
is also conducted in April or 
May, where toilets are 
distributed to residents for 
$20 & $35 (pending toilet 
size). This program is 
coordinated through a 
contractor with assistance 
from 4 of our local high 
schools.  

 

17. Describe your agency's ULFT, HET, and/or Dual-Flush Toilet programs for multi-family 
residences. 

 

The same programs are 
provided to multi-family 
residences. Additional 
marketing is conducted to 
promote the programs. Also, 
Multi-family residences 
installing 10 or more toilets 
are eligible for free delivery 
and pick up.  

 

18. Is a toilet retrofit on resale ordinance in effect for your service area? Yes   
No  

  no  

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=14&Year=2008 (2 of 3) [4/28/2010 11:36:40 AM]
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19. List local jurisdictions in your service area in the left box and ordinance citations in each 
jurisdiction in the right box: 

  

   

B. Residential ULFT Program Expenditures   
1. Estimated cost per replacement:

$     97     %

C. "At Least As Effective As"   
1. Is your AGENCY implementing an "at least as effective as" variant of this 
BMP? 

Yes   
No  

  no  

 a. If YES, please explain in detail how your implementation of this BMP differs 
from Exhibit 1 and why you consider it to be "at least as effective as." 

 

  

D. Comments   

   

    
You are viewing:  

BMP 14 2008 

http://bmp.cuwcc.org/bmp/bmps/showbmp.lasso?BMP=14&Year=2008 (3 of 3) [4/28/2010 11:36:40 AM]
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CUWCC BMP RETAIL COVERAGE REPORT 2009-2010

Agency: City of Corona, Water Utilities Department District Name: City of Corona, Water Utilities Department CUWCC Unit #: 53
Retail

Primary Contact Tracy Martin Telephone Email: tracy.martin@discovercorona.com

Compliance Option Chosen By Reporting Agency:
(Traditional, Flex Track or GPCD) Traditional
Foundational BMPs
BMP 1.1 Operational Practices

2009 2010
Name Tracy Martin Martin
Title Water Resources Supervisor Water Resources Supervisor
Email

On Track On Track

2. Water waste prevention documentation
Descriptive File

Descriptive File 2010

URL 
URL 2010 http://www.discovercorona.com/City-Departments/Department-of-Water---Power/Water-Conservatio

Describe Ordinance Terms

On Track On Track

Describe Ordinance Terms 2010 http://www.discovercorona.com/City-Departments/Department-of-Water---
Power/Water-Conservation-Ordinance.aspx

On Track if any one of the 6 ordinance actions done, plus 
documentation or links provided

http://www.discovercorona.com/
City-Departments/Department-of-
W t P /W t
http://www.discovercorona.com/
City-Departments/Department-of-

951-817-5880

Conservation Coordinator provided with necessary resources to 
implement BMPs?

Tracy

tracy.martin@disc

Foundation Best Management Practices for Urban Water Efficiency

0

0

1.Conservation Coordinator 
provided with necessary 
resources to implement BMPs?



Agency: City of Corona, Water Utilities Department District Name: City of Corona, Water Utilities Department CUWCC Unit #: 53
Retail

4
CUWCC BMP RETAIL COVERAGE REPORT 2009-2010

BMP 1.2 Water Loss Control
2009

Complete a prescreening Audit yes On Track On Track if Yes
Metered Sales 35,160
Verifiable Other Uses 7
Total Supply 37,914

0.93 On Track
On Track if  =>.89, Not on Track if No

Yes On Track
On Track if Yes

Verify Data with Records on File? Yes On Track
On Track if Yes

Operate a system Leak Detection Program? Yes On Track On Track if Yes

2010
Yes On Track On Track if Yes, Not on Track if No

AWWA file provided to CUWCC? City of Corona, Water Utilities DepartmeOn Track On Track if Yes, Not on Track if No

AWWA Water Audit Validity Score? 63 Info only until 2012

yes
Info only until 2012

No

Complete Component Analysis? No Info only until 2012

Yes On Track On Track if Yes, Not on Track if No

Yes On Track On Track if Yes, Not on Track if No

Info only until 2012

Provided 7 types of Water Loss Control Info

Leaks 
Repaired

Miles 
Surveyed

Press 
Reduction

Water 
Saved

0 0 Off 0

Compile Standard Water Audit using 
AWWA Software?

Completed Training in AWWA Audit 
Method?

-$                        

Value Real Losses

-$                            -$                         

Foundation Best Management Practices for Urban Water Efficiency

Maintain a record-keeping system for the repair of reported 
leaks, including time of report, leak location, type of leaking 
pipe segment or fitting, and leak running time from report to 
repair.

Info only until 2012

Completed Training in Component 
Analysis Process?

Repaired all leaks and breaks to the 
extent cost effective?

Cost of InterventionsValue Apparent Losses

Locate and repair unreported leaks to the 
extent cost effective. 

(Metered Sales + System uses)/ 
Total Supply >0.89

If ratio is less than 0.9, complete a full 
scale Audit in 2009?



Agency: City of Corona, Water Utilities Department District Name: City of Corona, Water Utilities Department CUWCC Unit #: 53
Retail

4
CUWCC BMP RETAIL COVERAGE REPORT 2009-2010

2009 2010

2008 0 On Track 0 On Track On Track if no unmetered accounts

Yes On Track Yes On Track

1,560 1,559 Info only

No No Info only

Feasibility Study provided to CUWCC? Yes On Track No On Track On Track if Yes, Not on Track if No

Yes On Track Yes On Track On Track if Yes, Not on Track if No

Metered Accounts billed by volume of 
use 

Volumetric billing required for all connections on same 
schedule as metering

If signed MOU prior to 31 Dec 1997, On Track if all connections 
metered; If signed  after 31 Dec 1997, complete meter 
installations by 1 July 2012 or within 6 yrs of signing and 20% 
biannual reduction of unmetered connections.

1.3 METERING WITH COMMODITY RATES FOR ALL NEW CONNECTIONS AND RETROFIT 
OF EXISTING CONNECTIONS 

Exemption or 'At least as Effective As' 
accepted by CUWCC

Numbered Unmetered Accounts 

Completed a written plan, policy or program to 
test, repair and replace meters

Number of CII accounts with 
Mixed Use meters

Conducted a feasibility study to assess merits 
of a program to provide incentives to switch 
mixed-use accounts to dedicated landscape 
meters? 

Foundation Best Management Practices for Urban Water Efficiency
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CUWCC BMP RETAIL COVERAGE REPORT 2009-2010

Agency: City of Corona, Water Utilities Department District Name: City of Corona, Water Utilities Department CUWCC Unit #: 53
Retail Coverage Report Date:

Primary Contact Tracy Martin Email: tracy.martin@discovercorona.com

1.4 Retail Conservation Pricing 
Metered Water Rate Structure

Customer Class 2009 Rate Type Conserving Rate? Customer Class 2010 Rate Type Conserving Rate?

Single-Family Uniform Yes Single-Family
Allocation 

Based Yes

Multi-Family Uniform Yes Multi-Family
Allocation 

Based Yes

Commercial Uniform Yes Commercial
Allocation 

Based Yes

Dedicated Irrigation Uniform Yes Industrial
Allocation 

Based Yes

Institutional Uniform Yes Institutional
Allocation 

Based Yes

On Track On Track

Info only

May 19, 2011

Date 2009 data received
Date 2010 data received

On Track if: Increasing Block, Uniform, 
Allocation, Standby Service; Not on Track if 
otherwise

Foundation Best Management Practices for Urban Water Efficiency

May 26, 2011
May 26, 2011

Year Volumetric Rates began for Agencies with some Unmetered 
Accounts Agencies with Partially Metered Service Areas: If signed MOU prior to 31 Dec. 1997, implementation starts no later 

than 1July 2010. If signed MOU after 31 Dec. 1997, implementation starts no later than 1July 2013, or within seven 
years of signing the MOU,



Agency: City of Corona, Water Utilities Department District Name: City of Corona, Water Utilities Department CUWCC Unit #: 53
Retail Coverage Report Date: May 19, 2011

CUWCC BMP RETAIL COVERAGE REPORT 2009-2010

Adequacy of Volumetric Rates) for Agencies with No Unmetered Accounts

Agency Choices for rates:
Single-Family Single-Family
Multi-Family Uniform Multi-Family
Commercial Uniform Commercial
Dedicated Irrigation Uniform Industrial
Institutional Uniform Institutional
Industrial
Fire Lines

Total Revenue Commodity Charges (V):
Total Revenue Fixed Charges (M): 15,087$   

Calculate: V / (V + M): 65% 65%  B) Use Canadian model. 
On Track On Track

No No

Wastewater Rates 2009 2010
Does Agency Provide Sewer Service? Yes Yes

Customer Class Conserving Rate? Customer Class Conserving Rate?
Single-Family Allocation Based No Single-Family Allocation Based No
Multi-Family Allocation Based No Multi-Family Allocation Based No
Commercial Allocation Based No Commercial Allocation Based No
Industrial Allocation Based No Industrial Allocation Based No
Institutional Allocation Based No Institutional Allocation Based No
Dedicated irrigation Allocation Based No Dedicated irrigation Allocation Based No
Fire Lines Uniform Yes Fire Lines Uniform Yes

On Track

28,417$                     

2010 Volumetric 
Revenues $1000s

2009 Volumetric 
Revenues $1000s

1,079$                       
1$                             

17,462$                    
2,748$                      
2,827$                      
1,093$                      

639$                         

2,172$                       
2,784$                       
3,750$                       

716$                          

Foundation Best Management Practices for Urban Water Efficiency

Customer Class 2009 Rate Type 2010 Rate Type

On Track if: 'Increasing Block', 'Uniform', 'based on long term 
marginal cost' or 'next unit of capacity'

2009 Rate Type 2010 Rate Type

On Track

3,817$                      
3$                             

28,589$                    
15,234$                    

Agencies signing MOU 
after 13June2007, 
implementation starts 
July 1 of year following 
signing. 

Canadian Water & Wastewater Rate Design Model 
Used and Provided to CUWCC

If Canadian Model is used, was 1 year or 3 year 
period applied?

If 'No', then wastewater rate info not 
required.

Uniform 17,915$                     
A) Agencies signing 
MOU prior to 13 
June2007, 
implementation starts 1 
July2007: On Track if (V 
/ (V + M)  ≥ 70% x .8 = 
56% for 2009 and 
70%x0.90 = 63% for 
2010; Not on track if (V / 
(V + M))  < 70%;
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WCC BMP RETAIL COVERAGE REPORT 2009-2010

BMP 2. EDUCATION PROGRAMS
BMP 2.1 Public Outreach Actions Implemented and Reported to CUWCC

2009 2010

17 27

4 8

Yes Yes

Newsletter articles on conservation
Email Messages
Newspaper contacts
Television contacts
News releases

5) Annual budget for public outreach program. 14,000$       

6) Description of all other outreach programs 

On Track On Track

Tiered Rates and Water Budgets, Residential Turf Removal 
Rebate Program, Commercial Turf Removal Rebate 
Program, Landscape Check-Ups, Landscape Classes, Water-
Friendly Landscaping

Website
Email Messages
Newspaper contacts

Foundation Best Management Practices for Urban Water Efficiency

1) Contacts with the public (minimum = 4 times 
per year)

2) Water supplier contacts with media (minimum = 4 times 
per year, i.e., at least quarterly).

3) An actively maintained website that is updated regularly 
(minimum = 4 times per year, i.e., at least quarterly).

4) Description of materials used to meet minimum 
requirement.

Tiered Rates and Water Budgets, Residential Turf Removal 
Rebate Program, Commercial Turf Removal Rebate 
Program, Landscape Check-Ups, Landscape Classes, 
Water-Friendly Landscaping

14,000$                       

All 6 action types 
implemented and 
reported to CUWCC to 
be 'On Track')

Newsletter articles on conservation
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WCC BMP RETAIL COVERAGE REPORT 2009-2010

2.2 School Education Programs Implemented and Reported to CUWCC

2009 2010

Yes Yes

Name of Wholesale Supplier?

Yes/ No

Yes Yes

3) Materials Distributed to K-6? Yes Yes

Describe K-6 Materials

Water 
efficiency 
material 

including: 
scout 

badges, 
solar-
related 

sponsorsh
ip, and 

assembly 
program-
related 

materials.

Water 
efficiency 
material 

including: 
scout 

badges, 
solar-

related 
sponsorshi

p, and 
assembly 
program-
related 

materials.

 Materials distributed to 7-12 students? No No Info Only

4) Annual budget for school education program. 38,645$    74,500$       

See Wholesale Report See Wholesale Report

On Track On Track

5) Description of all other water supplier education 
programs 

Art contest for fifth grade students citywide; 
Abracadabra water conservation magic show.

2) Materials meet state education framework requirements 
and are grade-level appropriate?

All 5 actions types implemented 
and reported to CUWCC to be 'On 
Track'

Describe materials to meet 
minimum requirements

Western Municipal Water District, 
Metropolitan Water District of 

ZunZun Water Conservation 
Education Assembly

1)  Curriculum materials developed and/or provided by 
agency  

Does  a wholesale agency implement School Education 
Programs for this unility's benefit?

Western Municipal Water District, Metropolitan 
Water District of Southern California

Foundation Best Management Practices for Urban Water Efficiency

Project WET
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CUWCC BMP COVERAGE REPORT BMP 3 RESIDENTIAL 

Agency: City of Corona, Water Utilities Department CUWCC Unit #: 53
Date: 

Primary Contact Tracy Martin Email  tracy.martin@discovercorona.com

Compliance Option Chosen By Reporting Agency: Traditional Initial 10 year period completed: Y If "Yes" , 50% credit for past BMP 9 Impleme Y SF historic
Completed Accounts SF Surveys: 284 MF Surveys: 60 568

BMP 3 C 1) Residential Assistance
2009 2009 2009 2009 2010 2010 2010 2010

SF Target MF Targets SF Target MF Targets

Total Number of Customers 34,654 1,800 35,014 1806

Total Participants during Reporting Period 747 45 2,087 514

747 520 45 27 2,087 525 514 27

750 50 561 300

475 26 934 200
On Track On Track On Track On Track

"On Track" if annual 
number of 
surveys/assistance 
>= 1.5% of SF 
accounts and MF 
units

Single 
Family 

Accounts

Multi 
Family 
Units

Single 
Family 

Accounts

Multi 
Family 
Units

Number of Leak Detection Surveys or 
Assistance on Customer Property

Number of WSS 
Showerheads Distributed

Number of Faucet Aerators 
Distributed

mailto:tracy.martin@discovercorona.com
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Agency: City of Corona, Water Utilities Department CUWCC Unit #: 53
BMP 3 C2) Landscape Water Surveys 2009 2010

SF SF
255 520 1,250 525 NA

Surveys as Percent of SF Accounts 0.74% 1.50%
Not on Track On Track

BMP 3 C3) High Efficiency Clothes Washers 2009 2010

239 312 370 350
Percent 0.69% 1.06%

Not on Track On Track

BMP 3 C4) Water Sense Specification Toilets 2009 2010

Retrofit 'On Resale' Ordinance exists No No

75% Market Penetration Achieved
If 'Yes' is documentation provided?  Yes On Track Yes On Track

SF MF Units SF MF Units
Number WSS Toilets Installed 435 252 166 0

Ave Resale Rate X Toilets /residence 156 78 156 78

Number of SF account landscape 
water surveys completed 

Number Financial Incentives Provided 
to Customers 

On Track if ordinance exists

Ordinance must require 
replacement of toilets => 3.5 
gpf when property is sold

"On Track" if number of 
incentives for HECW 
(WF,=5.0) => 0.9% SF 
accounts in 2009 and 1.0 % in 
2010

On Track if 75% penetration achieved and 
documentation provided

On Track If number of toilets installed 
=> average resale rate X number toilets 
per residence (from Base Year Data)

"On Track" if annual number of 
landscape surveys >= 1.5% of 
SF accounts 
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Agency: City of Corona, Water Utilities Department CUWCC Unit #: 53
BMP 3 C5) WSS for New Residential Development

2009 2009 2010 SF 2010MF
No No No No

If 'Yes' is documentation provided?  No No No No

Incentives 
Number of new SF & MF units built 33 58 On Track 31 38 On Track

Types of Incentives
Measured 
SF Water 

Savings AF

Measured 
MF Water 

Savings AF
HET Rebate
HECW Rebate
Rotating
Synthetic Turf

Number of other components distributed: 3,916
Decription: Shower timers, hose nozzels

Types of Incentives
Measured 
SF Water 

Savings AF

Measured 
MF Water 

Savings AF
HET Rebate
HECW Rebate
Rotating
Synthetic Turf

Number of other components distributed: 6,370
Decription:  Hose Nozzels, 5-minute shower timers

If no ordinance, to be On Track, provide 
incentives and describe, Including:

Does an Ordinance Exists Requiring WSS 
Fixtures and Appliances in new SF and MF 

id ?

On Track if ordinance exists requiring 
WSS in new residential units and 
documentation is provided

Incentive Value 
SF

Number WSS 
Fixtures Installed

Number SF 
Participants

Number MF 
Participants

List Incentive Types, $ amounts, number 
of WSS fixtures installed; and number of 
participating SF & MF homes

687
239
482

2,262

150$                   
100$                   

4$                       
1$                       

234
235
6
5

2009 New Residential Development Incentives and Results 

2010 New Residential Development Incentives and Results 

Incentive Value 
SF

Number WSS 
Fixtures Installed

Number SF 
Participants

Number MF 
Participants

10
3
0
0

50$                     166 91 0
135$                   370 370 0

0
1$                       11,823 15 0
3$                       965 16



CUWCC BMP COVERAGE REPORT 

Agency: City of Corona, Water Utilities Department District Name: City of Corona, Water Utilities Department CUWCC Unit #: 52

Traditional BMP 4 - Comercial Industrial Institutional

g y y , p y , p
Primary Contact Tracy Martin Email: tracy.martin@discovercorona.com Report Date: May 20, 2011
Compliance Option Chosen By Reporting Agency: Trad /Flex
Date Agency Signed MOU: 3/3/1996 Initial 10 year period completed: Y If "Yes" , 50% credit for past BMP 9 Implementation? Y

Credit (AF) 16.4
CII Baseline Water Use (AF): 8,527 Target CII Water Use Reduction Reporting Period (AF): 42.6

Water Efficiency Measures

1 High Efficiency Toilets (1 2 GPF or less) 3 0 125244

Target Reduction is 10% of 
Baseline CII water use over 10 
years.2009 

Quantity 
Installed

2009 
Water 

Savings 
AF

2010 
Quantity 
Installed

2010 
Water 

Savings 
AF

1 High Efficiency Toilets (1.2 GPF or less) 3 0.125244

2 High Efficiency Urinals (0.5 GPF or less)
3 Ultra Low Flow Urinals 0.5% by the end of first reporting pe
4 Zero Consumption Urinals 12 1.105375 2.4% by end of yr 4,

6.4% by end of year 8

6 Cooling Tower Conductivity Controllers 9 % by end of yr 10

5 Commercial High Efficiency Single Load 
Clothes Washers

Guideline: 'On Track' if estimated 
savings as percent of baseline:

6 Cooling Tower Conductivity Controllers 9 % by end of yr 10
7 Cooling Tower pH Controllers

8 Connectionless Food Steamers

9 Medical Equipment Steam Sterilizers
10 Water Efficient Ice Machines

11 Pressurized Water Brooms

CII List of Efficiency Measures 
from MOU Compliance Policies 
Tier 3, page 5, dated 10-06-09

12 Dry Vacuum Pumps

Total Water Savings 1.230619 0

Not on Track



CUWCC BMP COVERAGE REPORT 

Agency: District Name: CUWCC Unit #: 53
Primary Contact Tracy Email: Report Date: Martin

City of Corona, Water utilities Department
tracy.martin@ci.corona.ca.us

Traditional BMP 5 - Landscape 

y y p
Compliance Option Chosen By Reporting Agency: Traditional
Date Agency Signed MOU: 3/3/1996 Initial 10 year period completed: Yes If "Yes" , 50% credit for past BMP 9 Implementation? Yes

Number of Landscape Surveys Performed 131
Required Documentation

2009 2010
Number of dedicated irrigation meter accounts 930 937

0 937

y @

ETo-based water use budgets Number of dedicated irrigation meter 0 937

0.0% 100.0%

Target Rate for Year 1 9% Target Rate for Year 2 18%

3294 2609

Percent of  dedicated irrigation meters with 
water budgets

g
developed for 90% of CII accounts 
with dedicated irrigation meters at 
an average rate of 9% per year 
over 10 years

Number of dedicated irrigation meter 
accounts with water budgets.

Aggregate water use for dedicated non-recreational 
landscape accounts with budgets

2009 Acres 2009 Average ET 2010 Acres 2010 Average ET
0 943

2010 Accounts >20% over-budget
Offered 

Technical 
Number of 
Accounts

Offer site-specific technical 
assistance annually to all accounts 
that are 20% over budget within six 
years of the date implementation 
was to commence

Aggregate acreage assigned water 
budgets and average ET for dedicated 
non-recreational landscape accounts 
with budgets.

Accepting 
Technical 

2009 Accounts >20% over-budget
Number of 
Accounts

Offered 
Technical 

Accepting 
Technical 

0 0 3 429 429 4

On Track 

Assistance
was to commence.

Assistance Assistance Assistance



Agency: District Name: CUWCC Unit #: 53City of Corona, Water utilities Department
CII Accounts without Meters or with Mixed-Use Meters

2009 2010
Number of mixed use and un-metered accounts. 1560 1559

2009 Incentives and Responses
Incentive Type

2010 Incentives and Responses
Incentive Number Number Incentive Number Number yp

Rebate for WBIC thru MWD 74,340$     n/a 68 5,100$       n/a 6 Agency will implement and 
maintain a customer incentive 
program(s) for irrigation equipment 
retrofits. 

Value $ offered to 
Customers

accepted by 
Customers

Value $ offered to 
Customers

accepted by 
Customers

2009 Surveys

Complete irrigation water use surveys for not 
less than 15% of CII accounts with mixed-use 
meters and un-metered accounts within 10 
years of the date implementation is to 
commence. (Note: CII surveys that include 
both indoor and outdoor components can be

Number 
accepted

Number 
offered.

Number 
offered.

Number 
accepted

2010 Surveys

Landscape Irrigation Surveys 18 13 22 17

On Track

both indoor and outdoor components can be 
credited against coverage requirements for 
both the Landscape and CII BMPs.)
On Track if the percent of CII accounts with 
mixed-use meters receiving a landscape 
water use survey equals or exceeds the 
following: 1.5% by the end of the first 
reporting period (year two) following the date 
implementation is to commence; 3.6% by the 



 

 



 

April 2012 H-1 

APPENDIX H 
WATER SUPPLY RELIABILITY CALCULATION DETAILS 
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1. Average Year Conditions 

Table 1 City of Corona Projected Average Year Water Demands 

Description 2015 2020 2025 2030 2035 

Projected Average Year Demand (afy) 
40,888  36,934  37,551  38,250  39,005  

Increase Compared to 2010(1) (afy) 
(3,443) (7,397) (6,781) (6,082) (5,326) 

Increase Compared to 2010  
-8% -17% -15% -14% -12% 

Demand as % of 2010 Demand 
92% 83% 85% 86% 88% 

Notes
1) Based on a 2010 Average Year Demand of 44,331 afy. 

: 

 

 

Table 2 MWDSC Projected Average Year Supplies 

Description 2015 2020 2025 2030 2035 

Average Year Supply(1) (afy) 3,485,000  3,810,000  4,089,000  3,947,000  3,814,000  

Increase Compared to 2010(2) (afy) 817,000  1,142,000  1,421,000  1,279,000  1,146,000  

Increase Compared to 2010 31% 43% 53% 48% 43% 

Supply as % of 2010 Supply 131% 143% 153% 148% 143% 
Notes
1) Based on the current supply programs as listed in Table 2-11 from the 2010 Regional UWMP. 

: 

2) Based on the projected supply capacity of 2,668,000 afy obtained from 2005 Regional UWMP. 

 

 

Table 3 MWDSC Projected Average Year Supply as Percentage of Demand 

Description 2015 2020 2025 2030 2035 

Average Year Supply(1) (afy) 3,485,000  3,810,000  4,089,000  3,947,000  3,814,000  

Average Year Demand(2) (afy) 2,006,000  1,933,000  1,985,000  2,049,000  2,106,000  

MWDSC Supply as % of Demand 174% 197% 206% 193% 181% 
Notes
1) Based on the current supply programs as listed in Table 2-11 from the 2010 Regional UWMP. 

: 

2) Based on total demands on Metropolitan as listed in Table 2-11 from the 2010 Regional UWMP. 
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Table 4 Comparison of Supply and Demands under a Normal Year 

Row Description 2015 2020 2025 2030 2035 

1 City of Corona Demand Increase as % of 2010 Demand (from Table 1) 
92% 83% 85% 86% 88% 

2 MWDSC Supply Increase as % of 2010 Supply (from Table 2) 131% 143% 153% 148% 143% 

3 MWDSC Supply as % of Demand (from Table 3) 174% 197% 206% 193% 181% 

4 
Difference MWDSC Supply Increase and City of Corona Demand 
Increase (Row 3 – Row 1) 

81% 114% 121% 106% 93% 

 

 

2. Single Dry Year Conditions 

Table 5 LVWMD Projected Single Dry Year Water Demands 

Description 2015 2020 2025 2030 2035 

Projected Average Year Demand (afy) 
47,730 43,114 43,834 44,650 45,532 

Increase Compared to 2010(1) (afy) 
3,399  (1,217) (497) 319  1,201  

Increase Compared to 2010  
8% -3% -1% 1% 3% 

Demand as % of 2010 Demand 
108% 97% 99% 101% 103% 

Notes
1) Based on a 2010 Average Year Demand of 44,331 afy. 

: 

 

Table 6 MWDSC Projected Single Dry Year Supplies 

Description 2015 2020 2025 2030 2035 

Average Year Supply(1) (afy) 2,457,000 2,782,000 2,977,000 2,823,000 2,690,000 

Increase Compared to 2010(2) (afy) (385,000) (60,000) 135,000  (19,000) (152,000) 

Increase Compared to 2010 -14% -2% 5% -1% -5% 

Supply as % of 2010 Supply 86% 98% 105% 99% 95% 
Notes
1) Based on the current supply programs as listed in Table 2-9 from the 2010 Regional UWMP. 

: 

2) Based on the projected supply capacity of 2,842,000 afy obtained from 2005 Regional UWMP. 
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Table 7 MWDSC Projected Single Dry Year Supply as Percentage of Demand 

Description 2015 2020 2025 2030 2035 

Average Year Supply(1) (afy) 2,457,000 2,782,000 2,977,000 2,823,000 2,690,000 

Average Year Demand(2) (afy) 2,171,000 2,162,000 2,201,000 2,254,000 2,319,000 

MWDSC Supply as % of Demand 113% 129% 135% 125% 116% 
Notes
1) Based on the current supply programs as listed in Table 2-9 from the 2010 Regional UWMP. 

: 

2) Based on total demands on Metropolitan as listed in Table 2-9 from the 2010 Regional UWMP. 

 

Table 8 Comparison of Supply and Demands under a Single Dry Year 

Row Description 2015 2020 2025 2030 2035 

1 City of Corona Demand Increase as % of 2010 Demand (from Table 5) 
108% 97% 99% 101% 103% 

2 MWDSC Supply Increase as % of 2010 Supply (from Table 6) 86% 98% 105% 99% 95% 

3 MWDSC Supply as % of Demand (from Table 7) 113% 129% 135% 125% 116% 

4 
Difference MWDSC Supply Increase and City of Corona Demand 
Increase (Row 3 – Row 1) 

6% 31% 36% 25% 13% 

 

3. Multiple Dry Year Conditions 

Table 9 City of Corona Projected Multiple Dry Year Water Demands 

Description 2015 2020 2025 2030 2035 

Projected Average Year Demand (afy) 
47,730 43,114 43,834 44,650 45,532 

Increase Compared to 2010(1) (afy) 
3,399  (1,217) (497) 319  1,201  

Increase Compared to 2010  
8% -3% -1% 1% 3% 

Demand as % of 2010 Demand 
108% 97% 99% 101% 103% 

Notes
1) Based on a 2010 Average Year Demand of 44,331 afy. 

: 
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Table 10 MWDSC Projected Multiple Dry Year Supplies 

Description 2015 2020 2025 2030 2035 

Average Year Supply(1) (afy) 2,248,000 2,417,000 2,520,000 2,459,000 2,415,000 

Increase Compared to 2010(2) (afy) (371,000) (202,000) (99,000) (160,000) (204,000) 

Increase Compared to 2010 -14% -8% -4% -6% -8% 

Supply as % of 2010 Supply 86% 92% 96% 94% 92% 
Notes
1) Based on the current supply programs as listed in Table 2-10 from the 2010 Regional UWMP. 

: 

2) Based on the projected supply capacity of 2,619,000 afy obtained from 2005 Regional UWMP. 

 

Table 11 MWDSC Projected Multiple Dry Year Supply as Percentage of Demand 

Description 2015 2020 2025 2030 2035 

Average Year Supply(1) (afy) 2,248,000 2,417,000 2,520,000 2,459,000 2,415,000 

Average Year Demand(2) (afy) 2,236,000 2,188,000 2,283,000 2,339,000 2,399,000 

MWDSC Supply as % of Demand 101% 110% 110% 105% 101% 
Notes
1) Based on the current supply programs as listed in Table 2-10 from the 2010 Regional UWMP. 

: 

2) Based on total demands on Metropolitan as listed in Table 2-10 from the 2010 Regional UWMP. 

 

Table 12 Comparison of Supply and Demands under Multiple Dry Years 

Row Description 2015 2020 2025 2030 2035 

1 City of Corona Demand Increase as % of 2010 Demand (from Table 9) 
108% 97% 99% 101% 103% 

2 MWDSC Supply Increase as % of 2010 Supply (from Table 10) 86% 92% 96% 94% 92% 

3 MWDSC Supply as % of Demand (from Table 11) 101% 110% 110% 105% 101% 

4 Difference MWDSC Supply Increase and City of Corona Demand 
Increase (Row 3 – Row 1) 

-7% 13% 12% 4% -2% 
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Table 13 Projected Multiple Dry Year Supplies 

Row Description 2011 2012 2013 

1 Average Year Supply(1) (afy) 2,142,000 1,825,000 2,127,000 

2 Increase Compared to 2010(2) (afy) 282,000 -35,000 267,000 

3 Increase Compared to 2010 15% -2% 14% 
4 Supply as % of 2010 Supply 115% 98% 114% 

Notes: 
1) Based on the current supply programs as listed in Table 1-6 from the 2010 Regional UWMP. 
2) MWDSC 2010 historic demand assumed to be 1,860,000 AF, as listed on page A.2-4 of the MWDSC Regional Urban Water 
Management Plan, November 2010 
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